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6.2.2
Message definitions

Omit some text
–
RRCRelease
The RRCRelease message is used to command the release of an RRC connection or the suspension of the RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: Network to UE

RRCRelease message
-- ASN1START

-- TAG-RRCRELEASE-START

RRCRelease ::=                      SEQUENCE {

    rrc-TransactionIdentifier           RRC-TransactionIdentifier,

    criticalExtensions                  CHOICE {

        rrcRelease                          RRCRelease-IEs,

        criticalExtensionsFuture            SEQUENCE {}

    }

}

RRCRelease-IEs ::=                  SEQUENCE {

    redirectedCarrierInfo               RedirectedCarrierInfo                                                   OPTIONAL,   -- Need N

    cellReselectionPriorities           CellReselectionPriorities                                               OPTIONAL,   -- Need R

    suspendConfig                       SuspendConfig                                                           OPTIONAL,   -- Need R

    deprioritisationReq                 SEQUENCE {

        deprioritisationType                ENUMERATED {frequency, nr},

        deprioritisationTimer               ENUMERATED {min5, min10, min15, min30}

    }                                                                                                           OPTIONAL,   -- Need N

    lateNonCriticalExtension                OCTET STRING                                                        OPTIONAL,

    nonCriticalExtension                    RRCRelease-v1540-IEs                                                OPTIONAL
}

RRCRelease-v1540-IEs ::=            SEQUENCE {

    waitTime                           RejectWaitTime                OPTIONAL, -- Need N

    nonCriticalExtension               SEQUENCE {}                   OPTIONAL
}

RedirectedCarrierInfo ::=           CHOICE {

    nr                                  CarrierInfoNR,

    eutra                               RedirectedCarrierInfo-EUTRA,

    ...

}

RedirectedCarrierInfo-EUTRA ::=     SEQUENCE {

    eutraFrequency                          ARFCN-ValueEUTRA,

    cnType                                  ENUMERATED {epc,fiveGC}                                             OPTIONAL    -- Need N

}

CarrierInfoNR ::=                   SEQUENCE {

    carrierFreq                         ARFCN-ValueNR,

    ssbSubcarrierSpacing                SubcarrierSpacing,

    smtc                                SSB-MTC                                                                 OPTIONAL,      -- Need S

    ...

}

SuspendConfig ::=                   SEQUENCE {

    fullI-RNTI                          I-RNTI-Value,

    shortI-RNTI                         ShortI-RNTI-Value,

    ran-PagingCycle                     PagingCycle,

    ran-NotificationAreaInfo            RAN-NotificationAreaInfo                                                OPTIONAL,   -- Need M

    t380                                PeriodicRNAU-TimerValue                                                 OPTIONAL,   -- Need R

    nextHopChainingCount                NextHopChainingCount,

    ...

}

PeriodicRNAU-TimerValue ::=         ENUMERATED { min5, min10, min20, min30, min60, min120, min360, min720}

CellReselectionPriorities ::=       SEQUENCE {

    freqPriorityListEUTRA               FreqPriorityListEUTRA                                                   OPTIONAL,       -- Need M

    freqPriorityListNR                  FreqPriorityListNR                                                      OPTIONAL,       -- Need M

    t320                                ENUMERATED {min5, min10, min20, min30, min60, min120, min180, spare1}   OPTIONAL,       -- Need R

    ...

}

PagingCycle ::=                     ENUMERATED {rf32, rf64, rf128, rf256}

FreqPriorityListEUTRA ::=           SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListNR ::=              SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR

FreqPriorityEUTRA ::=               SEQUENCE {

    carrierFreq                         ARFCN-ValueEUTRA,

    cellReselectionPriority             CellReselectionPriority,

    cellReselectionSubPriority          CellReselectionSubPriority                                              OPTIONAL        -- Need R

}

FreqPriorityNR ::=                  SEQUENCE {

    carrierFreq                         ARFCN-ValueNR,

    cellReselectionPriority             CellReselectionPriority,

    cellReselectionSubPriority          CellReselectionSubPriority                                              OPTIONAL        -- Need R

}

RAN-NotificationAreaInfo ::=        CHOICE {

    cellList                            PLMN-RAN-AreaCellList,

    ran-AreaConfigList                  PLMN-RAN-AreaConfigList,

    ...

}

PLMN-RAN-AreaCellList ::=           SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF PLMN-RAN-AreaCell

PLMN-RAN-AreaCell ::=               SEQUENCE {

    plmn-Identity                       PLMN-Identity                                                           OPTIONAL,   -- Need S

    ran-AreaCells                       SEQUENCE (SIZE (1..32)) OF  CellIdentity

}

PLMN-RAN-AreaConfigList ::=         SEQUENCE (SIZE (1..maxPLMNIdentities)) OF PLMN-RAN-AreaConfig

PLMN-RAN-AreaConfig ::=             SEQUENCE {

    plmn-Identity                       PLMN-Identity                                                           OPTIONAL,   -- Need S

    ran-Area                            SEQUENCE (SIZE (1..16)) OF  RAN-AreaConfig

}

RAN-AreaConfig ::=                  SEQUENCE {

    trackingAreaCode            TrackingAreaCode,

    ran-AreaCodeList            SEQUENCE (SIZE (1..32)) OF  RAN-AreaCode        OPTIONAL    -- Need R

}

-- TAG-RRCRELEASE-STOP

-- ASN1STOP

	RRCRelease-IEs field descriptions

	cnType

Indicate that the UE is redirected to EPC or 5GC.

	deprioritisationReq

Indicates whether the current frequency or RAT is to be de-prioritised.

	deprioritisationTimer
Indicates the period for which either the current carrier frequency or NR is deprioritised. Value minN corresponds to N minutes.

	suspendConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure suspendConfig when the network redirect the UE to an inter-RAT carrier frequency.

	redirectedCarrierInfo

Indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an NR or an inter-RAT carrier frequency, by means of cell selection at transition to RRC_IDLE or RRC_INACTIVE as specified in TS 38.304 [20]. In this release of specification, redirectedCarrierInfo is not included in an RRCRelease message with suspendConfig if this message is in response to an RRCResumeRequest or an RRCResumeRequest1 which is triggered by the NAS layer.


	CarrierInfoNR field descriptions

	carrierFreq

Indicates the redirected NR frequency.

	ssbSubcarrierSpacing

Subcarrier spacing of SSB in the redirected SSB frequency. Only the values 15 kHz or 30 kHz (FR1), and 120 kHz or 240 kHz (FR2) are applicable.

	smtc

The SSB periodicity/offset/duration configuration for the redirected SSB frequency. It is based on timing reference of PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing.


	RAN-NotificationAreaInfo field descriptions

	cellList
A list of cells configured as RAN area.

	ran-AreaConfigList
A list of RAN area codes or RA code(s) as RAN area.


	PLMN-RAN-AreaConfig field descriptions

	plmn-Identity

PLMN Identity to which the cells in ran-Area belong. If the field is absent the UE uses the ID of the registered PLMN.

	ran-AreaCodeList
The total number of RAN-AreaCodes of all PLMNs does not exceed 32.

	ran-Area

Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or RAN area code(s) to configure a UE. The total number of TACs across all PLMNs does not exceed 16.


	PLMN-RAN-AreaCell field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-AreaCells belong. If the field is absent the UE uses the ID of the registered PLMN.

	ran-AreaCells
The total number of cells of all PLMNs does not exceed 32.


	SuspendConfig field descriptions

	ran-NotificationAreaInfo

Network ensures that the UE in RRC_INACTIVE always has a valid ran-NotificationAreaInfo.

	ran-PagingCycle

Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, value rf64 corresponds to 64 radio frames and so on.

	t380

Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.
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