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	[bookmark: _GoBack]Reason for change:
	There is currently no explanation in 38.101-3 for what the notation DC_(n)Xyz means for an EN-DC combination. 

	
	

	Summary of change:
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. <Start of Changes>
[bookmark: _Toc21345396]5.3B	UE Channel bandwidth for EN-DC
For intra-band contiguous EN-DC, the aggregated channel bandwidth is sum of the individual NR and E-UTRA channel bandwidths assuming nominal EN-DC channel with 0 kHz offset spacing as specified in subclause 5.4.
	ENBW = BWNR_Channel + BWE-UTRA_Channel
In the case where the NR sub-block and/or the E-UTRA sub-block itself is composed of intra-band contiguous CA carriers, the EN-DC aggregated channel bandwidth is the sum of the aggregated channel bandwidths of the NR and E-UTRA sub-blocks assuming nominal EN-DC channel spacing between the NR sub-block and E-UTRA sub-block.
	ENBW = BWNR_Channel_CA + BWE-UTRA_Channel_CA
For NR inter-band dual connectivity specified in 5.5B.7, the corresponding NR CA configurations in 5.5A.1, i.e., dual uplink inter-band carrier aggregation between FR1 and FR2 with uplink assigned to two NR bands, are applicable to Dual Connectivity.
NOTE 1:	Requirements for the dual connectivity configurations are defined in the section corresponding NR uplink CA between FR1 and FR2 configurations, unless otherwise specified.
Intra-band contiguous EN-DC configurations are defined using intra-band contiguous EN-DC bandwidth class notation DC_(n)Xyz where the first EN-DC bandwidth class letter y indicates the number of contiguous E-UTRA carriers and the second EN-DC bandwidth class letter z indicates the number of contiguous NR carriers for the EN-DC combination of E-UTRA Band X and NR Band nX. Applicable contiguous intraband EN-DC bandwidth classes are listed in Table 5.3.B-1.
Table 5.3.B-1: Intra-band contiguous EN-DC bandwidth classes
	Intra-band contiguous EN-DC bandwidth class
	Number of
contiguous CC

	
	E-UTRA
	NR

	AA
	1
	1

	CA
	2
	1

	DA
	3
	1


<End of Changes>
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