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	Reason for change:
	According to cell configuration on TS 38.523-3 Table 7.1.5.2-1, SMTC and GAP could not include the SSB of inter frequency neigbor cell. For example, SFNoffset for cell 3 is 257. UE could not find SSB of Cell 3 based on the 38.508-1 default configuration of GAP and SMTC.
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	Summary of change:
	Change the default setting of GAP and SMTC when the SFNoffset for inter frequency neigbor cell is odd number.
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	Consequences if not approved:
	If UE only use GAP and SMTC to find inter frequency neigbor cell, UE will fail the test case.
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<Start>
MeasGapConfig
Table 4.6.3-70: MeasGapConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig ::= SEQUENCE {
	
	
	

	  gapFR2
	Not present
	
	

	  gapFR2 CHOICE {
	
	
	GAP_FR2

	    setup SEQUENCE {
	
	
	

	      gapOffset
	159
	
	

	      mgl
	ms3dot5
	
	

	      mgrp
	ms160
	
	

	      mgta
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  gapFR1
	Not present
	
	

	  gapFR1 CHOICE {
	
	
	GAP_FR1

	    setup SEQUENCE {
	
	
	

	      gapOffset
	39
	
	

	
	9
	
	SIG AND INTER-FREQ_ODD

	      mgl
	ms6
	
	

	      mgrp
	ms40
	
	

	      mgta
	ms0
	
	

	  }
	
	
	

	  gapUE
	Not present
	
	GAP_FR1 OR GAP_FR2

	  gapUE CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset
	39
	
	

	
	9
	
	SIG AND INTER-FREQ_ODD

	      mgl
	ms6
	
	

	      mgrp
	ms40
	
	

	      mgta
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	GAP_FR1
	Configuration for FR1 per-FR gaps

	GAP_FR2
	Configuration for FR2 per-FR gaps

	INTER-FREQ_ODD
	When the SFNoffset of inter frequency neighbour cell is odd number. SFNoffset is defined in TS 38.523-3 [23]Table 7.1.5.2-1


SSB-MTC
Table 4.6.3-185: SSB-MTC
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-MTC ::= SEQUENCE {
	
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    sf20
	0
	
	FR1

	
	10
	
	SIG AND INTER-FREQ_ODD

	    sf160
	0
	
	FR2

	  }
	
	
	

	  duration 
	sf2
	
	FR1

	
	sf3
	
	FR2

	}
	
	
	


	Condition
	Explanation

	INTER-FREQ_ODD
	When the SFNoffset of inter frequency neighbour cell is odd number. SFNoffset is defined in TS 38.523-3 [23]Table 7.1.5.2-1
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