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	Reason for change:
	Test frequencies and associated signalling parameters for CA_n66B need to be specified. This CR covers test frequencies for configurations with common numerology between the two carrier components. 

The applicable CBW combinations are specified in TS 38.101-1 Table 5.5A.1-1:
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The supported CBWs vs subcarrier spacing (SCS) is are specified in TS 38.101-1 Table 5.3.5-1:
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NR band n66 has asymmetric channel bandwidths. The supported asymmetric channel bandwidth combinations are defined in table 5.3.6-1 in TS 38.101-1:

[image: image3.png]Table 5.3.6-1: FDD asymmetric UL and DL channel bandwidth combinations

Channel Channel
NRBand | bandwidhs for UL | bandwidths for DL
(MHz) (MHz)
5,10 20,40
nee 50 0




 

The nominal channel spacing for NR Intra-band contiguous CA is specified in TS 38.101-1 clause 5.4A.1.


	
	

	Summary of change:
	Test frequencies and associated signalling parameters are specified for the CA_n66B supported channel bandwidth combinations in TS 38.101-1 Table 5.5A.1-1 taking the supported UL/DL asymmetric channel bandwidth combinations as defined in TS 38.101-1 Table 5.3.6-1 into account. 
Channel spacing between the two carrier components are based on the nominal channel spacing as specified in TS 38.101-1 clause 5.4A.1.
An editor’s note is added indicating that mixed nyumerology between the two carrier componnents are FFS.
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4.3.1.1.3.66
NR Intra-band contiguous configurations CA_n66
4.3.1.1.3.66.1
CA_n66B
Editor's note: Test frequencies for CA_n66B with mixed numerology with SCS CC1=15kHz and SCS CC2=30 kHz or 60kHz; and SCS CC1=30kHz and SCS CC2=15 kHz or 60 kHz is FFS.

Table 4.3.1.1.3.66.1-1: NR Intra-Band contiguous CA configuration CA_n66B (PCC=CC1 and SCC=CC2), SCS 15 kHz
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	5+20
	Channel spacing CC1-CC2=12.29 MHz (Note 1)

	
	CC1
	5
	15
	25
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 5/5 and SCS=15 kHz.

	
	CC2
	20
	15
	106
	Downlink
	Low
	2124.8
	424960
	2115.26
	423052
	0
	15
	-
	423412
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2157.3
	431460
	2129.4
	425880
	102
	
	-
	429912
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2189.8
	437960
	2089.54
	417908
	504
	
	-
	436412
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1724.8
	344960
	1715.26
	343052
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1757.3
	351460
	1657.04
	331408
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1789.8
	357960
	1779.18
	355836
	6
	-
	-
	-
	-
	-
	-
	-

	5+40
	Channel spacing CC1-CC2=22.19 MHz (Note 1)

	
	CC1
	5
	15
	25
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 5/5 and SCS=15 kHz.

	
	CC2
	40
	15
	216
	Downlink
	Low
	2134.7
	426940
	2115.26
	423052
	0
	15
	-
	423412
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2167.2
	433440
	2129.4
	425880
	102
	
	-
	429912
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2199.7
	439940
	2089.54
	417908
	504
	
	-
	436412
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1734.7
	346940
	1715.26
	343052
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1767.2
	353440
	1657.04
	331408
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1799.7
	359940
	1779.18
	355836
	6
	-
	-
	-
	-
	-
	-
	-

	10+15
	Channel spacing CC1-CC2=12.43 MHz (Note 1)

	
	CC1
	10
	15
	52
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 10/10 and SCS=15 kHz.

	
	CC2
	15
	15
	79
	Downlink
	Low
	2127.4
	425480
	2120.29
	424058
	0
	15
	-
	424418
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2157.4
	431480
	2131.93
	426386
	102
	
	-
	430418
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2187.4
	437480
	2089.57
	417914
	504
	
	-
	436418
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1727.4
	345480
	1720.29
	344058
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1757.4
	351480
	1659.57
	331914
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1787.4
	357480
	1779.21
	355842
	6
	-
	-
	-
	-
	-
	-
	-

	10+20
	Channel spacing CC1-CC2=14.86 MHz (Note 1)

	
	CC1
	10
	15
	52
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 10/10 and SCS=15 kHz.

	
	CC2
	20
	15
	106
	Downlink
	Low
	2129.9
	425980
	2120.36
	424072
	0
	15
	-
	424432
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2159.9
	431980
	2132
	426400
	102
	
	-
	430432
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2189.9
	437980
	2089.64
	417928
	504
	
	-
	436432
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1729.9
	345980
	1720.36
	344072
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1759.9
	351980
	1659.64
	331928
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1789.9
	357980
	1779.28
	355856
	6
	-
	-
	-
	-
	-
	-
	-

	10+40
	Channel spacing CC1-CC2=24.76 MHz (Note 1)

	
	CC1
	10
	15
	52
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 10/10 and SCS=15 kHz.

	
	CC2
	40
	15
	216
	Downlink
	Low
	2139.8
	427960
	2120.36
	424072
	0
	15
	-
	424432
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2169.8
	433960
	2132
	426400
	102
	
	-
	430432
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2199.8
	439960
	2089.64
	417928
	504
	
	-
	436432
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1739.8
	347960
	1720.36
	344072
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1769.8
	353960
	1659.64
	331928
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1799.8
	359960
	1779.28
	355856
	6
	-
	-
	-
	-
	-
	-
	-

	15+10
	Channel spacing CC1-CC2=12.43 MHz (Note 1)

	
	CC1
	15
	15
	79
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 15/15 and SCS=15 kHz.

	
	CC2
	10
	15
	52
	Downlink
	Low
	2129.9
	425980
	2125.22
	425044
	0
	15
	-
	425404
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2157.4
	431480
	2134.36
	426872
	102
	
	-
	430904
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2184.9
	436980
	2089.5
	417900
	504
	
	-
	436404
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1729.9
	345980
	1725.22
	345044
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1757.4
	351480
	1662
	332400
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1784.9
	356980
	1779.14
	355828
	6
	-
	-
	-
	-
	-
	-
	-

	15+15
	Channel spacing CC1-CC2=15 MHz (Note 1)

	
	CC1
	15
	15
	79
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 15/15 and SCS=15 kHz.

	
	CC2
	15
	15
	79
	Downlink
	Low
	2132.5
	426500
	2125.39
	425078
	0
	15
	-
	425438
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2160
	432000
	2134.53
	426906
	102
	
	-
	430938
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2187.5
	437500
	2089.67
	417934
	504
	
	-
	436438
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1732.5
	346500
	1725.39
	345078
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1760
	352000
	1662.17
	332434
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1787.5
	357500
	1779.31
	355862
	6
	-
	-
	-
	-
	-
	-
	-

	15+20
	Channel spacing CC1-CC2=17.43 MHz (Note 1)

	
	CC1
	15
	15
	79
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 15/15 and SCS=15 kHz.

	
	CC2
	20
	15
	106
	Downlink
	Low
	2134.9
	426980
	2125.36
	425072
	0
	15
	-
	425432
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2162.4
	432480
	2134.5
	426900
	102
	
	-
	430932
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2189.9
	437980
	2089.64
	417928
	504
	
	-
	436432
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1734.9
	346980
	1725.36
	345072
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1762.4
	352480
	1662.14
	332428
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1789.9
	357980
	1779.28
	355856
	6
	-
	-
	-
	-
	-
	-
	-

	20+5
	Channel spacing CC1-CC2=12.29 MHz (Note 1)

	
	CC1
	20
	15
	106
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 5/20, 10/20 or 20/20 depending on required UL bandwidth under test and SCS=15 kHz.

	
	CC2
	5
	15
	25
	Downlink
	Low
	2132.3
	426460
	2130.05
	426010
	0
	15
	-
	426370
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2157.3
	431460
	2136.69
	427338
	102
	
	-
	431370
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2182.3
	436460
	2089.33
	417866
	504
	
	-
	436370
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1732.3
	346460
	1730.05
	346010
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1757.3
	351460
	1664.33
	332866
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1782.3
	356460
	1778.97
	355794
	6
	-
	-
	-
	-
	-
	-
	-

	20+10
	Channel spacing CC1-CC2=14.86 MHz (Note 1)

	
	CC1
	20
	15
	106
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 5/20, 10/10 or 20/20 depending on required UL bandwidth under test and SCS=15 kHz.

	
	CC2
	10
	15
	52
	Downlink
	Low
	2134.9
	426980
	2130.22
	426044
	0
	15
	-
	426404
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2159.9
	431980
	2136.86
	427372
	102
	
	-
	431404
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2184.9
	436980
	2089.5
	417900
	504
	
	-
	436404
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1734.9
	346980
	1730.22
	346044
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1759.9
	351980
	1664.5
	332900
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1784.9
	356980
	1779.14
	355828
	6
	-
	-
	-
	-
	-
	-
	-

	20+15
	Channel spacing CC1-CC2=17.43 MHz (Note 1)

	
	CC1
	20
	15
	106
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 5/20, 10/10 or 5/20 depending on required UL bandwidth under test and SCS=15 kHz.

	
	CC2
	15
	15
	79
	Downlink
	Low
	2137.4
	427480
	2130.29
	426058
	0
	15
	-
	426418
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2162.4
	432480
	2136.93
	427386
	102
	
	-
	431418
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2187.4
	437480
	2089.57
	417914
	504
	
	-
	436418
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1737.4
	347480
	1730.29
	346058
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1762.4
	352480
	1664.57
	332914
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1787.4
	357480
	1779.21
	355842
	6
	-
	-
	-
	-
	-
	-
	-

	40+5
	Channel spacing CC1-CC2=22.19 MHz (Note 1)

	
	CC1
	40
	15
	216
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 5/40, 10/40, 20/40 or 40/40 depending on required UL bandwidth and SCS=15 kHz.

	
	CC2
	5
	15
	25
	Downlink
	Low
	2152.2
	430440
	2149.95
	429990
	0
	15
	-
	430350
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2167.2
	433440
	2146.59
	429318
	102
	
	-
	433350
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2182.2
	436440
	2089.23
	417846
	504
	
	-
	436350
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1752.2
	350440
	1749.95
	349990
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1767.2
	353440
	1674.23
	334846
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1782.2
	356440
	1778.87
	355774
	6
	-
	-
	-
	-
	-
	-
	-

	40+10
	Channel spacing CC1-CC2=24.76 MHz (Note 1)

	
	CC1
	40
	15
	216
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 5/40, 10/40, 20/40 or 40/40 depending on required UL bandwidth and SCS=15 kHz.

	
	CC2
	10
	15
	52
	Downlink
	Low
	2154.8
	430960
	2150.12
	430024
	0
	15
	-
	430384
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2169.8
	433960
	2146.76
	429352
	102
	
	-
	433384
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2184.8
	436960
	2089.4
	417880
	504
	
	-
	436384
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1754.8
	350960
	1750.12
	350024
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1769.8
	353960
	1674.4
	334880
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1784.8
	356960
	1779.04
	355808
	6
	-
	-
	-
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-1 [7], clause 5.4A.1 for the CC1 and CC2 channel bandwidth combination. 


Table 4.3.1.1.3.66.1-2: NR Intra-Band contiguous CA configuration CA_n66B (PCC=CC1 and SCC=CC2), SCS 30 kHz
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	10+15
	Channel spacing CC1-CC2=12.48 MHz (Note 1)

	
	CC1
	10
	30
	24
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 10/10 and SCS=30 kHz.

	
	CC2
	15
	30
	38
	Downlink
	Low
	2127.5
	425500
	2120.66
	424132
	0
	15
	-
	424492
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2157.5
	431500
	2113.94
	422788
	102
	
	-
	430492
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2187.5
	437500
	1999.22
	399844
	504
	
	-
	436492
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1727.5
	345500
	1720.66
	344132
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1757.5
	351500
	1569.22
	313844
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1787.5
	357500
	1778.5
	355700
	6
	-
	-
	-
	-
	-
	-
	-

	10+20
	Channel spacing CC1-CC2=14.86 MHz (Note 1)

	
	CC1
	10
	30
	24
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 10/10 and SCS=30kHz.

	
	CC2
	20
	30
	51
	Downlink
	Low
	2129.9
	425980
	2120.72
	424144
	0
	15
	-
	424504
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2159.9
	431980
	2114
	422800
	102
	
	-
	430504
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2189.9
	437980
	1999.28
	399856
	504
	
	-
	436504
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1729.9
	345980
	1720.72
	344144
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1759.9
	351980
	1569.28
	313856
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1789.9
	357980
	1778.56
	355712
	6
	-
	-
	-
	-
	-
	-
	-

	10+40
	Channel spacing CC1-CC2=24.76 MHz (Note 1)

	
	CC1
	10
	30
	106
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 10/10 and SCS=30 kHz.

	
	CC2
	40
	30
	106
	Downlink
	Low
	2139.8
	427960
	2120.72
	424144
	0
	15
	-
	424504
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2169.8
	433960
	2114
	422800
	102
	
	-
	430504
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2199.8
	439960
	1999.28
	399856
	504
	
	-
	436504
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1739.8
	347960
	1720.72
	344144
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1769.8
	353960
	1569.28
	313856
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1799.8
	359960
	1778.56
	355712
	6
	-
	-
	-
	-
	-
	-
	-

	15+10
	Channel spacing CC1-CC2=12.48 MHz (Note 1)

	
	CC1
	15
	30
	38
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 15/15 and SCS=30 kHz.

	
	CC2
	10
	30
	24
	Downlink
	Low
	2130
	426000
	2125.68
	425136
	0
	15
	-
	425496
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2157.5
	431500
	2116.46
	423292
	102
	
	-
	430996
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2185
	437000
	1999.24
	399848
	504
	
	-
	436496
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1730
	346000
	1725.68
	345136
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1757.5
	351500
	1571.74
	314348
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1785
	357000
	1778.52
	355704
	6
	-
	-
	-
	-
	-
	-
	-

	15+15
	Channel spacing CC1-CC2=15 MHz (Note 1)

	
	CC1
	15
	30
	38
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 15/15 and SCS=30 kHz.

	
	CC2
	15
	30
	38
	Downlink
	Low
	2132.5
	426500
	2125.66
	425132
	0
	15
	-
	425492
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2160
	432000
	2116.44
	423288
	102
	
	-
	430992
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2187.5
	437500
	1999.22
	399844
	504
	
	-
	436492
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1732.5
	346500
	1725.66
	345132
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1760
	352000
	1571.72
	314344
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1787.5
	357500
	1778.5
	355700
	6
	-
	-
	-
	-
	-
	-
	-

	15+20
	Channel spacing CC1-CC2=17.34 MHz (Note 1)

	
	CC1
	15
	30
	38
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 15/15 and SCS=30 kHz.

	
	CC2
	20
	30
	51
	Downlink
	Low
	2134.8
	426960
	2125.62
	425124
	0
	15
	-
	425484
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2162.3
	432460
	2116.4
	423280
	102
	
	-
	430984
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2189.8
	437960
	1999.18
	399836
	504
	
	-
	436484
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1734.8
	346960
	1725.62
	345124
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1762.3
	352460
	1571.68
	314336
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1789.8
	357960
	1778.46
	355692
	6
	-
	-
	-
	-
	-
	-
	-

	20+10
	Channel spacing CC1-CC2=14.86 MHz (Note 1)

	
	CC1
	20
	30
	51
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 10/20 or 20/20 depending on required UL bandwidth under test and SCS=30 kHz.

	
	CC2
	10
	30
	24
	Downlink
	Low
	2134.9
	426980
	2130.58
	426116
	0
	15
	-
	426476
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2159.9
	431980
	2118.86
	423772
	102
	
	-
	431476
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2184.9
	436980
	1999.14
	399828
	504
	
	-
	436476
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1734.9
	346980
	1730.58
	346116
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1759.9
	351980
	1574.14
	314828
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1784.9
	356980
	1778.42
	355684
	6
	-
	-
	-
	-
	-
	-
	-

	20+15
	Channel spacing CC1-CC2=17.34 MHz (Note 1)

	
	CC1
	20
	30
	
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 10/10 or 20/20 depending on required UL bandwidth under test and SCS=30 kHz.

	
	CC2
	15
	30
	38
	Downlink
	Low
	2137.3
	427460
	2130.46
	426092
	0
	15
	-
	426452
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2162.3
	432460
	2118.74
	423748
	102
	
	-
	431452
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2187.3
	437460
	1999.02
	399804
	504
	
	-
	436452
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1737.3
	347460
	1730.46
	346092
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1762.3
	352460
	1574.02
	314804
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1787.3
	357460
	1778.3
	355660
	6
	-
	-
	-
	-
	-
	-
	-

	40+10
	Channel spacing CC1-CC2=24.76 MHz (Note 1)

	
	CC1
	40
	30
	106
	Downlink
&

Uplink
	Low, Mid, High
	Same values as for Low. Mid and High range in clause 4.3.1.1.1.66 for UL/DLBandwidth combination = 10/40, 20/40 or 40/40 depending on required UL bandwidth and SCS=30 kHz.

	
	CC2
	10
	30
	24
	Downlink
	Low
	2154.8
	430960
	2150.48
	430096
	0
	15
	-
	430456
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	2169.8
	433960
	2128.76
	425752
	102
	
	-
	433456
	-
	-
	-
	-

	
	
	
	
	
	
	High
	2184.8
	436960
	1999.04
	399808
	504
	
	-
	436456
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	Low
	1754.8
	350960
	1750.48
	350096
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	Mid
	1769.8
	353960
	1584.04
	316808
	504
	-
	-
	-
	-
	-
	-
	-

	
	
	
	
	
	
	High
	1784.8
	356960
	1778.32
	355664
	6
	-
	-
	-
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-1 [7], clause 5.4A.1 for the CC1 and CC2 channel bandwidth combination. 
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