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<< Unchanged content omitted >>

7.4.6
Test requirement

For the parameters specified in table 7.4.6 or 7.4.7 the UE shall meet the requirements and the success rate specified in table 7.4.10 with a confidence level of 95% according to Annex D.

Table 7.4.6: Test parameters for Multi-Path scenario - Sub-Test 1 

	Parameters
	Unit
	Value

	Number of generated satellites (see note)
	-
	5

	GPS Coarse Time assistance error range
	seconds
	(1.8

	HDOP Range
	-
	1.8 to 2.5

	GPS L1 C/A Signal for Satellite 1, 2 (see note)
	dBm
	-130

	GPS L1 C/A Signal for Satellite 3, 4, 5 (see note)
	dBm
	LOS signal of -130 dBm, multi-path signal of -136.2 dBm 

	NOTE:
Satellites 1, 2 no multi-path. Satellites 3, 4, 5 multi-path defined in clause 4.2.4.


Table 7.4.7: Test parameters for Multi-Path scenario - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 7.4.8

	
	Total number of generated satellites
	-
	6

	
	HDOP Range per system
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference signal power level for all satellites
	dBm
	-127

	GPS(1)
	Reference signal power level for all satellites
	dBm
	-128.5

	GLONASS
	Reference signal power level for all satellites
	dBm
	-131

	BDS
	Reference signal power level for all satellites
	dBm
	-133

	NOTE 1: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 7.4.8:  Channel model allocation

	
	Channel model allocation for each constellation

	
	GNSS-1
	GNSS-2
	GNSS-3

	Single constellation
	One-tap channel
	2
	--
	--

	
	Two-tap channel
	4
	--
	--

	Dual constellation
	One-tap channel
	1
	1
	--

	
	Two-tap channel
	2
	2
	--

	Triple constellation
	One-tap channel
	1
	1
	1

	
	Two-tap channel
	1
	1
	1

	Note: One-tap channel: no multi-path. Two-tap channel: multi-path defined in clause 4.2.4 with Relative mean Power (Y) defined in Table 7.4.9.


Table 7.4.9: Relative mean Power (Y) for use in Table 7.4.8
	System
	Signals
	Y [dB]

	Galileo
	E1
	-4.7

	
	E5a
	-6.2

	
	E5b
	-6.2

	GPS/Modernized GPS
	L1 C/A
	-6.2

	
	L1C
	-4.7

	
	L2C
	-6.2

	
	L5
	-6.2

	GLONASS
	G1
	-12.7

	
	G2
	-12.7

	BDS
	B1l
	-4.7


Table 7.4.10: Test requirements for Multi-Path scenario

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s
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