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9.1.3.3
Minimum conformance requirements

The accuracy requirements in Table 9.1.3.3-1 are valid under the following conditions:

Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to clause E.2 for a corresponding Band.

There are no measurement gaps overlapping with the PRS subframes of the measured cell. 

The parameter expectedRSTDUncertainty signalled over LPP as defined in 3GPP TS 36.355 [4] is less than 5 µs.

Table 9.1.3.3-1: RSTD measurement accuracy

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS 

bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Notes 3, 6
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i
	Io Note 9 range

	
	
	
	
	E-UTRA operating band groups Note 10
	Minimum Io Note 1
	Maximum Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz Note 8
	dBm/BWChannel

	(15
	(PRS Ês/Iot)ref ≥-6dB 

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	6
	FDD_A, TDD_A
	-121
	-50

	
	
	
	
	FDD_B
	-120.5
	-50

	
	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	
	FDD_G
	-118
	-50

	
	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	
	FDD_N
	-114.5
	-50

	(10

Note 11
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 15
	6
	Note 5
	Note 5
	Note 5

	(6
	(PRS Ês/Iot)ref ≥-6dB 

and

(PRS Ês/Iot)i ≥-13dB
	( 25
	≥ 2
	Note 5
	Note 5
	Note 5

	(5
	(PRS Ês/Iot)ref ≥-6dB 

and

(PRS Ês/Iot)i ≥-13dB
	( 50
	≥ 1
	Note 5
	Note 5
	Note 5

	(4

Note 11
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 75
	≥ 1
	Note 5
	Note 5
	Note 5

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in TS 36.355 [4].

NOTE 4:
Void.

NOTE 5:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 6 RB.

NOTE 6:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.

NOTE 7:
Void.

NOTE 8:
The condition level is increased by ∆>0, when applicable, as described in TS 36.521-3 [25] Sections I.4.2 and I.4.3.

NOTE 9:
The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.

NOTE 10:
E-UTRA operating band groups are as defined in clause 4.4.2.

NOTE 11: Only applicable from Rel-12 onwards


The normative reference for this requirement is TS 36.133 [23] clause 9.1.10.1 and A.9.8.1.
<< Unchanged content omitted >>

9.2.4.3
Minimum conformance requirements

The accuracy of FDD-FDD inter-frequency RSTD measurement shall meet the requirement defined in the Table 9.2.4.3-1 without DRX as well as for all the DRX cycles specified in TS 36.331 [22].
The accuracy requirements in Table 9.2.4.3-1 are valid under the following conditions:

Conditions defined in TS 36.101 [2] Section 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to clause E.3 for a corresponding Band.

There are no measurement gaps overlapping with the PRS subframes in cells belonging to the serving carrier frequency.

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [4] is less than 5 µs.
Table 9.2.4.3-1: RSTD measurement accuracy

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth which is minimum of serving cell channel bandwidth Note 9 and the PRS bandwidths of the reference cell and the measured neighbour cell i Note 3
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i
	Io Note 8 range

	
	
	
	
	E-UTRA operating band groups Note 10
	Minimum

Io Note 1
	Maximum

Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz Note 7
	dBm/BWChannel

	(21
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	4
	FDD_A, TDD_A
	-121
	-50

	
	
	
	
	FDD_B
	-120.5
	-50

	
	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	
	FDD_G
	-118
	-50

	
	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	
	FDD_N
	-114.5
	-50

	(16

Note 11
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 15
	4
	Note 5
	Note 5
	Note 5

	(10
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 25
	≥ 2
	Note 5
	Note 5
	Note 5

	(9
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 50
	≥ 1
	Note 5
	Note 5
	Note 5

	(8

Note 11
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 75
	≥ 1
	Note 5
	Note 5
	Note 5

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in [24].

NOTE 4:
Void.

NOTE 5:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 6 RB.

NOTE 6:
Void.

NOTE 7:
The condition level is increased by ∆>0, when applicable, as described in TS 36.521-3 [25] Sections I.4.2 and I.4.3.
NOTE 8:
The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe. 

NOTE 9:
If a CA capable UE is configured with SCell, the serving cell channel bandwidth is the minimum of the serving cell channel bandwidths in the component carriers involved in the RSTD measurement. If one of the serving cells is not involved in this RSTD measurement for CA, the channel bandwidth of that serving cell is not included in the determination of the minimum PRS bandwidth.

NOTE 10:
E-UTRA operating band groups are as defined in clause 4.4.2. 

NOTE 11: Only applicable from Rel-12 onwards


The normative reference for this requirement is TS 36.133 [23] clause 9.1.10.2 and A.9.8.3.
<< Unchanged content omitted >>

9.3.7.1.3
Minimum conformance requirements

The accuracy requirements in Table 9.3.7.1.3-1 are valid under the following conditions:

Conditions defined in 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex E.2 for a corresponding Band

For a UE that does not need a measurement gap for intra-frequency RSTD measurement, there are no measurement gaps overlapping with the PRS subframes of the measured serving cell and PRS are available within the UE measurement bandwidth in all PRS subframes

For a UE that needs a measurement gap for intra-frequency RSTD measurement, the measurement gaps are configured to contain PRS subframes

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [4] is less than 5 µs.

Table 9.3.7.1.3-1: RSTD intra-frequency measurement accuracy for CEModeA

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Notes 3, 6
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i 
	The number of consecutive downlink subframes NPRS among the reference cell and the measured neighbour cell i  as defined in [24]
	Io Note 4 range

	
	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	
	dBm/15kHz 
	dBm/BWChannel

	(15
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	≥ 12
	≥ 6
	FDD-M1_A, TDD-M1_A
	-121
	-50

	
	
	
	
	
	FDD-M1_B
	-120.5
	-50

	
	
	
	
	
	FDD-M1_C, TDD-M1_C
	-120
	-50

	
	
	
	
	
	FDD-M1_D
	-119.5
	-50

	
	
	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	-50

	
	
	
	
	
	FDD-M1_F
	-118.5
	-50

	
	
	
	
	
	FDD-M1_G
	-118
	-50

	
	
	
	
	
	FDD-M1_H
	-117.5
	-50

	
	
	
	
	
	FDD-M1_N
	-114.5
	-50

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in TS 36.355 [4]. 

NOTE 4:
The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups are as defined in Section 4.4.2.

NOTE 6:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.


The normative reference for this requirement is TS 36.133 [23] clause 9.1.21.20 and A.9.8.20.
<< Unchanged content omitted >>

9.3.7.2.3
Minimum conformance requirements

The accuracy requirements in Table 9.3.7.2.3-1 are valid under the following conditions:

Conditions defined in 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex E.2 for a corresponding Band

For a UE that does not need a measurement gap for intra-frequency RSTD measurement, there are no measurement gaps overlapping with the PRS subframes of the measured serving cell and PRS are available within the UE measurement bandwidth in all PRS subframes

For a UE that needs a measurement gap for intra-frequency RSTD measurement, the measurement gaps are configured to contain PRS subframes

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [4] is less than 5 µs.

Table 9.3.7.2.3-1: RSTD intra-frequency measurement accuracy for CEModeA

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Notes 3, 6
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i 
	The number of consecutive downlink subframes NPRS among the reference cell and the measured neighbour cell i  as defined in [24]
	Io Note 4 range

	
	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	
	dBm/15kHz 
	dBm/BWChannel

	(15
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	≥ 12
	≥ 6
	FDD-M1_A, TDD-M1_A
	-121
	-50

	
	
	
	
	
	FDD-M1_B
	-120.5
	-50

	
	
	
	
	
	FDD-M1_C, TDD-M1_C
	-120
	-50

	
	
	
	
	
	FDD-M1_D
	-119.5
	-50

	
	
	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	-50

	
	
	
	
	
	FDD-M1_F
	-118.5
	-50

	
	
	
	
	
	FDD-M1_G
	-118
	-50

	
	
	
	
	
	FDD-M1_H
	-117.5
	-50

	
	
	
	
	
	FDD-M1_N
	-114.5
	-50


	(6
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 24
	≥ 4
	≥ 2
	Note 7
	Note 7
	Note 7

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in TS 36.355 [4]. 

NOTE 4:
The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups are as defined in Section 4.4.2.

NOTE 6:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.

NOTE 7:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 6 RB.


The normative reference for this requirement is TS 36.133 [23] clause 9.1.25.4 and A.9.8.20.
<< Unchanged content omitted >>

9.3.10.1.3
Minimum conformance requirements

The accuracy requirements in Table 9.3.10.1.3-1 are valid under the following conditions:

Conditions defined in 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex E.2 for a corresponding Band

For a UE that does not need a measurement gap for intra-frequency RSTD measurement, there are no measurement gaps overlapping with the PRS subframes of the measured serving cell and PRS are available within the UE measurement bandwidth in all PRS subframes

For a UE that needs a measurement gap for intra-frequency RSTD measurement, the measurement gaps are configured to contain PRS subframes

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [4] is less than 5 µs.

Table 9.3.10.1.3-1: RSTD intra-frequency measurement accuracy for CEModeB

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Notes 3, 6
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i 
	The number of consecutive downlink subframes NPRS among the reference cell and the measured neighbour cell i  as defined in [24]
	Io Note 4 range

	
	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	
	dBm/15kHz 
	dBm/BWChannel

	(15
	(PRS Ês/Iot)ref ≥-15dB

and

(PRS Ês/Iot)i ≥-15dB
	≥ 6
	≥ 12
	≥ 6
	FDD-M1_A, TDD-M1_A
	-121
	-50

	
	
	
	
	
	FDD-M1_B
	-120.5
	-50

	
	
	
	
	
	FDD-M1_C, TDD-M1_C
	-120
	-50

	
	
	
	
	
	FDD-M1_D
	-119.5
	-50

	
	
	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	-50

	
	
	
	
	
	FDD-M1_F
	-118.5
	-50

	
	
	
	
	
	FDD-M1_G
	-118
	-50

	
	
	
	
	
	FDD-M1_H
	-117.5
	-50

	
	
	
	
	
	FDD-M1_N
	-114.5
	-50

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in TS 36.355 [4]. 

NOTE 4:
The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups are as defined in Section 4.4.2.

NOTE 6:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.


The normative reference for this requirement is TS 36.133 [23] clause 9.1.21.21 and A.9.8.23.
<< Unchanged content omitted >>

9.3.10.2.3
Minimum conformance requirements

The accuracy requirements in Table 9.3.10.2.3-1 are valid under the following conditions:

Conditions defined in 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex E.2 for a corresponding Band

For a UE that does not need a measurement gap for intra-frequency RSTD measurement, there are no measurement gaps overlapping with the PRS subframes of the measured serving cell and PRS are available within the UE measurement bandwidth in all PRS subframes

For a UE that needs a measurement gap for intra-frequency RSTD measurement, the measurement gaps are configured to contain PRS subframes

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [4] is less than 5 µs.

Table 9.3.10.2.3-1: RSTD intra-frequency measurement accuracy for CEModeB

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Notes 3, 6
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i 
	The number of consecutive downlink subframes NPRS among the reference cell and the measured neighbour cell i  as defined in [24]
	Io Note 4 range

	
	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	
	dBm/15kHz 
	dBm/BWChannel

	(15
	(PRS Ês/Iot)ref ≥-15dB

and

(PRS Ês/Iot)i ≥-15dB
	≥ 6
	≥ 12
	≥ 6
	FDD-M1_A, TDD-M1_A
	-121
	-50

	
	
	
	
	
	FDD-M1_B
	-120.5
	-50

	
	
	
	
	
	FDD-M1_C, TDD-M1_C
	-120
	-50

	
	
	
	
	
	FDD-M1_D
	-119.5
	-50

	
	
	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	-50

	
	
	
	
	
	FDD-M1_F
	-118.5
	-50

	
	
	
	
	
	FDD-M1_G
	-118
	-50

	
	
	
	
	
	FDD-M1_H
	-117.5
	-50

	
	
	
	
	
	FDD-M1_N
	-114.5
	-50

	(6
	(PRS Ês/Iot)ref ≥-15dB

and

(PRS Ês/Iot)i ≥-15dB
	( 24
	≥ 4
	≥ 4
	Note 7
	Note 7
	Note 7

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in TS 36.355 [4]. 

NOTE 4:
The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups are as defined in Section 4.4.2.

NOTE 6:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.

NOTE 7:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 6 RB.


The normative reference for this requirement is TS 36.133 [23] clause 9.1.25.5 and A.9.8.23.
<< Unchanged content omitted >>

9.4.7.1.3
Minimum conformance requirements

The accuracy requirements in Table 9.4.7.1.3-1 are valid under the following conditions:

Conditions defined in 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex E.3.1 for a corresponding Band

There are no measurement gaps overlapping with the PRS subframes of the measured serving cell.

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [4] is less than 5 µs.

Table 9.4.7.1.3-1: RSTD inter-frequency measurement accuracy for CEModeA

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Note 3
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i 
	The number of consecutive downlink subframes NPRS among the reference cell and the measured neighbour cell i  as defined in [24]
	Io Note 4 range

	
	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	
	dBm/15kHz 
	dBm/BWChannel

	[(21]
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	≥ 12
	≥4
	FDD-M1_A, TDD-M1_A
	-121
	-50

	
	
	
	
	
	FDD-M1_B
	-120.5
	-50

	
	
	
	
	
	FDD-M1_C, TDD-M1_C
	-120
	-50

	
	
	
	
	
	FDD-M1_D
	-119.5
	-50

	
	
	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	-50

	
	
	
	
	
	FDD-M1_F
	-118.5
	-50

	
	
	
	
	
	FDD-M1_G
	-118
	-50

	
	
	
	
	
	FDD-M1_H
	-117.5
	-50

	
	
	
	
	
	FDD-M1_N
	-114.5
	-50

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in TS 36.355 [4]. 

NOTE 4:
The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups are as defined in Section 4.4.2.



The normative reference for this requirement is TS 36.133 [23] clause 9.1.21.17 and A.9.8.26.
<< Unchanged content omitted >>

9.4.7.2.3
Minimum conformance requirements

The accuracy requirements in Table 9.4.7.2.3-1 are valid under the following conditions:

Conditions defined in 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex E.2 for a corresponding Band

There are no measurement gaps overlapping with the PRS subframes of the measured serving cell.

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [4] is less than 5 µs.

Table 9.4.7.2.3-1: RSTD inter-frequency measurement accuracy for CEModeA

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Note 3
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i 
	The number of consecutive downlink subframes NPRS among the reference cell and the measured neighbour cell i  as defined in [24]
	Io Note 4 range

	
	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	
	dBm/15kHz 
	dBm/BWChannel

	[(21]
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	≥ 12
	≥ 4
	FDD-M1_A, TDD-M1_A
	-121
	-50

	
	
	
	
	
	FDD-M1_B
	-120.5
	-50

	
	
	
	
	
	FDD-M1_C, TDD-M1_C
	-120
	-50

	
	
	
	
	
	FDD-M1_D
	-119.5
	-50

	
	
	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	-50

	
	
	
	
	
	FDD-M1_F
	-118.5
	-50

	
	
	
	
	
	FDD-M1_G
	-118
	-50

	
	
	
	
	
	FDD-M1_H
	-117.5
	-50

	
	
	
	
	
	FDD-M1_N
	-114.5
	-50

	[(10]
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 24
	≥ 4
	≥ 2
	Note 6
	Note 6
	Note 6

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in TS 36.355 [4]. 

NOTE 4:
The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups are as defined in Section 4.4.2.
NOTE 6:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 6 RB.


The normative reference for this requirement is TS 36.133 [23] clause 9.1.25.4 and A.9.8.20.
<< Unchanged content omitted >>

9.4.10.1.3
Minimum conformance requirements

The accuracy requirements in Table 9.4.10.1.3-1 are valid under the following conditions:

Conditions defined in 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex E.3.1 for a corresponding Band

There are no measurement gaps overlapping with the PRS subframes of the measured serving cell.

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [4] is less than 5 µs.

Table 9.4.10.1.3-1: RSTD inter-frequency measurement accuracy for CEModeB

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Note 3 
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i 
	The number of consecutive downlink subframes NPRS among the reference cell and the measured neighbour cell i  as defined in [24]
	Io Note 4 range

	
	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	
	dBm/15kHz 
	dBm/BWChannel

	[(21]
	(PRS Ês/Iot)ref ≥-15dB

and

(PRS Ês/Iot)i ≥-15dB
	≥ 6
	≥ 30
	≥ 4
	FDD-M1_A, TDD-M1_A
	-121
	-50

	
	
	
	
	
	FDD-M1_B
	-120.5
	-50

	
	
	
	
	
	FDD-M1_C, TDD-M1_C
	-120
	-50

	
	
	
	
	
	FDD-M1_D
	-119.5
	-50

	
	
	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	-50

	
	
	
	
	
	FDD-M1_F
	-118.5
	-50

	
	
	
	
	
	FDD-M1_G
	-118
	-50

	
	
	
	
	
	FDD-M1_H
	-117.5
	-50

	
	
	
	
	
	FDD-M1_N
	-114.5
	-50

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in TS 36.355 [4]. 

NOTE 4:
The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups are as defined in Section 4.4.2.




The normative reference for this requirement is TS 36.133 [23] clause 9.1.21.18 and A.9.8.29.
<< Unchanged content omitted >>

9.4.10.2.3
Minimum conformance requirements

The accuracy requirements in Table 9.4.10.2.3-1 are valid under the following conditions:

Conditions defined in 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex E.2 for a corresponding Band

There are no measurement gaps overlapping with the PRS subframes of the measured serving cell.

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [4] is less than 5 µs.

Table 9.4.10.2.3-1: RSTD inter-frequency measurement accuracy for CEModeB

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Note 3
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i 
	The number of consecutive downlink subframes NPRS among the reference cell and the measured neighbour cell i  as defined in [24]
	Io Note 4 range

	
	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	
	dBm/15kHz 
	dBm/BWChannel

	[(21]
	(PRS Ês/Iot)ref ≥-15dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	≥ 30
	≥ 4
	FDD-M1_A, TDD-M1_A
	-121
	-50

	
	
	
	
	
	FDD-M1_B
	-120.5
	-50

	
	
	
	
	
	FDD-M1_C, TDD-M1_C
	-120
	-50

	
	
	
	
	
	FDD-M1_D
	-119.5
	-50

	
	
	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	-50

	
	
	
	
	
	FDD-M1_F
	-118.5
	-50

	
	
	
	
	
	FDD-M1_G
	-118
	-50

	
	
	
	
	
	FDD-M1_H
	-117.5
	-50

	
	
	
	
	
	FDD-M1_N
	-114.5
	-50

	[(10]
	(PRS Ês/Iot)ref ≥-15dB

and

(PRS Ês/Iot)i ≥-13dB
	( 24
	≥ 8
	≥ 2
	Note 6
	Note 6
	Note 6

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in TS 36.355 [4]. 

NOTE 4:
The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups are as defined in Section 4.4.2.
NOTE 7:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 6 RB.


The normative reference for this requirement is TS 36.133 [23] clause 9.1.25.2 and A.9.8.29.
<< Unchanged content omitted >>

9.5.1.3
Minimum conformance requirements

The UE shall follow the procedure for RRC_IDLE state positioning measurement as defined in TS 36.305 [41] section 7.1.3.

When the physical layer cell identities of the neighbour cells together with the OTDOA assistance data have been provided and the UE has entered the RRC_IDLE state, the UE shall be able to detect and measure intra-frequency RSTD, specified in TS 36.214 [6], for at least n = 16 cells, including the reference cell, on the same carrier frequency f1 as that of the reference cell within 
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is the total time for detecting and measuring at least n cells;
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 is the cell-specific positioning subframe configuration period as defined in TS 36.355 [4] if Part B subframe configuration is provided; otherwise if only Part A subframe configuration is provided, the 
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 is the number of NPRS positioning occasions as defined in Table 9.5.1.3-1,
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 ms is the measurement time for a single NPRS positioning occasion which includes the sampling time and the processing time;
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is the cell-specific number of NPRS subframes within a NPRS occasion as defined in TS 36.355 [4] if Part B subframe configuration is provided; if only Part A subframe configuration is provided, the NPRS occasion length is 10 ms,
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 is the minimum number of NPRS subframes per cell measurement as defined in Table 9.5.1.3-2.



[image: image11.wmf]NPRS

T

, 
[image: image12.wmf]NPRS

N

, and , 
[image: image13.wmf]total

NPRS

N

_

 are the parameters of the same cell, for which 
[image: image14.wmf]ú

ú

ù

ê

ê

é

×

NPRS

total

NPRS

NPRS

N

N

T

_

 is the largest among all the measured cells.
Table 9.5.1.3-1: Number of NPRS positioning occasions within 
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	Note 1:
When only intra-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1.

Note 2:
When intra-frequency RSTD and inter-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1 and one inter-frequency carrier frequency f2, respectively. 


The UE physical layer shall be capable of reporting RSTD for the reference cell and all the neighbour cells i out of at least (n-1) neighbour cells within 
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 conditions apply for all subframes of at least 
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 is defined as the ratio of the average received energy per PRS RE during the useful part of the symbol to the average received power spectral density of the total noise and interference for this RE, where the ratio is measured over all REs which carry NPRS.

The time 
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 starts from the point when the UE has received both the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the OTDOA-ProvideAssistanceData message as specified in TS 36.355 [4], and the message and data have been delivered to the physical layer of the UE and the UE has entered the RRC_IDLE state.
The accuracy requirements in Table 9.5.1.3-2 are valid under the following conditions:

Conditions defined in 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

NPRP 1,2|dBm according to Annex E.5 for a corresponding Band

There are no measurement gaps overlapping with the NPRS subframes of the measured serving cell.

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [4] is less than 5 µs.

Table 9.5.1.3-2: Intra RSTD measurement accuracy for normal coverage

	Accuracy
	Conditions

	
	NPRS Ês/Iot
	UE NPRS measurement 
bandwidth on the reference cell and the measured neighbour cell i Note 3
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i, NNPRS_total Note 6
	Io Note 4 range

	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz 
	dBm/BWChannel

	±20
	(NPRS Ês/Iot)ref ≥-6dB

and

(NPRS Ês/Iot)i ≥-13dB
	1
	320
	NFDD_G
	-118
	-70

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.

NOTE 4:
The Io is defined in NPRS positioning subframes. The same Io range applies to NPRS and non-NPRS symbols. Io levels are different in NPRS and non-NPRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups for NB-IoT are as defined in Section 4.11.1.

NOTE 6:
NNPRS_total can be in one or more NPRS positioning occasions.


The normative reference for this requirement is TS 36.133 [23] clauses 4.8.1, 9.1.22.10 and A.9.8.16.
<< Unchanged content omitted >>

9.5.2.3
Minimum conformance requirements

Same as clause 9.5.1.3, replacing Table 9.5.1.3-1 with Table 9.5.2.3-1 and Table 9.5.1.3-2 with Table 9.5.2.3-2.
Table 9.5.2.3-1: Number of NPRS positioning occasions within 
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	Note 1:
When only intra-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1.

Note 2:
When intra-frequency RSTD and inter-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1 and one inter-frequency carrier frequency f2, respectively. 


Table 9.5.2.3-2: Intra RSTD measurement accuracy for enhanced coverage

	Accuracy
	Conditions

	
	NPRS Ês/Iot
	UE NPRS measurement 
bandwidth on the reference cell and the measured neighbour cell i Note 3
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i, NNPRS_total Note 6
	Io Note 4 range

	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz 
	dBm/BWChannel

	±32
	(NPRS Ês/Iot)ref ≥-15dB

and

(NPRS Ês/Iot)i ≥-15dB
	1
	320
	NFDD_G
	-118
	-70

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.

NOTE 4:
The Io is defined in NPRS positioning subframes. The same Io range applies to NPRS and non-NPRS symbols. Io levels are different in NPRS and non-NPRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups for NB-IoT are as defined in Section 4.11.1.

NOTE 6:
NNPRS_total can be in one or more NPRS positioning occasions.


The normative reference for this requirement is TS 36.133 [23] clauses 4.8.2, 9.1.22.12 and A.9.8.18.
<< Unchanged content omitted >>

9.5.3.3
Minimum conformance requirements

The UE shall follow the procedure for RRC_IDLE state positioning measurement as defined in TS 36.305 [41] section 7.1.3.

When the physical layer cell identities of neighbour cells together with the OTDOA assistance data have been provided and the UE has entered the RRC_IDLE state, the UE shall be able to detect and measure intra-frequency RSTD, specified in TS 36.214 [6], for at least n = 16 cells, including the reference cell, on the same carrier frequency f1 as that of the reference cell within 
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is the total time for detecting and measuring at least n cells;
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 is the cell-specific positioning subframe configuration period as defined in TS 36.355 [4] if Part B subframe configuration is provided; otherwise if only Part A subframe configuration is provided, the 
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 is the number of NPRS positioning occasions as defined in Table 9.5.3.3-1,
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 ms is the measurement time for a single NPRS positioning occasion which includes the sampling time and the processing time;
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is the cell-specific number of NPRS subframes within a NPRS occasion as defined in TS 36.355 [4] if Part B subframe configuration is provided; if only Part A subframe configuration is provided, the NPRS occasion length is 10 ms,
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 is the minimum number of NPRS subframes per cell measurement as defined in Table 9.5.2.3-2.
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Table 9.5.3.3-1: Number of NPRS positioning occasions within 
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	Note 1:
When only intra-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1.

Note 2:
When intra-frequency RSTD and inter-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1 and one inter-frequency carrier frequency f2, respectively. 


The UE physical layer shall be capable of reporting RSTD for the reference cell and all the neighbour cells i out of at least (n-1) neighbour cells within 
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 conditions apply for all subframes of at least 
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 is defined as the ratio of the average received energy per PRS RE during the useful part of the symbol to the average received power spectral density of the total noise and interference for this RE, where the ratio is measured over all REs which carry NPRS.

The time 
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 starts from the point when the UE has received both the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the OTDOA-ProvideAssistanceData message as specified in TS 36.355 [4], and the message and data have been delivered to the physical layer of the UE, and the UE has entered the RRC_IDLE state.

After receiving both the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the OTDOA-ProvideAssistanceData message as specified in TS 36.355 [4], the UE shall be sent to RRC IDLE state. The maximum allowed RSTD reporting delay is defined as the time between the point when the UE has entered the RRC_IDLE state, and the point when the UE is ready to transmit the measurement report over the air interface and starts to establish a signalling connection with the MME.
The maximum allowed RSTD reporting delay shall be less than [image: image66.wmf]NB
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The normative reference for this requirement is TS 36.133 [23] clauses 4.8.2, 4.8.2.1 and A.4.7.1.
<< Unchanged content omitted >>

9.6.1.3
Minimum conformance requirements

The UE shall follow the procedure for RRC_IDLE state positioning measurement as defined in TS 36.305 [41] section 7.1.3.

When the physical layer cell identities of neighbour cells together with the OTDOA assistance data have been provided and the UE has entered the RRC_IDLE state, the UE shall be able to detect and measure inter-frequency RSTD, specified in TS 36.214 [6], for at least n = 16 cells, including the reference cell, on the same carrier frequency f1 as that of the reference cell within 
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 is the cell-specific positioning subframe configuration period as defined in TS 36.355 [4] if Part B subframe configuration is provided; otherwise if only Part A subframe configuration is provided, the 
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 is the number of NPRS positioning occasions as defined in Table 9.6.1.3-1,



[image: image73.wmf]D

 = 
[image: image74.wmf]ú

ú

ù

ê

ê

é

×

M

n

T

NPRS

 ms is the measurement time for a single NPRS positioning occasion which includes the sampling time and the processing time;
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is the cell-specific number of NPRS subframes within a NPRS occasion as defined in TS 36.355 [4] if Part B subframe configuration is provided; if only Part A subframe configuration is provided, the NPRS occasion length is 10 ms,
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 is the minimum number of NPRS subframes per cell measurement as defined in Table 9.6.1.3-2.



[image: image77.wmf]NPRS

T

, 
[image: image78.wmf]NPRS

N

, and , 
[image: image79.wmf]total

NPRS

N

_

 are the parameters of the same cell, for which 
[image: image80.wmf]ú

ú

ù

ê

ê

é

×

NPRS

total

NPRS

NPRS

N

N

T

_

 is the largest among all the measured cells.
Table 9.6.1.3-1: Number of NPRS positioning occasions within 
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	Note 1:
When only intra-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1.

Note 2:
When intra-frequency RSTD and inter-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1 and one inter-frequency carrier frequency f2, respectively. 


The UE physical layer shall be capable of reporting RSTD for the reference cell and all the neighbour cells i out of at least (n-1) neighbour cells within 
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 conditions apply for all subframes of at least 
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NPRP 1,2|dBm according to Annex E.5 for a corresponding Band
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 is defined as the ratio of the average received energy per PRS RE during the useful part of the symbol to the average received power spectral density of the total noise and interference for this RE, where the ratio is measured over all REs which carry NPRS.

The time 
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T

 starts from the point when the UE has received both the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the OTDOA-ProvideAssistanceData message as specified in TS 36.355 [4], and the message and data have been delivered to the physical layer of the UE and the UE has entered the RRC_IDLE state.
The accuracy requirements in Table 9.6.1.3-2 are valid under the following conditions:

Conditions defined in 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

NPRP 1,2|dBm according to Annex E.5 for a corresponding Band

There are no measurement gaps overlapping with the NPRS subframes of the measured serving cell.

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [4] is less than 5 µs.

Table 9.6.1.3-2: Inter RSTD measurement accuracy for normal coverage

	Accuracy
	Conditions

	
	NPRS Ês/Iot
	UE NPRS measurement 
bandwidth on the reference cell and the measured neighbour cell i Note 3
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i, NNPRS_total Note 6
	Io Note 4 range

	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz 
	dBm/BWChannel

	±28
	(NPRS Ês/Iot)ref ≥-6dB

and

(NPRS Ês/Iot)i ≥-13dB
	1
	320
	NFDD_G
	-118
	-70

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.

NOTE 4:
The Io is defined in NPRS positioning subframes. The same Io range applies to NPRS and non-NPRS symbols. Io levels are different in NPRS and non-NPRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups for NB-IoT are as defined in Section 4.11.1.

NOTE 6:
NNPRS_total can be in one or more NPRS positioning occasions.


The normative reference for this requirement is TS 36.133 [23] clauses 4.8.3, 9.1.22.11 and A.9.8.17.
<< Unchanged content omitted >>

9.6.2.3
Minimum conformance requirements

Same as clause 9.6.1.3, replacing Table 9.6.1.3-1 with Table 9.6.2.3-1 and Table 9.6.1.3-2 with Table 9.6.2.3-2.
Table 9.6.2.3-1: Number of NPRS positioning occasions within 
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	Positioning subframe configuration period 
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	Note 1:
When only intra-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1.

Note 2:
When intra-frequency RSTD and inter-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1 and one inter-frequency carrier frequency f2, respectively. 


Table 9.6.2.3-2: Inter RSTD measurement accuracy for normal coverage

	Accuracy
	Conditions

	
	NPRS Ês/Iot
	UE NPRS measurement 
bandwidth on the reference cell and the measured neighbour cell i Note 3
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i, NNPRS_total Note 6
	Io Note 4 range

	
	
	
	
	E-UTRA operating band groups Note 5
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz 
	dBm/BWChannel

	±40
	(NPRS Ês/Iot)ref ≥-15dB

and

(NPRS Ês/Iot)i ≥-15dB
	1
	320
	NFDD_G
	-118
	-70

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [26].

NOTE 3:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.

NOTE 4:
The Io is defined in NPRS positioning subframes. The same Io range applies to NPRS and non-NPRS symbols. Io levels are different in NPRS and non-NPRS symbols within the same subframe.

NOTE 5:
E-UTRA operating band groups for NB-IoT are as defined in Section 4.11.1.

NOTE 6:
NNPRS_total can be in one or more NPRS positioning occasions.


The normative reference for this requirement is TS 36.133 [23] clauses 4.8.4, 9.1.22.13 and A.9.8.19.
<< Unchanged content omitted >>

9.6.3.3
Minimum conformance requirements

The UE shall follow the procedure for RRC_IDLE state positioning measurement as defined in TS 36.305 [41] section 7.1.3.

When the physical layer cell identities of neighbour cells together with the OTDOA assistance data have been provided and the UE has entered the RRC_IDLE state, the UE shall be able to detect and measure inter-frequency RSTD, specified in TS 36.214 [6], for at least n = 16 cells, including the reference cell, on the same carrier frequency f1 as that of the reference cell within 
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is the total time for detecting and measuring at least n cells;
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 is the cell-specific positioning subframe configuration period as defined in TS 36.355 [4] if Part B subframe configuration is provided; otherwise if only Part A subframe configuration is provided, the 
[image: image107.wmf]NPRS

T

 equals to the length of the subframe pattern,
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 is the number of NPRS positioning occasions as defined in Table 9.6.3.3-1,
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 ms is the measurement time for a single NPRS positioning occasion which includes the sampling time and the processing time;
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 is the minimum number of NPRS subframes per cell measurement as defined in Table 9.6.2.3-2.
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 are the parameters of the same cell, for which 
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 is the largest among all the measured cells.
Table 9.6.3.3-1: Number of NPRS positioning occasions within 
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	Positioning subframe configuration period 
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	Note 1:
When only intra-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1.

Note 2:
When intra-frequency RSTD and inter-frequency RSTD measurements are performed over cells belonging to the serving carrier frequency f1 and one inter-frequency carrier frequency f2, respectively.


The UE physical layer shall be capable of reporting RSTD for the reference cell and all the neighbour cells i out of at least (n-1) neighbour cells within 
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 conditions apply for all subframes of at least 
[image: image129.wmf]2

M

L

=

 NPRS positioning occasions,

NPRP 1,2|dBm according to Annex E.5 for a corresponding Band
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 is defined as the ratio of the average received energy per PRS RE during the useful part of the symbol to the average received power spectral density of the total noise and interference for this RE, where the ratio is measured over all REs which carry NPRS.

The time 
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 starts from the point when the UE has received both the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the OTDOA-ProvideAssistanceData message as specified in TS 36.355 [4], and the message and data have been delivered to the physical layer of the UE and the UE has entered the RRC_IDLE state.
After receiving both the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the OTDOA-ProvideAssistanceData message as specified in TS 36.355 [4], the UE shall be sent to RRC IDLE state. The maximum allowed RSTD reporting delay is defined as the time between the point when the UE has entered the RRC_IDLE state, and the point when the UE is ready to transmit the measurement report over the air interface and starts to establish a signalling connection with the MME.
The maximum allowed RSTD reporting delay shall be less than [image: image132.wmf]RSTD InterFreq, NB

T

+TRandomAccess_NB-IoT-EC.
The normative reference for this requirement is TS 36.133 [23] clauses 4.8.4, 4.8.4.1 and A.4.7.2.
<< End of changes >>
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