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	Other comments:
	


1. Corrections required for ENDC TC 7.1.1.3.6
Change 4.1 

	Function name
	f_TC_7_1_1_3_6_NR_TestBody

	Reason for change
	According to 38.523. at step 3 The SS sends an uplink grant of size 32 bits

	Summary of change
	Step 3 grant is changed to one grant

	TTCN module
	MAC_TC_Commom_NR.ttcn

	MCC160 Comment
	


Before Change
  function f_TC_7_1_1_3_6_NR_TestBody(DRB_Identity p_NR_DRB_Id1) runs on NR_BASE_PTC

  {

    const B6_Type tsc_LCID := int2bit(tsc_LCID4, 6);

    const B6_Type tsc_LCID2 := int2bit(tsc_LCID5, 6);

    …

    ….

    //@siclog "Step 3" siclog@

    v_TimingUL := f_NR_GetNextSendOccasion_ULafterDL(nr_Cell1, v_TimingDL, 40); // 40 ms later

    f_NR_ULGrantConfiguration_Start(nr_Cell1, cs_TimingInfo_NR(v_TimingUL), v_NR_ResourceAllocation[0].Imcs, cs_NR_FreqDomainSchedulExplicit(-, v_NR_ResourceAllocation[0].Lrbs)); // Imcs Lrb 40 bits
After Change
function f_TC_7_1_1_3_6_NR_TestBody(DRB_Identity p_NR_DRB_Id1) runs on NR_BASE_PTC

  {

    const B6_Type tsc_LCID := int2bit(tsc_LCID4, 6);

    const B6_Type tsc_LCID2 := int2bit(tsc_LCID5, 6);

    …

    ….

    //@siclog "Step 3" siclog@

    v_TimingUL := f_NR_GetNextSendOccasion_ULafterDL(nr_Cell1, v_TimingDL, 40); // 40 ms later

    f_NR_OneULGrantTransmission(nr_Cell1, cs_TimingInfo_NR(v_TimingUL), v_NR_ResourceAllocation[0]);
