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	Reason for change:
	Default maxreferencepower of -88dbm for FR1 and -82dbm for FR2 is sufficient for this test case. We just need to initialize maxreferencepower if TC needs power greater than -88dbm (FR1) or -82dbm (FR2).
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Change 1 

	Function name
	f_TC_8_2_3_3_1_ENDC_NR

	Reason for change
	Default maxreferencepower of -88dbm for FR1 and -82dbm for FR2 is sufficient for this test case. We just need to initialize maxreferencepower if TC needs power greater than -88dbm (FR1) or -82dbm (FR2).

	Summary of change
	Removed f_NR_CellInfo_InitMaxReferencePower

	TTCN module
	f_TC_8_2_3_3_1_ENDC_NR

	MCC160 Comment
	


Before change
    function f_TC_8_2_3_3_1_ENDC_NR() runs on ENDC_NR_PTC

  { //Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of NR cells / EN-DC

    f_ENDC_NR_Init();

    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -91, -91); //@sic R5-195929 sic@

    f_NR_CellInfo_InitMaxReferencePower(nr_Cell2, -82, -82); //@sic R5-195929 sic@
    //Create and configure NR cell1 and 2
After change

  function f_TC_8_2_3_3_1_ENDC_NR() runs on ENDC_NR_PTC

  { //Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of NR cells / EN-DC

    f_ENDC_NR_Init();

    //f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -91, -91); //@sic R5-195929 sic@

    //f_NR_CellInfo_InitMaxReferencePower(nr_Cell2, -82, -82); //@sic R5-195929 sic@
    //Create and configure NR cell1 and 2
