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	Reason for change:
	The splitSRB-WithOneUL-Path capability is described as: “Indicates whether the UE supports UL transmission via either MCG path or SCG path for the split SRB as specified in TS 37.340 [7]”. However, in 37.340 and 38.331, it is not possible for split SRB to chose to transmit via SCG path only. Therefore, the possibility to use the SCG path should be removed from this field description. Furthermore, this capability should also indicate that the UE supports DL transmission via either MCG path or SCG path for the split SRB as specified in TS 37.340 – this is currently not stated in splitSRB-WithOneUL-Path description. 

Impact analysis
Impacted 5G architecture options: Standalone, EN-DC, NGEN-DC, NE-DC, NR-DC 
		 
Impacted functionality: split SRB
		 
Inter-operability: If the network implements the CR and the UE does not, there is no inter-operability issue, assuming the intention of this capability is to indicate support of slipt SRB as proposed in this CR..

If the UE implements the CR and the network does not, there is no inter-operability issue, assuming the intention of this capability is to indicate support of slipt SRB as proposed in this CR..

	
	

	Summary of change:
	4.2.2 General parameters
- Remove the possibility of SCG path in splitSRB-WithOneUL-Path, and include the applicability to DL for split SRB.

	
	

	Consequences if not approved:
	The splitSRB-WithOneUL-Path capability will continue to have no specific meaning, so that it is unclear when the UE should include it.
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	This CR's revision history:
	Rev 1: This CR was revised to not remove splitSRB-WithOneUL-Path description as proposed in R2-1915684. In this revision, it proposes to remove the possibility of SCG path in splitSRB-WithOneUL-Path, and include the applicability to DL for split SRB.





START OF FIRST CHANGE
[bookmark: _Toc12750887]4.2.2	General parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2
DIFF

	delayBudgetReporting
Indicates whether the UE supports delay budget reporting as specified in TS 38.331 [9].
	UE
	No
	No
	No

	inactiveState
Indicates whether the UE supports RRC_inactive as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	overheatingInd
Indicates whether the UE supports overheating assistance information.
	UE
	No
	No
	No

	reducedCP-Latency
Indicates whether the UE supports reduced control plane latency as defined in TS 38.331 [9]
	UE
	No
	No
	No

	splitSRB-WithOneUL-Path
[bookmark: _Hlk25315450]Indicates whether the UE supports UL transmission via either MCG path or SCG pathand DL reception via either MCG path or SCG path, for the split SRB as specified for the split SRB in TS 37.340 [7]. The UE shall only set the bit in UE-MRDC-Capability -> generalParametersMRDC. It shall not set the FDD/TDD specific fields.
	UE
	No
	No
	No

	splitDRB-withUL-Both-MCG-SCG
Indicates whether the UE supports UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340 [7]. The UE shall only set the bit in UE-MRDC-Capability -> generalParametersMRDC. It shall not set the FDD/TDD specific fields.
	UE
	Yes
	No
	No

	srb3
Indicates whether the UE supports direct SRB between the SN and the UE as specified in TS 37.340 [7]. The UE shall only set the bit in UE-MRDC-Capability -> generalParametersMRDC. It shall not set the FDD/TDD specific fields. This field is not applied to NE-DC.
	UE
	Yes
	No
	No

	v2x-EUTRA
Indicates whether the UE supports EUTRA V2X according to UE-EUTRA-Capability as defined in TS 36.331 [5], independent of the configured EN-DC band combination. This field is only applied to EN-DC. In UE-NR-Capability, this field is not used, and UE does not include the field.
	UE
	No
	Yes
	No
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