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	Reason for change:
	This CR adresses the following issues:

1) 
The features reported by the UEAssistanceInformation message have separate prohibit timers. However, as the UEAssistanceInformation message does not just include the features for which there was a change, the timers are restarted because of a change for another feature.
2) 
The UE sets the UEAssistanceInformation message to include all features the UE is configured to report i.e. the full current status, although this may not have been fully clear. For REL-16, delta signalling has been agreed for power saving and this is regarded to be a more future prrol approach (new features may involve transfer of large amounts of assistance) 
3) 
UE status information is forwarded upon change of node controlling the PCell. In case the UE provides UE assistance shortly before change of PCell, the target will be unaware if source receives the message after it initiated preparation of the target node


	
	

	Summary of change:
	This CR includes the following changes:

1) 
Make the feature specific prohibit timers independent i.e. restart a prohibit timer only when UE triggers reporting of assistance information for the concerned feature
2) 
Change setting of the UEAssistanceInformation message contents to only include the features for which there was a change (i.e. report only the delta)
3) 
Specify that UE should repeat reporting UE assistance provided within 1 second prior to change of PCell
Additional changes introduced in R1
4) 
Clarify that ueAssistanceInformation within AS-Context that source node provides upon HO includes for each UE assistance feature the value last reported by the UE, if any
Impact Analysis:
Impacted 5G architecture options: Standalone, NE-DC, NR-DC
Impacted functionality:

UE Assistance Information (delay budget reporting, overheating assistance)
Interoperability issue:

No interoperability issue. This only impacts UE behavior.
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	Other comments:
	Changes since the original version:
· 
The changes related to repeating UE assistance provided 1s before change of PCell are moved to 5.3.5.3 (i.e. specific to reconfigurationWithSync for MCG)


5.3.5.3
Reception of an RRCReconfiguration by the UE

The UE shall perform the following actions upon reception of the RRCReconfiguration:

1>
if the RRCReconfiguration is received via other RAT (i.e., inter-RAT handover to NR):

2>
if the RRCReconfiguration does not include the fullConfig and the UE is connected to 5GC (i.e., delta signalling during intra 5GC handover):

3>
re-use the source RAT SDAP and PDCP configurations if available (i.e., current SDAP/PDCP configurations for all RBs from source E-UTRA RAT prior to the reception of the inter-RAT HO RRCReconfiguration message);

1>
else:

2>
if the RRCReconfiguration includes the fullConfig:

3>
perform the full configuration procedure as specified in 5.3.5.11;

1>
if the RRCReconfiguration includes the masterCellGroup:

2>
perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;

1>
if the RRCReconfiguration includes the masterKeyUpdate:

2>
perform AS security key update procedure as specified in 5.3.5.7;

1>
if the RRCReconfiguration includes the sk-Counter:

2>
perform security key update procedure as specified in 5.3.5.7;

1>
if the RRCReconfiguration includes the secondaryCellGroup:

2>
perform the cell group configuration for the SCG according to 5.3.5.5; 

1>
if the RRCReconfiguration includes the mrdc-SecondaryCellGroupConfig:

2>
if the mrdc-SecondaryCellGroupConfig is set to setup:

3>
if the mrdc-SecondaryCellGroupConfig includes mrdc-ReleaseAndAdd:

4>
perform MR-DC release as specified in clause 5.3.5.10;

3>
if the received mrdc-SecondaryCellGroup is set to nr-SCG:
4>
perform the RRC reconfiguration according to 5.3.5.3 for the RRCReconfiguration message included in nr-SCG;
3>
if the received mrdc-SecondaryCellGroup is set to eutra-SCG:
4>
perform the RRC connection reconfiguration as specified in TS 36.331 [10], clause 5.3.5.3 for the RRCConnectionReconfiguration message included in eutra-SCG;

2>
else (mrdc-SecondaryCellGroupConfig is set to release):

3>
perform MR-DC release as specified in clause 5.3.5.10;

1>
if the RRCReconfiguration message includes the radioBearerConfig:

2>
perform the radio bearer configuration according to 5.3.5.6;

1>
if the RRCReconfiguration message includes the radioBearerConfig2:

2>
perform the radio bearer configuration according to 5.3.5.6;

1>
if the RRCReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
if the RRCReconfiguration message includes the dedicatedNAS-MessageList:

2>
forward each element of the dedicatedNAS-MessageList to upper layers in the same order as listed;

1>
if the RRCReconfiguration message includes the dedicatedSIB1-Delivery:

2>
perform the action upon reception of SIB1 as specified in 5.2.2.4.2;

1>
if the RRCReconfiguration message includes the dedicatedSystemInformationDelivery:

2>
perform the action upon reception of System Information as specified in 5.2.2.4;

1>
if the RRCReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.5.9;

1>
set the content of the RRCReconfigurationComplete message as follows:

2>
if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent; or

2>
if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:

3>
include the uplinkTxDirectCurrentList for each serving cell with UL;

3>
if UE is configured with SUL carrier:

4>
include uplinkDirectCurrentBWP-SUL for each serving cell with SUL within the uplinkTxDirectCurrentList;

2>
if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to eutra-SCG:

3>
include in the eutra-SCG-Response the E-UTRA RRCConnectionReconfigurationComplete message in accordance with TS 36.331 [10] clause 5.3.5.3;

2> if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to nr-SCG:

3>
include in the nr-SCG-Response the RRCReconfigurationComplete message;

1>
if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA):

2>
if the RRCReconfiguration message was received via SRB1:

3>
submit the RRCReconfigurationComplete via the E-UTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10];

3>
if reconfigurationWithSync was included in spCellConfig of an SCG:

4>
initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];

3>
else:

4>
the procedure ends;

NOTE 1:
The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.

2>
else (RRCReconfiguration was received via SRB3):

3>
submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;

NOTE 2:
In (NG)EN-DC and NR-DC, in the case RRCReconfiguration is received via SRB1, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case RRCReconfiguration is received via SRB3, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete.

1>
else if the RRCReconfiguration message was received within the nr-SCG within mrdc-SecondaryCellGroup (NR SCG RRC Reconfiguration):

2>
if reconfigurationWithSync was included in spCellConfig in nr-SCG:

3>
initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];

2>
else

3>
the procedure ends;

NOTE 2a:
The order in which the UE sends the RRCReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.

1>
else if RRCReconfiguration was received via SRB3:

2>
submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;

1>
else (MCG RRCReconfiguration):

2>
submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;

2>
if this is the first RRCReconfiguration message after successful completion of the RRC re-establishment procedure:

3>
resume SRB2 and DRBs that are suspended;

1>
if reconfigurationWithSync was included in spCellConfig of an MCG or SCG, and when MAC of an NR cell group successfully completes a Random Access procedure triggered above;

2>
stop timer T304 for that cell group;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the respective target SpCell, if any;

2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the respective target SpCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of that target SpCell;

2>
if the reconfigurationWithSync was included in spCellConfig of an MCG:

3>
if T390 is running:

4>
stop timer T390 for all access categories;

4>
perform the actions as specified in 5.3.14.4.

3>
if RRCReconfiguration does not include dedicatedSIB1-Delivery and

3>
if the active downlink BWP, which is indicated by the firstActiveDownlinkBWP-Id for the target SpCell of the MCG, has a common search space configured by searchSpaceSIB1:

4>
acquire the SIB1, which is scheduled as specified in TS 38.213 [13], of the target SpCell of the MCG;

4>
upon acquiring SIB1, perform the actions specified in clause 5.2.2.4.2;

2>
if reconfigurationWithSync was included in masterCellGroup; and
2>
if the UE transmitted a UEAssistanceInformation message during the last 1 second:

3>
initiate transmission of a UEAssistanceInformation message with the same contents;
2>
the procedure ends.

NOTE 3:
The UE is only required to acquire broadcasted SIB1 if the UE can acquire it without disrupting unicast data reception, i.e. the broadcast and unicast beams are quasi co-located.

5.7.4.2
Initiation

A UE capable of providing delay budget report in RRC_CONNECTED may initiate the procedure in several cases, including upon being configured to provide delay budget report and upon change of delay budget preference.
A UE capable of providing overheating assistance information in RRC_CONNECTED may initiate the procedure if it was configured to do so, upon detecting internal overheating, or upon detecting that it is no longer experiencing an overheating condition.

Upon initiating the procedure, the UE shall:

1>
if configured to provide delay budget report:

2>
if the UE did not transmit a UEAssistanceInformation message with delayBudgetReport since it was configured to provide delay budget report; or

2>
if the current delay budget is different from the one indicated in the last transmission of the UEAssistanceInformation message including delayBudgetReport and timer T342 is not running:

3>
start or restart timer T342 with the timer value set to the delayBudgetReportingProhibitTimer;
3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide a delay budget report;

1>
if configured to provide overheating assistance information:

2>
if the overheating condition has been detected and T345 is not running; or

2>
if the current overheating assistance information is different from the one indicated in the last transmission of the UEAssistanceInformation message including overheatingAssistance and timer T345 is not running:

3>
start timer T345 with the timer value set to the overheatingIndicationProhibitTimer;

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide overheating assistance information;

5.7.4.3
Actions related to transmission of UEAssistanceInformation message

The UE shall set the contents of the UEAssistanceInformation message as follows:

1>
if transmission of the UEAssistanceInformation message is initiated to provide a delay budget report according to 5.7.4.2;
2>
set delayBudgetReport to type1 according to a desired value;







1>
if transmission of the UEAssistanceInformation message is initiated to provide overheating assistance information according to 5.7.4.2;
2>
if the UE experiences internal overheating:

3>
if the UE prefers to temporarily reduce the number of maximum secondary component carriers:

4>
include reducedMaxCCs in the OverheatingAssistance IE;

4>
set reducedCCsDL to the number of maximum SCells the UE prefers to be temporarily configured in downlink;

4>
set reducedCCsUL to the number of maximum SCells the UE prefers to be temporarily configured in uplink;

3>
if the UE prefers to temporarily reduce maximum aggregated bandwidth of FR1:

4>
include reducedMaxBW-FR1 in the OverheatingAssistance IE;

4>
set reducedBW-FR1-DL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all downlink carriers of FR1;

4>
set reducedBW-FR1-UL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all uplink carriers of FR1;

3>
if the UE prefers to temporarily reduce maximum aggregated bandwidth of FR2:

4>
include reducedMaxBW-FR2 in the OverheatingAssistance IE;

4>
set reducedBW-FR2-DL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all downlink carriers of FR2;

4>
set reducedBW-FR2-UL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all uplink carriers of FR2;

3>
if the UE prefers to temporarily reduce the number of maximum MIMO layers of each serving cell operating on FR1:

4>
include reducedMaxMIMO-LayersFR1 in the OverheatingAssistance IE;

4>
set reducedMIMO-LayersFR1-DL to the number of maximum MIMO layers of each serving cell operating on FR1 the UE prefers to be temporarily configured in downlink;

4>
set reducedMIMO-LayersFR1-UL to the number of maximum MIMO layers of each serving cell operating on FR1 the UE prefers to be temporarily configured in uplink;

3>
if the UE prefers to temporarily reduce the number of maximum MIMO layers of each serving cell operating on FR2:

4>
include reducedMaxMIMO-LayersFR2 in the OverheatingAssistance IE;

4>
set reducedMIMO-LayersFR2-DL to the number of maximum MIMO layers of each serving cell operating on FR2 the UE prefers to be temporarily configured in downlink;

4>
set reducedMIMO-LayersFR2-UL to the number of maximum MIMO layers of each serving cell operating on FR2 the UE prefers to be temporarily configured in uplink;


2>
else (if the UE no longer experiences an overheating condition):

3>
do not include reducedMaxCCs, reducedMaxBW-FR1, reducedMaxBW-FR2, reducedMaxMIMO-LayersFR1 and reducedMaxMIMO-LayersFR2 in OverheatingAssistance IE;


6.2.2
Message definitions

–
UEAssistanceInformation
The UEAssistanceInformation message is used for the indication of UE assistance information to the network.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to Network

UEAssistanceInformation message
-- ASN1START

-- TAG-UEASSISTANCEINFORMATION-START

UEAssistanceInformation ::=         SEQUENCE {

    criticalExtensions                  CHOICE {

        ueAssistanceInformation             UEAssistanceInformation-IEs,

        criticalExtensionsFuture            SEQUENCE {}

    }

}

UEAssistanceInformation-IEs ::=     SEQUENCE {

    delayBudgetReport                   DelayBudgetReport                   OPTIONAL,

    lateNonCriticalExtension            OCTET STRING                        OPTIONAL,

    nonCriticalExtension                UEAssistanceInformation-v1540-IEs   OPTIONAL
}

DelayBudgetReport::=                CHOICE {

    type1                               ENUMERATED {

                                            msMinus1280, msMinus640, msMinus320, msMinus160,msMinus80, msMinus60, msMinus40,

                                            msMinus20, ms0, ms20,ms40, ms60, ms80, ms160, ms320, ms640, ms1280},

    ...

}

UEAssistanceInformation-v1540-IEs ::= SEQUENCE {

    overheatingAssistance               OverheatingAssistance               OPTIONAL,

    nonCriticalExtension                SEQUENCE {}                         OPTIONAL
}

UEAssistanceInformation-v15x0-IEs ::= SEQUENCE {

    delayBudgetReport-v15x0             DelayBudgetReport-v15x0             OPTIONAL,

    nonCriticalExtension                SEQUENCE {}                         OPTIONAL
}

DelayBudgetReport-v15x0::=                CHOICE {

    type1                               ENUMERATED {

                                            none},

OverheatingAssistance ::=           SEQUENCE {

    reducedMaxCCs                       SEQUENCE {

        reducedCCsDL                        INTEGER (0..31),

        reducedCCsUL                        INTEGER (0..31)

    } OPTIONAL,

    reducedMaxBW-FR1                    SEQUENCE {

        reducedBW-FR1-DL                    ReducedAggregatedBandwidth,

        reducedBW-FR1-UL                    ReducedAggregatedBandwidth

    } OPTIONAL,

    reducedMaxBW-FR2                    SEQUENCE {

        reducedBW-FR2-DL                    ReducedAggregatedBandwidth,

        reducedBW-FR2-UL                    ReducedAggregatedBandwidth

    } OPTIONAL,

    reducedMaxMIMO-LayersFR1            SEQUENCE {

        reducedMIMO-LayersFR1-DL            MIMO-LayersDL,

        reducedMIMO-LayersFR1-UL            MIMO-LayersUL

    } OPTIONAL,

    reducedMaxMIMO-LayersFR2            SEQUENCE {

        reducedMIMO-LayersFR2-DL            MIMO-LayersDL,

        reducedMIMO-LayersFR2-UL            MIMO-LayersUL

    } OPTIONAL
}

ReducedAggregatedBandwidth ::= ENUMERATED {mhz0, mhz10, mhz20, mhz30, mhz40, mhz50, mhz60, mhz80, mhz100, mhz200, mhz300, mhz400}

-- TAG-UEASSISTANCEINFORMATION-STOP

-- ASN1STOP

	UEAssistanceInformation field descriptions

	delayBudgetReport
Indicates the UE-preferred adjustment to connected mode DRX.

	reducedBW-FR1-DL

Indicates the UE's preference on reduced configuration corresponding to the maximum aggregated bandwidth across all downlink carrier(s) of FR1 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cell(s) operating on FR1. This maximum aggregated bandwidth includes downlink carrier(s) of FR1 of both the MCG and the SCG. Value mhz0 is not used.

	reducedBW-FR1-UL

Indicates the UE's preference on reduced configuration corresponding to the maximum aggregated bandwidth across all uplink carrier(s) of FR1 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cell(s) operating on FR1. This maximum aggregated bandwidth includes uplink carrier(s) of FR1 of both the MCG and the SCG. Value mhz0 is not used.

	reducedBW-FR2-DL

Indicates the UE's preference on reduced configuration corresponding to the maximum aggregated bandwidth across all downlink carrier(s) of FR2 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cell(s) operating on FR2. This maximum aggregated bandwidth includes downlink carrier(s) of FR2 of both the MCG and the NR SCG.

	reducedBW-FR2-UL

Indicates the UE's preference on reduced configuration corresponding to the maximum aggregated bandwidth across all uplink carrier(s) of FR2 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cell(s) operating on FR2. This maximum aggregated bandwidth includes uplink carrier(s) of FR2 of both the MCG and the NR SCG.

	reducedCCsDL

Indicates the UE's preference on reduced configuration corresponding to the maximum number of downlink SCells indicated by the field, to address overheating. This maximum number includes both SCells of the MCG and PSCell/SCells of the SCG.

	reducedCCsUL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of uplink SCells indicated by the field, to address overheating. This maximum number includes both SCells of the MCG and PSCell/SCells of the SCG.

	reducedMIMO-LayersFR1-DL

Indicates the UE's preference on reduced configuration corresponding to the maximum number of downlink MIMO layers of each serving cell operating on FR1 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR1.

	reducedMIMO-LayersFR1-UL

Indicates the UE's preference on reduced configuration corresponding to the maximum number of uplink MIMO layers of each serving cell operating on FR1 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR1.

	reducedMIMO-LayersFR2-DL

Indicates the UE's preference on reduced configuration corresponding to the maximum number of downlink MIMO layers of each serving cell operating on FR2 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR2.

	reducedMIMO-LayersFR2-UL

Indicates the UE's preference on reduced configuration corresponding to the maximum number of uplink MIMO layers of each serving cell operating on FR2 indicated by the field, to address overheating. This field is allowed to be reported only when UE is configured with serving cells operating on FR2.

	type1
Indicates the preferred amount of increment/decrement to the long DRX cycle length with respect to the current configuration. Value in number of milliseconds. Value ms40 corresponds to 40 milliseconds, msMinus40 corresponds to -40 milliseconds and so on.


11.2.2
Message definitions

–
HandoverPreparationInformation
This message is used to transfer the NR RRC information used by the target gNB during handover preparation or UE context retrieval, e.g. in case of resume or re-establishment, including UE capability information. This message is also used for transferring the information between the CU and DU.

Direction: source gNB/source RAN to target gNB or CU to DU.

HandoverPreparationInformation message

-- ASN1START

-- TAG-HANDOVER-PREPARATION-INFORMATION-START

HandoverPreparationInformation ::=      SEQUENCE {

    criticalExtensions                      CHOICE {

        c1                                      CHOICE{

            handoverPreparationInformation          HandoverPreparationInformation-IEs,

            spare3 NULL, spare2 NULL, spare1 NULL
        },

        criticalExtensionsFuture            SEQUENCE {}

    }

}

HandoverPreparationInformation-IEs ::=  SEQUENCE {

    ue-CapabilityRAT-List                   UE-CapabilityRAT-ContainerList,

    sourceConfig                            AS-Config                                       OPTIONAL, -- Cond HO

    rrm-Config                              RRM-Config                                      OPTIONAL,

    as-Context                              AS-Context                                      OPTIONAL,

    nonCriticalExtension                    SEQUENCE {}                                     OPTIONAL
}

AS-Config ::=                           SEQUENCE {

    rrcReconfiguration                      OCTET STRING (CONTAINING RRCReconfiguration),

    ...,

    [[

    sourceRB-SN-Config                      OCTET STRING (CONTAINING RadioBearerConfig)     OPTIONAL,

    sourceSCG-NR-Config                     OCTET STRING (CONTAINING RRCReconfiguration)    OPTIONAL,

    sourceSCG-EUTRA-Config                  OCTET STRING                                    OPTIONAL
    ]]

}

AS-Context ::=                          SEQUENCE {

    reestablishmentInfo                     ReestablishmentInfo                             OPTIONAL,

    configRestrictInfo                      ConfigRestrictInfoSCG                           OPTIONAL,

    ...,

    [[  ran-NotificationAreaInfo            RAN-NotificationAreaInfo                        OPTIONAL
    ]],

    [[  ueAssistanceInformation             OCTET STRING (CONTAINING UEAssistanceInformation)  OPTIONAL   -- Cond HO2

    ]],

    [[

    selectedBandCombinationSN               BandCombinationInfoSN                           OPTIONAL
    ]]

}

ReestablishmentInfo ::=             SEQUENCE {

    sourcePhysCellId                        PhysCellId,

    targetCellShortMAC-I                    ShortMAC-I,

    additionalReestabInfoList               ReestabNCellInfoList                            OPTIONAL
}

ReestabNCellInfoList ::=        SEQUENCE ( SIZE (1..maxCellPrep) ) OF ReestabNCellInfo

ReestabNCellInfo::= SEQUENCE{

    cellIdentity                            CellIdentity,

    key-gNodeB-Star                         BIT STRING (SIZE (256)),

    shortMAC-I                              ShortMAC-I

}

RRM-Config ::=              SEQUENCE {

    ue-InactiveTime             ENUMERATED {

                                    s1, s2, s3, s5, s7, s10, s15, s20,

                                    s25, s30, s40, s50, min1, min1s20, min1s40,

                                    min2, min2s30, min3, min3s30, min4, min5, min6,

                                    min7, min8, min9, min10, min12, min14, min17, min20,

                                    min24, min28, min33, min38, min44, min50, hr1,

                                    hr1min30, hr2, hr2min30, hr3, hr3min30, hr4, hr5, hr6,

                                    hr8, hr10, hr13, hr16, hr20, day1, day1hr12, day2,

                                    day2hr12, day3, day4, day5, day7, day10, day14, day19,

                                    day24, day30, dayMoreThan30}                            OPTIONAL,

    candidateCellInfoList       MeasResultList2NR                                           OPTIONAL,

    ...,

    [[

    candidateCellInfoListSN-EUTRA      MeasResultServFreqListEUTRA-SCG                      OPTIONAL
    ]]

}

-- TAG-HANDOVER-PREPARATION-INFORMATION-STOP

-- ASN1STOP

	HandoverPreparationInformation field descriptions

	as-Context

Local RAN context required by the target gNB or DU.

	rrm-Config

Local RAN context used mainly for RRM purposes.

	sourceConfig

The radio resource configuration as used in the source cell.

	ue-CapabilityRAT-List

The UE radio access related capabilities concerning RATs supported by the UE.

	ue-InactiveTime

Duration while UE has not received or transmitted any user data. Thus the timer is still running in case e.g., UE measures the neighbour cells for the HO purpose. Value s1 corresponds to 1 second, s2 corresponds to 2 seconds and so on. Value min1 corresponds to 1 minute, value min1s20 corresponds to 1 minute and 20 seconds, value min1s40 corresponds to 1 minute and 40 seconds and so on. Value hr1 corresponds to 1 hour, hr1min30 corresponds to 1 hour and 30 minutes and so on.


	AS-Config field descriptions

	rrcReconfiguration

Contains the RRCReconfiguration configuration as generated entirely by the MN.

	sourceRB-SN-Config

Contains the IE RadioBearerConfig as generated entirely by the SN. This field is only used in NE-DC and NR-DC.

	sourceSCG-EUTRA-Config I
Contains the current dedicated SCG configuration in RRCConnectionReconfiguration message as specified in TS 36.331 [10] and generated entirely by the SN. In this version of the specification, the E-UTRA RRCConnectionReconfiguration message can only include the field scg-Configuration . This field is only used in NE-DC.

	sourceSCG-NR-Config

Contains the current dedicated SCG configuration in RRCReconfiguration message as generated entirely by the SN. In this version of the specification, the RRCReconfiguration message can only include fields CellGroupConfig and measConfig. This field is only used in NR-DC.


	AS-Context field descriptions

	selectedBandCombinationSN

Indicates the band combination selected by SN in (NG)EN-DC, NE-DC, and NR-DC.

	ueAssistanceInformation
Includes for each UE assistance feature the information last reported by the UE, if any.

	


	RRM-Config field descriptions

	candidateCellInfoList
A list of the best cells on each frequency for which measurement information was available

	candidateCellInfoListSN-EUTRA

Includes the MeasResultList3EUTRA as specified in TS 36.331 [10]. A list of EUTRA cells including serving cells and best neighbour cells on each serving frequency, for which measurement results were available. This field is only used in NE-DC. 


	Conditional Presence
	Explanation

	HO
	The field is mandatory present in case of handover within NR or UE context retrieval, e.g. in case of resume or re-establishment. The field is optionally present in case of handover from E-UTRA connected to 5GC. Otherwise the field is absent.

	HO2
	The field is optionally present in case of handover within NR; otherwise the field is absent.


NOTE 1:
The following table indicates per source RAT whether RAT capabilities are included or not.

	Source RAT
	NR capabilites
	E-UTRA capabilities
	MR-DC capabilities

	NR
	Included
	May be included
	May be included

	E-UTRAN
	Included
	May be included
	May be included


NOTE 2:
The following table indicates, in case of inter-RAT handover from E-UTRA, which additional IEs are included or not:

	Source system
	sourceConfig
	rrm-Config
	as-Context

	E-UTRA/EPC
	Not included
	May be included
	Not included

	E-UTRA/5GC
	May be included, but only radioBearerConfig is included in the RRCReconfiguration.
	May be included
	Not included


