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[bookmark: _Toc535317105]
---Start of changes---
[bookmark: _Toc21344225]Table 5.2A.1-1: Intra-band contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1
	n1

	CA_n7
	n7

	CA_n411
	n41

	CA_n48
	n48

	CA_n661
	n66

	CA_n711
	n71

	CA_n771
	n77

	CA_n781
	n78

	CA_n791
	n79

	NOTE 1:	The minimum requirements only apply for non simultaneous Tx/Rx between all carriers.



Table 5.2A.1-2: Intra-band non-contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n3
	n3

	CA_n7
	n7

	CA_n25
	n25

	CA_n41-n411
	n41

	CA_n48-n481
	n48

	CA_n66-n661
	n66

	CA_n77
	n77

	CA_n78
	n78

	NOTE 1:	The minimum requirements only apply for non simultaneous Tx/Rx between all carriers.


---Text omitted---
Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA for fallback group 1
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	CA_n1B
	-
	10
	10,15
	
	
	
	40
	0

	
	
	15
	15,20
	
	
	
	
	

	
	
	20
	20
	
	
	
	
	

	CA_n7B
	CA_n7B
	10, 15, 20
	10, 15, 20, 30, 35, 40
	
	
	
	50
	0

	CA_n41C
	-
	40
	80, 100
	
	
	
	180
	0

	
	
	50, 60, 80
	60, 80, 100
	
	
	
	
	

	
	
	10, 15, 20, 40, 50, 60, 80, 90
	15, 20, 40, 50, 60, 80, 90, 100
	
	
	
	190
	1

	CA_n48B
	CA_n48B-
	51, 10
	10, 15, 20, 40
	
	
	
	5040
	0

	
	
	1015, 20
	5, 10, 15, 20, 40
	
	
	
	
	

	
	
	15, 20
	51, 10, 15, 20
	
	
	
	
	

	
	
	40
	51,10
	
	
	
	
	

	
	-
	10
	50, 60, 80, 90
	
	
	
	100
	1

	
	
	15, 20
	40, 50, 60, 80
	
	
	
	
	

	
	
	40
	40, 50, 60
	
	
	
	
	

	
	
	50
	50
	
	
	
	
	

	CA_n48C
	-
	10, 15
	90, 100
	
	
	
	150
	0

	
	
	20
	80, 90, 100
	
	
	
	
	

	
	
	40
	60, 80, 90, 100
	
	
	
	
	

	
	
	50
	50, 60, 80, 90, 100
	
	
	
	
	

	
	
	60
	40, 50, 60, 80, 90
	
	
	
	
	

	
	
	80
	20, 40, 50, 60
	
	
	
	
	

	
	
	90
	10, 15, 20, 40, 50, 60
	
	
	
	
	

	
	
	100
	10, 15, 20, 40, 50
	
	
	
	
	

	CA_n66B
	-
	5 2
	20, 40
	
	
	
	50
	0

	
	
	10
	15, 20, 40
	
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	5 2, 10, 15
	
	
	
	
	

	
	
	40
	5 2, 10
	
	
	
	
	

	CA_n71B
	
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	15
	10
	
	
	
	
	

	
	
	20
	5
	
	
	
	
	

	CA_n77C
CA_n78C
CA_n79C
	-
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	CA_n77D, CA_n78D, CA_n79D
	-
	50
	60, 80, 100
	100
	
	
	300
	0

	
	
	60
	60, 80, 100
	100
	
	
	
	

	
	
	80
	80, 90, 100
	100
	
	
	
	

	
	
	90
	100
	100
	
	
	
	

	
	
	100
	100
	100
	
	
	
	

	CA_n77E, CA_n78E, CA_n79E
	-
	50
	60, 80, 100
	100
	100
	
	400
	0

	
	
	60
	60, 80
	100
	100
	
	
	

	
	
	80
	80, 90, 100
	100
	100
	
	
	

	
	
	90
	100
	100
	100
	
	
	

	
	
	100
	100
	100
	100
	
	
	

	NOTE 1:	Unless otherwise stated, minimum requirements are applicable irrespective of the order of the component carriers.
NOTE 2:	5 MHz is not applicable for 30/60 kHz SCS.


---Text omitted---
5.5A.2	Configurations for intra-band non-contiguous CA
Table 5.5A.2-1: NR CA configurations and bandwidth combination sets defined for intra-band non-contiguous CA
	NR CA Configuration
	Uplink Configurations
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Maximum
Aggregated bandwidth
(MHz)
	Bandwidth combination set

	CA_n3(2A)
	-
	5,10,15,20
	5,10,15,20
	40
	0

	CA_n7(2A)
	-
	5,10,15,20
	5,10,15,20
	40
	0

	CA_n25(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	40
	0

	CA_n41(2A)
	-
	40, 50, 60, 80, 100
	40, 50, 60, 80, 100
	180
	0

	
	
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	190
	1

	CA_n48(2A)
	-
	51, 10, 15, 20, 40, 50
	51, 10, 15, 20, 40, 50
	100
	0

	
	
	10, 15, 20, 40,50, 60, 80, 90, 100
	10, 15, 20, 40,50, 60, 80, 90, 100
	1402
	

	CA_n66(2A)
	-
	5 (note), 10, 15, 20, 40
	5 (note), 10, 15, 20, 40
	60
	0

	CA_n77(2A)
	-
	20, 40, 80, 100
	20, 40, 80, 100
	200
	0

	CA_n78(2A)
	-
	10, 20, 40, 50, 60, 80, 90, 100
	10, 20, 40, 50, 60, 80, 90, 100
	200
	0

	NOTE 1:	5 MHz is not applicable for 30/60 kHz SCS.
NOTE 2:	Parameter value accounts for both, the maximum frequency range of band n48 (150 MHz), and the minimum frequency gaps in between NR non-contiguous component carriers.


[bookmark: _Toc526340246]---Text omitted---
Table 7.3A.2.2-1: Intra-band non-contiguous CA with one uplink configuration for reference sensitivity
	CA configuration
	SCS
(kHz)
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	UL PCC allocation
	ΔRIBNC (dB)
	Duplex mode

	CA_n3(2A)
	15
	25RB+25RB
	Wgap = 65.0
	125
	4.7
	FDD

	
	
	
	Wgap = 45.0
	255
	0.0
	

	CA_n7(2A)
	15
	52RB+25RB
	Wgap = 55
	325
	0.0
	FDD

	
	
	
	Wgap = 30
	505
	0.0
	

	CA_n25(2A)
	15
	25RB+25RB
	Wgap = 55.0
	105
	5.0
	FDD

	
	
	
	Wgap = 30.0
	25
	0.0
	

	CA_n41(2A)
	N/A
	NOTE 1
	NOTE 2
	NOTE 3
	0.0
	TDD

	CA_n66(2A)
	N/A
	NOTE 1
	NOTE 2
	NOTE 3, NOTE 4
	0.0
	FDD

	CA_n77(2A)
	
	NOTE 1
	NOTE 2
	NOTE 3
	0.0
	TDD

	CA_n78(2A)
	
	NOTE 1
	NOTE 2
	NOTE 3
	0.0
	TDD

	NOTE 1:	All combinations of channel bandwidths defined in Table 5.5A.2-1.
NOTE 2:	All applicable sub-block gap sizes.
NOTE 3:	The PCC allocation is same as Transmission bandwidth configuration NRB as defined in Table 5.3.2-1. 
NOTE 4:	The carrier center frequency of PCC in the DL operating band is configured closer to the UL operating band.
NOTE 5:	Refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission.
NOTE 6:	Wgap is the sub-block gap between the two sub-blocks.
NOTE 7:	The carrier centre frequency of SCC in the DL operating band is configured closer to the UL operating band.


---Text omitted---
Table 7.6A.2.1-2a: In-band blocking for intra-band contiguous CA with FDL_low  < 2700 MHz and FUL_low  < 2700 MHz
	NR band
	Parameter
	Unit
	Case 1
	Case 2
	Case 3

	
	Pinterferer
	dBm
	-56
	-44
	

	n1, n41,
n66,

	Finterferer (offset)
	MHz
	-BWchannel CA/2 –FIoffset, case 1
and
BWchannel CA/2 +FIoffset, case 1
	≤ -BWchannel CA/2 –FIoffset, case 2
and
≥ BWchannel CA/2 +FIoffset, case 2
	

	
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15
to
FDL_high + 15
	

	n71
	Finterferer
	MHz
	NOTE 2
	FDL_low – 12
to
FDL_high + 15
	FDL_low – 12


	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -BWchannel CA/2 – FIoffset, case 1; b: BWchannel CA/2 + FIoffset, case 1
NOTE 3:	BWchannel CA denotes the aggregated channel bandwidth of the wanted signal


---Text omitted---
Table 7.6A.3-2: Out of-band blocking for intra-band contiguous CA
	NR band
	Parameter
	Unit
	Range1
	Range 2
	Range 3

	
	Pinterferer
	dBm
	-45
	-30
	-15

	n1, n41, n66, n71
	Finterferer (CW)
	MHz
	-60 < f – FDL_low < -15
or
15 < f – FDL_high < 60
	-85 < f – FDL_low ≤ -60
or
60 ≤ f – FDL_high < 85
	 1 ≤ f ≤ FDL_low – 85
or
FDL_high + 85 ≤ f
≤ 12750

	n77, n78
(NOTE 3)
	Finterferer (CW)
	MHz
	N/A
	N/A
	1 ≤ f ≤ FDL_low – MAX(200,3CBWchannel CA)
or
FDL_high+ MAX(200,3CBWchannel CA)
≤ f ≤ 12750

	n79
(NOTE 4)
	Finterferer (CW)
	MHz
	N/A
	N/A
	1 ≤ f ≤ FDL_low – MAX(150,3CBWchannel CA)
or
FDL_high + MAX(150,3CBWchannel CA)
≤ f ≤ 12750

	NOTE 1:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 6000 MHz.
NOTE 2:	CBW denotes the channel bandwidth of the wanted signal
NOTE 3:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm, for FInterferer > 2700 MHz and FInterferer < 4800 MHz. For CBW > 15 MHz, the requirement for Range 1 is not applicable and Range 2 applies from the frequency offset of 3CBW from the band edge. For CBW larger than 60 MHz, the requirement for Range 2 is not applicable and Range 3 applies from the frequency offset of 3CBW from the band edge.
NOTE 4:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm, for FInterferer > 3650 MHz and FInterferer < 5750 MHz. For CBW ≥ 40 MHz, the requirement for Range 2 is not applicable and Range 3 applies from the frequency offset of 3CBW from the band edge.


---Text omitted---
Table 7.6A.4.1-1: Narrow-band blocking for intra-band contiguous CA
	NR band
	Parameter
	Unit
	NR CA bandwidth class

	
	
	
	B
	C

	n1, n41, n66, n71
	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + NA CA Bandwidth Class specific value below
	REFSENS + NA CA Bandwidth Class specific value below

	
	
	
	16
	16

	
	Puw (CW)
	dBm
	-55
	-55

	
	Fuw (offset forf = 15 kHz)
	MHz
	- Foffset – 0.2
/
+ Foffset + 0.2
	- Foffset – 0.2
/
+ Foffset + 0.2

	
	Fuw (offset forf = 30 kHz)
	MHz
	
	

	NOTE 1:	The transmitter shall be set a 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is specified in Annexes A.3.2 and A3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:	The PREFSENS power level is specified in Table 7.3.2-1 and Table 7.3.2-2 for two and four antenna ports, respectively.

NOTE 4:	The Fuw (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the interferer and shall be further adjusted to MHz to be offset from the sub-carrier raster.


---End of changes---
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