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< start of changes >
[bookmark: _Toc13085652]6.4.1	Frequency Error
The UE basic measurement interval of modulated carrier frequency is 1 UL slot. The mean value of basic measurements of The UE modulated carrier frequency shall be accurate to within ± 0.1 PPM observed over a period of 1 msec of cumulated measurement intevals compared to the carrier frequency received from the NR gNB.
The frequency error is defined as a directional requirement. The requirement is verified in beam locked mode with the test metric of Frequency (Link=TX beam peak direction, Meas=Link angle).
< end of changes >

< start of changes >
[bookmark: _Toc13085671]6.4A.1	Frequency error for CA
The requirements in this subclause apply to UEs of all power classes. 
[bookmark: _GoBack]For intra-band contiguous carrier aggregation, the UE basic measurement interval of modulated carrier frequency is 1 UL slot. the The mean value of basic measurements of UE modulated carrier frequencies per band shall be accurate to within ± 0.1 PPM observed over a period of 1ms of cumulated measurement intevals compared to the carrier frequency of primary component carrier received from the gNB.
The frequency error is defined as a directional requirement. The requirement is verified in beam locked mode on beam peak direction.
< end of changes >

< start of changes >
[bookmark: _Toc13085690]6.4D.1	Frequency error for UL MIMO
For a UE supporting UL MIMO, the UE basic measurement interval of modulated carrier frequency is 1 slot. The mean value of basic measurements of the UE modulated carrier frequency at each layer shall be accurate to within ± 0.1 PPM observed over a period of one sub-frame (1 ms)  of cumulated measurement intevals compared to the carrier frequency received from the NR Node B.
< end of changes >

