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1. Overall Description:
TSG RAN received and discussed the LS from GSMA on "Requirements for NR carrier frequency mismatch in 5G status indication." [RP-193053]. In order to implement the requirements from GSMA, RAN concluded the following changes to the E-UTRA RRC specification are required:
1
Introduce signalling to enable a UE camped on an E-UTRA cell to be informed, with frequency band granularity, of the NR frequency bands available within the region of this cell. In the case of RAN sharing, it must be possible to provide the NR frequency bands independently per PLMN. RAN2 can involve other groups as necessary to introduce the appropriate signalling.
2
For a UE in RRC Idle (or Inactive), specify that the upperLayerIndication is only provided to upper layers if the UE supports EN-DC operation for one or more of the indicated frequency bands.
3
For a UE in RRC Connected, specify that the upperLayerIndication is provided to upper layers when the UE is configured by RRC for EN-DC operation.
TSG RAN concluded that the changes should be introduced to the Rel-16 specification in a manner that enables the functionality to be early implemented by a Rel-15 UE.
2. Actions:

To RAN WG2 group.

ACTION: 
TSG RAN requests RAN2 to provide CR(s) to RAN#87 introduce the above described changes.
3. Date of Next RAN Meetings:

RAN Meeting #87
16th – 19th March 2020
Jeju, Korea
RAN Meeting #88
15th – 18th June 2021
Malmo, Sweden
