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[Start of modification]
RadioLinkMonitoringConfig -DEFAULT: Default configuration for RLM resources

Table H.3.1-8: RadioLinkMonitoringConfig-DEFAULT: Default configuration for RLM and BFD resources

	Derivation Path: TS 38.508-1 [14], Table 4.6.3-133

	Information Element
	Value/remark
	Comment
	Condition

	RadioLinkMonitoringConfig ::= SEQUENCE {
	
	
	

	  failureDetectionResourcesToAddModList SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF SEQUENCE {
	3 entries
	
	

	    purpose[1]
	beamFailure
	
	

	    detectionResource[1] CHOICE {
	
	
	

	      ssb-Index
	0
	
	SSB BFD

	      csi-RS-Index
	NZP-CSI-RS-ResourceId of the BFD-RSspecified in TC
	
	CSI-RS BFD OR CSI-RS RLM

	    }
	
	
	

	    purpose[2]
	rlf
	
	SSB RLM

	    detectionResource[2] CHOICE {
	
	
	SSB RLM

	      ssb-Index
	0
	
	

	    }
	
	
	

	    purpose[3]
	rlf
	
	FR2 AND SSB RLM

	    detectionResource[3] CHOICE {
	
	
	FR2 AND SSB RLM

	      ssb-Index
	1
	
	

	    }
	
	
	

	  }
	
	
	

	  beamFailureInstanceMaxCount
	n2
	
	

	  beamFailureDetectionTimer
	pbfd4
	
	

	}
	
	
	


	Condition
	Explanation

	SSB RLM
	Configuration for SSB based RLM test cases

	CSI-RS RLM
	Configuration for CSI-RS based RLM test cases

	SSB BFD
	Configuration for SSB based BFD test cases

	CSI-RS BFD
	Configuration for CSI-RS based BFD test cases

	FR2
	Configuration for FR2 SSB based RLM test cases


[End of modification]

