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4.3.1.1.1.29
Reference test frequencies for NR operating band n29 (SDL)

Table 4.3.1.1.1.29-1: Test frequencies for NR operating band n29 and SCS 15 kHz without CORESET
	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]

	5
	25
	Downlink
	Low
	719.5
	143900
	717.25
	143450
	0
	15
	-
	143810

	
	
	
	Mid
	722.5
	144500
	701.89
	140378
	102
	
	-
	144410

	
	
	
	High
	725.5
	145100
	632.53
	126506
	504
	
	-
	145010

	10
	52
	Downlink
	Low
	722
	144400
	717.32
	143464
	0
	15
	-
	143824

	
	
	
	Mid
	722.5
	144500
	699.46
	139892
	102
	
	-
	143924

	
	
	
	High
	723
	144600
	627.6
	125520
	504
	
	-
	144024

	Note:
FR1 carrier without any coreset is indicated in the MIB by setting 
[image: image1.wmf]SSB

k

=31, controlResourceSetZero=0 and searchSpaceZero = 0 (TS 38.213 [22], clause 13).


Table 4.3.1.1.1.29-2: Test frequencies for NR operating band n29 and SCS 30 kHz

	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]

	10
	24
	Downlink
	Low
	722
	144400
	717.68
	143536
	0
	15
	-
	143896

	
	
	
	Mid
	722.5
	144500
	681.46
	136292
	102
	
	-
	143996

	
	
	
	High
	723
	144600
	537.24
	107448
	504
	
	-
	144096

	Note:
FR1 carrier without any coreset is indicated in the MIB by setting 
[image: image2.wmf]SSB

k

=31, controlResourceSetZero=0 and searchSpaceZero = 0 (TS 38.213 [22], clause 13).
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