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Change 1
	Function name
	f_UT_RequestModifyQosFlow

	Reason for change
	According to 27.007,” +c5gqos=19” is not correct, it should be “+c5gqos=1,9”.

	Summary of change
	Modified AT command

	TTCN module
	UpperTesterFunctions.ttcn

	MCC160 Comment
	


Before Change:

	       function f_UT_RequestModifyQosFlow(UT_PTC_MTC_PORT p_Port,

                                           integer p_QFI,

                                           charstring p_QoSstring)

  {

    var charstring v_QoSstring := int2str(p_QFI) & p_QoSstring;
    fl_UT_ApplyCommand(p_Port, cas_UT_Req(DEFINE_5G_QOS, CNF_REQUIRED, {cs_Ut_Parameter_QoS(v_QoSstring)}));

    fl_UT_ApplyCommand(p_Port, cas_UT_Req(MODIFY_BEARER, NO_CNF_REQUIRED, cs_PDP_Cid(int2str(p_QFI))));

  }

	


After Change:

	      function f_UT_RequestModifyQosFlow(UT_PTC_MTC_PORT p_Port,

                                           integer p_QFI,

                                           charstring p_QoSstring)

  {

    var charstring v_QoSstring := int2str(p_QFI) &","& p_QoSstring;

    fl_UT_ApplyCommand(p_Port, cas_UT_Req(DEFINE_5G_QOS, CNF_REQUIRED, {cs_Ut_Parameter_QoS(v_QoSstring)}));

    fl_UT_ApplyCommand(p_Port, cas_UT_Req(MODIFY_BEARER, NO_CNF_REQUIRED, cs_PDP_Cid(int2str(p_QFI))));

  }


