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4.3.34
Inter-RAT Parameters NR

4.3.34.1
en-DC-r15
This field indicates whether UE supports E-UTRA NR Dual Connectivity as specified in TS 37.340 [38].

4.3.34.2
supportedBandListEN-DC-r15
Only applicable if the UE supports E-UTRA NR Dual Connectivity. This field includes the supported NR bands as defined in TS 38.101-1 [33] and TS 38.101-2 [34]. The presence of this field also indicates that the UE can perform both NR SS-RSRP and SS-RSRQ measurement in the included NR band(s) as specified in TS 38.215 [36].
4.3.34.3
supportedBandListNR-SA-r15
This field indicates whether UE supports standalone NR, as specified in TS 38.331 [35], and includes the supported NR bands as defined in TS 38.101-1 [33] and TS 38.101-2 [34]. The presence of this field also indicates that the UE can perform both NR SS-RSRP and SS-RSRQ measurement in the included NR band(s) as specified in TS 38.215 [36].
4.3.34.4
eutra-5GC-HO-ToNR-FDD-FR1-r15
This field indicates whether the UE supports handover from E-UTRA/5GC to NR FDD FR1. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs and if the UE supports eutra-5GC-r15.

4.3.34.5
eutra-5GC-HO-ToNR-TDD-FR1-r15
This field indicates whether the UE supports handover from E-UTRA/5GC to NR TDD FR1. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs and if the UE supports eutra-5GC-r15.

4.3.34.6
eutra-5GC-HO-ToNR-FDD-FR2-r15
This field indicates whether the UE supports handover from E-UTRA/5GC to NR FDD FR2. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs and if the UE supports eutra-5GC-r15.

4.3.34.7
eutra-5GC-HO-ToNR-TDD-FR2-r15
This field indicates whether the UE supports handover from E-UTRA/5GC to NR TDD FR2. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs and if the UE supports eutra-5GC-r15.

4.3.34.8
eutra-EPC-HO-ToNR-FDD-FR1-r15
This field indicates whether the UE supports handover from E-UTRA/EPC to NR FDD FR1. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs.

4.3.34.9
eutra-EPC-HO-ToNR-TDD-FR1-r15
This field indicates whether the UE supports handover from E-UTRA/EPC to NR TDD FR1. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs.

4.3.34.10
eutra-EPC-HO-ToNR-FDD-FR2-r15
This field indicates whether the UE supports handover from E-UTRA/EPC to NR FDD FR2. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs.

4.3.34.11
eutra-EPC-HO-ToNR-TDD-FR2-r15
This field indicates whether the UE supports handover from E-UTRA/EPC to NR TDD FR2. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs.

4.3.34.12
sa-NR-r15
This field indicates whether the UE supports standalone NR as specified in TS 38.331 [35].

4.3.34.13
ims-VoiceOverNR-FR1-r15
This field indicates whether the UE supports IMS voice over NR FR1.

4.3.34.14
ims-VoiceOverNR-FR2-r15
This field indicates whether the UE supports IMS voice over NR FR2.

4.3.34.15
eventB2-r15
This field defines whether the UE supports event B2. In this release of specification, it is mandatory for a UE supporting NR SA operation to support eventB2-r15.
4.3.34.16
ss-SINR-Meas-NR-FR1-r15
This field indicates whether the UE can perform NR FR1 SS-SINR measurement as specified in TS 38.215 [36].
4.3.34.17
ss-SINR-Meas-NR-FR2-r15
This field indicates whether the UE can perform NR FR2 SS-SINR measurement as specified in TS 38.215 [36].
4.3.34.18
ng-EN-DC-r15
This field indicates whether UE supports NG-RAN E-UTRA-NR Dual Connectivity as specified in TS 37.340 [38].

4.3.34.19 
nr-HO-ToEN-DC-r16
This field indicates whether the UE supports inter-RAT handover from NR to EN-DC while NR-DC or NE-DC is not configured as defined in TS 37.340 [38]. It is mandatory to support inter-RAT handover from NR to EN-DC if the UE supports E-UTRA NR Dual Connectivity.
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