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	As agreed in RAN4 #92bis meeting, almost contiguous RB allocation is not supported for intra-band CA.
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	Consequences if not approved:
	The spec is not clear.

	
	

	Clauses affected:
	5.5A

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR … CR … 

	affected:
	X
	
	 Test specifications
	TS 38.521-1 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR … CR … 

	
	

	Other comments:
	



	This CR’s revision history:
	


Page 1
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[bookmark: _Toc21344222][bookmark: _Toc29801706][bookmark: _Toc29802130][bookmark: _Toc29802755]5.5A	Configurations for CA
[bookmark: _Toc21344223][bookmark: _Toc29801707][bookmark: _Toc29802131][bookmark: _Toc29802756]5.5A.0	General
The configurations for CA operating band including Band n41 also apply for the corresponding CA operating bands with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said configuration for CA operating bands with Band n90 are not listed in the tables below but are covered by this specification.
Non‑contiguous resource allocation and almost contiguous allocation are not applicable for each NR carrier of intra‑band contiguous and non-contiguous CA configurations.
<End of change>

