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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955588][bookmark: _Toc29461026][bookmark: _Toc29505758]9.3.1.7	PLMN Identity
This information element indicates the PLMN Identity.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	OCTET STRING (SIZE(3))
	- digits 0 to 9, encoded 0000 to 1001,
- 1111 used as filler digit,
two digits per octet,
- bits 4 to 1 of octet n encoding digit 2n-1
- bits 8 to 5 of octet n encoding digit 2n

-The PLMN identity consists of 3 digits from MCC followed by either 
-a filler digit plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).



<<<<<<<<<<<<<<<<<<<< End of 1st Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 2nd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955595][bookmark: _Toc29461033][bookmark: _Toc29505765]9.3.1.14	NR CGI 
The NR Cell Global Identifier (NR CGI) is used to globally identify a cell.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	9.3.1.7
	 

	NR Cell Identity
	M
	
	BIT STRING (SIZE(36))
	



<<<<<<<<<<<<<<<<<<<< End of 2nd Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 3rd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955606][bookmark: _Toc29461044][bookmark: _Toc29505776]9.3.1.25	QoS Flow QoS Parameters List 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Flow List
	
	1
	
	
	-
	-

	>QoS Flow Item 
	
	1..<maxnoofQoSFflows>
	
	
	-
	-

	>>QoS Flow Identifier
	M
	
	9.3.1.24
	
	-
	-

	>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.26
	
	-
	-

	>>QoS Flow Mapping Indication
	O
	
	9.3.1.60
	Indicates that only the uplink or downlink QoS flow is mapped to the DRB
	-
	-



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows in a PDU Session. Value is 64.



<<<<<<<<<<<<<<<<<<<< End of 3rd Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 4th Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955638][bookmark: _Toc29461076][bookmark: _Toc29505808]9.3.1.58	PDCP SN Status Information
This IE contains information about PDCP PDU transfer status of a DRB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDCP Status Transfer UL
	
	1
	
	
	–
	

	>Receive Status Of PDCP SDU
	O
	
	BIT STRING (SIZE(1.. 131072))
	The first bit indicates the status of the SDU after the First Missing UL PDCP SDU.
The Nth bit indicates the status of the UL PDCP SDU in position (N + First Missing SDU Number) modulo (1 + the maximum value of the PDCP-SN).

0: PDCP SDU has not been received.
1: PDCP SDU has been received correctly.
	–
	

	>UL COUNT Value
	M
	
	PDCP Count
9.3.1.35
	PDCP-SN and Hyper Frame Number of the first missing UL SDU
	–
	

	PDCP Status Transfer DL
	
	1
	
	
	–
	

	>DL COUNT Value
	M
	
	PDCP Count
9.3.1.35
	PDCP-SN and Hyper Frame Number that the target NG-RAN node (handover) or the NG-RAN node to which the DRB context is transferred (dual connectivity) should assign for the next DL SDU not having an SN yet.
	–
	



<<<<<<<<<<<<<<<<<<<< End of 4th Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 5th Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955644][bookmark: _Toc29461082][bookmark: _Toc29505814]9.3.1.64	MR-DC Data Usage Report List
This IE provides information on the data usage.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MR-DC Data Usage Report Item
	
	1.. <maxnooftimeperiods>
	
	

	>Start timestamp
	M
	
	OCTET STRING (SIZE(4))
	UTC time encoded in the same format as the first four octets of the 64-bit timestamp format as defined in section 6 of IETF RFC 5905 [14]. It indicates the start time of the collecting period of the included Usage Count UL IE and Usage Count DL IE.

	>End timestamp
	M
	
	OCTET STRING (SIZE(4))
	UTC time encoded in the same format as the first four octets of the 64-bit timestamp format as defined in section 6 of IETF RFC 5905 [14]. It indicates the end time of the collecting period of the included Usage Count UL IE and Usage Count DL IE.

	>Usage count UL
	M
	
	INTEGER (0..264-1)
	The unit is: octets.

	>Usage count DL
	M
	
	INTEGER (0..264-1)
	The unit is: octets.



	Range bound
	Explanation

	maxnooftimeperiods
	Maximum no. of time reporting periods. Value is 2.



[bookmark: _Toc20955645][bookmark: _Toc29461083][bookmark: _Toc29505815]9.3.1.65	gNB-DU ID
The gNB-DU ID uniquely identifies a gNB-DU at least within a gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	gNB-DU ID
	M
	
	INTEGER (0 .. 236-1)
	The gNB-DU ID is independently configured from cell identifiers, i.e. no connection between gNB-DU ID and cell identifiers.



<<<<<<<<<<<<<<<<<<<< End of 5th Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 6th Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955650][bookmark: _Toc29461092][bookmark: _Toc29505824]9.3.2.2	CP Transport Layer Information
This IE is used to provide the E1 control plane transport layer information associated with an gNB-CU-CP and gNB-CU-UP pair.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE CP Transport Layer Information
	
	
	
	
	
	

	>Endpoint-IP-address
	
	
	
	
	-
	-

	>> Endpoint IP address
	M
	
	Transport Layer Address 
9.3.2.4
	
	-
	-

	>Endpoint-IP-address-and-port
	
	
	
	
	YES
	reject

	>>Endpoint IP address
	M
	
	Transport Layer Address 
9.3.2.4
	
	-
	-

	>>Port Number
	M
	
	BIT STRING (SIZE(16))
	
	-
	-



<<<<<<<<<<<<<<<<<<<< End of 6th Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –



	

<<<<<<<<<<<<<<<<<<<< 7th Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955683][bookmark: _Toc29461126][bookmark: _Toc29505858]9.4.4	PDU Definitions
-- TEXT OMITTED –
-- **************************************************************
--
-- GNB-CU-UP E1 Setup Response
--
-- **************************************************************

GNB-CU-UP-E1SetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNB-CU-UP-E1SetupResponseIEs} },
	...
}

GNB-CU-UP-E1SetupResponseIEs
 E1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-gNB-CU-CP-Name						CRITICALITY ignore	TYPE GNB-CU-CP-Name						PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info		CRITICALITY ignore	TYPE Transport-Layer-Address-Info	PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-CU-UP E1 Setup Failure
--
-- **************************************************************

GNB-CU-UP-E1SetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNB-CU-UP-E1SetupFailureIEs} },
	...
}

GNB-CU-UP-E1SetupFailureIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-CU-CP E1 SETUP
--
-- **************************************************************

-- **************************************************************
--
-- GNB-CU-CP E1 Setup Request
--
-- **************************************************************

GNB-CU-CP-E1SetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNB-CU-CP-E1SetupRequestIEs} },
	...
}

GNB-CU-CP-E1SetupRequestIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-gNB-CU-CP-Name						CRITICALITY ignore	TYPE GNB-CU-CP-Name						PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info		CRITICALITY ignore	TYPE Transport-Layer-Address-Info	PRESENCE optional	},
	...
} 

-- **************************************************************
--
-- GNB-CU-CP E1 Setup Response
--
-- **************************************************************

GNB-CU-CP-E1SetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNB-CU-CP-E1SetupResponseIEs} },
	...
}

GNB-CU-CP-E1SetupResponseIEs
 E1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-gNB-CU-UP-ID						CRITICALITY reject	TYPE GNB-CU-UP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-CU-UP-Name						CRITICALITY ignore	TYPE GNB-CU-UP-Name					PRESENCE optional	}|
	{ ID id-CNSupport							CRITICALITY reject	TYPE CNSupport						PRESENCE mandatory	}|
	{ ID id-SupportedPLMNs						CRITICALITY reject	TYPE SupportedPLMNs-List			PRESENCE mandatory	}|
	{ ID id-gNB-CU-UP-Capacity					CRITICALITY ignore	TYPE GNB-CU-UP-Capacity				PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info		CRITICALITY ignore	TYPE Transport-Layer-Address-Info	PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-CU-CP E1 Setup Failure
--
-- **************************************************************

GNB-CU-CP-E1SetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNB-CU-CP-E1SetupFailureIEs} },
	...
}

GNB-CU-CP-E1SetupFailureIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-CU-UP CONFIGURATION UPDATE
--
-- **************************************************************

-- **************************************************************
--
-- GNB-CU-UP Configuration Update
--
-- **************************************************************

GNB-CU-UP-ConfigurationUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNB-CU-UP-ConfigurationUpdateIEs} },
	...
}

GNB-CU-UP-ConfigurationUpdateIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-gNB-CU-UP-ID						CRITICALITY reject	TYPE GNB-CU-UP-ID					PRESENCE mandatory }|
	{ ID id-gNB-CU-UP-Name						CRITICALITY ignore	TYPE GNB-CU-UP-Name					PRESENCE optional	}|
	{ ID id-SupportedPLMNs						CRITICALITY reject	TYPE SupportedPLMNs-List			PRESENCE optional	}|
	{ ID id-gNB-CU-UP-Capacity					CRITICALITY ignore	TYPE GNB-CU-UP-Capacity			   PRESENCE optional	}|
	{ ID id-GNB-CU-UP-TNLA-To-Remove-List		CRITICALITY reject	TYPE GNB-CU-UP-TNLA-To-Remove-List	PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info		CRITICALITY ignore	TYPE Transport-Layer-Address-Info	PRESENCE optional	},
	...
} 

GNB-CU-UP-TNLA-To-Remove-List 	::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF GNB-CU-UP-TNLA-To-Remove-Item

-- **************************************************************
--
-- GNB-CU-UP Configuration Update Acknowledge
--
-- **************************************************************

GNB-CU-UP-ConfigurationUpdateAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNB-CU-UP-ConfigurationUpdateAcknowledgeIEs} },
	...
}

GNB-CU-UP-ConfigurationUpdateAcknowledgeIEs
 E1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics				PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info	CRITICALITY ignore	TYPE Transport-Layer-Address-Info	PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-CU-UP Configuration Update Failure
--
-- **************************************************************

GNB-CU-UP-ConfigurationUpdateFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNB-CU-UP-ConfigurationUpdateFailureIEs} },
	...
}

GNB-CU-UP-ConfigurationUpdateFailureIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-CU-CP CONFIGURATION UPDATE
--
-- **************************************************************

-- **************************************************************
--
-- GNB-CU-CP Configuration Update
--
-- **************************************************************

GNB-CU-CP-ConfigurationUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNB-CU-CP-ConfigurationUpdateIEs} },
	...
}

GNB-CU-CP-ConfigurationUpdateIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-gNB-CU-CP-Name						CRITICALITY ignore	TYPE GNB-CU-UP-Name						PRESENCE optional	}|
	{ ID id-GNB-CU-CP-TNLA-To-Add-List			CRITICALITY ignore	TYPE GNB-CU-CP-TNLA-To-Add-List		PRESENCE optional	}|
	{ ID id-GNB-CU-CP-TNLA-To-Remove-List		CRITICALITY ignore	TYPE GNB-CU-CP-TNLA-To-Remove-List	PRESENCE optional	}|
	{ ID id-GNB-CU-CP-TNLA-To-Update-List		CRITICALITY ignore	TYPE GNB-CU-CP-TNLA-To-Update-List	PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info	CRITICALITY ignore	TYPE Transport-Layer-Address-Info	PRESENCE optional	},
	...
} 

GNB-CU-CP-TNLA-To-Add-List       ::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF GNB-CU-CP-TNLA-To-Add-Item 
GNB-CU-CP-TNLA-To-Remove-List 	::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF GNB-CU-CP-TNLA-To-Remove-Item 
GNB-CU-CP-TNLA-To-Update-List		::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF GNB-CU-CP-TNLA-To-Update-Item

-- **************************************************************
--
-- GNB-CU-CP Configuration Update Acknowledge
--
-- **************************************************************

GNB-CU-CP-ConfigurationUpdateAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNB-CU-CP-ConfigurationUpdateAcknowledgeIEs} },
	...
}

GNB-CU-CP-ConfigurationUpdateAcknowledgeIEs
 E1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID									PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional	}|
	{ ID id-GNB-CU-CP-TNLA-Setup-List			CRITICALITY ignore	TYPE GNB-CU-CP-TNLA-Setup-List					PRESENCE optional	}|
	{ ID id-GNB-CU-CP-TNLA-Failed-To-Setup-List	CRITICALITY ignore	TYPE GNB-CU-CP-TNLA-Failed-To-Setup-List		PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info	CRITICALITY ignore	TYPE Transport-Layer-Address-Info	PRESENCE optional	},
	...
}

GNB-CU-CP-TNLA-Setup-List				::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF GNB-CU-CP-TNLA-Setup-Item 
GNB-CU-CP-TNLA-Failed-To-Setup-List	::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF GNB-CU-CP-TNLA-Failed-To-Setup-Item 


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
