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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< Begin of Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20954453][bookmark: _Toc29902457][bookmark: _Toc29906461][bookmark: _Toc407158117]9.1.4.21	RRC TRANSFER
[bookmark: _Hlk491338310]This message is sent by the MeNB to the en-gNB or by the en-gNB to the MeNB to transfer an RRC message.
Direction: MeNB  en-gNB or en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Split SRB
	
	0..1
	
	
	YES
	reject

	>RRC Container
	O
	
	OCTET STRING
	Contains a PDCP-C PDU encapsulating an RRC message as defined in subclause 6.2.1 of TS 36.331 [9] and ciphered with the key of the MeNB
	YES–
	reject

	>SRB Type
	M
	
	ENUMERATED (srb1, srb2, ...)
	The SRB type
	YES–
	reject

	>Delivery Status
	O
	
	9.2.104
	DL RRC delivery status of split SRB
	YES–
	reject

	NR UE Report
	
	0..1
	
	
	YES
	reject

	>RRC Container
	M
	
	OCTET STRING
	Includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [31] containing the MeasurementReport message or FailureInformation message.
	YES–
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject




<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>


	

<<<<<<<<<<<<<<<<<<<< ASN.1 shown for Information >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- RRC TRANSFER
--
-- **************************************************************

RRCTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{RRCTransfer-IEs}},
	...
}

RRCTransfer-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-MeNB-UE-X2AP-ID						CRITICALITY reject	TYPE UE-X2AP-ID					PRESENCE mandatory}|
	{ ID id-SgNB-UE-X2AP-ID						CRITICALITY reject	TYPE SgNB-UE-X2AP-ID				PRESENCE mandatory}|
	{ ID id-SplitSRB								CRITICALITY reject	TYPE SplitSRB					PRESENCE optional}|
	{ ID id-NRUeReport							CRITICALITY reject	TYPE NRUeReport					PRESENCE optional}|
	{ ID id-MeNB-UE-X2AP-ID-Extension			CRITICALITY reject	TYPE UE-X2AP-ID-Extension		PRESENCE optional}|
	...
}

<<<<<<<<<<<<<<<<<<<< Further ASN.1 shown for Information >>>>>>>>>>>>>>>>>>>>
NRUeReport ::= SEQUENCE {
	uENRMeasurements			RRCContainer,
	iE-Extensions			ProtocolExtensionContainer { { NRUeReport-ExtIEs} } OPTIONAL,
	...
}

NRUeReport-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}
<<<<<<<<<<<<<<<<<<<< Further ASN.1 shown for Information >>>>>>>>>>>>>>>>>>>>
SplitSRB ::= SEQUENCE {
	rrcContainer 				RRCContainer			OPTIONAL,
	srbType						SRBType,
	deliveryStatus				DeliveryStatus			OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {SplitSRB-ExtIEs} } OPTIONAL,
	...
}

SplitSRB-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}
<<<<<<<<<<<<<<<<<<<< End of ASN.1 shown for Information >>>>>>>>>>>>>>>>>>>>


