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2. Capture that for HARQ-ACK only for SPS PDSCH, a PUCCH resource is determined from SPS-PUCCH-AN-List regardless of a number of active SPS PDSCH configurations ([100e-NR-L1enh_URLLC-SPS_enh-02])
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[bookmark: _Toc26719406][bookmark: _Toc29894839][bookmark: _Toc29899138][bookmark: _Toc29899556][bookmark: _Toc29917293][bookmark: _Ref505248562][bookmark: _Toc12021470][bookmark: _Toc20311582][bookmark: _Ref498101660][bookmark: _Toc12021476][bookmark: _Toc20311588]9.1.2	Type-1 HARQ-ACK codebook determination
This clause applies if the UE is configured with pdsch-HARQ-ACK-Codebook = semi-static.
A UE reports HARQ-ACK information for a corresponding PDSCH reception or SPS PDSCH release only in a HARQ-ACK codebook that the UE transmits in a slot indicated by a value of a PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format 1_0 or DCI format 1_1. The UE reports NACK value(s) for HARQ-ACK information bit(s) in a HARQ-ACK codebook that the UE transmits in a slot not indicated by a value of a PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format 1_0 or DCI format 1_1. 
If the UE is provided pdsch-AggregationFactor, [image: ] is a value of pdsch-AggregationFactor; otherwise, [image: ]. The UE reports HARQ-ACK information for a PDSCH reception from slot [image: ] to slot [image: ] only in a HARQ-ACK codebook that the UE includes in a PUCCH or PUSCH transmission in slot [image: ], where [image: ] is a number of slots indicated by the PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format or provided by dl-DataToUL-ACK if the PDSCH-to-HARQ_feedback timing indicator field is not present in the DCI format. If the UE reports HARQ-ACK information for the PDSCH reception in a slot other than slot [image: ], the UE sets a value for each corresponding HARQ-ACK information bit to NACK. 
If a UE reports HARQ-ACK information in a PUCCH only for 
-	a SPS PDSCH release indicated by DCI format 1_0 with counter DAI field value of 1, or
-	a PDSCH reception scheduled by DCI format 1_0 with counter DAI field value of 1 on the PCell, or 
-	SPS PDSCH receptions
within the [image: ] occasions for candidate PDSCH receptions as determined in Clause 9.1.2.1, the UE determines a HARQ-ACK codebook only for the SPS PDSCH release or only for the PDSCH reception or only for the SPS PDSCH receptions according to corresponding [image: ] occasion(s) on respective serving cell(s), where the value of counter DAI in DCI format 1_0 is according to Table 9.1.3-1 and HARQ-ACK information bits in response to SPS PDSCH receptions are ordered according to the following pseudo-code; otherwise, the procedures in Clause 9.1.2.1 and Clause 9.1.2.2 for a HARQ-ACK codebook determination apply.
Set  to the number of serving cells configured to the UE
Set  to the number of SPS PDSCH configuration configured to the UE for serving cell 
Set  to the number of DL slots for SPS PDSCH reception on serving cell  with HARQ-ACK information multiplexed on the PUCCH
Set  – HARQ-ACK information bit index
Set  – serving cell index: lower indexes correspond to lower RRC indexes of corresponding cell
while  
Set  – SPS PDSCH configuration index: lower indexes correspond to lower RRC indexes of corresponding SPS configurations 
while 
Set  – slot index 
while 
if UE is configured to receives a SPS PDSCH in slot  for SPS PDSCH configuration  on serving cell , and the SPS PDSCH is required to be received among overlapping SPS PDSCHs, if any according to [6, TS 38.214], or based on a UE capability for a number of PDSCH receptions in a slot according to [6, TS 38.214]
 = HARQ-ACK information bit for this SPS PDSCH reception 
;
end if
;
end while
;
end while
;
end while

*** Unchanged text is omitted ***

[bookmark: _Toc26719413][bookmark: _Toc29894848][bookmark: _Toc29899147][bookmark: _Toc29899565][bookmark: _Toc29917302][bookmark: _Hlk22837749][bookmark: _Ref496790351][bookmark: _Ref496790353][bookmark: _Ref496969655][bookmark: _Ref496969658][bookmark: _Ref500241945][bookmark: _Toc12021478][bookmark: _Toc20311590]9.2.1	PUCCH Resource Sets
*** Unchanged text is omitted ***
If the UE is provided SPS-PUCCH-AN-Listmore than one active SPS PDSCH configurations and transmits  UCI information bits that include only HARQ-ACK information bits in response to one or more SPS PDSCH receptions, the UE is provided by SPS-PUCCH-AN-List a set of PUCCH resources and determines a PUCCH resource to be 
-	a PUCCH resource with SPS-PUCCH-AN-ResourceID = 0 if , or
-	a PUCCH resource with SPS-PUCCH-AN-ResourceID = 1, if provided, if  where  is either provided by maxPayloadSize in SPS-PUCCH-AN-List for SPS-PUCCH-AN-ResourceID = 1 or is otherwise equal to 1706, or
-	a PUCCH resource with SPS-PUCCH-AN-ResourceID = 2, if provided, if  where  is either provided by maxPayloadSize in SPS-PUCCH-AN-List for SPS-PUCCH-AN-ResourceID = 2 or is otherwise equal to 1706, or
-	a PUCCH resource with SPS-PUCCH-AN-ResourceID = 3, if provided, if  where  is equal to 1706.

*** Unchanged text is omitted ***

[bookmark: _Toc26719415][bookmark: _Toc29894850][bookmark: _Toc29899149][bookmark: _Toc29899567][bookmark: _Toc29917304]9.2.3	UE procedure for reporting HARQ-ACK
*** Unchanged text is omitted ***
If a UE detects a first DCI format indicating a first resource for a PUCCH transmission with corresponding HARQ-ACK information in a slot and also detects at a later time a second DCI format indicating a second resource for a PUCCH transmission with corresponding HARQ-ACK information in the slot, the UE does not expect to multiplex HARQ-ACK information corresponding to the second DCI format in a PUCCH resource in the slot if the PDCCH reception that includes the second DCI format is not earlier than [image: ] from the beginning of a first symbol of the first resource for PUCCH transmission in the slot where,  and  are defined in clause 4.1 of [4, TS 38.211] and [image: ] corresponds to the smallest SCS configuration among the SCS configurations of the PDCCHs providing the DCI formats and the SCS configuration of the PUCCH. If processingType2Enabled of PDSCH-ServingCellConfig is set to enable for the serving cell with the second DCI format and for all serving cells with corresponding HARQ-ACK information multiplexed in the PUCCH transmission in the slot,[image: ] for [image: ], [image: ] for [image: ], [image: ] for [image: ]; otherwise , [image: ] for [image: ], [image: ] for [image: ], [image: ] for [image: ], [image: ] for [image: ]. 
If a UE is not provided SPS-PUCCH-AN-Lista single active SPS PDSCH configuration and transmits HARQ-ACK information corresponding only to a PDSCH reception without a corresponding PDCCH, a PUCCH resource for corresponding PUCCH transmission with HARQ-ACK information is provided by n1PUCCH-AN.
If a UE transmits a PUCCH with HARQ-ACK information using PUCCH format 0, the UE determines values [image: ] and [image: ] for computing a value of cyclic shift [image: ] [4, TS 38.211] where [image: ] is provided by initialCyclicShift of PUCCH-format0 or, if initialCyclicShift is not provided, by the initial cyclic shift index as described in Clause 9.2.1 and [image: ] is determined from the value of one HARQ-ACK information bit or from the values of two HARQ-ACK information bits as in Table 9.2.3-3 and Table 9.2.3-4, respectively. 
*** Unchanged text is omitted ***
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