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<Unchanged parts are omitted>
[bookmark: _Toc29327770][bookmark: _Toc29326620]7.3.1.3.7	Format 2_6
DCI format 2_6 is used for notifying the power saving information outside DRX Active Time for one or more UEs. 
The following information is transmitted by means of the DCI format 2_6 with CRC scrambled by PS-RNTI:
-	block number 1, block number 2,…, block number N
	where the starting position of a block is determined by the parameter PSPositionDCI2-6 provided by higher layers for the UE configured with the block. 
If the UE is configured with higher layer parameter PS-RNTI and dci-Format2-6, one block is configured for the UE by higher layers, with the following fields defined for the block:
-	Wake-up indication - 1 bit
-	SCell dormancy indication – 0 bit if higher layer parameter Scell-groups-for-dormancy-outside-active-time is not configured; otherwise 1, 2, 3, 4 or 5 bits bitmap determined according to higher layer parameter Scell-groups-for-dormancy-outside-active-time, where each bit corresponds to one of the SCell group(s) configured by higher layers parameter Scell-groups-for-dormancy-outside-active-time, with MSB to LSB of the bitmap corresponding to the first to last configured SCell group.
The size of DCI format 2_6 is indicated by the higher layer parameter SizeDCI_2-6, according to Clause 11.510.3 of [5, TS 38.213].
<Unchanged parts are omitted>
