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<< start of changes  >>
<< Unchanged sections omitted >>
[bookmark: _Toc21344353][bookmark: _Toc29801839][bookmark: _Toc29802263][bookmark: _Toc29802888]6.5.2.3	Additional spectrum emission mask
[bookmark: _Toc21344354][bookmark: _Toc29801840][bookmark: _Toc29802264][bookmark: _Toc29802889]6.5.2.3.1	Requirements for network signalled signalling value "NS_35"
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_35" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.2.3.1-1.
Table 6.5.2.3.1-1: Additional requirements for "NS_35"
	Spectrum emission limit (dBm) / Channel bandwidth

	ΔfOOB
(MHz)
	5
MHz
	10
MHz
	15 MHz
	20 MHz
	Measurement bandwidth (unless otherwise stated)

	ΔfOOB
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5
	10
	15
	20
	

	 0-0.1
	-15 
	-18 
	-20
	-21
	30 kHz 

	 0.1-6
	-13
	-13
	-13
	-13
	100 kHz

	 6-10
	-251 
	-13
	-13
	-13
	100 kHz

	 10-15
	
	-251
	-13
	-13
	100 kHz

	 15-20
	
	
	-251 
	-13 
	100 kHz

	 20-25
	
	
	
	-25 
	1 MHz

	NOTE 1:	The measurement bandwidth shall be 1 MHz



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
[bookmark: _Toc21344355][bookmark: _Toc29801841][bookmark: _Toc29802265][bookmark: _Toc29802890]6.5.2.3.2	Requirements for network signalled signalling value "NS_04"
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
The n41 SEM transition point from -13 dBm/MHz to -25 dBm/MHz is based on the emission bandwidth. The emission bandwidth is defined as the width of the signal between two points, one below the carrier center frequency and one above the carrier center frequency, outside of which all emissions are attenuated at least 26 dB below the transmitter power.  Since the 26-dB emission bandwidth is implementation dependent, the maximum transmission bandwidths in MHz (NRB * SCS * 12 / 1,000,000) is used for the SEM.
Table 6.5.2.3.2-1: n41 maximum transmission bandwidths (MHz) for CP-OFDM
	SCS (kHz)
	
	Channel bandwidths (MHz)

	
	10
	15
	20
	30
	40
	50
	60
	80
	90
	100

	SCS (kHz)
	Channel bandwidth (MHz) / Maximum transmission bandwidth (MHz)

	
	10
	15
	20
	30
	40
	50
	60
	80
	90
	100

	15
	9.36
	14.22
	19.08
	28.80
	38.88
	48.6
	N/A
	N/A
	N/A
	N/A

	30
	8.64
	13.68
	18.36
	28.08
	38.16
	47.88
	58.32
	78.12
	88.02
	98.28

	60
	7.92
	12.96
	17.28
	27.36
	36.72
	46.8
	56.88
	77.04
	87.12
	97.20



Table 6.5.2.3.2-2: n41 maximum transmission bandwidths (MHz) for DFT-S-OFDM
	SCS (kHz)
	
	Channel bandwidths (MHz)

	
	10
	15
	20
	30
	40
	50
	60
	80
	90
	100

	SCS (kHz)
	Channel bandwidth (MHz) / Maximum transmission bandwidth (MHz)

	
	10
	15
	20
	30
	40
	50
	60
	80
	90
	100

	15
	9.00
	13.50
	18.00
	28.80
	38.88
	48.60
	N/A
	N/A
	N/A
	N/A

	30
	8.64
	12.96
	18.00
	27.00
	36.00
	46.08
	58.32
	77.76
	87.48
	97.20

	60
	7.20
	12.96
	17.28
	25.92
	36.00
	46.08
	54.00
	72.00
	86.40
	97.20



When "NS_04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.2.3.2-3.
[bookmark: _Hlk515649337]Table 6.5.2.3.2-3: n41 SEM with "NS_04"
	
	Spectrum emission limit (dBm) / measurement bandwidth
for each channel bandwidth

	ΔfOOB 
MHz
	10 
MHz
	15 
MHz
	20 
MHz
	30  MHz
	40 
MHz
	50 
MHz
	60 
MHz
	80 
MHz
	90 
MHz
	100 
MHz
	Measurement
bandwidth

	ΔfOOB 
MHz
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement
bandwidth

	
	10
	15
	20
	30
	40
	50
	60
	80
	90
	100
	

	± 0 - 1
	-10
	-10
	-10
	-10
	-10
	
	2 % channel bandwidth

	
	
	
	
	
	
	-10
	1 MHz

	± 1 - 5
	-10
	1 MHz

	± 5 - X
	-13
	

	± X - (BWChannel + 5 MHz)
	-25
	

	NOTE:	X is defined in Table 6.5.2.3.2-1 for CP-OFDM and 6.5.2.3.2-2 for DFT-S-OFDM



[bookmark: _Toc21344356][bookmark: _Toc29801842][bookmark: _Toc29802266][bookmark: _Toc29802891]6.5.2.3.3	Requirements for network signalled signalling value "NS_03" and "NS_21"
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_03" or "NS_21", is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.2.3.3-1.
Table 6.5.2.3.3-1: Additional requirements for "NS_03" and "NS_21"
	Spectrum emission limit (dBm) / Channel bandwidth

	ΔfOOB
(MHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30
MHz
	40 MHz
	Measurement bandwidth

	ΔfOOB 
MHz
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5
	10
	15
	20
	25
	30
	40
	

	 0-1
	-13 
	-13 
	-13
	-13 
	-13 
	-13 
	-13
	1 % of channel BW 

	 1-6
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	1 MHz

	 6-10
	-25
	-13
	-13
	-13
	-13
	-13
	-13
	1 MHz

	 10-15
	
	-25
	-13
	-13
	-13
	-13
	-13
	1 MHz

	 15-20
	
	
	-25
	-13
	-13
	-13
	-13
	1 MHz

	 20-25
	
	
	
	-25
	-13
	-13
	-13
	1 MHz

	 25-30
	
	
	
	
	-25
	-13
	-13
	1 MHz

	 30-35
	
	
	
	
	
	-25
	-13
	1 MHz

	 35-40
	
	
	
	
	
	
	-13
	1 MHz

	 40-45
	
	
	
	
	
	
	-25
	1 MHz



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

Table 6.5.2.3.3-2: Void

[bookmark: _Toc21344357][bookmark: _Toc29801843][bookmark: _Toc29802267][bookmark: _Toc29802892]6.5.2.3.4	Requirements for network signalled signalling value "NS_06"
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_06" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.2.3.4-1.
Table 6.5.2.3.4-1: Additional requirements for "NS_06"
	 Spectrum emission limit (dBm) / Channel bandwidth 

	ΔfOOB
(MHz)
	5
MHz
	10
MHz
	15
MHz
	Measurement
bandwidth

	ΔfOOB
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement
bandwidth

	
	5
	10
	15
	

	± 0 – 0.1
	-15
	-18
	-20
	30 kHz 

	± 0.1 – 1
	-13
	-13
	-13
	100 kHz

	± 1 – 6
	-13
	-13
	-13
	1 MHz

	± 6 – 10
	-25
	
	
	

	± 10 – 15
	
	-25
	
	

	± 15 – 20
	
	
	-25
	



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

[bookmark: _Toc21344358][bookmark: _Toc29801844][bookmark: _Toc29802268][bookmark: _Toc29802893]6.5.2.3.5	Void
[bookmark: _Toc21344359][bookmark: _Toc29801845][bookmark: _Toc29802269][bookmark: _Toc29802894]6.5.2.3.6	Void
[bookmark: _Toc21344360][bookmark: _Toc29801846][bookmark: _Toc29802270][bookmark: _Toc29802895]6.5.2.3.7	Void
[bookmark: _Toc21344361][bookmark: _Toc29801847][bookmark: _Toc29802271][bookmark: _Toc29802896]6.5.2.3.8	Requirements for network signalled signalling value "NS_27"
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_27" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.2.3.8-1.
Table 6.5.2.3.8-1: Additional requirements for "NS_27"
	Spectrum emission limit (dBm) / measurement bandwidth 
for each channel bandwidth

	ΔfOOB 
MHz
	5
MHz
	10 
MHz
	15 
MHz
	20 
MHz
	40 
MHz
	Measurement
bandwidth

	ΔfOOB 
MHz
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement
bandwidth

	
	5
	10
	15
	20
	40
	

	± 0 - 1
	-13
	1 % channel bandwidth

	± 1 - X
	-13
	1 MHz

	< – X or > X when
3540 MHz < ΔfOOB < 3710 MHz
	-25
	

	NOTE:	X is occupied channel bandwidth as defined in Table 6.5.1-1



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

<< Unchanged sections omitted >>
[bookmark: _Toc21344368][bookmark: _Toc29801854][bookmark: _Toc29802278][bookmark: _Toc29802903]6.5.3.3	Additional spurious emissions
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
[bookmark: _Toc21344369][bookmark: _Toc29801855][bookmark: _Toc29802279][bookmark: _Toc29802904]6.5.3.3.1	Requirement for network signalled signalling value "NS_04"
When "NS 04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.1-1: Additional requirements for "NS_04"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100 MHz
	

	2495 ≤ f < 2496
	-13
	1 % of Channel BW

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0.009 < f < 2490.5
	-25
	1 MHz



[bookmark: _Toc21344370][bookmark: _Toc29801856][bookmark: _Toc29802280][bookmark: _Toc29802905]6.5.3.3.2	Requirement for network signalled signalling value "NS_17"
When "NS_17" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.2-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.2-1: Additional requirements for "NS_17"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 
	NOTE

	
	5, 10 MHz
	
	

	470 ≤ f ≤ 710
	-26.2
	6 MHz
	1

	NOTE 1:	Applicable when the assigned E-UTRANR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.



[bookmark: _Toc21344371][bookmark: _Toc29801857][bookmark: _Toc29802281][bookmark: _Toc29802906]6.5.3.3.3	Requirement for network signalled signalling value "NS_18"
When "NS_18" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3. 3-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3-1: Additional requirements for "NS_18"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 
	

	
	5, 10, 15, 20 MHz
	
	

	692-698
	-26.2
	6 MHz
	



[bookmark: _Toc21344372][bookmark: _Toc29801858][bookmark: _Toc29802282][bookmark: _Toc29802907]6.5.3.3.4	Requirement for network signalled signalling value "NS_05"
When "NS_05" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.4-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.4-1: Additional requirements for "NS_05"
	Frequency band
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 
	

	
	5, 10, 15, 20 MHz
	
	

	1884.5 f 1915.7
	-41
	300 kHz
	



[bookmark: _Toc21344373][bookmark: _Toc29801859][bookmark: _Toc29802283][bookmark: _Toc29802908]6.5.3.3.5	Requirement for network signalled signalling value "NS_43"
When "NS 43" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.5-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.5-1: Additional requirement for "NS_43"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5, 10, 15 MHz
	

	860 ≤ f ≤ 890
	-40
	1 MHz

	NOTE 1:   Applicable for 5 MHz and 15 MHz channel BW confined between 900 MHz and 915 MHz and for 10 MHz channel BW confined between 905 MHz and 915 MHz



[bookmark: _Toc21344374][bookmark: _Toc29801860][bookmark: _Toc29802284][bookmark: _Toc29802909]6.5.3.3.6	Requirement for network signalled signalling value "NS_37"
When "NS_37" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.6-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.6-1: Additional requirement for "NS_37"
	Frequency band
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5, 10, 15,20 MHz
	

	1475.9 ≤ f ≤ 1510.9
	-35
	1 MHz



[bookmark: _Toc21344375][bookmark: _Toc29801861][bookmark: _Toc29802285][bookmark: _Toc29802910]6.5.3.3.7	Requirement for network signalled signalling value "NS_38"
When "NS_38" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.7-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.7-1: Additional requirements for "NS_38"
	Frequency band
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5, 10, 15, 20 MHz
	

	1400 ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power of 15 dBm.



[bookmark: _Toc21344376][bookmark: _Toc29801862][bookmark: _Toc29802286][bookmark: _Toc29802911]6.5.3.3.8	Requirement for network signalled signalling value "NS_39"
When "NS_39" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.8-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.8-1: Additional requirements for "NS_39"
	Frequency band
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5, 10, 15, 20 MHz
	

	1475 ≤ f ≤ 1488
	-28
	1 MHz



[bookmark: _Toc21344377][bookmark: _Toc29801863][bookmark: _Toc29802287][bookmark: _Toc29802912]6.5.3.3.9	Requirement for network signalled signalling value "NS_40"
When "NS_40" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.9-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.9-1: Additional requirements for NR channels assigned within 1427-1452 MHz for "NS_40"
	Frequency band
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5 MHz
	

	1400 ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power of 15 dBm.



[bookmark: _Toc21344378][bookmark: _Toc29801864][bookmark: _Toc29802288][bookmark: _Toc29802913]6.5.3.3.10	Requirement for network signalled signalling value "NS_41"
When "NS_41" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.10-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.10-1: Additional requirements for NR channels assigned within 1432-1517 MHz for "NS_41"
	Frequency band
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5, 10, 15, 20, 40, 50, 60  MHz
	

	1400 ≤ f ≤ 1427
	-32
	27 MHz

	NOTE 1:	This requirement shall be verified with UE transmission power of 15 dBm.



[bookmark: _Toc21344379][bookmark: _Toc29801865][bookmark: _Toc29802289][bookmark: _Toc29802914]6.5.3.3.11	Requirement for network signalled signalling value "NS_42"
When "NS_42" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.11-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.11-1: Additional requirements for NR channels assigned within 1432-1517 MHz for "NS_42"
	Frequency band
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5, 10, 15, 20, 40, 50, 60  MHz
	

	1518 ≤ f ≤ 1520
	-0.8
	1 MHz

	1520 < f ≤ 1559
	-30
	1 MHz



[bookmark: _Toc21344380][bookmark: _Toc29801866][bookmark: _Toc29802290][bookmark: _Toc29802915]6.5.3.3.12	Requirement for network signalled signalling value "NS_21"
When "NS_21" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.12-1. These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.12-1: Additional requirements for "NS_21"
	Frequency band
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	 5, 10 MHz
	

	2200 ≤ f < 2288
	-40
	1 MHz

	2288 ≤ f < 2292
	-37
	1 MHz

	2292 ≤ f < 2296
	-31
	1 MHz

	2296 ≤ f < 2300
	-25
	1 MHz

	2320 ≤ f < 2324
	-25
	1 MHz

	2324 ≤ f < 2328
	-31
	1 MHz

	2328 ≤ f < 2332
	-37
	1 MHz

	2332 ≤ f ≤ 2395
	-40
	1 MHz



[bookmark: _Toc21344381][bookmark: _Toc29801867][bookmark: _Toc29802291][bookmark: _Toc29802916]6.5.3.3.13	Requirement for network signalled signalling value "NS_24"
When "NS 24" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.13-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.13-1: Additional requirements for "NS_24"
	Frequency band
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5 MHz, 10 MHz, 15 MHz, 20 MHz
	

	2010  ≤ f ≤ 2025
	-50
	1 MHz

	NOTE 1:	This requirement applies at a frequency offset equal or larger than 5 MHz from the upper edge of the channel bandwidth, whenever these frequencies overlap with the specified frequency band.



[bookmark: _Toc21344382][bookmark: _Toc29801868][bookmark: _Toc29802292][bookmark: _Toc29802917]6.5.3.3.14	Requirement for network signalled signalling value "NS_27"
When "NS 27" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.14-1. This requirement also applies for the frequency ranges that are less than FOOBFOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.14-1: Additional requirements for "NS_27"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5, 10, 15, 20, 40 MHz
	

	9 kHz – 3530 MHz
	-40
	1 MHz

	3530 MHz – 3540 MHz
	-25
	

	3710 MHz – 3720 MHz
	-25
	

	3720 MHz – 12.75 GHz
	-40
	



[bookmark: _Toc21344383][bookmark: _Toc29801869][bookmark: _Toc29802293][bookmark: _Toc29802918]6.5.3.3.15	Requirement for network signalled signalling value "NS_47"
When "NS_47" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.15-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.15-1: Additional requirements for NR channels assigned within 2545 - 2575 MHz for "NS_47"
	Frequency band
(MHz)
	Channel bandwidth (MHz) /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	30 MHz
	

	2530 ≤ f ≤ 2535
	-25
	1 MHz

	2505 ≤ f ≤ 2530
	-30
	1 MHz



[bookmark: _Toc21343036][bookmark: _Toc29801870][bookmark: _Toc29802294][bookmark: _Toc29802919][bookmark: _Toc21344384]6.5.3.3.16	Requirement for network signalled signalling value "NS_45"
When "NS_45" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.16-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.16-1: Additional requirements for “NS_45”
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	Frequency range
	1805
	-
	1855
	-40
	1
	1

	Frequency range
	1855
	-
	1880
	-15.5
	5
	1, 2, 3

	NOTE 1:	This requirement is applicable for carriers with aggregated channel bandwidths confined in 1885-1920 MHz for 25MHz and 30MHz channel BWs and confined in 1880-1920 MHz for 40MHz channel BW.
NOTE 2:	The requirement also applies for the frequency ranges that are less than FOOBFOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.
NOTE 3:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.



==============================================================
<< End of changes >>



