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Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.
Contact:
Ting Gao

gaoting@starpointcomm.com
Corrections required

Change 1
	Function name
	fl_TC_8_2_3_2_1_ENDC_EUTRA_TestBody()

	Reason for change
	1 In T0, low SNR may cause measurement fluctuation in UE side and lead to unexpected B1 measurment report in T0 

B1 threshold = (nr-RSRQ-r15 field value – 87) / 2 dB = (57-87)/2 =-15 dB

NR Cell 1 SS-RSRQ=-16.24 dB 

SNR = -4 dB

	Summary of change
	Change filterCoefficient to 4 and use 1/2 Layer3 filter in Table 8.2.3.2.1.3.3 to reduce measurement fluctuation.

Change the B1 threshold to -14dB to guarantee UE will not report unexpected B1 measurment report in T0 because measurement fluctuation.

	TTCN module
	RRCMeasurement_ENDC_EUTRA.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_8_2_3_2_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC

  {

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var EUTRA_NR_CoOrd_SysInfo_Type v_EUTRA_NR_SysInfo;

    var integer v_NR_PhysChId_Cell1;

    var Frequency_IE_Type v_Frequency_IE_f1;

    var ChannelBandwidthDependency_Type v_ChBandDependency_f1;

    var integer v_NR_ARFCN_f1;

    var RS_ConfigSSB_NR_r15.subcarrierSpacingSSB_r15 v_SCS;

    var FreqBandIndicatorNR_r15 v_FreqBandIndicatorNR_r15; //@sic R5-194875 sic@

    var ReportConfigInterRAT.reportAmount v_ReportAmount := infinity_;

    var ThresholdNR_r15 v_ThresholdNR_r15 := {nr_RSRQ_r15 := 57}; //@sic R5-195358 sic@

    var FilterCoefficient v_FilterCoefficientRSRP := fc0;

    var FilterCoefficient v_FilterCoefficientRSRQ := fc0;

    var FilterCoefficient v_FilterCoefficientSINR := fc4;

    var float v_TimerValue_15s;

    var float v_TimerValue_10s;

...

}
After change

   function fl_TC_8_2_3_2_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC

  {

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var EUTRA_NR_CoOrd_SysInfo_Type v_EUTRA_NR_SysInfo;

    var integer v_NR_PhysChId_Cell1;

    var Frequency_IE_Type v_Frequency_IE_f1;

    var ChannelBandwidthDependency_Type v_ChBandDependency_f1;

    var integer v_NR_ARFCN_f1;

    var RS_ConfigSSB_NR_r15.subcarrierSpacingSSB_r15 v_SCS;

    var FreqBandIndicatorNR_r15 v_FreqBandIndicatorNR_r15; //@sic R5-194875 sic@

    var ReportConfigInterRAT.reportAmount v_ReportAmount := infinity_;

    var ThresholdNR_r15 v_ThresholdNR_r15 := {nr_RSRQ_r15 := 58}; //@sic R5-195358 sic@

    var FilterCoefficient v_FilterCoefficientRSRP := fc4;

    var FilterCoefficient v_FilterCoefficientRSRQ := fc4;

    var FilterCoefficient v_FilterCoefficientSINR := fc4;

    var float v_TimerValue_15s;

    var float v_TimerValue_10s;

   ...

}
