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Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Yongsheng Ma


mayongsheng@starpointcomm.com
Corrections required

Change 1

	Function name
	f_TC_6_1_1_3_NR5GC

	Reason for change
	The location of InitMaxReferencePower is not correct, it should be set before  cell config.

	Summary of change
	Move initMaxReferencePower before cell config

	TTCN module
	Idle_PLMNSelection_NR5GC.ttcn

	MCC160 Comment
	


Before Change:

	      function f_TC_6_1_1_3_NR5GC() runs on NR5GC_PTC

  {// Cell reselection of ePLMN in manual mode

    var ARFCN_ValueNR v_SSB_Freq_Cell1;

    var ARFCN_ValueNR v_SSB_Freq_Cell12;

    var ARFCN_ValueNR v_SSB_Freq_Cell13;

    var InterFreqCarrierFreqList v_InterFreqCarrierFreqList;

    f_NR5GC_Init(NR_4);

    f_NR_SetSysinfoCombinationToNR_1(nr_Cell13);// @sic R5-200338 sic@

    v_SSB_Freq_Cell1 := f_NR_CellInfo_GetFrequencySSB(nr_Cell1);

    v_SSB_Freq_Cell12 := f_NR_CellInfo_GetFrequencySSB(nr_Cell12);

    v_SSB_Freq_Cell13 := f_NR_CellInfo_GetFrequencySSB(nr_Cell13);

    // Table 6.1.1.3.3.3-1: SIB4 for NR Cell 1

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_dl_CarrierFreq(nr_Cell1, 0, v_SSB_Freq_Cell12);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_dl_CarrierFreq(nr_Cell1, 1, v_SSB_Freq_Cell13);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_CellReselectionPriority(nr_Cell1, 0, 4);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_CellReselectionPriority(nr_Cell1, 1, 4);

    // Table 6.1.1.3.3.3-2: SIB4 for NR Cell 12

    v_InterFreqCarrierFreqList := f_NR5GC_CellInfo_GetSIB4_InterFreqCarrierFreqList(nr_Cell3);// @sic R5s200090 sic@

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreqList(nr_Cell12, v_InterFreqCarrierFreqList);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_dl_CarrierFreq(nr_Cell12, 0, v_SSB_Freq_Cell1);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_dl_CarrierFreq(nr_Cell12, 1, v_SSB_Freq_Cell13);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_CellReselectionPriority(nr_Cell12, 0, 4);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_CellReselectionPriority(nr_Cell12, 1, 4);

    // Create and configure cell

    f_NR_CellConfig_Def(nr_Cell1);

    f_NR_CellConfig_Def(nr_Cell12);

    f_NR_CellConfig_Def(nr_Cell13);

    // Set maximum cell power level for the Cells to be used

    f_NR_CellInfo_InitMaxReferencePower(nr_Cell13, -67, -67);

    f_NR_SetCellPower (nr_Cell1, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);// set initial power level conditions for preamble




After Change:

	      function f_TC_6_1_1_3_NR5GC() runs on NR5GC_PTC

  {// Cell reselection of ePLMN in manual mode

    var ARFCN_ValueNR v_SSB_Freq_Cell1;

    var ARFCN_ValueNR v_SSB_Freq_Cell12;

    var ARFCN_ValueNR v_SSB_Freq_Cell13;

    var InterFreqCarrierFreqList v_InterFreqCarrierFreqList;

    f_NR5GC_Init(NR_4);

    f_NR_SetSysinfoCombinationToNR_1(nr_Cell13);// @sic R5-200338 sic@

    v_SSB_Freq_Cell1 := f_NR_CellInfo_GetFrequencySSB(nr_Cell1);

    v_SSB_Freq_Cell12 := f_NR_CellInfo_GetFrequencySSB(nr_Cell12);

    v_SSB_Freq_Cell13 := f_NR_CellInfo_GetFrequencySSB(nr_Cell13);

    // Table 6.1.1.3.3.3-1: SIB4 for NR Cell 1

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_dl_CarrierFreq(nr_Cell1, 0, v_SSB_Freq_Cell12);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_dl_CarrierFreq(nr_Cell1, 1, v_SSB_Freq_Cell13);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_CellReselectionPriority(nr_Cell1, 0, 4);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_CellReselectionPriority(nr_Cell1, 1, 4);

    // Table 6.1.1.3.3.3-2: SIB4 for NR Cell 12

    v_InterFreqCarrierFreqList := f_NR5GC_CellInfo_GetSIB4_InterFreqCarrierFreqList(nr_Cell3);// @sic R5s200090 sic@

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreqList(nr_Cell12, v_InterFreqCarrierFreqList);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_dl_CarrierFreq(nr_Cell12, 0, v_SSB_Freq_Cell1);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_dl_CarrierFreq(nr_Cell12, 1, v_SSB_Freq_Cell13);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_CellReselectionPriority(nr_Cell12, 0, 4);

    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreq_CellReselectionPriority(nr_Cell12, 1, 4);

    // Set maximum cell power level for the Cells to be used

    f_NR_CellInfo_InitMaxReferencePower(nr_Cell13, -67, -67);
    // Create and configure cell

    f_NR_CellConfig_Def(nr_Cell1);

    f_NR_CellConfig_Def(nr_Cell12);

    f_NR_CellConfig_Def(nr_Cell13);

f_NR_SetCellPower (nr_Cell1, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);// set initial power level conditions for preamble
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