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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required
2.1 Change 1

	Function name
	f_TC_7_1_2_2_6_NR_TestBody

	Reason for change
	According to the 38.523-1 Table 7.1.2.2.6.3.3-1: RRCReconfiguration for NR (steps 4, 11, Table 7.1.2.2.6.3.2-1)

RadioBearerConfig according to TS 38.508-1 [4], table 4.6.3-132 with with conditions SRB1 and SRB2 and DRBn. 

In current TTCN configuration for SRB1, SRB2 are missing     

	Summary of change
	At the step 4 and 11 update RadioBearerConfig to consider also SRB1 and SRB2

	TTCN module
	RLC_NR5GC.ttcn

	MCC160 Comment
	


Before change:

      function f_TC_7_1_2_2_6_NR_TestBody(NR_RLC_SS_State_Type p_RLC_Rec,

                                      DRB_Identity p_NR_DRB_Id,

                                      SN_FieldLengthUM p_DL_Len,

                                      SN_FieldLengthUM p_UL_Len,

                                      T_Reassembly p_T_Reassembly,

                                      template (value) PDCP_Config p_PDCP_Config,

                                      template (value) NR_RadioBearer_Type p_SS_Drb_Config) runs on NR5GC_PTC

  { // AM RLC / RLC re-establishment procedure

    // @sic R5s190905_r1 sic@

    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;
    var NR_RLC_DataFieldList_Type v_NR_RLC_DataList;

    var template (value) CellGroupConfig v_CellGroupConfig; //@sic R5s191200 sic@

    v_RLC_BearerConfigList := f_NR_ReconfigureRLC_UM (p_NR_DRB_Id, p_DL_Len, p_UL_Len, p_T_Reassembly, true_);

    v_CellGroupConfig := f_NR_GetCellGroupConfigHO (nr_Cell1, v_RLC_BearerConfigList); //tsc_C_RNTI_Value3

    // Steps 1-3

    v_NR_RLC_DataList := f_TC_7_1_2_2_6_NR_TestBody_Steps1_3(p_RLC_Rec, p_NR_DRB_Id);

    // @siclog "Steps 4-4A" siclog@ @sic R5-198901 sic@

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

    f_NR_RLC_ReconfigurationHO (nr_Cell1, p_NR_DRB_Id, v_RLC_BearerConfigList, p_PDCP_Config, p_SS_Drb_Config, true, v_CellGroupConfig);  // UM_TX_Next == 0 and UM_RX_Next == 0 @sic R5s190800, R5s200180 sic@

    // Steps 5-10A

    f_TC_7_1_2_2_6_NR_TestBody_Steps5_10A(p_RLC_Rec, p_NR_DRB_Id, v_NR_RLC_DataList); // @sic R5s200024 sic@

    // @siclog "Steps 11-11A" siclog@ @sic R5-198901 sic@

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

    //v_SS_Drb_Config and v_RLC_BearerConfigList as in step 4

    f_NR_RLC_ReconfigurationHO (nr_Cell1, p_NR_DRB_Id, v_RLC_BearerConfigList, p_PDCP_Config, p_SS_Drb_Config, true, v_CellGroupConfig);  // UM_TX_Next == 0 and UM_RX_Next == 0 @sic R5s190800, R5s200180 sic@

    // Steps 11B-15

    f_TC_7_1_2_2_6_NR_TestBody_Steps11B_15(p_RLC_Rec, p_NR_DRB_Id, v_NR_RLC_DataList); // @sic R5s200024 sic@

  }
After change:

    function f_TC_7_1_2_2_6_NR_TestBody(NR_RLC_SS_State_Type p_RLC_Rec,

                                      DRB_Identity p_NR_DRB_Id,

                                      SN_FieldLengthUM p_DL_Len,

                                      SN_FieldLengthUM p_UL_Len,

                                      T_Reassembly p_T_Reassembly,

                                      template (value) PDCP_Config p_PDCP_Config,

                                      template (value) NR_RadioBearer_Type p_SS_Drb_Config) runs on NR5GC_PTC

  { // AM RLC / RLC re-establishment procedure

    // @sic R5s190905_r1 sic@

    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList := f_NR5GC_GetExisting_BearerToAddModList(true_);
    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigListDRB_Only;
    var NR_RLC_DataFieldList_Type v_NR_RLC_DataList;

    var template (value) CellGroupConfig v_CellGroupConfig; //@sic R5s191200 sic@

    v_RLC_BearerConfigListDRB_Only := f_NR_ReconfigureRLC_UM (p_NR_DRB_Id, p_DL_Len, p_UL_Len, p_T_Reassembly, true_);
    v_RLC_BearerConfigList[2] := v_RLC_BearerConfigListDRB_Only[0]; 
    v_CellGroupConfig := f_NR_GetCellGroupConfigHO (nr_Cell1, v_RLC_BearerConfigList); //tsc_C_RNTI_Value3

    // Steps 1-3

    v_NR_RLC_DataList := f_TC_7_1_2_2_6_NR_TestBody_Steps1_3(p_RLC_Rec, p_NR_DRB_Id);

    // @siclog "Steps 4-4A" siclog@ @sic R5-198901 sic@

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

    f_NR_RLC_ReconfigurationHO (nr_Cell1, p_NR_DRB_Id, v_RLC_BearerConfigList, p_PDCP_Config, p_SS_Drb_Config, true, v_CellGroupConfig);  // UM_TX_Next == 0 and UM_RX_Next == 0 @sic R5s190800, R5s200180 sic@

    // Steps 5-10A

    f_TC_7_1_2_2_6_NR_TestBody_Steps5_10A(p_RLC_Rec, p_NR_DRB_Id, v_NR_RLC_DataList); // @sic R5s200024 sic@

    // @siclog "Steps 11-11A" siclog@ @sic R5-198901 sic@

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

    //v_SS_Drb_Config and v_RLC_BearerConfigList as in step 4

    f_NR_RLC_ReconfigurationHO (nr_Cell1, p_NR_DRB_Id, v_RLC_BearerConfigList, p_PDCP_Config, p_SS_Drb_Config, true, v_CellGroupConfig);  // UM_TX_Next == 0 and UM_RX_Next == 0 @sic R5s190800, R5s200180 sic@

    // Steps 11B-15

    f_TC_7_1_2_2_6_NR_TestBody_Steps11B_15(p_RLC_Rec, p_NR_DRB_Id, v_NR_RLC_DataList); // @sic R5s200024 sic@

  }
