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	Feature / Item:
	

	Affects:
	UICC apps:
no


	ME:

yes
	AN:

yes
	CN:

no


	Others (specify):
no



	Expected Completion Date:
	RAN#89-e

	Service(s) impacted:
	

	Specification(s) affected:
	TS 36.133, TS 38.133

	Task(s) within work which are not complete:
	· RAN4

· Direct SCell activation:

· Activation/deactivation delay and interruption requirements for activation/deactivation of multiple SCells
· SCell dormancy:

· Baseline switching delay requirements when switch is triggered after first 3 OFDM symbols in a slot

· Whether to define optimized dormancy switch delay requirement w.r.t. to certain parameter change
· Switching interruption requirements compared to Rel-15 BWP switch interruption

· Switching delay and interruption requirements for switching triggered outside DRX active time
· Switching delay and interruption requirements for switching of multiple SCells
· Interruption requirements for CSI and RRM measurements on dormant SCell(s)
· Early Measurement Reporting:
· Requirements for beam-level measurements for EMR on NR inter-frequency and NR inter-RAT carriers;
· The impact of configured search thresholds on EMR measurements requirements;
· UE measurement requirements for non-overlapping NR inter-frequency and LTE inter-RAT EMR carriers (TS 38.133), and non-overlapping NR inter-RAT EMR carriers (TS 36.133).
· Define the number of non-overlapping NR inter-RAT EMR carriers

· Finalize the discussion and conclude on the number of non-overlapping NR inter-frequency EMR carriers

· Completion of EMR requirements in TS 38.133.

· Specification of EMR requirements in TS 36.133.

	Consequences if not included in Release 16:
	· RAN4

· In Direct SCell activation, performance for the following cannot be guaranteed:

· Activation/deactivation delay for Direct SCell Activation of multiple SCells

· Interruptions on other serving cells during Direct SCell activation of multiple SCells

· In SCell dormancy, performance for the following cannot be guaranteed:

· Switching delay and interruption between non-dormancy and dormancy BWPs for single SCell
· Switching delay for transition between non-dormancy and dormancy BWPs for multiple SCells

· Interruptions on other serving cells during switching of multiple SCells between dormancy and non-dormancy.

· Interruptions on other serving cells due to CSI and RRM measurements on dormant SCell(s)
· Early Measurement Reporting:

· Requirements for beam-level measurements for EMR on NR inter-frequency and NR inter-RAT carriers are not specified;
· The impact of configured search thresholds on EMR measurements requirements is not clear in RAN4 specifications;
· UE measurement requirements for non-overlapping NR inter-frequency and LTE inter-RAT EMR carriers (TS 38.133), and non-overlapping NR inter-RAT EMR carriers (TS 36.133) are incomplete.
· The number of non-overlapping NR inter-RAT EMR carriers is undefined

· The capability requirements for NR inter-frequency EMR carriers are incomplete

· The requirements in TS 38.133 are incomplete.

· The requirements in TS 36.133 are missing.



Abstract of document:

For RAN4 core RRM part, 1 TU is needed to finalize the above listed RAN4 requirements.
Contentious Issues:

