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	Reason for change:
	Correction of the two-step RACH functionality.
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	In section 6.1.2.1 as summarized in R1-2004966, the following changes have been performed:
Aligned the terminology for fallbackRAR UL grant.

In section 6.1.2.2 as summarized in R1-2004834, the following changes have been performed:
Captured CFRA related clarifications.
In section 6.1.4.1, as summarized in R1-2003027, the following changes have been performed:
Correction of redundant information of MCS determination.

In section 6.1.4.2, as summarized in R1-2003027, the following changes have been performed:
To clarify the TBS of PUSCH scheduled fallback RAR.

In Section 6.1.2.1, Section 6.1.3, Section 6.1.4.1, Section 6.2.2, alignment with RAN2 spcification for higher layer paramteres.

In section 6.3.1, as summarized in R1-2004835, the following changes have been performed:
Corrected the error regarding the start PRB definition for MsgA PUSCH
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	Two-step RACH functionality would not operate properly.
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<omitted text>
[bookmark: _Toc11352144][bookmark: _Toc20318034][bookmark: _Toc27299932][bookmark: _Toc29673205][bookmark: _Toc29673346][bookmark: _Toc29674339]6.1.2.1.1	Determination of the resource allocation table to be used for PUSCH
Table 6.1.2.1.1-1, Table 6.1.2.1.1-1A and Table 6.1.2.1.1-1B define which PUSCH time domain resource allocation configuration to apply. 
Table 6.1.2.1.1-4 defines the subcarrier spacing specific values j. j is used in determination of  in conjunction to table 6.1.2.1.1-2, for normal CP or table 6.1.2.1.1.-3 for extended CP, where  is the subcarrier spacing configurations for PUSCH.
Table 6.1.2.1.1-5 defines the additional subcarrier spacing specific slot delay value for the first transmission of PUSCH scheduled by the RAR or by the fallback RAR. When the UE transmits a PUSCH scheduled by RAR or by the fallback RAR, the Δ value specific to the PUSCH subcarrier spacing µPUSCH is applied in addition to the K2 value.
[bookmark: _Hlk512342368]Table 6.1.2.1.1-1: Applicable PUSCH time domain resource allocation for common search space and DCI format 0_0 in UE specific search space
	[bookmark: _Hlk512342651]RNTI
	PDCCH search space
	pusch-ConfigCommon includes pusch-TimeDomainAllocationList
	pusch-Config includes pusch-TimeDomainAllocationList
	PUSCH time domain resource allocation to apply

	PUSCH scheduled by MAC RAR as described in clause 8.2 of [6, TS 38.213] or MAC fallback RAR as described in clause X.Y8.2A of [6, 38.213] or for MsgA PUSCH transmission
	No
	-
	Default A

	
	Yes
	
	pusch-TimeDomainAllocationList provided in pusch-ConfigCommon

	C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI
	Any common search space associated with CORESET 0
	No
	-
	Default A

	
	
	Yes
	
	pusch-TimeDomainAllocationList provided in pusch-ConfigCommon

	C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, SP-CSI-RNTI
	Any common search space not associated with CORESET 0,
DCI format 0_0 in
UE specific search space
	No
	No
	Default A

	
	
	Yes
	No
	pusch-TimeDomainAllocationList provided in pusch-ConfigCommon 

	
	
	No/Yes
	Yes
	pusch-TimeDomainAllocationList provided in pusch-Config


<omitted text>
[bookmark: _Toc11352143][bookmark: _Toc20318033][bookmark: _Toc27299931][bookmark: _Toc29673204][bookmark: _Toc29673345][bookmark: _Toc29674338][bookmark: _Toc36645568]6.1.2.1	Resource allocation in time domain
<omitted text>
When transmitting MsgA PUSCH on a non-initial UL BWP, if the UE is configured with startSymbolAndLengthMsgA-PO startSymbolAndLengthMsgAPO, the UE shall determine the S and L from startSymbolAndLengthMsgA-POstartSymbolAndLengthMsgAPO.
When transmitting MsgA PUSCH, if the UE is not configured with startSymbolAndLengthMsgA-POstartSymbolAndLengthMsgAPO, and if the TDRA list PUSCH-TimeDomainResourceAllocationList is provided in PUSCH-ConfigCommon, the UE shall use msgA-PUSCH-TimeDomainAllocationmsgA-timeDomainAllocation to indicate which values are used in the list. If PUSCH-TimeDomainResourceAllocationList is not provided in PUSCH-ConfigCommon, the UE shall use parameters S and L from table 6.1.2.1.1-2 where msgA-PUSCH-TimeDomainAllocationmsgA-timeDomainAllocation indicates which values are used in the list. The time offset for PUSCH transmission is described in [6, TS38.213].
<omitted text>
When the UE configured with [minimumSchedulingOffset] in active UL BWP it applies a minimum scheduling offset restriction indicated by the [‘Minimum applicable scheduling offset indicator’] field in DCI format 0_1 or 1_1. When the UE configured with [minimumSchedulingOffset] in active UL BWP and it has not received [‘Minimum applicable scheduling offset indicator’] field in DCI format 0_1 or 1_1, the UE shall apply a minimum scheduling offset restriction indicated based on [‘Minimum applicable scheduling offset indicator’] value ‘0’. When the minimum scheduling offset restriction is applied the UE is not expected to be scheduled with a DCI in slot n to transmit a PUSCH scheduled with C-RNTI, CS-RNTI or MCS-C-RNTI with K2 smaller than the applicable minimum scheduling offset restriction K2min in slot n. The minimum scheduling restriction is not applied when PUSCH transmission is scheduled by RAR UL grant or fallbackRAR UL grant for RACH procedure, or when PUSCH is scheduled with TC-RNTI. The application delay of the change of the minimum scheduling offset restriction is determined in Section 5.3.1.
<omitted text>
[bookmark: _Toc11352145][bookmark: _Toc20318035][bookmark: _Toc27299933][bookmark: _Toc29673206][bookmark: _Toc29673347][bookmark: _Toc29674340]6.1.2.2	Resource allocation in frequency domain
The UE shall determine the resource block assignment in frequency domain using the resource allocation field in the detected PDCCH DCI except for a PUSCH transmission scheduled by a RAR UL grant or fallbackRAR UL grant, in which case the frequency domain resource allocation is determined according to clause 8.3 of [6, 38.213] or a MsgA PUSCH transmission with frequency domain resource allocation determined according to clause X.Y8.1A of [6, 38.213] respectively. Three uplink resource allocation schemes type 0, type 1 and type 2  are supported. Uplink resource allocation scheme type 0 is supported for PUSCH only when transform precoding is disabled. Uplink resource allocation scheme type 1 and type 2 are supported for PUSCH for both cases when transform precoding is enabled or disabled.
<omitted text>
[bookmark: _Toc11352149][bookmark: _Toc20318039][bookmark: _Toc27299937][bookmark: _Toc29673211][bookmark: _Toc29673352][bookmark: _Toc29674345][bookmark: _Toc36645575]6.1.3	UE procedure for applying transform precoding on PUSCH
[bookmark: _Hlk498091854]For a PUSCH scheduled by RAR UL grant, or for a PUSCH scheduled by fallbackRAR UL grant, or for a PUSCH scheduled by DCI format 0_0 with CRC scrambled by TC-RNTI, the UE shall consider the transform precoding either 'enabled' or 'disabled' according to the higher layer configured parameter msg3-transformPrecoder.
For a MsgA PUSCH, the UE shall consider the transform precoding either 'enabled' or 'disabled' according to the higher layer configured parameter msgA-TransformPrecodermsgA-transformPrecoder. If higher layer parameter msgA-TransformPrecodermsgA-transformPrecoder is not configured, the UE shall consider the transform precoding either 'enabled' or 'disabled' according to the higher layer configured parameter msg3-transformPrecoder.
<omitted text>
[bookmark: _Toc11352151][bookmark: _Toc20318041][bookmark: _Toc27299939][bookmark: _Toc29673213][bookmark: _Toc29673354][bookmark: _Toc29674347]6.1.4.1	Modulation order and target code rate determination
<omitted text>
-	elseif for a MsgA PUSCH transmission, 
-	the UE shall use higher layer parameter msgA-MCS MsgA-MCS for IMCS and Table 5.1.3.1-1 to determine the Target code rate (R) used in the physical uplink shared channel.
-	the UE shall use q=2 for determining modulation order Qm in Table 5.1.3.1-1.
-	else
-	the UE shall use IMCS and Table 5.1.3.1-1 to determine the modulation order (Qm) and Target code rate (R) used in the physical uplink shared channel.
<omitted text>
[bookmark: _Toc11352152][bookmark: _Toc20318042][bookmark: _Toc27299940][bookmark: _Toc29673214][bookmark: _Toc29673355][bookmark: _Toc29674348][bookmark: _Hlk39441353]6.1.4.2	Transport block size determination
For a PUSCH scheduled by RAR UL grant or 
for a PUSCH scheduled by fallbackRAR UL grant or
for a PUSCH scheduled by a DCI format 0_0 with CRC scrambled by C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, or 
for a PUSCH scheduled by a DCI format 0_1 or DCI format 0_2 with CRC scrambled by C-RNTI, MCS-C-RNTI, CS-RNTI, SP-CSI-RNTI, or 
for a PUSCH transmission with configured grant, or
for a MsgA PUSCH transmission,
if

-	and transform precoding is disabled and Table 5.1.3.1-2 is used, or

-	 and transform precoding is disabled and a table other than Table 5.1.3.1-2 is used, or 

-	 and transform precoding is enabled, the UE shall first determine the TBS as specified below:
The UE shall first determine the number of REs (NRE) within the slot: 

-	A UE first determines the number of REs allocated for PUSCH within a PRB  by 








[bookmark: _Hlk512515248]-	, where is the number of subcarriers in the frequency domain in a physical resource block,  is the number of symbols L of the PUSCH allocation according to Clause 6.1.2.1 for scheduled PUSCH or Clause 6.1.2.3 for configured PUSCH,  is the number of REs for DM-RS per PRB in the allocated duration including the overhead of the DM-RS CDM groups without data, as described for PUSCH with a configured grant in Clause 6.1.2.3 or as indicated by DCI format 0_1 or DCI format 0_2 or as described for DCI format 0_0 in Clause 6.2.2, and  is the overhead configured by higher layer parameter xOverhead in PUSCH-ServingCellConfig. If the  is not configured (a value from 6, 12, or 18), the  is assumed to be 0. For Msg3 transmission the  is always set to 0.



-	A UE determines the total number of REs allocated for PUSCH  by where  is the total number of allocated PRBs for the UE.
-	Next, proceed with steps 2-4 as defined in Clause 5.1.3.2
-	For a PUSCH scheduled by fallbackRAR UL grant, UE assumes the TB size determined by the UL grant in the fallback RAR shall be the same as the TB size used in the corresponding MsgA PUSCH transmission.
else if

-	 and transform precoding is disabled and Table 5.1.3.1-2 is used, or

-	 and transform precoding is enabled, 


-	the TBS is assumed to be as determined from the DCI transported in the latest PDCCH for the same transport block using . If there is no PDCCH for the same transport block using , and if the initial PUSCH for the same transport block is transmitted with configured grant, 
-	the TBS shall be determined from configuredGrantConfig for a configured grant Type 1 PUSCH.
-	the TBS shall be determined from the most recent PDCCH scheduling a configured grant Type 2 PUSCH.
else


-	the TBS is assumed to be as determined from the DCI transported in the latest PDCCH for the same transport block using . If there is no PDCCH for the same transport block using , and if the initial PUSCH for the same transport block is transmitted with configured grant, 
-	the TBS shall be determined from configuredGrantConfig for a configured grant Type 1 PUSCH.
-	the TBS shall be determined from the most recent PDCCH scheduling a configured grant Type 2 PUSCH.
<omitted text>
[bookmark: _Toc11352161][bookmark: _Toc20318051][bookmark: _Toc27299949][bookmark: _Toc29673224][bookmark: _Toc29673365][bookmark: _Toc29674358][bookmark: _Toc36645588]6.2.2	UE DM-RS transmission procedure
When transmitted PUSCH is scheduled by DCI format 0_1 with CRC scrambled by C-RNTI, CS-RNTI, SP-CSI-RNTI or MCS-C-RNTI, or corresponding to a configured grant, or being a PUSCH for Type-2 random access procedure,
-	the UE may be configured with higher layer parameter dmrs-Type in DMRS-UplinkConfig, and the configured DM-RS configuration type is used for transmitting PUSCH in as defined in Clause 6.4.1.1 of [4, TS 38.211]. For MsgA PUSCH transmissions, dmrs-Type is type 1.
-	the UE may be configured with the maximum number of front-loaded DM-RS symbols for PUSCH by higher layer parameter maxLength in DMRS-UplinkConfig, or by higher layer parameter msgA-MaxLength in msgA-DMRS-ConfigmsgA-DMRS-Configuration,
<omitted text>
For MsgA PUSCH transmission, if the UE is not configured with msgA-PUSCH-DMRS-CDM-groupmsgAPUSCHDMRSCDMgroup, the UE shall assume that 2 DM-RS CDM groups are configured. Otherwise, msgA-PUSCH-DMRS-CDM-group msgAPUSCHDMRSCDMgroup indicates which DM-RS CDM group to use from the set of {0,1}. 
For MsgA PUSCH transmission, if the UE is not configured with msgA-PUSCH-NrofPortmsgAPUSCHNrOfPort, the UE shall assume that 4 ports are configured per DM-RS CDM groups. Otherwise, msgA-PUSCH-NrofPort msgAPUSCHNrOfPort with value of 0 indicates the first port per DM-RS CDM group, while a value of 1 indicates the first two ports per DM-RS CDM group.
<omitted text>
[bookmark: _Toc29673229][bookmark: _Toc29673370][bookmark: _Toc29674363]6.3.1	Frequency hopping for PUSCH repetition Type A
<omitted text>
For a MsgA PUSCH the frequency offset is provided by the higher layer parameter as described in [6, TS 38.213.
In case of intra-slot frequency hopping, the starting RB in each hop is given by:

	,




where i=0 and i=1 are the first hop and the second hop respectively, and  is the starting RB within the UL BWP, as calculated from the resource block assignment information of resource allocation type 1 (described in Clause 6.1.2.2.2) or as calculated from the resource assignment for MsgA PUSCH (described in [6, TS 38.213]) and is the frequency offset in RBs between the two frequency hops. The number of symbols in the first hop is given by , the number of symbols in the second hop is given by , where  is the length of the PUSCH transmission in OFDM symbols in one slot.
<omitted text>
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