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8	Sidelink
[bookmark: _Toc454818108][bookmark: _Toc29230423][bookmark: _Toc36026682]8.1	Overview
[bookmark: _Toc454818109][bookmark: _Toc29230424][bookmark: _Toc36026683][bookmark: _Toc454818110]8.1.1	Overview of physical channels
A sidelink physical channel corresponds to a set of resource elements carrying information originating from higher layers. The following sidelink physical channels are defined:
-	Physical Sidelink Shared Channel, PSSCH
-	Physical Sidelink Broadcast Channel, PSBCH
-	Physical Sidelink Control Channel, PSCCH
-	Physical Sidelink Feedback Channel, PSFCH
[bookmark: _Toc29230425][bookmark: _Toc36026684][bookmark: _Toc454818111]8.1.2	Overview of physical signals
A sidelink physical signal corresponds to a set of resource elements used by the physical layer but does not carry information originating from higher layers. 
The following sidelink physical signals are defined:
-	Demodulation reference signals, DM-RS
-	Channel-state information reference signal, CSI-RS
-	Phase-tracking reference signals, PT-RS
-	Sidelink primary synchronization signal, S-PSS
-	Sidelink secondary synchronization signal, S-SSS
[bookmark: _Toc29230426][bookmark: _Toc36026685][bookmark: _Toc454818112][bookmark: _Toc454818113]8.2	Physical resources
[bookmark: _Toc11324433][bookmark: _Toc29230427][bookmark: _Toc36026686][bookmark: _Toc11324434]8.2.1	General
The OFDM symbol immediately following the last symbol used for PSSCH, PSFCH, or S-SSB serves as a guard symbol. 
The first OFDM symbol of a PSSCH and its associated PSCCH is duplicated as described in clause 8.3.2.3 and in clause 8.3.3.3. The first OFDM symbol of a PSFCH is duplicated as described in clause 8.3.4.2.2
[bookmark: _Toc29230428][bookmark: _Toc36026687]8.2.2	Numerologies
Multiple OFDM numerologies are supported as given by Table 8.2.2-1 where  and the cyclic prefix for a sidelink bandwidth part are obtained from the higher-layer parameter subcarrierSpacing-SL and cyclicPrefix-SL, respectively. 
Table 8.2.2-1: Supported transmission numerologies.
	
	 [kHz]
	Cyclic prefix

	0
	15
	Normal

	1
	30
	Normal

	2
	60
	Normal, Extended

	3
	120
	Normal



[bookmark: _Toc11324435][bookmark: _Toc29230429][bookmark: _Toc36026688]8.2.3	Frame structure
[bookmark: _Toc11324436][bookmark: _Toc29230430][bookmark: _Toc36026689]8.2.3.1	Frames and subframes
The frame and subframe structure for sidelink transmission is defined in clause 4.3.1.
[bookmark: _Toc11324437][bookmark: _Toc29230431][bookmark: _Toc36026690]8.2.3.2	Slots
[bookmark: _Toc11324439]The slot structure for sidelink transmission is defined in clause 4.3.2.
[bookmark: _Toc29230432][bookmark: _Toc36026691]8.2.4	Antenna ports
An antenna port is defined in clause 4.4.1. 
The following antenna ports are defined for the sidelink:
-	Antenna ports starting with 1000 for PSSCH
-	Antenna ports starting with 2000 for PSCCH
-	Antenna ports starting with 3000 for CSI-RS
-	Antenna ports starting with 4000 for S-SS/PSBCH
-	Antenna ports starting with 5000 for PSFCH
[bookmark: _Toc11324440]For DM-RS associated with a PSBCH, the channel over which a PSBCH symbol on one antenna port is conveyed can be inferred from the channel over which a DM-RS symbol on the same antenna port is conveyed only if the two symbols are within a S-SS/PSBCH block transmitted within the same slot, and with the same block index according to clause 8.4.3.1. 
For DM-RS associated with a PSSCH, the channel over which a PSSCH symbol on one antenna port is conveyed can be inferred from the channel over which a DM-RS symbol on the same antenna port is conveyed only if the two symbols are within the same frequency resource as the scheduled PSSCH and in the same slot.
[bookmark: _Toc29230433][bookmark: _Toc36026692]8.2.5	Resource grid
The resource grid for sidelink transmission is defined in clause 4.4.2.
For sidelink, the carrier bandwidth  for subcarrier spacing configuration  provided by the higher-layer parameter subcarrierSpacing-SL is given by the higher-layer parameter carrierBandwidth-SL in the XXX IE. The starting position  for subcarrier spacing configuration  is given by the higher-layer parameter offsetToCarrier-SL in the XXX IE.
For the sidelink, the higher-layer parameter txDirectCurrentLocation-SL in the SidelinkTxDirectCurrentBWP IE indicates the location of the transmitter DC subcarrier in the sidelink for each of the configured bandwidth parts, including whether the DC subcarrier location is offset by 7.5 kHz relative to the center of the indicated subcarrier or not. Values in the range 0 – 3299 represent the number of the DC subcarrier, the value 3300 indicates that the DC subcarrier is located outside the resource grid, and the value 3301 indicates that the position of the DC subcarrier in the sidelink is undetermined.
[bookmark: _Toc11324441][bookmark: _Toc29230434][bookmark: _Toc36026693]8.2.6	Resource elements
[bookmark: _Toc11324442]Resource elements are defined in clause 4.4.3.
[bookmark: _Toc29230435][bookmark: _Toc36026694]8.2.7	Resource blocks
Resource blocks are defined in clause 4.4.4.
Point A for sidelink transmission/reception is obtained from the higher-layer parameter absoluteFrequencyPointA-SL.
[bookmark: _Toc11324448][bookmark: _Toc29230436][bookmark: _Toc36026695]8.2.8	Bandwidth part
Configuration of the single bandwidth part for sidelink transmission is described in clause XX 16 of [5, TS 38.213].
[bookmark: _Toc29230437][bookmark: _Toc36026696][bookmark: _Toc454818118]8.3	Physical channels
[bookmark: _Toc29230438][bookmark: _Toc36026697]8.3.1	Physical sidelink shared channel
[bookmark: _Toc11324540][bookmark: _Toc29230439][bookmark: _Toc36026698]8.3.1.1	Scrambling
For the single codeword , the block of bits , where  is the number of bits in codeword  transmitted on the physical channel as defined in [4, TS 38.212], shall be scrambled prior to modulation.
Scrambling shall be done according to the following pseudo code
set 
set 
while 
if 	// SCI placeholder bits
 
 
else
	 
end if 
i = i + 1
end while
where the scrambling sequence  is given by clause 5.2.1 and
-	for 
-	
-	The scrambling sequence generator shall be initialized with

	where  and the quantity  equals the decimal representation of the CRC on the PSCCH associated with the PSSCH according to  with  and  given by clause 8.3.2 in [4, TS 38.212].
-	for 
-	 
-	The scrambling sequence generator shall be initialized with

	where  and the quantity  equals the decimal representation of the CRC on the PSCCH associated with the PSSCH according to  with  and  given by clause 8.3.2 in [4, TS 38.212].
[bookmark: _Toc11324541][bookmark: _Toc29230440][bookmark: _Toc36026699]8.3.1.2	Modulation
For the single codeword , the block of scrambled bits shall be modulated, resulting in a block of complex-valued modulation symbols  where .
[bookmark: _Hlk26369036]Modulation for  shall be done as described in clause 5.1 using QPSK such that each pair of bits  results in  QPSK symbols,  for  and  for , where .
Modulation for   shall be done as described in clause 5.1 using one of the modulation schemes in Table 6.3.1.2-1 where .
Table 6.3.1.2-1: Supported modulation schemes.
	Modulation scheme
	Modulation order 

	QPSK
	2

	16QAM
	4

	64QAM
	6

	256QAM
	8



[bookmark: _Toc11324542][bookmark: _Toc29230441][bookmark: _Toc36026700]8.3.1.3	Layer mapping
[bookmark: _Hlk26368120]Layer mapping shall be done according to clause 7.3.1.3 with the number of layers , resulting in , .
[bookmark: _Toc29230442][bookmark: _Toc36026701]8.3.1.4	Precoding
The block of vectors  shall be precoded according to clasue 6.3.1.5 where the precoding matrix  equals the identity matrix and .
[bookmark: _Toc11324544][bookmark: _Toc29230443][bookmark: _Toc36026702]8.3.1.5	Mapping to virtual resource blocks
For each of the antenna ports used for transmission of the PSSCH, the block of complex-valued symbols  shall be multiplied with the amplitude scaling factor   in order to conform to the transmit power specified in [5, TS 38.213] and mapped to resource elements  in the virtual resource blocks assigned for transmission, where  is the first subcarrier in the lowest-numbered virtual resource block assigned for transmission., and meeting all of the following criteria: 
-	they are in the virtual resource blocks assigned for transmission;
-	the corresponding resource elements in the corresponding physical resource blocks are not used for transmission of the associated DM-RS, PT-RS, CSI-RS, or PSCCH;
The mapping operation shall be done in two steps:
-	first, the complex-valued symbols corresponding to the bit for the 2nd-stage SCI in increasing order of first the index  over the assigned virtual resource blocks and then the index , starting a the first PSSCH symbol carrying an associated DM-RS and meeting all of the following criteria;:
-	the corresponding resource elements in the corresponding physical resource blocks are not used for transmission of the associated DM-RS, PT-RS, or PSCCH;
-	secondly, the complex-valued modulation symbols not corresponding to the 2nd -stage SCI shall be in in increasing order of first the index  over the assigned virtual resource blocks, and then the index  with the starting position given by [6, TS 38.214] and meeting all of the following criteria:. 
-	the rResource elements are not used for 2nd-stage SCI in the first step shall not be used for mapping in this step.
-	the corresponding resource elements in the corresponding physical resource blocks are not used for transmission of the associated DM-RS, PT-RS, CSI-RS, or PSCCH;
[bookmark: _Hlk26193790]The resource elements used for the PSSCH in the first OFDM symbol in the mapping operation above shall be duplicated in the OFDM symbol immediately preceding the first OFDM symbol in the mapping.
[bookmark: _Toc11324545][bookmark: _Toc29230444][bookmark: _Toc36026703]8.3.1.6	Mapping from virtual to physical resource blocks
Virtual resource blocks shall be mapped to physical resource blocks according to non-interleaved mapping.
For non-interleaved VRB-to-PRB mapping, virtual resource block  is mapped to physical resource block .
[bookmark: _Toc454818125][bookmark: _Toc29230445][bookmark: _Toc36026704]8.3.2	Physical sidelink control channel
[bookmark: _Toc11324549][bookmark: _Toc29230446][bookmark: _Toc36026705]8.3.2.1	Scrambling
The block of bits , where  is the number of bits transmitted on the physical channel, shall be scrambled prior to modulation, resulting in a block of scrambled bits  according to

where the scrambling sequence  is given by clause 5.2.1. The scrambling sequence generator shall be initialized with 

[bookmark: _Toc11324550][bookmark: _Toc29230447][bookmark: _Toc36026706]8.3.2.2	Modulation
[bookmark: _Toc11324551]The block of scrambled bits  shall be modulated as described in clause 5.1 using QPSK, resulting in a block of complex-valued modulation symbols  where . 
[bookmark: _Toc29230448][bookmark: _Toc36026707]8.3.2.3	Mapping to physical resources
[bookmark: _Hlk26193954]The set of complex-valued modulation symbols   shall be multiplied with the amplitude scaling factor  in order to conform to the transmit power specified in [5, TS 38.213] and mapped in sequence starting with  to resource elements  assigned for transmission according to clause XXX 16.4 of [5, TS 38.213], and not used for the demodulation reference signals associated with PSCCH, in increasing order of first the index  over the assigned physical resources, and then the index  on antenna port. 
The resource elements used for the PSCCH in the first OFDM symbol in the mapping operation above shall be duplicated in the immediately preceding OFDM symbol.
[bookmark: _Toc11324552][bookmark: _Toc29230449][bookmark: _Toc36026708]8.3.3	Physical sidelink broadcast channel
[bookmark: _Toc11324553][bookmark: _Toc29230450][bookmark: _Toc36026709]8.3.3.1	Scrambling
The block of bits, where  is the number of bits transmitted on the physical sidelink broadcast channel, shall be scrambled prior to modulation, resulting in a block of scrambled bits  according to

where the scrambling sequence  is given by clause 5.2.1. The scrambling sequence generator shall be initialized with  at the start of each S-SS/PSBCH block.
[bookmark: _Toc11324554][bookmark: _Toc29230451][bookmark: _Toc36026710]8.3.3.2	Modulation
The block of bits  shall be QPSK modulated as described in clause 5.1.3, resulting in a block of complex-valued modulation symbols  where . 
[bookmark: _Toc11324555][bookmark: _Toc29230452][bookmark: _Toc36026711]8.3.3.3	Mapping to physical resources
Mapping to physical resources is described in clause 8.4.3.
[bookmark: _Toc454818139][bookmark: _Toc29230453][bookmark: _Toc36026712]8.3.4	Physical sidelink feedback channel
[bookmark: _Toc29230454][bookmark: _Toc36026713]8.3.4.1	General
[bookmark: _Toc29230455][bookmark: _Toc36026714]8.3.4.2	PSFCH format 0
[bookmark: _Toc11324487][bookmark: _Toc29230456][bookmark: _Toc36026715]8.3.4.2.1	Sequence generation
The sequence  shall be generated according to


where  is given by clause 6.3.2.2 with the following exceptions:
-	 is given by clause 16.3  of [5, TS 38.213]; 
-	 is given by clause 16.3 of [5, TS 38.213];
-	 is the OFDM symbol number in the PSFCH transmission where  corresponds to the first OFDM symbol of the PSFCH transmission;
-	 is the index of the OFDM symbol in the slot that corresponds to the first OFDM symbol of the PSFCH transmission in the slot given by [5, TS 38.213]
[bookmark: _Toc11324488][bookmark: _Toc29230457][bookmark: _Toc36026716]8.3.4.2.2	Mapping to physical resources
The sequence  shall be multiplied with the amplitude scaling factor  in order to conform to the transmit power specified in [5, TS 38.213] and mapped in sequence starting with  to resource elements  assigned for transmission according to clause XXX 16.3 of [5, TS 38.213] in increasing order of first the index  over the assigned physical resources, and then the index  on antenna port. 
The resource elements used for the PSFCH in the first OFDM symbol in the mapping operation above shall be duplicated in the immediately preceding OFDM symbol.
[bookmark: _Toc29230458][bookmark: _Toc36026717][bookmark: _Toc454818146]8.4	Physical signals
[bookmark: _Toc29230459][bookmark: _Toc36026718]8.4.1	Reference signals
[bookmark: _Toc11324558][bookmark: _Toc29230460][bookmark: _Toc36026719]8.4.1.1	Demodulation reference signals for PSSCH
8.4.1.1.1	Sequence generation
The sequence  shall be generated according to

where the pseudo-random sequence  is defined in clause 5.2.1. The pseudo-random sequence generator shall be initialized with

where  is the OFDM symbol number within the slot,  is the slot number within a frame, and  where the quantity  equals the decimal representation of CRC on the PSCCH associated with the PSSCH according to  with  and  given by clause 7.3.2 in [4, TS 38.212].
[bookmark: _Toc11324560][bookmark: _Toc29230462][bookmark: _Toc36026721][bookmark: _Toc29230467][bookmark: _Toc36026726]8.4.1.1.2	Mapping to physical resources
The sequence  shall be mapped to the intermediate quantity  according to clause 6.4.1.1.3 using configuration type 1 without transform precoding, and where , , and  are given by Table 8.4.1.1.2-2, and  is specified in clause 8.4.1.1.1.
The patterns used for the PSSCH DM-RS is indicated in the SCI as described in clause XXX 8.3.1.1 of [4, TS 38.212].
The intermediate quantity  shall be precoded, multiplied with the amplitude scaling factor  specified in clause 8.3.1.5, and mapped to physical resources according to

where 
-	the precoding matrix  is given by clause 8.3.1.4, 
-	the set of antenna ports  is given by clause 8.3.1.4, and
-	the set of antenna ports  is given by [6, TS 38.214];
and the following conditions are fulfilled:
-	the resource elements  are within the common resource blocks allocated for PSSCH transmission.
The quantity  is defined relative to subcarrier 0 in common resource block 0 and the quantity  is defined relative to the start of the scheduled resources for transmission of PSSCH and the associated PSCCH, including the OFDM symbol duplicated as described in clauses 8.3.1.5 and 8.3.2.3.
[bookmark: _Hlk42851257]The position(s) of the DM-RS symbols is given by  according to Table 8.4.1.1.2-1 where  is the duration of the scheduled resources for transmission of PSSCH and the associated PSCCH, including the OFDM symbol duplicated as described in clauses 8.3.1.5 and 8.3.2.3.
Table 8.4.1.1.2-1: PSSCH DM-RS time-domain location.
	  in symbols
	DM-RS position 

	
	PSCCH duration 2 symbols
	PSCCH duration 3 symbols

	
	Number of PSSCH DM-RS
	Number of PSSCH DM-RS

	
	2
	3
	4
	2
	3
	4

	6
	1, 5
	
	
	1, 5
	
	

	7
	1, 5
	
	
	1, 5
	
	

	8
	1, 5
	
	
	1, 5
	
	

	9
	3, 8
	1, 4, 7
	
	4, 8
	1, 4, 7
	

	10
	3, 8
	1, 4, 7
	
	4, 8
	1, 4, 7
	

	11
	3, 10
	1, 5, 9
	1, 4, 7, 10
	4, 10
	1, 5, 9
	1, 4, 7, 10

	12
	3, 10
	1, 5, 9
	1, 4, 7, 10
	4, 10
	1, 5, 9
	1, 4, 7, 10

	13
	3, 10
	1, 6, 11
	1, 4, 7, 10
	4, 10
	1, 6, 11
	1, 4, 7, 10



Table 8.4.1.1.2-2: Parameters for PSSCH DM-RS.
	
	CDM group 
	
	
	

	
	
	
	
	
	
	

	1000
	0
	0
	+1
	+1
	+1
	+1

	1001
	0
	0
	+1
	-1
	+1
	+1



[bookmark: _Toc29230463][bookmark: _Toc36026722]8.4.1.2	Phase-tracking reference signals for PSSCH
[bookmark: _Toc29230464][bookmark: _Toc36026723]8.4.1.2.1	Sequence generation
The precoded sidelink phase-tracking reference signal for subcarrier  on layer  is given by

where
[bookmark: _Hlk42587837]-	antenna ports  or  associated with PT-RS transmission are given by clause 8.2.3 of [6, TS 38.214];
-	 is given by clause 8.4.1.1.1 at the position of a DM-RS symbol.
[bookmark: _Toc29230465][bookmark: _Toc36026724]8.4.1.2.2	Mapping to physical resources
The UE shall transmit phase-tracking reference signals only in the resource blocks used for the PSSCH, and only if the procedure in [6, TS 38.214] indicates that phase-tracking reference signals are being used.
The PSSCH PT-RS shall be mapped to resource elements according to
	

when all the following conditions are fulfilled
-	 is within the OFDM symbols allocated for the PSSCH transmission;
-	resource element  is not used for sidelink CSI-RS, PSCCH, nor DM-RS associated with PSSCH;
-	 and  correspond to 
The precoding matrix  is given by clause 8.3.1.4. 
The set of time indices  defined relative to the start of the PSSCH allocation is defined by
1. set and 
2. if any symbol in the interval   overlaps with a symbol used for DM-RS according to clause 8.4.1.1.3
-	set 
-	set  to the symbol index of the DM-RS symbol
-	repeat from step 2 as long as  is inside the PSSCH allocation
3. add  to the set of time indices for PT-RS
4. increment  by one
5. repeat from step 2 above as long as  is inside the PSSCH allocation
where  is given by clause 8.4.3 defined in Table XXXX of [6, TS 38.214].
For the purpose of PT-RS mapping, the resource blocks allocated for PSSCH transmission are numbered from 0 to  from the lowest scheduled resource block to the highest. The corresponding subcarriers in this set of resource blocks are numbered in increasing order starting from the lowest frequency from 0 to . The subcarriers to which the PT-RS shall be mapped are given by

where
-	
-	 is given by Table 8.4.1.2.2-1 for the DM-RS port associated with the PT-RS port according to clause 8.2.4 in [6, TS 38.214]. 
-	 is the number of resource blocks scheduled;
-	 is given by [6, TS 38.214];
-	 where the quantity  equals the decimal representation of CRC on the PSCCH associated with the PSSCH according to  with  and  given by clause 7.3.2 in [4, TS 38.212].
PSSCH PT-RS shall not be mapped to resource elements containing PSCCH or PSCCH DMRS by puncturing PSSCH PT-RS.
A UE is not expected to receive sidelink CSI-RS and PSSCH PT-RS on the same resource elements.

Table 8.4.1.2.2-1: The parameter  .
	DM-RS antenna port
	

	
	resourceElementOffset

	
	offset00
	offset01
	offset10
	offset11

	0
	0
	2
	6
	8

	1
	2
	4
	8
	10



[bookmark: _Toc29230466][bookmark: _Toc36026725]8.4.1.3	Demodulation reference signals for PSCCH
8.4.1.3.1	Sequence generation
The sequence  shall be generated according to

where the pseudo-random sequence  is defined in clause 5.2.1. The pseudo-random sequence generator shall be initialized with

where 
-	 is the OFDM symbol number within the slot, 
-	 is the slot number within a frame, and
-	 is given by the higher-layer parameter sl-DMRS-ScrambleID.
[bookmark: _Toc29230468][bookmark: _Toc36026727]8.4.1.3.2	Mapping to physical resources
The sequence  shall be multiplied with the amplitude scaling factor  in order to conform to the transmit power specified in [5, 38.213] and mapped in sequence starting with  to resource elements  in a slot on antenna port  according to

where the following conditions are fulfilled
-	they are within the resource elements constituting the PSCCH
The quantity  is given by Table 8.4.1.3.2-1 and  shall be randomly selected by the UE.
The reference point for  is subcarrier 0 in common resource block 0.
The quantity  is the OFDM symbol number within the slot.
Table 8.4.1.3.2-1: The quantity .
	
	

	
	
	
	

	0
	1
	1
	1

	1
	1
	
	

	2
	1
	
	



[bookmark: _Toc29230469][bookmark: _Toc36026728]8.4.1.4.	Demodulation reference signals for PSBCH
8.4.1.4.1	Sequence generation
The reference-signal sequence  for an S-SS/PSBCH block is defined by

where  is given by clause 5.2. The scrambling sequence generator shall be initialized at the start of each S-SS/PSBCH block occasion with 

[bookmark: _Toc29230471][bookmark: _Toc36026730]8.4.1.4.2	Mapping to physical resources
Mapping to physical resources is described in clause 8.4.3.
[bookmark: _Toc29230472][bookmark: _Toc36026731]8.4.1.5	CSI reference signals
[bookmark: _Toc11324571][bookmark: _Toc29230473][bookmark: _Toc36026732]8.4.1.5.1	General
[bookmark: _Toc11324572][bookmark: _Toc29230474][bookmark: _Toc36026733]8.4.1.5.2	Sequence generation
The sequence  shall be generated according to

where the pseudo-random sequence  is defined in clause 5.2.1. The pseudo-random sequence generator shall be initialised with

at the start of each OFDM symbol where  is the slot number within a radio frame,  is the OFDM symbol number within a slot, and  where the quantity  equals the decimal representation of CRC for the sidelink control information mapped to the PSCCH associated with the CSI-RS according to  with  and  given by clause 7.3.2 in [4, TS 38.212].
[bookmark: _Toc11324573][bookmark: _Toc29230475][bookmark: _Toc36026734]8.4.1.5.3	Mapping to physical resources
Mapping to resource elements shall be done according to clause 7.4.1.5.3 with the following exceptions:
-	only 1 and 2 antenna ports are supported, ;
-	only density  is supported;
-	zero-power CSI-RS is not supported; 
-	the quantity  is an amplitude scaling factor to conform with the transmit power specified in clause 8.2.1 of [6, TS 38.214].
[bookmark: _Toc29230476][bookmark: _Toc36026735]8.4.2	Synchronization signals
[bookmark: _Toc29230477][bookmark: _Toc36026736]8.4.2.1	Physical-layer sidelink identities
There are 672 unique physical-layer sidelink identities given by
	
where  and . The sequences are divided into two sets, id_net consisting of  and id_oon consisting of .
[bookmark: _Toc11324576][bookmark: _Toc29230478][bookmark: _Toc36026737]8.4.2.2	Sidelink primary synchronization signal
[bookmark: _Toc11324577][bookmark: _Toc29230479][bookmark: _Toc36026738]8.4.2.2.1	Sequence generation
[bookmark: _Hlk22843206]The sequence  for the sidelink primary synchronization signal is defined by 

where 

and

[bookmark: _Toc11324578][bookmark: _Toc29230480][bookmark: _Toc36026739]8.4.2.2.2	Mapping to physical resources
Mapping to physical resources is described in clause 8.4.3.
[bookmark: _Toc11324579][bookmark: _Toc29230481][bookmark: _Toc36026740]8.4.2.3	Sidelink secondary synchronization signal
[bookmark: _Toc11324580][bookmark: _Toc29230482][bookmark: _Toc36026741]8.4.2.3.1	Sequence generation
The sequence  for the sidelink secondary synchronization signal is defined by 

where

and

[bookmark: _Toc29230483][bookmark: _Toc36026742]8.4.2.3.2	Mapping to physical resources
Mapping to physical resources is described in clause 8.4.3.
[bookmark: _Toc29230484][bookmark: _Toc36026743]8.4.3	S-SS/PSBCH block
[bookmark: _Toc11324583][bookmark: _Toc29230485][bookmark: _Toc36026744]8.4.3.1	Time-frequency structure of an S-SS/PSBCH block
In the time domain, an S-SS/PSBCH block consists of  OFDM symbols, numbered in increasing order from 0 to  within the S-SS/PSBCH block, where S-PSS, S-SSS, and PSBCH with associated DM-RS are mapped to symbols as given by Table 8.4.3.1-1. The number of OFDM symbols in an S-SS/PSBCH block  for normal cyclic prefix and  for extended cyclic prefix. The first OFDM symbol in an S-SS/PSBCH block is the first OFDM symbol in the slot.
In the frequency domain, an S-SS/PSBCH block consists of 132 contiguous subcarriers with the subcarriers numbered in increasing order from 0 to 131 within the sidelink S-SS/PSBCH block. The quantities  and  represent the frequency and time indices, respectively, within one sidelink S-SS/PSBCH block. 
For an S-SS/PSBCH block, the UE shall use 
-	antenna port 4000 for transmission of S-PSS, S-SSS, PSBCH and DM-RS for PSBCH;
-	the same cyclic prefix length and subcarrier spacing for the S-PSS, S-SSS, PSBCH and DM-RS for PSBCH,

Table 8.4.3.1-1: Resources within an S-SS/PSBCH block for S-PSS, S-SSS, PSBCH, and DM-RS. 
	Channel or signal
	OFDM symbol number 
relative to the start of an S-SS/PSBCH block
	Subcarrier number 
relative to the start of an S-SS/PSBCH block

	S-PSS
	1, 2
	2, 3, …, 127, 128

	S-SSS
	3, 4
	2, 3, …, 127, 128

	Set to zero
	1, 2, 3, 4
	0, 1, 129, 130, 131

	PSBCH
	0, 5, 6, …, 
	0, 1,…, 131

	DM-RS for PSBCH
	0, 5, 6, …, 
	0, 4, 8, …., 128



[bookmark: _Toc11324584][bookmark: _Toc29230486][bookmark: _Toc36026745]8.4.3.1.1	Mapping of S-PSS within an S-SS/PSBCH block
The sequence of symbols  constituting the sidelink primary synchronization signal in one OFDM symbol shall be scaled by a factor  to conform to the S-PSS power allocation specified in [5, TS 38.213] and mapped to resource elements  in increasing order of  in each of the symbols , where  and  are given by Table 8.4.3.1-1 and represent the frequency and time indices, respectively, within one S-SS/PSBCH block.
[bookmark: _Toc11324585][bookmark: _Toc29230487][bookmark: _Toc36026746]8.4.3.1.2	Mapping of S-SSS within an S-SS/PSBCH block
The sequence of symbols  constituting the sidelink secondary synchronization signal in one OFDM symbol shall be scaled by a factor  to conform to the S-SSS power allocation specified in [5, TS 38.213] and mapped to resource elements  in increasing order of  in each of the symbols , where  and  are given by Table 8.4.3.1-1 and represent the frequency and time indices, respectively, within one S-SS/PSBCH block.
[bookmark: _Toc11324586][bookmark: _Toc29230488][bookmark: _Toc36026747]8.4.3.1.3	Mapping of PSBCH and DM-RS within an S-SS/PSBCH block
The sequence of complex-valued symbols  constituting the physical sidelink broadcast channel shall be scaled by a factor  to conform to the PSBCH power allocation specified in [5, TS 38.213] and mapped in sequence starting with  to resource elements  which meet all the following criteria:
-	they are not used for PSBCH demodulation reference signals
The mapping to resource elements  not reserved for PSBCH DM-RS shall be in increasing order of first the index  and then the index, where  and  represent the frequency and time indices, respectively, within one S-SS/PSBCH block and are given by Table 8.4.3.1-1.
The sequence of complex-valued symbols  constituting the demodulation reference signals for the S-SS/PSBCH block shall be scaled by a factor of  to conform to the PSBCH power allocation specified in [5, TS 38.213] and mapped to resource elements  in increasing order of first  and then  where  and  are given by Table 8.4.3.1-1 and represent the frequency and time indices, respectively, within one S-SS/PSBCH block.
[bookmark: _Toc11324587][bookmark: _Toc29230489][bookmark: _Toc36026748]8.4.3.2	Time location of an S-SS/PSBCH block
The locations in the time domain where a UE shall monitor for a possible S-SS/PSBCH block are described in clause XXX 16.1 of [5, TS 38.213].


