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9.1	HARQ-ACK codebook determination
If a UE is provided pdsch-HARQ-ACK-Codebook-List, the UE can be indicated by pdsch-HARQ-ACK-Codebook-List to generate one or two HARQ-ACK codebooks. If the UE is indicated to generate two HARQ-ACK codebooks
-	a first HARQ-ACK codebook is associated with a PUCCH of priority index 0 and a second HARQ-ACK codebook is associated with a PUCCH of priority index 1
-	the UE is provided first and second for each of {PUCCH-Config, UCI-OnPUSCH, PDSCH-codeBlockGroupTransmission} by {PUCCHConfigurationList, UCI-OnPUSCH-List, PDSCH-CodeBlockGroupTransmission-List}, respectively, for use with the first and second HARQ-ACK codebooks, respectively
If a UE receives a PDSCH without receiving a corresponding PDCCH, or if the UE receives a PDCCH indicating a SPS PDSCH release, the UE generates one corresponding HARQ-ACK information bit. If the UE generates two HARQ-ACK codebooks, the UE is indicated by harq-CodebookID, per SPS PDSCH configuration, a HARQ-ACK codebook index for multiplexing the corresponding HARQ-ACK information bit.
In the remaining of this Clause, reference is to one HARQ-ACK codebook.
If a UE is configured to receive a SPS PDSCH in a slot for a SPS configuration, and if the UE receives a PDCCH  indicating a SPS PDSCH release corresponding to the SPS configuration in the slot where the end of a last symbol of the PDCCH reception is not after the end of a last symbol of the SPS PDSCH reception, and if HARQ-ACK information for the SPS PDSCH release and the SPS PDSCH reception would be multiplexed in a same PUCCH, the UE does not expect to receive the SPS PDSCH, does not generate HARQ-ACK information for the SPS PDSCH reception, and generates a HARQ-ACK information bit for the SPS PDSCH release.
If a UE detects a DCI format 1_1 indicating 
-	SCell dormancy, as described in Clause 10.3, and
-	is provided pdsch-HARQ-ACK-Codebook = dynamic 
the UE generates a HARQ-ACK information bit as described in Clause 9.1.3 for a DCI format 1_1 indicating SCell dormancy and the HARQ-ACK information bit value is ACK.
If a UE is not provided PDSCH-CodeBlockGroupTransmission, the UE generates one HARQ-ACK information bit per transport block. 
For a HARQ-ACK information bit, a UE generates a positive acknowledgement (ACK) if the UE detects a DCI format that provides a SPS PDSCH release or correctly decodes a transport block, and generates a negative acknowledgement (NACK) if the UE does not correctly decode the transport block. A HARQ-ACK information bit value of 0 represents a NACK while a HARQ-ACK information bit value of 1 represents an ACK.
A UE does not expect to be indicated to transmit HARQ-ACK information for more than one SPS PDSCH reception in a same PUCCH if the UE is provided a single SPS PDSCH configuration in a cell group. 
In the following, the CRC for a DCI format is scrambled with a C-RNTI, an MCS-C-RNTI, or a CS-RNTI.
*** Unchanged text is omitted ***
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*** Unchanged text is omitted ***
If the UE is provided pdsch-AggregationFactor in SPS-Config or PDSCH-Config and no entry in pdsch-TimeDomainAllocationList includes RepNumR16 in PDSCH-TimeDomainResourceAllocation,  is a maximum value of pdsch-AggregationFactor in SPS-Config or PDSCH-Config; otherwise . The UE reports HARQ-ACK information for a PDSCH reception
-	from slot  to slot , if  is provided by pdsch-AggregationFactor [6, TS 38.214]if , or 
-	from slot  to slot , if the Time domain resource assignment field in the DCI format scheduling the PDSCH reception indicates an entry in pdsch-TimeDomainAllocationList containing RepNumR16, or 
-	in slot , otherwise 
only in a HARQ-ACK codebook that the UE includes in a PUCCH or PUSCH transmission in slot , where  is a number of slots indicated by the PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format or provided by dl-DataToUL-ACK if the PDSCH-to-HARQ_feedback timing indicator field is not present in the DCI format. If the UE reports HARQ-ACK information for the PDSCH reception in a slot other than slot , the UE sets a value for each corresponding HARQ-ACK information bit to NACK. 
If a UE reports HARQ-ACK information in a PUCCH only for 
-	a SPS PDSCH release indicated by DCI format 1_0 with counter DAI field value of 1, or
-	a PDSCH reception scheduled by DCI format 1_0 with counter DAI field value of 1 on the PCell, or 
-	SPS PDSCH reception(s)
within the [image: ] occasions for candidate PDSCH receptions as determined in Clause 9.1.2.1, the UE determines a HARQ-ACK codebook only for the SPS PDSCH release or only for the PDSCH reception or only for the one SPS PDSCH receptions according to corresponding [image: ] occasion(s) on respective serving cell(s), where the value of counter DAI in DCI format 1_0 is according to Table 9.1.3-1 and HARQ-ACK information bits in response to more than one SPS PDSCH receptions that the UE is configured to receive are ordered according to the following pseudo-code; otherwise, the procedures in Clause 9.1.2.1 and Clause 9.1.2.2 for a HARQ-ACK codebook determination apply.
Set  to the number of serving cells configured to the UE
Set  to the number of SPS PDSCH configuration configured to the UE for serving cell 
Set  to the number of DL slots for SPS PDSCH reception on serving cell  with HARQ-ACK information multiplexed on the PUCCH
Set  – HARQ-ACK information bit index
Set  – serving cell index: lower indexes correspond to lower RRC indexes of corresponding cell
while  
Set  – SPS PDSCH configuration index: lower indexes correspond to lower RRC indexes of corresponding SPS configurations 
while 
Set  – slot index 
while 
if {
a UE is configured to receive a SPS PDSCH in slot  for SPS PDSCH configuration  on serving cell , and theexcluding SPS PDSCH that is not required to be received among overlapping SPS PDSCHs, if any according to [6, TS 38.214], or based on a UE capability for a number of PDSCH receptions in a slot according to [6, TS 38.214], or due to overlapping with a set of symbols indicated as uplink by tdd-UL-DL-ConfigurationCommon or by tdd-UL-DL-ConfigurationDedicated, and
HARQ-ACK information for the SPS PDSCH is associated with the PUCCH
}
 = HARQ-ACK information bit for this SPS PDSCH reception 
;
end if
;
end while
;
end while
;
end while
*** Unchanged text is omitted ***
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*** Unchanged text is omitted ***
while [image: ] 
if [image: ] 
Set [image: ] – index of a DL slot within an UL slot
while [image: ] 
Set [image: ] to the set of rows
Set [image: ] to the cardinality of [image: ]
Set [image: ] – index of row in set [image: ]
if slot [image: ] starts at a same time as or after a slot for an active DL BWP change on serving cell [image: ] or an active UL BWP change on the PCell and slot [image: ] is before the slot for the active DL BWP change on serving cell [image: ] or the active UL BWP change on the PCell 
; 
else 
while [image: ]
if the UE is provided tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot from slot [image: ] to slot [image: ], at least one symbol of the PDSCH time resource derived by row [image: ] is configured as UL where [image: ] is the k-th slot timing value in set [image: ], 
[image: ];
else
[image: ]; 
end if
end while
if the UE does not indicate a capability to receive more than one unicast PDSCH per slot and [image: ], 
[image: ]; 
[image: ];
The UE does not expect to receive SPS PDSCH release and unicast PDSCH in a same slot;
else 
*** Unchanged text is omitted ***
while [image: ] 
if 
Set [image: ] – index of a DL slot within an UL slot
while [image: ] 
Set [image: ] to the set of rows
Set [image: ] to the cardinality of [image: ]
Set [image: ] – index of row in set [image: ]
if slot [image: ] starts at a same time as or after a slot for an active DL BWP change on serving cell [image: ] or an active UL BWP change on the PCell and slot 
 is before the slot for the active DL BWP change on serving cell [image: ] or the active UL BWP change on the PCell 
; 
else 
while [image: ]
if the UE is provided tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot from slot  to slot , at least one symbol of the PDSCH time resource derived by row [image: ] is configured as UL where [image: ] is the k-th slot timing value in set [image: ], 
[image: ];
else
[image: ]; 
end if
end while
if the UE does not indicate a capability to receive more than one unicast PDSCH per slot and [image: ], 
[image: ]; 
[image: ];
The UE does not expect to receive SPS PDSCH release and unicast PDSCH in a same slot;
else 
*** Unchanged text is omitted ***

9.1.2.2	Type-1 HARQ-ACK codebook in physical uplink shared channel
If a UE would multiplex HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is scheduled by DCI format 0_0, then 
-	if the UE has not received any PDSCH or SPS PDSCH release that the UE transmits corresponding HARQ-ACK information in the PUSCH, based on a value of a respective PDSCH-to-HARQ_feedback timing indicator field in a DCI format scheduling the PDSCH reception or the SPS PDSCH release or on the value of dl-DataToUL-ACK if the PDSCH-to-HARQ_feedback timing indicator field is not present in the DCI format, in any of the [image: ] occasions for candidate PDSCH receptions by DCI format 1_0 or DCI format 1_1 or SPS PDSCH on any serving cell [image: ], as described in Clause 9.1.2.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission;
-	else the UE generates the HARQ-ACK codebook as described in Clause 9.1.2.1, except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH, unless the UE receives only a SPS PDSCH release, or only SPS PDSCH reception, or only a PDSCH that is scheduled by DCI format 1_0 with a counter DAI field value of 1 on the PCell in the [image: ] occasions for candidate PDSCH receptions in which case the UE generates HARQ-ACK information only for the SPS PDSCH release or only for the PDSCH reception as described in Clause 9.1.2.
A UE sets to NACK value in the HARQ-ACK codebook any HARQ-ACK information corresponding to PDSCH reception or SPS PDSCH release that the UE detects in a PDCCH monitoring occasion that starts after a PDCCH monitoring occasion where the UE detects a DCI format 0_0 or a DCI format 0_1 scheduling the PUSCH transmission.
A UE does not expect to detect a DCI format switching a DL BWP within [image: ] symbols prior to a first symbol of a PUSCH transmission where the UE multiplexes HARQ-ACK information, where [image: ] is defined in [6, TS 38.214]. 
If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is scheduled by DCI format 0_1, the UE generates the HARQ-ACK codebook as described in Clause 9.1.2.1 when a value of the DAI field in DCI format 0_1 is [image: ] except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH. The UE does not generate a HARQ-ACK codebook for multiplexing in the PUSCH transmission when [image: ] unless the UE receives only a SPS PDSCH release, or only a SPS PDSCH(s), or only a PDSCH that is scheduled by DCI format 1_0 with a counter DAI field value of 1 on the PCell in the [image: ] occasions for candidate PDSCH receptions in which case the UE generates HARQ-ACK information only for the SPS PDSCH release or only for the PDSCH reception as described in Clause 9.1.2. [image: ] if the DAI field in DCI format 0_1 is set to '0'; otherwise, [image: ].
*** Unchanged text is omitted ***
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*** Unchanged text is omitted ***
Set [image: ] 
while [image: ]
if a single SPS PDSCH reception is activated for a UE and the UE is configured to receive SPS PDSCH in a slot [image: ] for serving cell [image: ], where [image: ] is the PDSCH-to-HARQ-feedback timing value for SPS PDSCH on serving cell [image: ]
[image: ]
[image: ]= HARQ-ACK information bit associated with the SPS PDSCH reception
end if
[image: ];
end while
If a UE is configured to receive SPS PDSCH and the UE multiplexes HARQ-ACK information for one activated SPS PDSCH reception in the PUCCH in slot , the UE generates one HARQ-ACK information bit associated with the SPS PDSCH reception and appends it to the  HARQ-ACK information bits.
If multiple SPS PDSCH receptions are activated for a UE is configured to receive SPS PDSCH and the UE multiplexes corresponding HARQ-ACK information for multiple activated SPS PDSCH receptions in the PUCCH in slot , the UE generates the HARQ-ACK information as described in Clause 9.1.2 and appends it to the [image: ] HARQ-ACK information bits.
For a PDCCH monitoring occasion with DCI format scheduling PDSCH reception or SPS PDSCH release in the active DL BWP of a serving cell, when a UE receives a PDSCH with one transport block and the value of maxNrofCodeWordsScheduledByDCI is 2, the HARQ-ACK information is associated with the first transport block and the UE generates a NACK for the second transport block if harq-ACK-SpatialBundlingPUCCH is not provided and generates HARQ-ACK information with value of ACK for the second transport block if harq-ACK-SpatialBundlingPUCCH is provided. 
*** Unchanged text is omitted ***

9.2.5.1	UE procedure for multiplexing HARQ-ACK or CSI and SR in a PUCCH
*** Unchanged text is omitted ***
If the UE would transmit positive SR in a first resource using PUCCH format 1 and at most two HARQ-ACK information bits in a second resource using PUCCH format 1 in a slot, the UE transmits a PUCCH with HARQ-ACK information bits in the first resource using PUCCH format 1 as described in Clause 9.2.3. If a UE would not transmit a positive SR in a resource using PUCCH format 1 and would transmit at most two HARQ-ACK information bits in a resource using PUCCH format 1 in a slot, the UE transmits a PUCCH in the resource using PUCCH format 1 for HARQ-ACK information as described in Clause 9.2.3.

If a UE would transmit a PUCCH with [image: ] HARQ-ACK information bits in a resource using PUCCH format 2 or PUCCH format 3 or PUCCH format 4 in a slot, as described in Clauses 9.2.1 and 9.2.3, [image: ] bits representing a negative or positive SR, in ascending order of the values of schedulingRequestResourceId and schedulingRequestIDForBFR, are appended to the HARQ-ACK information bits and the UE transmits the combined [image: ] UCI bits in a PUCCH using a resource with PUCCH format 2 or PUCCH format 3 or PUCCH format 4 that the UE determines as described in Clauses 9.2.1 and 9.2.3. If one of the SRs is a positive LRR, the value of the  bits indicates the positive LRR. An all-zero value for the [image: ] bits represents a negative SR value across all [image: ] SRs. 
*** Unchanged text is omitted ***
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