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---Start of changes---
[bookmark: _Toc36107465]5.2A.2	Inter-band CA
NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1 and Table 5.2A.2-2, where all operating bands are within FR1.
Table 5.2A.2-1: Inter-band CA operating bands involving FR1 (two bands)

	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1-n3
	n1, n3

	CA_n1-n7
	n1, n7

	CA_n1-n8
	n1, n8

	CA_n1-n28
	n1, n28

	CA_n1-n41
	n1, n41

	CA_n1-n77
	n1, n77

	CA_n1-n78
	n1, n78

	CA_n1-n79
	n1, n79

	CA_n2-n5
	n2, n5

	CA_n2-n48
	n2, n48

	CA_n2-n66
	n2, n66

	CA_n2-n78
	n2, n78

	CA_n3-n8
	n3, n8

	CA_n3-n28
	n3, n28

	CA_n3-n38
	n3, n38

	CA_n3-n40
	n3, n40

	CA_n3-n41
	n3, n41

	CA_n3-n771
	n3, n77

	CA_n3-n781
	n3, n78

	CA_n3-n791
	n3, n79

	CA_n5-n66
	n5, n66

	CA_n5-n78
	n5, n78

	CA_n5-n79
	n5, n79

	CA_n7-n25
	n7, n25

	CA_n7-n28
	n7, n28

	CA_n7-n66
	n7, n66

	CA_n7-n78
	n7, n78

	CA_n8-n391
	n8, n39

	CA_n8-n40
	n8, n40

	CA_n8-n41
	n8, n41

	CA_n8-n751
	n8, n75

	CA n8-n781
	n8, n78

	CA_n8-n791
	n8, n79

	CA_n20-n282
	n20, n28

	CA_n20-n75
	n20, n75

	CA_n20-n78
	n20, n78

	CA_n25-n41
	n25, n41

	CA_n25-n66
	n25, n66

	CA_n25-n71
	n25, n71

	CA_n25-n78
	n25,n78

	CA_n28-n41
	n28, n41

	CA_n28-n50
	n28, n50

	CA_n28-n752
	n28, n75

	CA_n28-n77
	n28, n77

	CA_n28-n781
	n28, n78

	CA_n29-n66
	n29, n66

	CA_n29-n70
	n29, n70

	CA_n38-n66
	n38, n66

	CA_n39-n40
	n39, n40

	CA_n39-n41
	n39, n41

	CA_n39-n791
	n39, n79

	CA_n40-n41
	n40, n41

	CA_n40-n78
	n40, n78

	CA_n40-n791,4
	n40, n79

	CA_n41-n501
	n41, n50

	CA_n41-n66
	n41, n66

	CA_n41-n711
	n41, n71

	CA_n41-n78
	n41, n78

	CA_n41-n791,3
	n41, n79

	CA_n48-n66
	n48, n66

	CA_n50-n78
	n50, n78

	CA_n66-n70
	n66, n70

	CA_n66-n71
	n66, n71

	CA_n66-n78
	n66, n78

	CA_n70-n71
	n70, n71

	CA_n75-n781
	n75, n78

	CA_n76-n781
	n76, n78

	CA_n77-n79
	n77, n79

	CA_n78-n79
	n78, n79

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.
NOTE 2:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 3:	The frequency range below 2506 MHz for Band n41 is not used in this combination.
NOTE 4:	Applicable for frequency range above 4800 MHz for Band n79 in this combination.
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[bookmark: _Toc21344259][bookmark: _Toc29801745][bookmark: _Toc29802169][bookmark: _Toc29802794][bookmark: _Toc36107536]6.2A.1.3	UE maximum output power for Inter-band CA
For inter-band carrier aggregation with one uplink carrier assigned to one NR band, the transmitter power requirements in clause 6.2 apply.
For inter-band carrier aggregation with uplink assigned to two NR bands, UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1 ms). The maximum output power is specified in Table 6.2A.1.3-1.
For PC3 inter-band carrier aggregation with one uplink component carrier assigned to one NR band in NR band n41, n77, n78, and n79, the requirements for power class 2 are not applicable and the corresponding requirements for a power class 3 UE shall apply.
<<End of change>>

