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For a specific feature introduced in an earlier release, it may be decided in a later release to apply this specific feature in a release independent way for additional operating bands and/or CA configurations. For a Rel-16 UE corresponding requirements are then introduced via this clause.
Table 3A.3-1: Operating bands for specific features
	Feature
	Release
independent from
	Requirements to be fulfilled
(see 36.307 of the REL when the feature was introduced)
	Further information

	Operating bands for UE category 0
	Rel-12
	Table B.2.9-1, Table B.3.5-1, Table B.4.10-1
	Rel-14 WI LC_MTC_LTE_cat0_B25_B26-Core introduced RF, RRM, demodulation and CSI requirements for bands 25 and 26, see Table B.2.9-1, Table B.3.5-1, Table B.4.10-1

	Operating bands for UE category M1
	Rel-13
	Table B.2.10-1, Table B.3.6-1, Table B.4.11-1
	Rel-14 WI LTE_MTCe2_L1_cat1_B25_B40-Core introduced RF, RRM, demodulation and CSI requirements for bands 25 and 40, see Table B.2.10-1, Table B.3.6-1, Table B.4.11-1.
Rel-15 WI LTE_bands_R15_M1_NB1-Core introduced RF, RRM, demodulation and CSI requirements for bands 14 and 71, see Table B.2.10-1, Table B.3.6-1, Table B.4.11-1.

	Operating bands for HD-FDD UE category M1, Power class 2
	Rel-13
	Table B.2.10-1, Table B.3.6-1, Table B.4.11-1
	Rel-16 WI LTE_PC2_B31_B72 introduced power class 2 feature for bands 31 and 72.

	Operating bands for UE category M2
	Rel-14
	Table B.2.11-1, Table B.4.11-1
	Rel-15 WI LTE_bands_R15_M2_NB2-Core introduced RF and RRM requirements for bands 14 and 71, see Table B.2.11-1, Table B.4.11-1.

	Operating bands for HD-FDD UE category M2, Power class 2
	Rel-14
	Table B.2.11-1, Table B.4.11-1
	Rel-16 WI LTE_PC2_B31_B72 introduced power class 2 feature for bands 31 and 72.

	Operating bands for (FDD) UE category NB1
	Rel-13
	Table B.2.8-1, Table B.3.7-1, Table B.4.9-1
	Rel-14 WI NB_IOT_R14_bands introduced RF, RRM and demodulation requirements for bands 11, 21, 25, 31, 70, see Table B.2.8-1, Table B.3.7-1, Table B.4.9-1.
Rel-15 WI LTE_bands_R15_M1_NB1-Core introduced RF, RRM and demodulation for bands 4, 14 and 71 see Table B.2.8-1, Table B.3.7-1, Table B.4.9-1.
Rel-16 WI LTE_bands_R16_M1_NB1 introduced RF, RRM, demodulation for band 65, see Table B.2.8-1, Table B.3.7-1, Table B.4.9-1.

	Operating bands (FDD) for UE category NB2
	Rel-14
	Table B.2.12-1, Table 3.7-1, Table B.4.9-1
	Rel-15 WI LTE_bands_R15_M2_NB2-Core introduced RF, RRM and demodulation requirements for bands 4, 14 and 71, see Table B.2.12-1, Table 3.7-1, Table B.4.9-1.
Rel-16 WI LTE_bands_R16_M2_NB2 introduced RF, RRM, demodulation for band 65 , see Table B.2.12-1, Table B.3.7-1, Table B.4.9-1.

	Operating bands (TDD) for UE category NB1 and NB2
	Rel-15
	Table B.2.12-1, Table 3.7-1, Table B.4.9-1
	Rel-16 WI LTE_bands_R16_M1_NB1 and Rel-16 WI LTE_bands_R16_M2_NB2 introduced RF, RRM, demodulation for band 42 and band 43, see Table B.2.12-1, Table B.3.7-1, Table B.4.9-1.

	Operating bands for UE category 1bis

	Rel-14
	Table B.2.15-1, Table B.3.8-1, Table B.4.14-1
	Rel-16 RF, RRM, demodulation and CSI requirements for Band 40, see Table B.2.15-1, Table B.3.8-1, Table B.4.14-1.
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