3GPP TSG-RAN WG3 Meeting #108-e	R3-204089
1 - 11 June 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.473
	CR
	0614
	rev
	-
	Current version:
	15.9.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Section renumbering for PWS cancel

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	[bookmark: _GoBack]2020-06-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	In the PWS Cancel there are two sections with wrong section numbers. These section numbers are already in use in another section.

	
	

	Summary of change:
	Renumber the two affected sections. 

Considering the special situation since the two sections are already in use elsewhere, after discussion with MCC, we propose to simply renumber the sections

Impact analysis:
Impact assessment towards the previous version of the specification (same release):
This CR has an no impact under functional or protocol point of view.

	
	

	Consequences if not approved:
	Ambiguous section numbering in the spec.

	
	

	Clauses affected:
	8.5.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc20955827][bookmark: _Toc29404166][bookmark: _Toc20955898][bookmark: _Toc29404237][bookmark: _Toc20955308][bookmark: _Toc29503579]8.5.2	PWS Cancel
[bookmark: _Toc20955828][bookmark: _Toc29404167]8.5.2.1	General
The purpose of the PWS Cancel procedure is to cancel an already ongoing broadcast of a warning message. The procedure uses non UE-associated signalling.
[bookmark: _Toc20955829][bookmark: _Toc29404168]8.5.2.2	Successful Operation

Figure 8.5.2.2-1: PWS Cancel procedure: successful operation
The gNB-CU initiates the procedure by sending a PWS CANCEL REQUEST message to the gNB-DU.
The gNB-DU shall acknowledge the PWS CANCEL REQUEST message by sending the PWS CANCEL RESPONSE message.
If the Cancel-All Warning Messages Indicator IE is present in the PWS CANCEL REQUEST message, then the gNB-DU shall stop broadcasting and discard all warning messages for the area as indicated in the Cell Broadcast To Be Cancelled List IE or in all the cells of the gNB-DU if the Cell Broadcast To Be Cancelled List IE is not included. The gNB-DU shall acknowledge the PWS CANCEL REQUEST message by sending the PWS CANCEL RESPONSE message, and shall, if there is area to report where an ongoing broadcast was stopped successfully, include the Cell Broadcast Cancelled List IE with the Number of Broadcasts IE set to 0.
If the Cell Broadcast To Be Cancelled List IE is not included in the PWS CANCEL REQUEST message, the gNB-DU shall stop broadcasting and discard the warning message identified by the Message Identifier IE and the Serial Number IE in the Notification Information IE in all of the cells in the gNB-DU.
If the Notification Information IE is included in the PWS CANCEL REQUEST, the gNB-DU shall cancel broadcast of the public warning message identified by the Notification Information IE.
[bookmark: _Toc20955830][bookmark: _Toc29404169]8.5.12.3	Unsuccessful Operation
Not applicable.
8.5.12.4	Abnormal Conditions
Not applicable.
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