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6.3.1
System information blocks

/unchanged parts are omitted/
–
SIB5

SIB5 contains information relevant only for inter-RAT cell re-selection i.e. information about E-UTRA frequencies and E-UTRAs neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency.
SIB5 information element
-- ASN1START

-- TAG-SIB5-START

SIB5 ::=                            SEQUENCE {

    carrierFreqListEUTRA                CarrierFreqListEUTRA                        OPTIONAL,       -- Need R

    t-ReselectionEUTRA                  T-Reselection,

    t-ReselectionEUTRA-SF               SpeedStateScaleFactors                      OPTIONAL,       -- Need S

    lateNonCriticalExtension            OCTET STRING                                OPTIONAL,

    ... ,


[[


carrierFreqListEUTRA-v16xy                CarrierFreqListEUTRA-v16xy                        OPTIONAL       -- Need R

]]
}

CarrierFreqListEUTRA ::=            SEQUENCE (SIZE (1..maxEUTRA-Carrier)) OF CarrierFreqEUTRA
CarrierFreqListEUTRA-v16xy                SEQUENCE (SIZE (1..maxEUTRA-Carrier)) OF CarrierFreqEUTRA-v16xy
CarrierFreqEUTRA ::=                SEQUENCE {

    carrierFreq                         ARFCN-ValueEUTRA,

    eutra-multiBandInfoList             EUTRA-MultiBandInfoList                     OPTIONAL,       -- Need R

    eutra-FreqNeighCellList             EUTRA-FreqNeighCellList                     OPTIONAL,       -- Need R

    eutra-BlackCellList                 EUTRA-FreqBlackCellList                     OPTIONAL,       -- Need R

    allowedMeasBandwidth                EUTRA-AllowedMeasBandwidth,

    presenceAntennaPort1                EUTRA-PresenceAntennaPort1,

    cellReselectionPriority             CellReselectionPriority                     OPTIONAL,       -- Need R

    cellReselectionSubPriority          CellReselectionSubPriority                  OPTIONAL,       -- Need R

    threshX-High                        ReselectionThreshold,

    threshX-Low                         ReselectionThreshold,

    q-RxLevMin                          INTEGER (-70..-22),

    q-QualMin                           INTEGER (-34..-3),

    p-MaxEUTRA                          INTEGER (-30..33),

    threshX-Q                           SEQUENCE {

        threshX-HighQ                       ReselectionThresholdQ,

        threshX-LowQ                        ReselectionThresholdQ

    }                                                                               OPTIONAL        -- Cond RSRQ

}
CarrierFreqEUTRA-v16xy
::= SEQUENCE {


highSpeedEUTRACarrier-r16


ENUMERATED {true}




OPTIONAL
        -- Need R
}
EUTRA-FreqBlackCellList ::=         SEQUENCE (SIZE (1..maxEUTRA-CellBlack)) OF EUTRA-PhysCellIdRange

EUTRA-FreqNeighCellList ::=         SEQUENCE (SIZE (1..maxCellEUTRA)) OF EUTRA-FreqNeighCellInfo

EUTRA-FreqNeighCellInfo ::=         SEQUENCE {

    physCellId                          EUTRA-PhysCellId,

    dummy                               EUTRA-Q-OffsetRange,

    q-RxLevMinOffsetCell                INTEGER (1..8)                              OPTIONAL,       -- Need R

    q-QualMinOffsetCell                 INTEGER (1..8)                              OPTIONAL        -- Need R

}

-- TAG-SIB5-STOP

-- ASN1STOP

	SIB5 field descriptions

	carrierFreqListEUTRA

List of carrier frequencies of E-UTRA. If the carrierFreqListEUTRA-v16xy is present, it shall contain the same number of entries, listed in the same order as in the carrierFreqListEUTRA (without suffix)..

	dummy

This field is not used in the specification. If received it shall be ignored by the UE.

	eutra-BlackCellList

List of blacklisted E-UTRA neighbouring cells.

	eutra-multiBandInfoList

Indicates the list of frequency bands in addition to the band represented by carrierFreq for which cell reselection parameters are common, and a list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [22], table 6.2.4-1, for the frequency bands in eutra-multiBandInfoList

	highSpeedEUTRACarrier
If the field is present, the UE shall apply the enhanced NR-EUTRA inter-RAT measurement requirements to support high speed up to 500 km/h as specified in TS 38.133 [14] to the E-UTRA carrier.

	p-MaxEUTRA

The maximum allowed transmission power in dBm on the (uplink) carrier frequency, see TS 36.304 [27].

	q-QualMin

Parameter "Qqualmin" in TS 36.304 [27]. Actual value Qqualmin = field value [dB].

	q-QualMinOffsetCell

Parameter "Qqualminoffsetcell" in TS 38.304 [20]. Actual value Qqualminoffsetcell = field value [dB].

	q-RxLevMin

Parameter "Qrxlevmin" in TS 36.304 [27]. Actual value Qrxlevmin = field value * 2 [dBm].

	q-RxLevMinOffsetCell

Parameter "Qrxlevminoffsetcell" in TS 38.304 [20]. Actual value Qrxlevminoffsetcell = field value * 2 [dB].

	t-ReselectionEUTRA

Parameter "TreselectionEUTRA" in TS 38.304 [20].

	threshX-High

Parameter "ThreshX, HighP" in TS 38.304 [20].

	threshX-HighQ

Parameter "ThreshX, HighQ" in TS 38.304 [20].

	threshX-Low

Parameter "ThreshX, LowP" in TS 38.304 [20].

	threshX-LowQ

Parameter "ThreshX, LowQ" in TS 38.304 [20].

	t-ReselectionEUTRA-SF

Parameter "Speed dependent ScalingFactor for TreselectionEUTRA" in TS 38.304 [20]. If the field is absent, the UE behaviour is specified in TS 38.304 [20].


	Conditional Presence
	Explanation

	RSRQ
	The field is mandatory present if the threshServingLowQ is present in SIB2; otherwise it is absent.


/unchanged parts are omitted/
6.3.2
Radio resource control information elements
 /unchanged parts are omitted/
–
HighSpeedConfig
The IE HighSpeedConfig is used to configure parameters for high speed scenarios.

HighSpeedConfig information element

-- ASN1START

-- TAG-HIGHSPEEDCONFIG-START

HighSpeedConfig-r16 ::=
SEQUENCE {

    highSpeedMeasFlag-r16

ENUMERATED {true}


OPTIONAL,
-- Need R
    highSpeedDemodFlag-r16

ENUMERATED {true}


OPTIONAL,
-- Need R
    ...
}
-- TAG-HIGHSPEEDCONFIG-STOP

-- ASN1STOP

	HighSpeedConfig field descriptions

	highSpeedMeasFlag-r16
If the field is present, the UE shall apply the enhanced RRM requirements to support high speed up to 500 km/h as specified in TS 38.133 [14].

	highSpeedDemodFlag-r16
If the field is present, the UE shall apply the enhanced demodulation processing for HST-SFN joint transmission scheme with velocity up to 500km/h as specified in TS 38.101-4 [xx].


/unchanged parts are omitted/
–
ServingCellConfigCommon
The IE ServingCellConfigCommon is used to configure cell specific parameters of a UE's serving cell. The IE contains parameters which a UE would typically acquire from SSB, MIB or SIBs when accessing the cell from IDLE. With this IE, the network provides this information in dedicated signalling when configuring a UE with a SCells or with an additional cell group (SCG). It also provides it for SpCells (MCG and SCG) upon reconfiguration with sync.

ServingCellConfigCommon information element

-- ASN1START

-- TAG-SERVINGCELLCONFIGCOMMON-START

ServingCellConfigCommon ::=         SEQUENCE {

    physCellId                          PhysCellId                                                          OPTIONAL,   -- Cond HOAndServCellAdd,

    downlinkConfigCommon                DownlinkConfigCommon                                                OPTIONAL,   -- Cond HOAndServCellAdd

    uplinkConfigCommon                  UplinkConfigCommon                                                  OPTIONAL,   -- Need M

    supplementaryUplinkConfig           UplinkConfigCommon                                                  OPTIONAL,   -- Need S

    n-TimingAdvanceOffset               ENUMERATED { n0, n25600, n39936 }                                   OPTIONAL,   -- Need S

    ssb-PositionsInBurst                CHOICE {

        shortBitmap                         BIT STRING (SIZE (4)),

        mediumBitmap                        BIT STRING (SIZE (8)),

        longBitmap                          BIT STRING (SIZE (64))

    }                                                                                                       OPTIONAL, -- Cond AbsFreqSSB

    ssb-periodicityServingCell          ENUMERATED { ms5, ms10, ms20, ms40, ms80, ms160, spare2, spare1 }   OPTIONAL, -- Need S

    dmrs-TypeA-Position                 ENUMERATED {pos2, pos3},

    lte-CRS-ToMatchAround               SetupRelease { RateMatchPatternLTE-CRS }                            OPTIONAL, -- Need M

    rateMatchPatternToAddModList        SEQUENCE (SIZE (1..maxNrofRateMatchPatterns)) OF RateMatchPattern   OPTIONAL, -- Need N

    rateMatchPatternToReleaseList       SEQUENCE (SIZE (1..maxNrofRateMatchPatterns)) OF RateMatchPatternId OPTIONAL, -- Need N

    ssbSubcarrierSpacing                SubcarrierSpacing                                                   OPTIONAL, -- Cond HOAndServCellWithSSB

    tdd-UL-DL-ConfigurationCommon       TDD-UL-DL-ConfigCommon                                              OPTIONAL, -- Cond TDD

    ss-PBCH-BlockPower                  INTEGER (-60..50),

    ...,

    [[

    channelAccessMode-r16               CHOICE {

        dynamic                             NULL,

        semistatic                          SemiStaticChannelAccessConfig

    }                                                                                                       OPTIONAL, -- Need M

    discoveryBurst-WindowLength-r16         ENUMERATED {s0dot5, s1, s2, s3, s4, s5}                         OPTIONAL, -- Need M

    ssb-PositionQCL-r16                     SSB-PositionQCL-Relationship-r16                                OPTIONAL, -- Need M

    intraCellGuardBandUL-r16                IntraCellGuardBand-r16                                          OPTIONAL, -- Need M

intraCellGuardBandDL-r16                IntraCellGuardBand-r16                                          OPTIONAL, -- Need M
highSpeedConfig-r16        



HighSpeedConfig-r16                                             OPTIONAL
-- Need R
]]
}

IntraCellGuardBand-r16 ::=          SEQUENCE (SIZE (1..ffsValue)) OF GuardBand-r16 -- FFS upper size 4, assuming 100Mhz cell

GuardBand-r16       ::=   SEQUENCE {

     startCRB-r16             INTEGER (0..ffsValue), --FFS upper range 275

     nrofCRBs-r16             INTEGER (1..ffsValue)

}

-- TAG-SERVINGCELLCONFIGCOMMON-STOP

-- ASN1STOP

	ServingCellConfigCommon field descriptions

	channelAccessMode
If the field is configured as "semistatic", the channel access procedures for semi-static channel occupancy as described in subclause 4.3 in TS 37.213 are applied. Otherwise, if the field is configured as "dynamic" or if the field is absent, the channel access procedures in TS 37.213, with exception of subclause 4.3 of TS 37.213, are applied.

	dmrs-TypeA-Position
Position of (first) DM-RS for downlink (see TS 38.211 [16], clause 7.4.1.1.1) and uplink (TS 38.211 [16], clause 6.4.1.1.3).

	downlinkConfigCommon
The common downlink configuration of the serving cell, including the frequency information configuration and the initial downlink BWP common configuration. The parameters provided herein should match the parameters configured by MIB and SIB1 (if provided) of the serving cell, with the exception of controlResourceSetZero and searchSpaceZero which can be configured in ServingCellConfigCommon even if MIB indicates that they are absent.

	discoveryBurst-WindowLength

Indicates the window length of the discovery burst in ms (see TS 37.213 [48]).

	intraCellGuardBandDL
Each value is a CRB index. For every two values, the first/second is the lowest/highest CRB of a guard band between two RB sets. If not configured, the guard bands are according to the TS 38.101-X). 

	intraCellGuardBandUL
Each value is a CRB index. For every two values, the first/second is the lowest/highest CRB of a guard band between two RB sets. If not configured, the guard bands are according to the TS 38.101-X).

	longBitmap
Bitmap when maximum number of SS/PBCH blocks per half frame equals to 64 as defined in TS 38.213 [13], clause 4.1.

	lte-CRS-ToMatchAround
Parameters to determine an LTE CRS pattern that the UE shall rate match around.

	mediumBitmap
Bitmap when maximum number of SS/PBCH blocks per half frame equals to 8 as defined in TS 38.213 [13], clause 4.1.

	n-TimingAdvanceOffset

The N_TA-Offset to be applied for all uplink transmissions on this serving cell. If the field is absent, the UE applies the value defined for the duplex mode and frequency range of this serving cell. See TS 38.133 [14], table 7.1.2-2.

	rateMatchPatternToAddModList
Resources patterns which the UE should rate match PDSCH around. The UE rate matches around the union of all resources indicated in the rate match patterns. Rate match patterns defined here on cell level apply only to PDSCH of the same numerology (see TS 38.214 [19], clause 5.1.4,1).

	semiStaticChannelAccessConfig
The parameters for semi-static channel access. The network configures this only when channelAccessMode is set to semistatic.

	shortBitmap
Bitmap when maximum number of SS/PBCH blocks per half frame equals to 4 as defined in TS 38.213 [13], clause 4.1.

	ss-PBCH-BlockPower
Average EPRE of the resources elements that carry secondary synchronization signals in dBm that the NW used for SSB transmission, see TS 38.213 [13], clause 7.

	ssb-periodicityServingCell
The SSB periodicity in ms for the rate matching purpose. If the field is absent, the UE applies the value ms5. (see TS 38.213 [13], clause 4.1)

	ssb-PositionQCL

Indicates the QCL relationship between SSB positions for a neighbor cell as specified in TS 38.213 [13], clause 4.1.

	ssb-PositionsInBurst
Indicates the time domain positions of the transmitted SS-blocks in a half frame with SS/PBCH blocks as defined in TS 38.213 [13], clause 4.1. The first/ leftmost bit corresponds to SS/PBCH block index 0, the second bit corresponds to SS/PBCH block index 1, and so on. Value 0 in the bitmap indicates that the corresponding SS/PBCH block is not transmitted while value 1 indicates that the corresponding SS/PBCH block is transmitted. The network configures the same pattern in this field as in the corresponding field in ServingCellConfigCommonSIB. For operation with shared spectrum channel access, only mediumBitmap is used. The UE assumes that a bit at position k > ssb-PositionQCL is 0

	ssbSubcarrierSpacing
Subcarrier spacing of SSB. Only the values 15 kHz or 30 kHz (FR1), and 120 kHz or 240 kHz (FR2) are applicable.

	supplementaryUplinkConfig

The network configures this field only if uplinkConfigCommon is configured. If this field is absent, the UE shall release the supplementaryUplinkConfig and the supplementaryUplink configured in ServingCellConfig of this serving cell, if configured.

	tdd-UL-DL-ConfigurationCommon
A cell-specific TDD UL/DL configuration, see TS 38.213 [13], clause 11.1.


	Conditional Presence
	Explanation

	AbsFreqSSB
	The field is absent when absoluteFrequencySSB in frequencyInfoDL is absent, otherwise the field is mandatory present.

	HOAndServCellAdd
	This field is mandatory present upon SpCell change and upon serving cell (PSCell/SCell) addition. Otherwise, the field is absent.

	HOAndServCellWithSSB
	This field is mandatory present upon SpCell change and upon serving cell (SCell with SSB or PSCell) addition. Otherwise, the field is absent.

	TDD
	The field is optionally present, Need R, for TDD cells; otherwise it is absent.


Editor's Note: Optimization of the signalling of intra-cell guard bands is FFS. The field descriptions will be updated after the signalling of guard bands is finalized.
–
ServingCellConfigCommonSIB
The IE ServingCellConfigCommonSIB is used to configure cell specific parameters of a UE's serving cell in SIB1.

ServingCellConfigCommonSIB information element

-- ASN1START

-- TAG-SERVINGCELLCONFIGCOMMONSIB-START

ServingCellConfigCommonSIB ::=      SEQUENCE {

    downlinkConfigCommon                DownlinkConfigCommonSIB,

    uplinkConfigCommon                  UplinkConfigCommonSIB                                       OPTIONAL, -- Need R

    supplementaryUplink                 UplinkConfigCommonSIB                                       OPTIONAL, -- Need R

    n-TimingAdvanceOffset               ENUMERATED { n0, n25600, n39936 }                           OPTIONAL, -- Need S

    ssb-PositionsInBurst                SEQUENCE {

        inOneGroup                          BIT STRING (SIZE (8)),

        groupPresence                       BIT STRING (SIZE (8))                                   OPTIONAL  -- Cond FR2-Only

    },

    ssb-PeriodicityServingCell          ENUMERATED {ms5, ms10, ms20, ms40, ms80, ms160},

    tdd-UL-DL-ConfigurationCommon       TDD-UL-DL-ConfigCommon                                      OPTIONAL, -- Cond TDD

    ss-PBCH-BlockPower                  INTEGER (-60..50),

    ...,

    [[

    channelAccessMode-r16               CHOICE {

        dynamic                             NULL,

        semistatic                          SemiStaticChannelAccessConfig

    }                                                                                               OPTIONAL, -- Need M

discoveryBurstWindowLength-r16      ENUMERATED {s0dot5, s1, s2, s3, s4, s5}                     OPTIONAL, -- Need M
highSpeedConfig-r16        


HighSpeedConfig-r16                                         OPTIONAL
 -- Need R
]]
}

-- TAG-SERVINGCELLCONFIGCOMMONSIB-STOP

-- ASN1STOP

	ServingCellConfigCommonSIB field descriptions

	channelAccessMode
If the field is configured as "semistatic", the channel access procedures for semi-static channel occupancy as described in subclause 4.3 in TS 37.213 are applied. Otherwise, if the field is configured as "dynamic" or if the field is absent, the channel access procedures in TS 37.213, with exception of subclause 4.3 of TS 37.213, are applied.

	discoveryBurstWindowLength

Indicates the window length of the discovery burst in ms (see TS 37.213 [48]).

	groupPresence
This field is present when maximum number of SS/PBCH blocks per half frame equals to 64 as defined in TS 38.213 [13], clause 4.1. The first/leftmost bit corresponds to the SS/PBCH index 0-7, the second bit corresponds to SS/PBCH block 8-15, and so on. Value 0 in the bitmap indicates that the SSBs according to inOneGroup are absent. Value 1 indicates that the SS/PBCH blocks are transmitted in accordance with inOneGroup.

	inOneGroup
When maximum number of SS/PBCH blocks per half frame equals to 4 as defined in TS 38.213 [13], clause 4.1, only the 4 leftmost bits are valid; the UE ignores the 4 rightmost bits. When maximum number of SS/PBCH blocks per half frame equals to 8 as defined in TS 38.213 [13], clause 4.1, all 8 bits are valid. The first/ leftmost bit corresponds to SS/PBCH block index 0, the second bit corresponds to SS/PBCH block index 1, and so on. When maximum number of SS/PBCH blocks per half frame equals to 64 as defined in TS 38.213 [13], clause 4.1, all 8 bit are valid; The first/ leftmost bit corresponds to the first SS/PBCH block index in the group (i.e., to SSB index 0, 8, and so on); the second bit corresponds to the second SS/PBCH block index in the group (i.e., to SSB index 1, 9, and so on), and so on. Value 0 in the bitmap indicates that the corresponding SS/PBCH block is not transmitted while value 1 indicates that the corresponding SS/PBCH block is transmitted.

	n-TimingAdvanceOffset
The N_TA-Offset to be applied for random access on this serving cell. If the field is absent, the UE applies the value defined for the duplex mode and frequency range of this serving cell. See TS 38.133 [14], table 7.1.2-2.

	semiStaticChannelAccessConfig
The parameters for semi-static channel access. The network configures this only when channelAccessMode is set to semistatic.

	ssb-PositionsInBurst
Time domain positions of the transmitted SS-blocks in an SS-burst as defined in TS 38.213 [13], clause 4.1. For operation with shared spectrum channel access, only mediumBitmap is used. The UE assumes that a bit at position k > ssb-PositionQCL is 0.

	ss-PBCH-BlockPower
Average EPRE of the resources elements that carry secondary synchronization signals in dBm that the NW used for SSB transmission, see TS 38.213 [13], clause 7.


	Conditional Presence
	Explanation

	FR2-Only
	This field is mandatory present for an FR2 carrier frequency. It is absent otherwise and UE releases any configured value.

	TDD
	The field is optionally present, Need R, for TDD cells; otherwise it is absent.


Annex C (normative): List of CRs Containing Early Implementable Features and Corrections

This annex lists the Change Requests (CRs) whose changes may be implemented by a UE of an earlier release than which the CR was approved in (i.e. CRs that contain on their coversheets the sentence "Implementation of this CR from Rel-N will not cause interoperability issues").

Table C-1: List of CRs Containing Early Implementable Features and Corrections

	TDoc Number (RP-xxxxxx): CR Title
	CR Number(s)
	CR Revision Number(s)
	Earliest Implementable Release
	Additional Information

	RP-200335: Correction on usage of access category 2 for UAC for RNA update
	1141
	2
	Release 15
	

	R2-2005440: Introduction of signalling for high-speed train scenarios
	1464
	5
	Release 15
	


<< End of change >>

