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<Start of modification>

[bookmark: _Toc29811861][bookmark: _Toc29811410][bookmark: _Toc13079921]11.3.1	Requirements for BS type 1-O
[bookmark: _Toc29811862][bookmark: _Toc29811411][bookmark: _Toc13079922]11.3.1.1	DTX to ACK probability
Apply the requirements defined in clause 8.3.1
[bookmark: _Toc29811863][bookmark: _Toc29811412][bookmark: _Toc13079923]11.3.1.2	Performance requirements for PUCCH format 0
Apply the requirements defined in clause 8.3.2 for 2 Rx.
[bookmark: _Toc29811864][bookmark: _Toc29811413][bookmark: _Toc13079924][bookmark: _Hlk531179956]11.3.1.3	Performance requirements for PUCCH format 1
Apply the requirements defined in sub-clause 8.3.3 for 2Rx.
[bookmark: _Toc29811865][bookmark: _Toc29811414][bookmark: _Toc13079925]11.3.1.4	Performance requirements for PUCCH format 2
Apply the requirements defined in clause 8.3.4 for 2Rx.
[bookmark: _Toc29811866][bookmark: _Toc29811415][bookmark: _Toc13079926]11.3.1.5 Performance requirements for PUCCH format 3
Apply the requirements defined in clause 8.3.5 for 2Rx.
[bookmark: _Toc29811867][bookmark: _Toc29811416][bookmark: _Toc13079927]11.3.1.6 Performance requirements for PUCCH format 4
Apply the requirements defined in clause 8.3.6 for 2Rx.
11.3.1.7 Performance requirements for multi-slot PUCCH
Apply the requirements defined in clause 8.3.7 for 2Rx.

<End of modification>
