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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc29902404][bookmark: _Toc29906408][bookmark: _Toc36550398][bookmark: _Toc20954400][bookmark: _Toc29905825][bookmark: _Toc29906335][bookmark: _Toc407158117]9.1.2.28	RETRIEVE UE CONTEXT REQUEST
This message is sent by the new eNB to request the old eNB to transfer the UE Context to the new eNB.
Direction: new eNB  old eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	New eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the new eNB
	YES
	reject

	New eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the new eNB
See Note 1)
	YES
	reject

	Resume ID
	M
	
	9.2.91
	
	YES
	reject

	ShortMAC-I
	M
	
	BIT STRING (SIZE (16))
	RRC Resume:
Corresponds to the ShortResumeMAC-I in the RRCConnection ResumeRequest message as defined in TS 36.331 [9]

RRC Reestablishment:
Corresponds to the ShortMAC-I in the RRCConnectionReestablishmentRequestmessage as defined in TS 36.331 [9].
	YES
	reject

	New E-UTRAN Cell Identifier
	M
	
	BIT STRING (SIZE (28))
	RRC Resume:
Corresponds to the cellIdentity within the VarShortResumeMAC-Input as specified in TS 36.331 [9].

RRC Reestablishment:
Corresponds to the cellIdentity within the VarShortMAC-Input as specified in TS 36.331 [9].
	YES
	reject

	C-RNTI
	O
	
	BIT STRING (SIZE (16))
	C-RNTI contained in the RRC Re-establishment Request message (TS 36.331 [9]). If this IE is present, the Resume ID IE is ignored
	YES
	reject

	Failure cell PCI
	O
	
	INTEGER (0..503, …)
	Physical Cell Identifier
	YES
	reject



NOTE 1:	The ASN.1 definition of the RETRIEVE UE CONTEXT REQUEST message contains the a wrong IE-Id, which references the SeNB UE X2AP ID Extension IE instead of the New eNB UE X2AP ID Extension IE. The old eNB interprets the content of this IE as the Extended eNB UE X2AP ID, which, together with the New eNB UE X2AP ID IE represents the eNB UE X2AP ID allocated at the new eNB.



	

<<<<<<<<<<<<<<<<<<<< Last Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20954612][bookmark: _Toc29906037][bookmark: _Toc29906547]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for X2AP.
--
-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- RETRIEVE UE CONTEXT REQUEST
--
-- **************************************************************

RetrieveUEContextRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ RetrieveUEContextRequest-IEs}},
	...
}

RetrieveUEContextRequest-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-New-eNB-UE-X2AP-ID					CRITICALITY reject	TYPE UE-X2AP-ID				PRESENCE mandatory}|
	{ ID id-SeNB-UE-X2AP-ID-Extension			CRITICALITY reject	TYPE UE-X2AP-ID-Extension	PRESENCE optional}|
-- Allocated at the new eNB. 
-- This IE contains an Extended eNB UE X2AP ID, which, together with the New eNB UE X2AP ID IE 
-- represents the eNB UE X2AP ID allocated at the new eNB. 
	{ ID id-resumeID							CRITICALITY reject	TYPE ResumeID				PRESENCE mandatory}|
	{ ID id-ShortMAC-I							CRITICALITY reject	TYPE ShortMAC-I				PRESENCE mandatory}|
	{ ID id-NewEUTRANCellIdentifier				CRITICALITY reject	TYPE EUTRANCellIdentifier	PRESENCE mandatory}|
	{ID id-FailureCellCRNTI						CRITICALITY reject	TYPE CRNTI					PRESENCE optional}|
	{ID id-FailureCellPCI						CRITICALITY reject	TYPE PCI					PRESENCE optional},
	...
}
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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