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[Start of modification]
11.1.2.3.3
Specific message contents

Table 11.1.2.3.3-0: REGISTRATION ACCEPT (preamble; step 14, TS 38.508-1 [4], Table 4.5.2.2-2)

	Derivation Path: 38.508-1[4] Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	5GS network feature support
	‘0100 0001 0000 0000’B
	Interworking without N26 interface supported
	


Table 11.1.2.3.3-1: RRCSetupRequest (step 3, table 11.1.2.3.2-1)

	Derivation Path: TS 38.508-1 [4] Table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupRequest ::= SEQUENCE {
	
	
	

	  rrcSetupRequest SEQUENCE {
	
	
	

	    establishmentCause
	Mo-Voicecall
	
	

	  }
	
	
	

	}
	
	
	


Table 11.1.2.3.3-2: SERVICE REQUEST (step 5, table 11.1.2.3.2-1)

	Derivation path: 38.508-1 [4] Table 4.7.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	Service type
	‘0001’B
	data
	

	Uplink data status
	Present
	PSI bit corresponding to IMS PDN needs to be set
	


Table 11.1.2.3.3-3: RRCRelease (step 6, table 11.1.2.3.2-1)

	Derivation path: 38.508-1 [4] Table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	   rrcRelease SEQUENCE {
	
	
	

	    redirectedCarrierInfo ::= CHOICE {
	
	
	

	     eutra.SEQUENCE{
	
	
	

	      eutraFrequency
	Downlink EARFCN of E-UTRA cell 1
	
	

	      cnType
	epc
	
	

	     }
	
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	 }
	
	
	


Table 11.1.2.3.3-3A: ATTACH REQUEST (step 8a1, table 11.1.2.3.2-1)

	Derivation Path: TS 36.508 [7], Table 4.7.2-4.

	Information Element
	Value/Remark
	Comment
	Condition

	NAS key set identifier
	KSIASME that was created when the UE last registered to EPC E-UTRA
	
	

	Old GUTI
	GUTI, mapped from the 5G-GUTI assigned at the initial registration when the UE entered N1
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	Old GUTI type
	"Native GUTI"
	
	

	ESM message container
	PDN CONNECTIVITY REQUEST message to active PDU sessions which the UE intends to transfer to EPS.
	
	


Table 11.1.2.3.3-3B: PDN CONNECTIVITY REQUEST (Table 11.1.2.3.3-3A)

	Derivation Path: TS 36.508 [7], Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	0
	No EPS bearer identity assigned, for coding see Table 9.11.4.8.1 in TS 24.501 [22]
	

	Procedure transaction identity
	Any value from 1 to 254
	
	

	PDN connectivity request message identity
	'1101 0000'B
	PDN connectivity request
	

	Request type
	'010'B
	Handover
	

	PDN type
	Any value between '001'B, '010'B, '011'B and '100'B
	The allowed values are respectively IPv4, IPv6, IPv4v6 and "unused but interpreted as IPv6 by the network"
	

	Protocol configuration options
	PDU session ID of 5GS  PDU session
	
	


Table 11.1.2.3.3-4: TRACKING AREA UPDATE REQUEST (step 8b1, table 11.1.2.3.2-1)

	Derivation Path: TS 36.508 [7], Table 4.7.2-27, condition NR.

	Information Element
	Value/Remark
	Comment
	Condition

	"Active" flag
	0001
	Bearer Establishment requested
	

	EPS bearer context status
	Present
	EBI corresponding to active PDU Sessions need to be set to 1
	

	NAS key set identifier
	KSIASME that was created when the UE last registered to EPC E-UTRA
	
	

	Old GUTI
	GUTI, mapped from the 5G-GUTI assigned at the initial registration when the UE entered N1
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	Old GUTI type
	"Native GUTI"
	
	

	UE status
	"UE is in 5GMM-REGISTERED state"
	
	


Table 11.1.2.3.3-5: TRACKING AREA UPDATE REJECT (step 8b2, table 11.1.2.3.2-1)

	Derivation Path: TS 36.508 [7], Table 4.7.2-26.

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	 ‘0000 1001’B
	#9 "UE identity cannot be derived by the network"
	


Table 11.1.2.3.3-6: ATTACH REQUEST (step 8b3, table 11.1.2.3.2-1)

	Derivation Path: TS 36.508 [7], Table 4.7.2-4.

	Information Element
	Value/Remark
	Comment
	Condition

	IMSI
	IMSI of the UE
	
	


[Skip unchanged text]
11.1.5.3.3
Specific message contents

Table 11.1.5.3.3-0: REGISTRATION ACCEPT (preamble; step 14, TS 38.508-1 [4], Table 4.5.2.2-2)

	Derivation Path: 38.508-1[4] Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	5GS network feature support
	‘0100 0001 0000 0000’B
	Interworking without N26 interface supported
	


Table 11.1.5.3.3-1: RRCRelease (step 13, table 11.1.5.3.2-1)

	Derivation path: 38.508-1 [4] Table Table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	   rrcRelease SEQUENCE {
	
	
	

	    redirectedCarrierInfo ::= CHOICE {
	
	
	

	     eutra.SEQUENCE{
	
	
	

	      eutraFrequency
	Downlink EARFCN of cell 1
	
	

	      cnType
	epc
	
	

	     }
	
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	 }
	
	
	


Table 11.1.5.3.3-2: ATTACH REQUEST (step 15a1, table 11.1.5.3.2-1)

	Derivation Path: TS 36.508 [7], Table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	NAS key set identifier
	KSIASME that was created when the UE last registered to EPC E-UTRA
	
	

	Old GUTI
	GUTI, mapped from the 5G-GUTI assigned at the initial registration when the UE entered N1
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	Old GUTI type
	"Native GUTI"
	
	

	ESM message container
	PDN CONNECTIVITY REQUEST message to active PDU sessions which the UE intends to transfer to EPS.
	
	


Table 11.1.5.3.3-3: PDN CONNECTIVITY REQUEST (Table 11.1.5.3.3-2)

	Derivation Path: TS 36.508 [7], Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	0
	No EPS bearer identity assigned, for coding see Table 9.11.4.8.1 in TS 24.501 [22]
	

	Procedure transaction identity
	Any value from 1 to 254
	
	

	PDN connectivity request message identity
	'1101 0000'B
	PDN connectivity request
	

	Request type
	'010'B
	Handover
	

	PDN type
	Any value between '001'B, '010'B, '011'B and '100'B
	The allowed values are respectively IPv4, IPv6, IPv4v6 and "unused but interpreted as IPv6 by the network"
	

	Protocol configuration options
	PDU session ID of IMS PDU session
	
	


Table 11.1.5.3.3-4: TRACKING AREA UPDATE REQUEST (step 15b1, table 11.1.5.3.2-1)

	Derivation Path: TS 36.508 [7], Table 4.7.2-27, condition NR.

	Information Element
	Value/Remark
	Comment
	Condition

	"Active" flag
	0001
	Bearer Establishment requested
	

	EPS bearer context status
	Present
	EBI corresponding to active PDU Sessions need to be set to 1
	

	NAS key set identifier
	KSIASME that was created when the UE last registered to EPC E-UTRA
	
	

	Old GUTI
	GUTI, mapped from the 5G-GUTI assigned at the initial registration when the UE entered N1
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	Old GUTI type
	"Native GUTI"
	
	

	UE status
	"UE is in 5GMM-REGISTERED state"
	
	


Table 11.1.5.3.3-5: TRACKING AREA UPDATE REJECT (step 15b2, table 11.1.5.3.2-1)

	Derivation Path: TS 36.508 [7], Table 4.7.2-26.

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	 ‘0000 1001’B
	#9 "UE identity cannot be derived by the network"
	


Table 11.1.5.3.3-6: ATTACH REQUEST (step 15b3, table 11.1.5.3.2-1)

	Derivation Path: TS 36.508 [7], Table 4.7.2-4.

	Information Element
	Value/Remark
	Comment
	Condition

	IMSI
	IMSI of the UE
	
	


Table 11.1.5.3.3-7: PDN CONNECTIVITY REQUEST (step 1, table 11.1.5.3.2-2)

	Derivation Path: TS 36.508 [7], Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	0
	No EPS bearer identity assigned, for coding see Table 9.11.4.8.1 in TS 24.501 [22]
	

	Procedure transaction identity
	Any value from 1 to 254
	
	

	PDN connectivity request message identity
	'1101 0000'B
	PDN connectivity request
	

	Request type
	'010'B
	Handover
	

	PDN type
	Any value between '001'B, '010'B, '011'B and '100'B
	The allowed values are respectively IPv4, IPv6, IPv4v6 and "unused but interpreted as IPv6 by the network"
	

	Protocol configuration options
	PDU session ID of internet PDU session
	
	


[End of modification]
