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Table 4-1: Applicability of tests and additional information for testing

	< Unchanged rows skipped >

	22.3.2.1
	NB-IoT / AM RLC / Correct use of sequence numbering / Concatenation and reassembly / Polling for status
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.2.2
	NB-IoT / AM RLC / Receiver status triggers
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.2.3
	NB-IoT / AM RLC / In sequence delivery of upper layers PDUs/ Different numbers of length indicators
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.2.4
	NB-IoT / AM RLC / Re-segmentation RLC PDU / SO, FI, LSF/ Re-transmission of RLC PDU
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.2.5
	NB-IoT / AM RLC / Segmentation and Reassembly / AMD PDU reassembly Re-ordering, from AMD PDU segments / FI, SO and LSF
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.2.6
	NB-IoT / UM RLC / Correct use of sequence numbering / Concatenation, segmentation and reassembly / SC-MCCH and SC-MTCH
	Rel-14
	C351
	UEs supporting NB-IoT and SC-PTM and Feature Group Indicator 3 and Feature Group Indicator 7
	
	
	
	

	22.3.2.7
	NB-IoT / AM RLC / Receiver status triggers / Non-zero t-Reordering configured
	Rel-14
	C339
	UEs supporting NB-IoT and 2 HARQ processes in DL and UL and Category NB2
	
	
	
	

	22.3.2.8
	NB-IoT / UM RLC / Correct use of sequence numbering / Concatenation, segmentation and reassembly / Duplicate detection
	Rel-15
	Cxxx
	UEs supporting NB-IoT and RLC UM mode
	
	
	
	

	22.3.3.1
	NB-IoT / Maintenance of PDCP sequence numbers / User plane / RLC AM
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.3.3.2
	NB-IoT / Integrity protection / Ciphering and deciphering / Correct functionality of EPS AS and UP encryption algorithms / SNOW3G
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.3.3.3
	NB-IoT / Integrity protection / Ciphering and deciphering / Correct functionality of EPS AS and UP encryption algorithms / AES
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.3.3.4
	NB-IoT / Integrity protection / Ciphering and deciphering / Correct functionality of EPS AS and UP encryption algorithms / ZUC
	Rel-13
	C291
	UEs supporting NB-IoT and S1-U Data Transfer and ZUC algorithm
	
	
	
	

	22.3.3.5
	NB-IoT / PDCP re-establishment / stored UE AS context is used and drb-ContinueROHC is configured
	Rel-13
	C271
	UEs supporting NB-IoT and User plane CIoT Optimisation in NB-S1 mode
	
	
	
	

	22.3.3.6
	NB-IoT / PDCP Discard
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.4.1
	NB-IoT / Notification of BCCH modification in idle mode / eDRX cycle longer than the modification period
	Rel-13
	C273
	UEs supporting NB-IoT and Extended DRX
	
	
	
	

	22.4.2
	NB-IoT / Paging for connection in idle mode / Multiple paging records / Shared network environment
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.4
	NB-IoT / RRC connection establishment / Paging / Access Barring for UE with AC 0 to 9 / ab-Category a, b and c
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.5
	NB-IoT / RRC connection establishment / Paging / Access Barring for UE with AC 11 to 15 / ab-Category a, b and c
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.6
	NB-IoT / Paging for notification of BCCH modification in idle mode / Direct indication for SI update
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.7
	NB-IoT / RRC connection release with extendedWait / extendedWait ignored / RRC connection establishment / Reject with extendedWait
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.8
	NB-IoT / RRC connection establishment / Access Barring for UE with AC 0 to 9 / MO exception data / ab-Category a, b and c
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.9
	NB-IoT / RRC connection establishment / Access Barring for UE with AC 11 to 15 / MO exception data / ab-Category a, b and c
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.11
	NB-IoT / RRC connection release / Redirection to another NB-IoT frequency
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.12
	NB-IoT / RRC connection release / Redirection to another NB-IoT band
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.13
	NB-IoT / UE capability transfer / Success
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.14
	NB-IoT / RRC Connection Establishment / Multi-Carrier
	Rel-13
	C288
	UEs supporting NB-IoT and multi-carrier operation
	
	
	
	

	22.4.15
	NB-IoT / RRC connection suspend-resume / Success / different cell
	Rel-13
	C271
	UEs supporting NB-IoT and User plane CIoT Optimisation in NB-S1 mode
	
	
	
	

	22.4.16
	NB-IoT / RRC connection suspend-resume / Failure / Network reject
	Rel-13
	C271
	UEs supporting NB-IoT and User plane CIoT Optimisation in NB-S1 mode
	
	
	
	

	22.4.17
	Void
	
	
	
	
	
	
	

	22.4.18
	NB-IoT / RRC connection reconfiguration / SRB reconfiguration / Success
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.4.19
	Void
	
	
	
	
	
	
	

	22.4.19a
	NB-IoT / Radio link failure / T301 expiry / T311 expiry / RRC connection re-establishment
	Rel-14
	C322
	UEs supporting NB-IoT and RRC connection re-establishment
	
	
	
	

	22.4.20
	NB-IoT / Radio link failure / RRC connection re-establishment reject
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.4.20a
	NB-IoT / Radio link failure / RRC connection re-establishment reject / RRC connection re-establishment
	Rel-14
	C322
	UEs supporting NB-IoT and RRC connection re-establishment
	
	
	
	

	22.4.21
	NB-IoT / Radio link failure / Radio link recovery while T310 is running
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.4.22
	NB-IoT / Radio link failure / T301 expiry / T311 expiry / Dedicated RLF timer (UP/SI-U)
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.4.23
	NB-IoT / Radio link failure / T310 expiry / Dedicated RLF timer (CP CIoT)
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.24
	NB-IoT / RRC / Paging for connection in idle mode / Non-anchor carrier
	Rel-14
	C349
	UEs supporting NB-IoT and paging on non-anchor carriers in NB-IoT
	
	
	
	

	22.4.25
	NB-IoT / SC-MCCH information acquisition / UE receives SC-PTM service
	Rel-14
	C350
	UEs supporting NB-IoT and SC-PTM in Idle mode
	
	
	
	

	22.4.26
	NB-IoT / RRC connection establishment / Extended and spare fields in SI
	Rel-13 to Rel-14 only
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.4.27
	NB-IoT / RRC connection establishment / Access barring enhancement
	Rel-15
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.1
	NB-IoT / Authentication not accepted by the network, GUTI used / Authentication not accepted by the UE, SQN failure / Authentication not accepted by the UE, non-EPS authentication unacceptable / Network failing the authentication check
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	< Unchanged rows skipped >


Table 4-1a: Applicability of tests Conditions

	< Unchanged rows skipped >

	C374
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) AND A.4.4-1/197 THEN R ELSE N/A 

	C375
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) AND A.4.4-1/198 THEN R ELSE N/A 

	C376
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/143 AND A.4.4-1/200 THEN R ELSE N/A

	Cxxx
IF A.4.1-1/8 AND A.4.4-1/xyz THEN R ELSE N/A


Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	< Unchanged rows skipped >

	199
	Support of user plane CIoT optimisation in NB-S1 mode
	24.301, 5.3.15
	  Rel-13
	pc_NB_User_Plane_CIoT_Optimisation
	

	200
	Support of Control Plane Early Data Transmission
	36.306
6.8.4
	Rel-15
	pc_Control_Plane_CIoT_Optimisation_EDT
	

	201
	Support of User Plane Early Data Transmission
	36.306
4.3.8.7
	Rel-15
	pc_User_Plane_CIoT_Optimisation_EDT


	

	xyz
	Support of RLC UM mode in NB-IoT
	36.306
4.3.2.5
	Rel-15
	pc_NB_RLC_UM


	


