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5.2A.2
Inter-band CA

NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2.1-1, 5.2A.2.2-1 and Table 5.2A.2.3-1, where all operating bands are within FR1.
Table 5.2A.2-1: Void

Table 5.2A.2-2: Void

Table 5.2A.2-3: Void

5.2A.2.1
Inter-band CA (two bands)
Table 5.2A.2.1-1: Inter-band CA operating bands involving FR1 (two bands)

	NR CA Band
	NR Band

(Table 5.2-1)

	CA_n1-n771
	n1, n77

	CA_n1-n781
	n1, n78

	CA_n3-n77
	n3, n77

	CA_n3-n78
	n3, n78

	CA_n3-n791
	n3, n79

	CA_n8-n751
	n8, n75

	CA n8-n781
	n8, n78

	CA_n8-n791
	n8, n79

	CA_n28-n752
	n28, n75

	CA_n28_n781
	n28, n78

	CA_n29-n66
	n29, n66

	CA_n29-n70
	n29, n70

	CA_n41-n781
	n41, n78

	CA_n41-n793
	n41, n79

	CA_n66-n70
	n66, n70

	CA_n66-n71
	n66, n71

	CA_n70-n71
	n70, n71

	CA_n75-n781
	n75, n78

	CA_n76-n781
	n76, n78

	CA_n77-n79
	n77, n79

	CA_n78-n795
	n78, n79

	NOTE 1:
Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.

NOTE 2:
The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 3:
The frequency range below 2506MHz for Band n41 is not used in this combination.

NOTE 4:
Applicable for frequency range above 4800 MHz for Band n79 in this combination.
NOTE 5:
Simultaneous Rx/Tx capability does not apply for UEs supporting band n78 with a n77 implementation.


5.2A.2.2
Inter-band CA (three bands)
Table 5.2A.2.2-1: Inter-band CA operating bands involving FR1 (three bands)

	NR CA Band
	NR Band

(Table 5.2-1)

	CA_n29-n66-n70
	n29, n66, n70

	CA_n66-n70-n71
	n66, n70, n71


5.2A.2.3
Inter-band CA (four bands)
Table 5.2A.2.3-1: Inter-band CA operating bands involving FR1 (four bands)

<Unchanged Text Skippted>

5.2B
Operating bands for DC
The operating bands are specified in clause 5.5B for operation with NR dual connectivity configured, where all operating bands are within FR1.
5.2C
Operating band combination for SUL

NR operation is designed to operate in the operating band combination defined in Table 5.2C-1 and Table 5.2C-2, where all operating bands are within FR1.
Table 5.2C-1: Operating band combination for SUL in FR1

	NR Band combination for SUL
	NR Band

(Table 5.2-1)

	SUL_n78-n802
	n78, n80

	SUL_n78-n812
	n78, n81

	SUL_n78-n822
	n78, n82

	SUL_n78-n832
	n78, n83

	SUL_n78-n842
	n78, n84

	SUL_n78-n862
	n78, n86

	SUL_n79-n802
	n79, n80

	SUL_n79-n812
	n79, n81

	NOTE 1: If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier is 0us.
NOTE 2: For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatory.

NOTE 3:
For UE supporting SUL band combination, UL MIMO is not configured on SUL carrier.


Table 5.2C-2: Operating SUL band combination with downlink CA in FR1
5.2D
Operating bands for UL MIMO
NR is designed to support UL MIMO where all of the operating bands are in FR1 defined in Table 5.2D-1.

Table 5.2D-1: NR operating bands for UL MIMO in FR1

	NR operating band

	n1

	n2

	n3

	n7

	n25

	n301

	n34

	n38

	n39

	n40

	n41

	n48

	n66

	n70

	n712

	n77

	n78

	n79

	NOTE 1:
Uplink transmission is not allowed at this band for UE with external vehicle-mounted antennas.

NOTE 2:
UL MIMO is targeted for FWA form factor.


<Unchanged Text Skippted>
5.3A
UE channel bandwidth for CA

5.3A.1
General

Figure 5.3A.1-1: Void

Figure 5.3A.1-2: Void

5.3A.2
Maximum transmission bandwidth configuration for CA 

For carrier aggregation, the maximum transmission bandwidth configuration is defined per component carrier and the requirement is specified in subclause 5.3.2.
5.3A.3
Minimum guard band and transmission bandwidth configuration for CA

For intra-band contiguous carrier aggregation, Aggregated Channel Bandwidth and Guard Bands are defined as follows, see Figure 5.3A.3-1.
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Figure 5.3A.3-1: Definition of Aggregated Channel Bandwidth for intra-band carrier aggregation

The aggregated channel bandwidth, BWChannel_CA, is defined as

BWChannel_CA = Fedge,high - Fedge,low (MHz).
The lower bandwidth edge Fedge, low and the upper bandwidth edge Fedge,high of the aggregated channel bandwidth are used as frequency reference points for transmitter and receiver requirements and are defined by

Fedge,low = FC,low - Foffset,low

Fedge,high = FC,high + Foffset,high

The lower and upper frequency offsets depend on the transmission bandwidth configurations of the lowest and highest assigned edge component carrier and are defined as 

Foffset,low = (NRB,low*12 + 1)*SCSlow/2 + BWGB (MHz)

Foffset,high = (NRB,high*12 - 1)*SCShigh/2 + BWGB (MHz)

BWGB = max(BWGB,Channel(k))

NRB,low and NRB,high are the transmission bandwidth configurations according to Table 5.3.2-1 for the lowest and highest assigned component carrier, SCSlow and SCShigh are the sub-carrier spacing for the lowest and highest assigned component carrier respectively. SCSlow, SCShigh, NRB,low, NRB,high, and BWGB,Channel(k) use the largest μ value among the subcarrier spacing configurations supported in the operating band for both of the channel bandwidths according to Table 5.3.5-1 and BWGB,Channel(k) is the minimum guard band for carrier k according to Table 5.3.3-1 for the said μ value.
For intra-band non-contiguous carrier aggregation Sub-block Bandwidth and Sub-block edges are defined as follows, see Figure 5.3A.3-2.
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Figure 5.3A.3-2: Definition of sub-block bandwidth for intra-band non-contiguous spectrum

The lower sub-block edge of the Sub-block Bandwidth (BWChannel,block) is defined as

Fedge,block, low = FC,block,low - Foffset, low.

The upper sub-block edge of the Sub-block Bandwidth is defined as 

Fedge,block,high = FC,block,high + Foffset,high.

The Sub-block Bandwidth, BWChannel,block, is defined as follows:

BWChannel,block = Fedge,block,high - Fedge,block,low (MHz)

The lower and upper frequency offsets Foffset,block,low and Foffset,block,high depend on the transmission bandwidth configurations of the lowest and highest assigned edge component carriers within a sub-block and are defined as

Foffset,block,low =  (NRB,low*12 + 1)*SCSlow/2 + BWGB (MHz)

Foffset,block,high =  (NRB,high*12 - 1)*SCShigh/2 + BWGB(MHz)

BWGB = max(BWGB,Channel(k))

where NRB,low and NRB,high are the transmission bandwidth configurations according to Table 5.3.2-1 for the lowest and highest assigned component carrier within a sub-block, respectively. SCSlow and SCShigh are the sub-carrier spacing for the lowest and highest assigned component carrier within a sub-block, respectively.  SCSlow, SCShigh, NRB,low, NRB,high, and BWGB,Channel(k) use the largest μ value among the subcarrier spacing configurations supported in the operating band for both of the channel bandwidths according to Table 5.3.5-1 and BWGB,Channel(k) is the minimum guard band for carrier k according to Table 5.3.3-1 for the said μ value.
The sub-block gap size between two consecutive sub-blocks Wgap is defined as

Wgap = Fedge,block n+1,low - Fedge,block n,high (MHz)

<Unchanged Text Skippted>
5.4A
Channel arrangement for CA

5.4A.1
Channel spacing for CA

For intra-band contiguous carrier aggregation with two or more component carriers, the nominal channel spacing between two adjacent NR component carriers is defined as the following unless stated otherwise:

For NR operating bands with a 100 kHz channel raster:
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while for NR operating bands with 15 kHz channel raster:
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with 

n = µ0
n = µ0
where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective NR component carriers according to Table 5.3.2-1 with values in MHz, μ0  is the largest μ value among the subcarrier spacing configurations supported in the operating band for both of the channel bandwidths according to Table 5.3.5-1 and GBChannel(i) is the minimum guard band for channel bandwidth i according to Table 5.3.3-1 for the said μ value with μ as defined in TS 38.211.

The channel spacing for intra-band contiguous carrier aggregation can be adjusted to any multiple of least common multiple of channel raster and sub-carrier spacing less than the nominal channel spacing to optimize performance in a particular deployment scenario.

For intra-band non-contiguous carrier aggregation, the channel spacing between two NR component carriers in different sub-blocks shall be larger than the nominal channel spacing defined in this subclause
5.4A.2
Channel raster for CA

For inter-band and intra-band contiguous carrier aggregation, the channel raster requirements in subclause 5.4.2 apply for each operating band.

5.4A.3
Synchronization raster for CA

For inter-band and intra-band contiguous carrier aggregation, the synchronization raster requirements in subclause 5.4.3 apply for each operating band.

5.4A.4
Tx-Rx frequency separation for CA

For inter-band carrier aggregation, the Tx-Rx frequency separation requirements in subclause 5.4.4 apply for each operating band.
For intra-band contiguous carrier aggregation, the same TX-RX frequency separation as specified in Table 5.4.4-1 is applied to PCC and SCC, respectively.
5.4B

5.4C

5.4D

<Unchanged Text Skippted>
5.5A.3
Configurations for inter-band CA

Table 5.5A.3-1: Void

Table 5.5A.3-2: Void

Table 5.5A.3-3: Void

5.5A.3.1
Configurations for inter-band CA (two bands)
Table 5.5A.3.1-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS

(kHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25 MHz
	30 MHz
	40

MHz
	50

MHz
	60

MHz
	70

MHz
	80

MHz
	90 MHz
	100 MHz
	Bandwidth combination set

	CA_n1A-n3A
	CA_n1A-n3A
	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	CA_n1A-n77A
	-
	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	CA_n1A-n78A
	CA_n1A-n78A
	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	CA_n1A-n78C
	CA_n1A-n78A
	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n3A-n77A
	-
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	CA_n3A-n78A
	CA_n3A-n78A
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	CA_n3A-n79A
	-
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	CA_n8A-n75A
	-
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	CA_n8A-n78A
	CA_n8A-n78A
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	CA_n8A-n79A
	-
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	CA_n28A-n75A
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	CA_n28A-n78A
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	CA_n29A-n66A
	-
	n29
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	
	

	CA_n29-n66B
	-
	n29
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n66
	
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A1-1
	

	CA_n29-n66(2A)
	-
	n29
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n66
	
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n29A-n70A
	-
	n29
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	CA_n41A-n78A
	-
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	CA_n41A-n79A
	CA_n41A-n79A
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	CA_n66A-n70A
	-
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	
	

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	CA_n66B-n70A
	-
	n66
	
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A1-1
	0

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n70A
	-
	n66
	
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	CA_n66A-n71A
	-
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	
	

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n66B-n71A
	-
	n66
	
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A1-1
	0

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n71A
	-
	n66
	
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n70A-n71A
	-
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	
	

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n75A-n78A
	-
	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	CA_n76A-n78A
	-
	n76
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	CA_n77A-n79A
	-
	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	CA_n78A-n79A
	-
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	

	
	

	NOTE 1:
This UE channel bandwidth is applicable only to downlink.


5.5A.3.2
Configurations for inter-band CA (three bands)
Table 5.5A.3.2-1: NR CA configurations and bandwith combinations sets defined for inter-band CA (three bands)

	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS

(kHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25 MHz
	30 MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	90 MHz
	100 MHz
	Bandwidth combination set

	CA_n29A-n66A-n70A
	-
	n29
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	CA_n66A-n70A-n71A
	-
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	CA_n66B-n70A-n71A
	-
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n70A-n71A
	-
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	NOTE 1:
This UE channel bandwidth is applicable only to downlink.


5.5A.3.3
Configurations for inter-band CA (four bands)
Table 5.5A.3.3-1: NR CA configurations and bandwith combinations sets defined for inter-band CA (four bands)

5.5B
Configurations for DC

For an NR DC configuration specified in 5.5B.1-1, the bandwidth combination sets for the corresponding NR CA configuration in 5.5A.3,i.e.,dual uplink inter-band carrier aggregation with uplink assigned to two NR bands, are applicable to Dual Connectivity.
Table 5.5B.1-1: Inter-band NR DC configurations  (two bands)
<End of Changes >
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