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<Start of first modified section>
–
SRS-Config
Table 4.6.3-182: SRS-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	  srs-ResourceSetToReleaseList
	Not present
	
	

	  srs-ResourceSetToAddModList SEQUENCE (SIZE(0..maxNrofSRS-ResourceSets)) OF SRS-ResourceSet {
	1 entry
	
	

	    SRS-ResourceSet[1] SEQUENCE {
	
	entry 1
	

	      srs-ResourceSetId
	0
	
	

	      srs-ResourceIdList SEQUENCE (SIZE(1..maxNrofSRS-ResourcesPerSet)) OF SRS-ResourceId {
	1 entry
	
	

	        SRS-ResourceId[1]
	0
	entry 1
	

	      }
	
	
	

	      resourceType CHOICE {
	
	
	

	        aperiodic SEQUENCE {
	
	
	

	          aperiodicSRS-ResourceTrigger
	1
	
	

	          csi-RS
	Not present
	
	

	          slotOffset
	7
	
	FR1

	
	4
	
	FR2

	        }
	
	
	

	      }
	
	
	

	      usage
	codebook
	
	

	      alpha
	Alpha
	
	

	      p0
	0
	
	

	      pathlossReferenceRS CHOICE {
	
	
	

	        ssb-Index
	SSB-Index
	
	

	      }
	
	
	

	      srs-PowerControlAdjustmentStates
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  srs-ResourceToReleaseList 
	Not present
	
	

	  srs-ResourceToAddModList SEQUENCE (SIZE(1..maxNrofSRS-Resources)) OF SRS-Resource {
	1 entry
	
	

	    SRS-Resource[1] SEQUENCE {
	
	entry 1
	

	      srs-ResourceId
	0
	
	

	      nrofSRS-Ports
	ports2
	
	2TX_UL_MIMO

	
	port1
	
	

	      ptrs-PortIndex
	Not present
	
	

	      transmissionComb CHOICE {
	
	
	

	        n2 SEQUENCE {
	
	
	

	          combOffset-n2
	0
	
	

	          cyclicShift-n2
	0
	
	

	        }
	
	
	

	      }
	
	
	

	      resourceMapping SEQUENCE {
	
	
	

	        startPosition
	0
	
	

	        nrofSymbols
	n1
	
	

	        repetitionFactor
	n1
	
	

	      }
	
	
	

	      freqDomainPosition
	0
	
	

	      freqDomainShift
	0
	
	

	      freqHopping SEQUENCE {
	
	
	

	        c-SRS
	0
	
	

	
	63
	
	FR1_100MHz

	
	17
	
	FR2_100MHz

	        b-SRS
	0
	
	

	        b-hop
	0
	
	

	      }
	
	
	

	      groupOrSequenceHopping
	groupHopping
	
	

	      resourceType CHOICE {
	
	
	

	        aperiodic SEQUENCE {
	
	
	

	        }
	
	
	

	      }
	
	
	

	      sequenceId
	0
	
	

	      spatialRelationInfo SEQUENCE {
	SRS-SpatialRelationInfo
	
	

	        servingCellId
	Not present
	
	

	        referenceSignal  CHOICE {
	
	
	

	          ssb-Index
	SSB-Index
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  tpc-Accumulation
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	2TX_UL_MIMO
	UL-MIMO test cases with 2 Tx antenna ports

	FR1_100MHz
	FR1 is used under the test. CBW is set to 100MHz.

	FR2_100MHz
	FR2 is used under the test. CBW is set to 100MHz.


–
SRS-RSRP-Range
Table 4.6.3-182A: SRS-RSRP-Range
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-RSRP-Range-r16
	FFS
	
	


<End of modified section>
