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A.4.3.7
General Capabilities

Table A.4.3.7-1: UE General Capabilities

	Item
	UE General Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated “Yes” the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support UL transmission via either MCG path or SCG path for the split SRB as specified in TS 37.340[20]
	38.306, 4.2.2
	Rel-15
	pc_splitSRB_WithOneUL_Path
	No
	
	

	2
	Support UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340[20]
	38.306, 4.2.2
	Rel-15
	pc_splitDRB_withUL_Both_MCG_SCG
	Yes
	
	

	3
	Support direct SRB between the SN and the UE as specified in TS 37.340[20]
	38.306, 4.2.2
	Rel-15
	pc_srb3
	Yes
	
	

	4
	Support of reflective QoS
	38.306, 4.2.2
	Rel-15
	pc_as_ReflectiveQoS
	No
	
	

	5
	Support of NAS reflective QoS
	24.501, 6.2.5.1.4.1, 9.11.4.1
	Rel-15
	pc_nas_ReflectiveQoS
	No
	
	

	6
	Support of SMS over NAS
	24.501, 5.5.1.2
	Rel-15
	pc_sms_over_NAS
	No
	
	

	7
	Support of CMAS message on NR
	38.331, 5.2.2.2.2
	Rel-15
	pc_CMAS_NR
	No
	
	

	8
	Support of ETWS message on NR
	38.331, 5.2.2.2.2
	Rel-15
	pc_ETWS_NR
	No
	
	

	9
	The UE supports additional UE-requested PDU establishment
	24.501, 6.4.1.5
	Rel-15
	pc_Additional_PDU_establishment
	No
	
	pc_ExpectedNoOfPDUSessionsAtRegistration +1

	10
	The UE includes the SM PDU DN request container IE in the PDU SESSION ESTABLISHMENT REQUEST message
	24.501, 6.4.1.2
	Rel-15
	pc_SM_PDU_DN_RequestContainer
	No
	
	

	11
	Support of emergency services fallback
	24.501, 9.11.3.5
	Rel-15
	pc_EmergencyService_fallback
	No
	
	

	12
	Support of EPS fallback
	24.501, 9.11.3.5
	Rel-15
	pc_EPS_fallback
	No
	
	

	13
	Support of UE requested PDU session modification
	24.501, 6.4.2.2
	Rel-15
	pc_MO_PDU_Session_Modification
	Yes
	
	

	15
	Support of voiceFallbackIndication
	38.306, 4.2.13
	Rel-16
	pc_voiceFallbackIndication
	No
	
	


