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<< Beginning of changes>>
Table A.4.3-4d: UE Category for V2X sidelink communication and sidelink discovery 
	Item
	UE Category
	Ref.
	Release
	Comments

	1
	SL-D Category 1
	36.306, 4.1B
	Rel-14
	

	NOTE 1:
If a UE of this release supports sidelink discovery, the UE shall support SL-D Category 1


Table A.4.3-4da: UE Category for reception capabilities for sidelink communication
	Item
	UE Category
	Ref.
	Release
	Comments

	1
	SL-C-RX Category 1
	36.306, 4.1B
	Rel-14
	

	2
	SL-C-RX Category 2
	36.306, 4.1B
	Rel-14
	

	3
	SL-C-RX Category 3
	36.306, 4.1B
	Rel-14
	

	4
	SL-C-RX Category 4
	36.306, 4.1B
	Rel-14
	

	NOTE 1:
If a UE of this release supports sidelink communication, the UE shall support SL-C-RX Category 1 and SL-C-TX Category 1. If a UE of this release supports V2X sidelink communication, the UE shall support SL-C-RX Category 2 to 4 for reception, and SL-C-TX category 2 to 5 for transmission.


Table A.4.3-4db: UE Category for transmission capabilities for sidelink communication
	Item
	UE Category
	Ref.
	Release
	Comments

	1
	SL-C-TX Category 1
	36.306, 4.1B
	Rel-14
	

	2
	SL-C-TX Category 2
	36.306, 4.1B
	Rel-14
	

	3
	SL-C-TX Category 3
	36.306, 4.1B
	Rel-14
	

	4
	SL-C-TX Category 4
	36.306, 4.1B
	Rel-14
	

	5
	SL-C-TX Category 5
	36.306, 4.1B
	Rel-14
	

	NOTE 1:
If a UE of this release supports sidelink communication, the UE shall support SL-C-RX Category 1 and SL-C-TX Category 1. If a UE of this release supports V2X sidelink communication, the UE shall support SL-C-RX Category 2 to 4 for reception, and SL-C-TX category 2 to 5 for transmission.


<< End of changes>>
