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	Reason for change:
	1.According to 27.007 clause 10.1.63，
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sst.sd#cause
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2.When the default configured NSSAI UE returned is omit, the regexp function will return null. Which causes the extracting of Rejected NSSAI fail.
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Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Ting, Gao

gaoting@starpointcomm.com
Corrections required

Change 1

	Function name
	f_ConvertRejectedS_NSSAI_ForATCommand

	Reason for change
	According to 27.007 clause 10.1.63，

The rejected S-NSSAI that UE returns has one of the forms: 
sst#cause


only slice/service type (SST) and reject cause are present 
sst.sd#cause


SST and slice differentiator (SD) and reject cause are present

The expected v_S_NSSAIstring should include character string “#cause”.
2.When default configured NSSAI is omit, the function will return null. 

	Summary of change
	Add #cause for v_S_NSSAIstring.


	TTCN module
	NG_NAS_Common.ttcn

	MCC160 Comment
	


Before change:

   function f_ConvertRejectedS_NSSAI_ForATCommand(template (value) RejectedS_NSSAI p_S_NSSAI) return charstring

  {

    var RejectedS_NSSAI v_S_NSSAI := valueof(p_S_NSSAI);

    var charstring v_S_NSSAIstring := "";

    v_S_NSSAIstring := oct2str(v_S_NSSAI.sst);

    if (ispresent(v_S_NSSAI.sd)) {

      v_S_NSSAIstring := v_S_NSSAIstring & "." & oct2str(v_S_NSSAI.sd);

    }

    return v_S_NSSAIstring;

  }
After change:

  function f_ConvertRejectedS_NSSAI_ForATCommand(template (value) RejectedS_NSSAI p_S_NSSAI) return charstring

  {

    var RejectedS_NSSAI v_S_NSSAI := valueof(p_S_NSSAI);

    var charstring v_S_NSSAIstring := "";

    v_S_NSSAIstring := oct2str(v_S_NSSAI.sst);

    if (ispresent(v_S_NSSAI.sd)) {

      v_S_NSSAIstring := v_S_NSSAIstring & "." & oct2str(v_S_NSSAI.sd);

    }

    v_S_NSSAIstring := v_S_NSSAIstring & "#" & int2str(bit2int(v_S_NSSAI.causeValue));

    return v_S_NSSAIstring;

  }
Change 2
	Function name
	f_UT_ReadRejectedNSSAI

	Reason for change
	When the default configured NSSAI UE returned is omit, the regexp function will return null. Which causes the extracting of Rejected NSSAI fail.

	Summary of change
	Modify the expression and make the default configured NSSAI optional.

	TTCN module
	UpperTesterFunctions.ttcn

	MCC160 Comment
	


Before 

function f_UT_ReadRejectedNSSAI(UT_PTC_MTC_PORT p_Port,

                                 template (omit) charstring p_PLMN_ID := omit,

                                 boolean p_Access3GPP := true) return charstring

  {

    var charstring v_ResultString := f_UT_ReadNSSAI_DynamicParams(p_Port, Default_Rejected, p_PLMN_ID);

    var charstring v_Rejected := regexp(v_ResultString, "*<CR><LF>\+C5GNSSAIRDP: [0-9]+,""*"",(*)", 0);

    if (p_Access3GPP) {

      return regexp(v_Rejected, "[0-9]+,""(*)""", 0);

    } else {

      return regexp(v_Rejected, "[0-9]+,""*"",[0-9]+,""(*)""", 0);

    }

  }

     
After:

  function f_UT_ReadRejectedNSSAI(UT_PTC_MTC_PORT p_Port,

                                 template (omit) charstring p_PLMN_ID := omit,

                                 boolean p_Access3GPP := true) return charstring

  {

    var charstring v_ResultString := f_UT_ReadNSSAI_DynamicParams(p_Port, Default_Rejected, p_PLMN_ID);

    var charstring v_Rejected := regexp(v_ResultString, "*<CR><LF>\+C5GNSSAIRDP: [0-9]+,[""*""]#(0,),(*)", 0);

    if (p_Access3GPP) {

      return regexp(v_Rejected, "[0-9]+,""(*)""", 0);

    } else {

      return regexp(v_Rejected, "[0-9]+,""*"",[0-9]+,""(*)""", 0);

    }

  }

