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[bookmark: _Toc45888356][bookmark: _Toc45888955]<Start of Changes>
6.5E	Output RF spectrum emissions for V2X
[bookmark: _Toc45888357][bookmark: _Toc45888956]6.5E.1	Occupied bandwidth for V2X
[bookmark: _Toc45888360][bookmark: _Toc45888959]6.5E.2	Out of band emission for V2X
[bookmark: _Toc45888371][bookmark: _Toc45888970]6.5E.3	Spurious emissions for V2X
[bookmark: _Toc45888375][bookmark: _Toc45888974]6.5E.3.4	Additional spurious emissions requirements for V2X
[bookmark: _Toc45888377][bookmark: _Toc45888976]6.5E.3.4.2	Requirements for network signalled value “NS_33”
[bookmark: _Toc45888378][bookmark: _Toc45888977]6.5E.3.4.3	VoidRequirements for network signalled value “NS_52”
VoidTable 6.5E.3.4.3-1: Additional requirements for “NS_52”
	Protected band
	Frequency range (MHz)
	Maximum Level (EIRP2)
	MBW (MHz)
	NOTE

	Frequency range
	5925
	-
	5950
	-30
	1
	1

	Frequency range
	5815
	-
	5855
	-30
	1
	3

	NOTE 1:	In the frequency range x-5950MHz, SE requirement of -30dBm/MHz should be applied; where x = max (5925, fc + 15), where fc is the channel centre frequency.
NOTE 2:	The EIRP requirement is converted to conducted requirement depend on the supported post antenna connector gain Gpost connector declared by the UE following the principle described in annex I in [11].
NOTE 3:	Resolution BW is 10% of the measurement BW and the result should be integrated to achieve the measurement bandwidth. The sweep time shall be set larger than (symbol length)*(number of points in sweep) to improve the measurement accuracy.



When “NS_52” is configured from pre-configured radio parameters or the cell and the indication from upper layers has indicated that the UE is within the protection zone of CEN DSRC devices or HDR DSRC devices, the power of any NR V2X UE emission shall fulfil either one of the two set of conditions.
VoidTable 6.5E.3.4.3-2: Requirements for spurious emissions to protect CEN DSRC for V2X UE
	
	Maximum Transmission Power (dBm EIRP)
	Emission Limit in Frequency Range 5795-5815 (dBm/MHz EIRP)

	Condition 1
	10
	-65

	Condition 2
	10
	-45



[bookmark: _Toc45888379][bookmark: _Toc45888978]6.5E.4	Transmit intermodulation
[bookmark: _Toc45888380][bookmark: _Toc45888979]6.5E.4.1	General
When UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands specified in Table Table 5.2E-1, the requirements in subclause 6.5.4 apply for NR V2X sidelink transmission.

<End of Changes>

