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<First Change>
3.6.9	Applicability of requirements for scheduling availability
The scheduling availability requirements in clause 8.1.7.3, 8.5.7.3, 8.5.8.3, 9.2.5.3.3 and 9.5.6.3 are not applicable if any of the following condition is met:
-	The network configures simultaneous UL/DL between two FR2 bands if the UE does not have the capability of supporting simultaneousRxTxInterBandCA.
-	The network configures mixed numerology on two FR2 CCs if the UE does not have the capability of supporting simultaneous reception with two different numerologies between FR2 CCs in DL.


<Second Change>
[bookmark: _Toc5952629]8.2.1.2.3	Interruptions at SCell addition/release
The requirements in this clause shall apply for the UE configured with PSCell.
When one E-UTRA SCell in MCG is added or released:
-	the UE is allowed an interruption on any active serving cell in SCG:
-	of up to X1 slot, if the active serving cell is not in the same band as any of the E-UTRA SCells being added or released, or
-	of up to max{Y1 slot + TSMTC_duration, 5ms} if the active serving cells are in the same band as any of the E-UTRA SCells being added or released, provided the cell specific reference signals from the active serving cells and the E-UTRA SCells being added or released are available in the same slot, where TSMTC_duration is the longest SMTC duration among all above active serving cells in SCG;
Where X1 and Y1 are specified in Table 8.2.1.2.3-1.
When one SCell in SCG is added or released:
-	the UE is allowed an interruption on any active serving cell in SCG:
-	of up to X1 slot, if the active serving cell is not in the same band as any ofand the SCells being added or released are in a FR1 band pair or in a FR1+FR2 band pair,.
-	of up to X1 slot,  provided if the active serving cell and the SCell being added or released are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pair with independent beam management,
or
-	of up to Y1 slot + TSMTC_duration if the active serving cells are in the same band as any of the SCells being added or released, provided the cell specific reference signals from the active serving cells and the SCells being added or released are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in SCG and the SCell being added when one SCell is added;
-	the longest SMTC duration among all above active serving cells in SCG when one SCell is released.
Where X1 and Y1 are specified in Table 8.2.1.2.3-2.
Table 8.2.1.2.3-1: Interruption length X1 and Y1 at E-UTRA SCell addition/Release
	[image: ]
	NR Slot length (ms)
	Interruption length X1 (slots)
	Interruption length Y1 (slots)

	
	
	Sync
	Async
	Sync
	Async

	0
	1
	1
	2
	1
	2

	1
	0.5
	2
	3
	2
	3

	2
	0.25
	5
	4
	5

	3
	0.125
	9
	N/A
	- N/A



Table 8.2.1.2.3-2: Interruption length X1 and Y1 at SCell addition/Release
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	NR Slot length (ms) of victim cell
	Interruption length X1 (slots)
	Interruption length Y1 (slots) 

	0
	1
	1
	1

	1
	0.5
	2
	2

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	4
	4

	
	
	Either aggressor cell or victim cell is on FR1
	5
	

	3
	0.125
	Aggressor cell is on FR2
	8
	8

	
	
	Aggressor cell is on FR1
	9
	



8.2.1.2.4	Interruptions at SCell activation/deactivation
The requirements in this clause shall apply for the UE configured with PSCell and one SCell.
When one E-UTRA SCell in MCG is activated from deactivated or dormant state, or deactivated from activated or dormant state:
-	the UE is allowed an interruption on any active serving cell in SCG:
-	of up to X2 slot, if the active serving cell is not in the same band as any of the E-UTRA SCells being activated or deactivated, or
-	of up to max{Y2 slot + TSMTC_duration, 5ms} if the active serving cells are in the same band as any of the E-UTRA SCells being activated or deactivated, provided the cell specific reference signals from the active serving cells and the E-UTRA SCells being activated or deactivated are available in the same slot, where TSMTC_duration is the longest SMTC duration among all above active serving cells in SCG.
Where X2 and Y2 are specified in Table 8.2.1.2.4-1.
When one SCell in SCG is activated or deactivated:
-	an interruption on any active serving cell in SCG:
-	of up to X2 slot, if the active serving cell is not in the same band as any ofand the SCells being activated or deactivated are in a FR1 band pair or in a FR1+FR2 band pair.,
-	of up to X2 slot,  provided if the active serving cells and the SCells being activated or deactivated are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pairwith independent beam management.,
or
-	of up to Y2 slot + TSMTC_duration if the active serving cells are in the same band as any of the SCells being activated or deactivated, provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in SCG and the SCell being activated when one SCell is activated;
-	the longest SMTC duration among all above active serving cells in SCG when one SCell is deactivated.
Where X2 and Y2 are specified in Table 8.2.1.2.4-2.
Table 8.2.1.2.4-1: Interruption length X2 and Y2 at E-UTRA SCell activation/deactivation
	[image: ]
	NR Slot length (ms)
	Interruption length X2 (slots)
	Interruption length Y2 (slots)

	
	
	Sync
	Async
	Sync
	Async

	0
	1
	1
	2
	1
	2

	1
	0.5
	1
	2
	1
	2

	2
	0.25
	3
	2
	3

	3
	0.125
	5
	N/A
	N/A



Table 8.2.1.2.4-2: Interruption length X2 and Y2 at SCell activation/deactivation
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	NR Slot length (ms) of victim cell
	Interruption length X2 (slots)
	Interruption length Y2 (slots)

	0
	1
	1
	1

	1
	0.5
	1
	1

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	2
	2

	
	
	Either aggressor cell or victim cell is on FR1
	3
	

	3
	0.125
	Aggressor cell is on FR2
	4
	4

	
	
	Aggressor cell is on FR1
	5
	



<Third Change>
[bookmark: _Toc5952632]8.2.2.2.1	Interruptions at SCell addition/release
When any number of SCells between one and 7 is added or released using the same RRCConnectionReconfiguration message as defined in TS 38.331 [2], the UE is allowed an interruption on any active serving cell during the RRC reconfiguration procedure as follows:
-	an interruption on any active serving cell:
-	of up to X1 slot, if the active serving cell is not in the same band as any of and the SCells being added or released are in a FR2 band pair or are in a FR2 band pair.,
-	of up to X1 slot,  provided if the active serving cell and the SCell being added or released are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pairwith independent beam management.,
Where X1 is specified in Table 8.2.2.2.1-1.
or
-	of up to the duration shown in table 8.2.2.2.1-2, if the active serving cells are in the same band as any of the SCells being added or released, provided the cell specific reference signals from the active serving cells and the SCells being added or released are available in the same slot.
Table 8.2.2.2.1-1: Interruption length X1 for SCell addition/release for inter-band CA
	[image: ]
	NR Slot length (ms) of victim cell
	Interruption length X1 (slots)

	0
	1
	1 

	1
	0.5
	2 

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	4 

	
	
	Either aggressor cell or victim cell is on FR1
	5

	3
	0.125
	Aggressor cell is on FR2
	8 

	
	
	Aggressor cell is on FR1
	9 



Table 8.2.2.2.1-2: Interruption duration for SCell addition/release for intra-band CA
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	NR Slot length (ms)
	Interruption length (slots)

	0
	1
	1 + TSMTC_duration * 

	1
	0.5
	2 + TSMTC_duration * 

	2
	0.25
	4 + TSMTC_duration * 

	3
	0.125
	8 + TSMTC_duration * 

	NOTE 1:	TSMTC_duration measured in subframes is
	- the longest SMTC duration among all above active serving cells and the SCell being added when one SCell is added;
	- the longest SMTC duration among all active serving cells in the same band when one SCell is released.  
NOTE 2:	 is as defined in TS 38.211 [6].



[bookmark: _Toc5952633]8.2.2.2.2	Interruptions at SCell activation/deactivation
When an intra-band SCell is activated or deactivated as defined in TS 37.340 [17], the UE is allowed
-	an interruption on any active serving cell:
-	of up to X2 slot, if the active serving cell is not in the same band as any ofand the SCells being activated or deactivated are in a FR1 band pair or in a FR1+FR2 band pair.,
-	of up to X2 slot,  provided if the active serving cell and the SCell being activated or deactivated are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pair with independent beam management.,
Where X2 is specified in Table 8.2.2.2.2-1.
or
-	of up to the duration shown in table 8.2.2.2.2-2, if the active serving cells are in the same band as any of the SCells being activated or deactivated provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot.
Table 8.2.2.2.2-1: Interruption length X2 for SCell activation/deactivation for inter-band CA
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	NR Slot length (ms) of victim cell
	Interruption length X2 (slots)

	0
	1
	
	1 

	1
	0.5
	
	1 

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	2 

	
	
	Either aggressor cell or victim cell is on FR1
	3

	3
	0.125
	Aggressor cell is on FR2
	4 

	
	
	Aggressor cell is on FR1
	5 



Table 8.2.2.2.2-2: Interruption duration for SCell activation/deactivation for intra-band CA
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	NR Slot length (ms)
	Interruption length (slots)

	0
	1
	1 + TSMTC_duration * 

	1
	0.5
	1 + TSMTC_duration * 

	2
	0.25
	2 + TSMTC_duration * 

	3
	0.125
	4 + TSMTC_duration * 

	NOTE 1:	TSMTC_duration measured in subframes is
	- the longest SMTC duration among all above active serving cells and the SCell being activated when one SCell is activated;
	- the longest SMTC duration among all active serving cells in the same band when one SCell is deactivated.
NOTE 2:	 is as defined in TS 38.211 [6].



<Fourth Change>
8.2.3.2.3	Interruptions at PSCell/SCell addition/release
The requirements in this clause shall apply for the UE configured with E-UTRA PSCell.
When one E-UTRA PSCell/SCell in SCG is added or released:
-	the UE is allowed an interruption on any active serving cell in MCG:
-	of up to X1 slots, if the active serving cell is not in the same band as any of the E-UTRA PSCell/SCells being added or released, or
-	of up to max{Y1 slots + TSMTC_duration, 5ms} if the active serving cells are in the same band as any of the E-UTRA PSCell/SCells being added or released, provided the cell specific reference signals from the active serving cells and the E-UTRA PSCell/SCells being added or released are available in the same slot, where TSMTC_duration is the longest SMTC duration among all above activated serving cells in MCG;
Where X1 and Y1 are specified in Table 8.2.3.2.3-1.
When one SCell in MCG is added or released:
-	the UE is allowed an interruption on any activated active serving cell in MCG:
-	of up to X1 slots, if the active serving cell is not in the same band as any ofand the SCells being added or released are in a FR1 band pair or in a FR1+FR2 band pair.,
-	of up to X1 slot,  provided if the active serving cell and the SCell being added or released are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pairwith independent beam management., 
or
-	of up to Y1 slots + TSMTC_duration if the active serving cells are in the same band as any of the SCells being added or released, provided the cell specific reference signals from the active serving cells and the SCells being added or released are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in MCG and the SCell being added when one SCell is added;
-	the longest SMTC duration among all above active serving cells in MCG when one SCell is released.
Where X1 and Y1 are specified in Table 8.2.3.2.3-2.
Table 8.2.3.2.3-1: Interruption length X1 and Y1 at E-UTRA PSCell/SCell addition/release
	[image: ]
	NR Slot length (ms)
	Interruption length X1 (slots)
	Interruption length Y1 (slots)

	
	
	Sync
	Async
	Sync
	Async

	0
	1
	1
	2
	1
	2

	1
	0.5
	2
	3
	2
	3

	2
	0.25
	5
	4
	5

	3
	0.125
	9
	N/A
	N/A



Table 8.2.3.2.3-2: Interruption length X1 and Y1 at SCell addition/Release
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	NR Slot length (ms) of victim cell
	Interruption length X1 (slots)
	Interruption length Y1 (slots) 

	0
	1
	1
	1

	1
	0.5
	2
	2

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	4
	4

	
	
	Either aggressor cell or victim cell is on FR1
	5
	

	3
	0.125
	Aggressor cell is on FR2
	8
	8

	
	
	Aggressor cell is on FR1
	9
	



8.2.3.2.4	Interruptions at SCell activation/deactivation
The requirements in this clause shall apply for the UE configured with E-UTRA PSCell and one SCell.
When one E-UTRA SCell in SCG is activated from deactivated or dormant state, or deactivated from activated or dormant state:
-	the UE is allowed an interruption on any active serving cell in MCG:
-	of up to X2 slots, if the active serving cell is not in the same band as any ofand the SCells being activated or deactivated are in a FR1 band pair or in a FR1+FR2 band pair.,
-	of up to X2 slot,  provided if the active serving cells and the SCells being activated or deactivated are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pairwith independent beam management., 
or
-	of up to max{Y2 slots + TSMTC_duration, 5ms} if the active serving cells are in the same band as any of the E-UTRA SCells being activated or deactivated, provided the cell specific reference signals from the active serving cells and the E-UTRA SCells being activated or deactivated are available in the same slot, where TSMTC_duration is the longest SMTC duration among all above active serving cells in MCG.
Where X2 and Y2 are specified in Table 8.2.3.2.4-1.
When one SCell in MCG is activated or deactivated:
-	the UE is allowed an interruption on any serving cell in MCG:
-	of up to X2 slots, if the active serving cell is not in the same band as any of the SCells being activated or deactivated, or
-	of up to Y2 slots + TSMTC_duration if the active serving cells are in the same band as any of the SCells being activated or deactivated, provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in MCGand the SCell being activated when one SCell is activated;
-	the longest SMTC duration among all above active serving cells in MCG when one SCell is deactivated.
Where X2 and Y2 are specified in Table 8.2.3.2.4-2.
Table 8.2.3.2.4-1: Interruption length X2 and Y2 at E-UTRA SCell activation/deactivation
	[image: ]
	NR Slot length (ms)
	Interruption length X2 (slots)
	Interruption length Y2 (slots)

	
	
	Sync
	Async
	Sync
	Async

	0
	1
	1
	2
	1
	2

	1
	0.5
	1
	2
	1
	2

	2
	0.25
	3
	2
	3

	3
	0.125
	5
	N/A
	N/A



Table 8.2.3.2.4-2: Interruption length X2 and Y2 at SCell activation/deactivation
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	NR Slot length (ms) of victim cell
	Interruption length X2 (slots)
	Interruption length Y2 (slots) 

	0
	1
	1
	1

	1
	0.5
	1
	1

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	2
	2

	
	
	Either aggressor cell or victim cell is on FR1
	3
	

	3
	0.125
	Aggressor cell is on FR2
	4
	4

	
	
	Aggressor cell is on FR1
	5
	



<Fifth Change>

8.1.7	Scheduling availability of UE during radio link monitoring
When the reference signal to be measured for RLM has different subcarrier spacing than PDSCH/PDCCH or is on frequency range 2, there are restrictions on the scheduling availability as described in the following clauses.
8.1.7.1	Scheduling availability of UE performing radio link monitoring with a same subcarrier spacing as PDSCH/PDCCH on FR1
There are no scheduling restrictions due to radio link monitoring performed with a same subcarrier spacing as PDSCH/PDCCH on FR1.
8.1.7.2	Scheduling availability of UE performing radio link monitoring with a different subcarrier spacing than PDSCH/PDCCH on FR1
For UEs which support simultaneousRxDataSSB-DiffNumerology [14] there are no restrictions on scheduling availability due to radio link monitoring based on SSB as RLM-RS. For UEs which do not support simultaneousRxDataSSB-DiffNumerology [14] the following restrictions apply due to radio link monitoring based on SSB as RLM -RS.
-	The UE is not expected to transmit PUCCH, PUSCH or SRS or receive PDCCH, PDSCH or CSI-RS for tracking or CSI-RS for CQI on SSB symbols to be measured for radio link monitoring.
When intra-band carrier aggregation in FR1 is performed, the scheduling restrictions on FR1 serving PCell or PSCell applies to all serving cells in the same band on the symbols that fully or partially overlap with the restricted symbols. When inter-band carrier aggregation within FR1 is performed, there are no scheduling restrictions on FR1 serving cell(s) in the bands due to radio link monitoring performed on FR1 serving PCell or PSCell in different bands.
8.1.7.3	Scheduling availability of UE performing radio link monitoring on FR2
The scheduling availability requirements in this clause are not applicable if any of the following condition is met:
-	The network configures simultaneous UL/DL between two FR2 bands if the UE does not have the capability of supporting simultaneousRxTxInterBandCA.
-	The network configures mixed numerology on two FR2 CCs if the UE does not have the capability of supporting simultaneous reception with two different numerologies between FR2 CCs in DL.
-	The network configures mixed numerology between SSB and data on two FR2 bands if the UE does not have the capability of simultaneousRxDataSSB-DiffNumerology in FR2.
The following scheduling restriction applies due to radio link monitoring on an FR2 serving PCell and/or PSCell.
-	If the RLM-RS is CSI-RS which is type-D QCLed with active TCI state for PDCCH or PDSCH, and the CSI-RS is not in a CSI-RS resource set with repetition ON,
-	There are no scheduling restrictions due to radio link monitoring based on the CSI-RS.
-	Otherwise
-	The UE is not expected to transmit PUCCH, PUSCH or SRS or receive PDCCH, PDSCH or CSI-RS for tracking or CSI-RS for CQI on RLM-RS symbols to be measured for radio link monitoring.
When intra-band carrier aggregation in FR2 is performed, the scheduling restrictions on FR2 serving PCell or PSCell applies to all serving cells in the same band on the symbols that fully or partially overlap with restricted symbols.
When inter-band carrier aggregation in FR2 is performed with independent beam management, there are no scheduling restrictions on FR2 serving cell(s) in the bands due to radio link monitoring performed on FR2 serving PCell or PSCell in different bands, provided that  UE is capable of independent beam management on this FR2 band pair.
[bookmark: _Hlk18507324]For FR2, if following conditions are met,
-	UE has been notified about system information update through paging,
-	The gap between UE’s reception of PDCCH that UE monitors in the Type2-PDCCH CSS set and that notifies system information update, and the PDCCH that UE monitors in the Type0-PDCCH CSS set, is greater than 2 slots,
For the SSB for RLM and CORESET for RMSI scheduling multiplexing patterns 3, UE is expected to receive the PDCCH that UE monitors in the Type0-PDCCH CSS set, and the corresponding PDSCH, on SSB symbols to be measured for RLM; and 
For the SSB for RLM and CORESET for RMSI scheduling multiplexing patterns 2, UE is expected to receive PDSCH that corresponds to the PDCCH that UE monitors in the Type0-PDCCH CSS set, on SSB symbols to be measured for RLM.
8.1.7.4	Scheduling availability of UE performing radio link monitoring on FR1 or FR2 in case of FR1-FR2 inter-band CA and NR-DC
There are no scheduling restrictions on FR1 serving cell(s) due to radio link monitoring performed on FR2 serving PCell and/or PSCell.
There are no scheduling restrictions on FR2 serving cell(s) due to radio link monitoring performed on FR1 serving PCell and/or PSCell.
<Sixth Change>
8.5.7	Scheduling availability of UE during beam failure detection
Scheduling availability restrictions when the UE is performing beam failure detection are described in the following clauses.
8.5.7.1	Scheduling availability of UE performing beam failure detection with a same subcarrier spacing as PDSCH/PDCCH on FR1
There are no scheduling restrictions due to beam failure detection performed on SSB and CSI-RS configured for BFD with the same SCS as PDSCH or PDCCH in FR1.
8.5.7.2	Scheduling availability of UE performing beam failure detection with a different subcarrier spacing than PDSCH/PDCCH on FR1
For UEs which support simultaneousRxDataSSB-DiffNumerology [14] there are no restrictions on scheduling availability due to beam failure detection when SSB is configured as BFD. For UEs which do not support simultaneousRxDataSSB-DiffNumerology [14] the following restrictions apply due to beam failure detection when SSB is configured as BFD.
-	The UE is not expected to transmit PUCCH, PUSCH or SRS or receive PDCCH, PDSCH or CSI-RS for tracking or CSI-RS for CQI on SSB symbols to be measured for beam failure detection.
When intra-band carrier aggregation in FR1 is configured, the scheduling restrictions on FR1 serving PCell or PSCell apply to all serving cells in the same band on the symbols that fully or partially overlap with restricted symbols. When inter-band carrier aggregation within FR1 is configured, there are no scheduling restrictions on FR1 serving cell(s) configured in other bands than the bands in which PCell or PSCell is configured.
8.5.7.3	Scheduling availability of UE performing beam failure detection on FR2
The scheduling availability requirements in this clause are not applicable if any of the following condition is met:
-	The network configures simultaneous UL/DL between two FR2 bands if the UE does not have the capability of supporting simultaneousRxTxInterBandCA.
-	The network configures mixed numerology on two FR2 CCs if the UE does not have the capability of supporting simultaneous reception with two different numerologies between FR2 CCs in DL.
-	The network configures mixed numerology between SSB and data on two FR2 bands if the UE does not have the capability of simultaneousRxDataSSB-DiffNumerology in FR2.
The following scheduling restriction applies due to beam failure detection.
-	For the case where no RSs are provided for BFD, or when CSI-RS is configured for BFD is explicitly configured and is type-D QCLed with active TCI state for PDCCH or PDSCH, and the CSI-RS is not in a CSI-RS resource set with repetition ON
-	There are no scheduling restrictions due to beam failure detection performed based on the CSI-RS.
-	Otherwise
-	The UE is not expected to transmit PUCCH, PUSCH or SRS or receive PDCCH, PDSCH or CSI-RS for tracking or CSI-RS for CQI on BFD-RS resource symbols to be measured for beam failure detection.
When intra-band carrier aggregation in FR2 is performed, the scheduling restrictions on FR2 serving PCell or PSCell apply to all serving cells in the same band on the symbols that fully or partially overlap with restricted symbols.
When inter-band carrier aggregation in FR2 is performed with independent beam management, there are no scheduling restrictions on FR2 serving cells in the bands due to beam failure detection performed on FR2 serving cell(s) in different band(s), provided that UE is capable of independent beam management on this FR2 band pair. Additionally, there is no scheduling restriction if the UE is configured with different numerology between SSB on one FR2 band and data on the other FR2 band provided the UE is configured for IBM operation for the band pair.
For FR2, if following conditions are met,
-	UE has been notified about system information update through paging,
-	The gap between UE’s reception of PDCCH that UE monitors in the Type2-PDCCH CSS set and that notifies system information update, and the PDCCH that UE monitors in the Type0-PDCCH CSS set, is greater than 2 slots,
For the SSB and CORESET for RMSI scheduling multiplexing patterns 3, UE is expected to receive the PDCCH that UE monitors in the Type0-PDCCH CSS set, and the corresponding PDSCH, on SSB symbols to be measured for BFD mesurement; and 
For the SSB and CORESET for RMSI scheduling multiplexing patterns 2, UE is expected to receive PDSCH that corresponds to the PDCCH that UE monitors in the Type0-PDCCH CSS set, on SSB symbols to be measured for BFD mesurement.
8.5.7.4	Scheduling availability of UE performing beam failure detection on FR1 or FR2 in case of FR1-FR2 inter-band CA and NR DC
There are no scheduling restrictions on FR1 serving cell(s) due to beam failure detection performed on FR2 serving PCell and/or PSCell.
There are no scheduling restrictions on FR2 serving cell(s) due to beam failure detection performed on FR1 serving PCell and/or PSCell.
<Seventh Change>

8.5.8	Scheduling availability of UE during candidate beam detection
Scheduling availability restrictions when the UE is performing L1-RSRP measurement for candidate beam detection are described in the following clauses.
8.5.8.1	Scheduling availability of UE performing L1-RSRP measurement with a same subcarrier spacing as PDSCH/PDCCH on FR1
There are no scheduling restrictions due to L1-RSRP measurement performed on SSB and CSI-RS configured as link recovery detection resource with the same SCS as PDSCH or PDCCH in FR1.
8.5.8.2	Scheduling availability of UE performing L1-RSRP measurement with a different subcarrier spacing than PDSCH/PDCCH on FR1
For UEs which support simultaneousRxDataSSB-DiffNumerology [14] there are no restrictions on scheduling availability due to L1-RSRP measurement based on SSB as link recovery detection resource. For UEs which do not support simultaneousRxDataSSB-DiffNumerology [14] the following restrictions apply due to L1-RSRP measurement based on SSB configured as link recovery detection resource.
-	The UE is not expected to transmit PUCCH, PUSCH or SRS or receive PDCCH, PDSCH, TRS, CSI-RS for tracking or CSI-RS for CQI on SSB symbols to be measured for L1-RSRP.
When intra-band carrier aggregation in FR1 is configured, the scheduling restrictions on one serving cell apply to all other serving cells in the same band on the symbols that fully or partially overlap with the restricted symbols. When inter-band carrier aggregation within FR1 is configured, there are no scheduling restrictions on FR1 serving cell(s) configured in other bands.
8.5.8.3	Scheduling availability of UE performing L1-RSRP measurement on FR2
The scheduling availability requirements in this clause are not applicable if any of the following condition is met:
-	The network configures simultaneous UL/DL between two FR2 bands if the UE does not have the capability of supporting simultaneousRxTxInterBandCA.
-	The network configures mixed numerology on two FR2 CCs if the UE does not have the capability of supporting simultaneous reception with two different numerologies between FR2 CCs in DL.
-	The network configures mixed numerology between SSB and data on two FR2 bands if the UE does not have the capability of simultaneousRxDataSSB-DiffNumerology in FR2.
The following scheduling restriction applies due to candidate beam detection
-	The UE is not expected to transmit PUCCH, PUSCH or SRS or receive PDCCH, PDSCH, CSI-RS for tracking or CSI-RS for CQI on reference symbols to be measured for candidate beam detection.
When intra-band carrier aggregation in FR2 is configured, the scheduling restrictions on to one serving cell apply to all serving cells in the same band on the symbols that fully or partially overlap with restricted symbols.
When inter-band carrier aggregation in FR2 is performed with independent beam management, there are no scheduling restrictions on FR2 serving cells in the bands due to candidate beam detection performed on FR2 serving cell(s) in different band(s), provided that the FR2 serving cell(s) and the FR2 serving cell(s) for candidate beam detection are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pair. Additionally, there is no scheduling restriction if the UE is configured with different numerology between SSB on one FR2 band and data on the other FR2 band provided the UE is configured for IBM operation for the band pair.
For FR2, if following conditions are met,
-	UE has been notified about system information update through paging,
-	The gap between UE’s reception of PDCCH that UE monitors in the Type2-PDCCH CSS set and that notifies system information update, and the PDCCH that UE monitors in the Type0-PDCCH CSS set, is greater than 2 slots,
For the SSB and CORESET for RMSI scheduling multiplexing patterns 3, UE is expected to receive the PDCCH that UE monitors in the Type0-PDCCH CSS set, and the corresponding PDSCH, on SSB symbols to be measured for CBD mesurement; and 
For the SSB and CORESET for RMSI scheduling multiplexing patterns 2, UE is expected to receive PDSCH that corresponds to the PDCCH that UE monitors in the Type0-PDCCH CSS set, on SSB symbols to be measured for CBD mesurement.
8.5.8.4	Scheduling availability of UE performing L1-RSRP measurement on FR1 or FR2 in case of FR1-FR2 inter-band CA and NR-DC
There are no scheduling restrictions on FR1 serving cell(s) due to L1-RSRP measurement performed on FR2 serving cell(s).
There are no scheduling restrictions on FR2 serving cell(s) due to L1-RSRP measurement performed on FR1 serving cell(s).
<Eighth Change>
9.2.5.3	Scheduling availability of UE during intra-frequency measurements
UE shall be capable of measuring without measurement gaps when the SSB is completely contained in the active bandwidth part of the UE. When any of the conditions in the following clauses is met, there are restrictions on the scheduling availability; otherwise, there is no scheduling restriction. Note that the SSB symbols to be measured in the following clauses are the SSB symbols indicated by SSB-ToMeasure [2], if it is configured; otherwise, all L SSB symbols within the SMTC window duration defined in clause 4.1 of TS 38.213 [3] are included.
The scheduling availability restrictions requirement in this clause are not applicable if any of the following condition is met:
-	The network configures simultaneous UL/DL between two FR2 bands if the UE does not have the capability of supporting simultaneousRxTxInterBandCA.
-	The network configures mixed numerology on two FR2 CCs if the UE does not have the capability of supporting simultaneous reception with two different numerologies between FR2 CCs in DL.
-	The network configures mixed numerology between SSB and data on two FR2 bands if the UE does not have the capability of simultaneousRxDataSSB-DiffNumerology in FR2
9.2.5.3.1	Scheduling availability of UE performing measurements in TDD bands on FR1
When the UE performs intra-frequency measurements in a TDD band, the following restrictions apply due to SS-RSRP or SS-SINR measurement 
-	The UE is not expected to transmit PUCCH/PUSCH/SRS on SSB symbols to be measured, and on 1 data symbol before each consecutive SSB symbols to be measured and 1 data symbol after each consecutive SSB symbols to be measured within SMTC window duration. If the high layer in TS 38.331 [2] signalling of smtc2 is configured, the SMTC periodicity follows smtc2; Otherwise SMTC periodicity follows smtc1.
When the UE performs intra-frequency measurements in a TDD band, the following restrictions apply due to SS-RSRQ measurement 
-	The UE is not expected to transmit PUCCH/PUSCH/SRS on SSB symbols to be measured, RSSI measurement symbols, and on 1 data symbol before each consecutive SSB to be measured/RSSI symbols and 1 data symbol after each consecutive SSB to be measured/RSSI symbols within SMTC window duration. If the high layer signalling of smtc2 is configured in TS 38.331 [2], the SMTC periodicity follows smtc2; Otherwise the SMTC periodicity follows smtc1.
When TDD intra-band carrier aggregation is performed, the scheduling restrictions due to a given serving cell should also apply to all other serving cells in the same band on the symbols that fully or partially overlap with the aforementioned restricted symbols. 
9.2.5.3.2	Scheduling availability of UE performing measurements with a different subcarrier spacing than PDSCH/PDCCH on FR1
For UE which do not support simultaneousRxDataSSB-DiffNumerology [14] the following restrictions apply due to SS-RSRP/RSRQ/SINR measurement
-	If deriveSSB_IndexFromCell is enabled the UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI on SSB symbols to be measured, and on 1 data symbol before each consecutive SSB symbols to be measured and 1 data symbol after each consecutive SSB symbols to be measured within SMTC window duration. If the high layer signalling of smtc2 is configured(in TS 38.331 [2]), the SMTC periodicity follows smtc2; Otherwise the SMTC periodicity follows smtc1.
-	If deriveSSB_IndexFromCell is not enabled the UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI on all symbols within SMTC window duration. If the high layer signalling of smtc2 is configured in TS 38.331 [2], the SMTC periodicity follows smtc2; Otherwise the SMTC periodicity follows smtc1.
When intra-band carrier aggregation is performed, the scheduling restrictions due to a given serving cell should also apply to all other serving cells in the same band on the symbols that fully or partially overlap with the aforementioned restricted symbols. 
9.2.5.3.3	Scheduling availability of UE performing measurements on FR2
The following scheduling restriction applies due to SS-RSRP or SS-SINR measurement on an FR2 intra-frequency cell
	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI on SSB symbols to be measured, and on 1 data symbol before each consecutive SSB symbols to be measured and 1 data symbol after each consecutive SSB symbols to be measured within SMTC window duration (The signaling deriveSSB_IndexFromCell is always enabled for FR2). If the high layer signalling of smtc2 is configured in TS 38.331 [2], the SMTC periodicity follows smtc2; Otherwise the SMTC periodicity follows smtc1.
The following scheduling restriction applies to SS-RSRQ measurement on an FR2 intra-frequency cell
-	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI on SSB symbols to be measured, RSSI measurement symbols, and on 1 data symbol before each consecutive SSB to be measured/RSSI symbols and 1 data symbol after each consecutive SSB to be measured/RSSI symbols within SMTC window duration (The signaling deriveSSB_IndexFromCellc is always enabled for FR2). If the high layer signalling of smtc2 is configured in TS 38.331 [2], the SMTC periodicity follows smtc2; Otherwise the SMTC periodicity follows smtc1.
When intra-band carrier aggregation in FR2 is performed, the scheduling restrictions due to a given serving cell should also apply to all other serving cells in the same band on the symbols that fully or partially overlap with aforementioned restricted symbols. 
When inter-band carrier aggregation in FR2 is performed with independent beam management, there are no scheduling restrictions on FR2 serving cells in the bands due to SS-RSRP, SS-RSRQ or SS-SINR measurement on an FR2 intra-frequency cell in different bands, provided that UE is capable of independent beam management on this FR2 band pairz. Additionally, there is no scheduling restriction if the UE is configured with different numerology between SSB on one FR2 band and data on the other FR2 band provided the UE is configured for IBM operation for the band pair.
If following conditions are met:
-	The UE has been notified about system information update through paging,
-	The gap between the UE’s reception of PDCCH that UE monitors in the Type 2-PDCCH CSS set that notifies system information update, and the PDCCH that UE monitors in the Type0-PDCCH CSS set, is greater than 2
For the SSB and CORESET for RMSI scheduling multiplexing patterns 3, the UE is expected to receive the PDCCH that the UE monitors in the Type0-PDCCH CSS set, and the corresponding PDSCH, on SSB symbols to be measured; and 
For the SSB and CORESET for RMSI scheduling multiplexing patterns 2, the UE is expected to receive PDSCH that corresponds to the PDCCH that the UE monitors in the Type0-PDCCH CSS set, on SSB symbols to be measured.
9.2.5.3.4	Scheduling availability of UE performing measurements on FR1 or FR2 in case of FR1-FR2 inter-band CA
There are no scheduling restrictions on FR1 serving cell(s) due to measurements performed on FR2 serving cell frequency layer.
There are no scheduling restrictions on FR2 serving cell(s) due to measurements performed on FR1 serving cell frequency layer.
<Nineth Change>
9.5.6	Scheduling availability of UE during L1-RSRP measurement
Scheduling availability restrictions when the UE is performing L1-RSRP measurement are described in the following clauses.
9.5.6.1	Scheduling availability of UE performing L1-RSRP measurement with a same subcarrier spacing as PDSCH/PDCCH on FR1
There are no scheduling restrictions due to L1-RSRP measurement performed on SSB and CSI-RS configured as RS for L1-RSRP measurement with the same SCS as PDSCH/PDCCH in FR1.
9.5.6.2	Scheduling availability of UE performing L1-RSRP measurement with a different subcarrier spacing than PDSCH/PDCCH on FR1
For UEs which support simultaneousRxDataSSB-DiffNumerology [14] there are no restrictions on scheduling availability due to L1-RSRP measurement based on SSB as RS for L1-RSRP measurement. For UEs which do not support simultaneousRxDataSSB-DiffNumerology [14] the following restrictions apply due to L1-RSRP measurement based on SSB configured for L1-RSRP measurement.
-	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/CSI-RS for tracking/CSI-RS for CQI on symbols corresponding to the SSB indexes configured for L1-RSRP measurement.
When intra-band carrier aggregation in FR1 is configured, the scheduling restrictions on serving cell where L1-RSRP measurement is performed apply to all serving cells in the same band on the symbols that fully or partially overlap with restricted symbols. When inter-band carrier aggregation within FR1 is configured, there are no scheduling restrictions on FR1 serving cell(s) configured in other bands than the bands in which the serving cell where L1-RSRP measurement is performed is configured.
9.5.6.3	Scheduling availability of UE performing L1-RSRP measurement on FR2
The scheduling availability requirements in this clause are not applicable if any of the following condition is met:
-	The network configures simultaneous UL/DL between two FR2 bands if the UE does not have the capability of supporting simultaneousRxTxInterBandCA.
-	The network configures mixed numerology on two FR2 CCs if the UE does not have the capability of supporting simultaneous reception with two different numerologies between FR2 CCs in DL.
-	The network configures mixed numerology between SSB and data on two FR2 bands if the UE does not have the capability of simultaneousRxDataSSB-DiffNumerology in FR2.
The following scheduling restriction applies due to L1-RSRP measurement.
-	For the case where RS for L1-RSRP measurement is CSI-RS which is QCLed with active TCI state for PDCCH/PDSCH and not in a CSI-RS resource set with repetition ON, and N=1 applies as specified in clause 9.5.4.2
-	There are no scheduling restrictions due to L1-RSRP measurement performed based on the CSI-RS.
-	Otherwise
-	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/CSI-RS for tracking/CSI-RS for CQI on 
-	symbols corresponding to the SSB indexes configured for L1-RSRP measurement, and/or
-	symbols corresponding to the periodic CSI-RS resource configured for L1-RSRP measurement, and/or
-	symbols corresponding to the semi-perssitent CSI-RS resource configured for L1-RSRP measurement when the resource is activated, and/or
-	symbols corresponding to the aperiodic CSI-RS resource configured for L1-RSRP measurement when the reporting is triggered.
When intra-band carrier aggregation in FR2 is performed, the scheduling restrictions on serving cell where L1-RSRP measurement is performed apply to all serving cells in the band on the symbols that fully or partially overlap with restricted symbols.
When inter-band carrier aggregation in FR2 is performed with independent beam management, there are no scheduling restrictions on FR2 serving cells in the bands due to L1-RSRP measurementcandidate beam detection performed on FR2 serving cell(s) in different band(s), provided that UE is capable of independent beam management on this FR2 band pair. Additionally, there is no scheduling restriction if the UE is configured with different numerology between SSB on one FR2 band and data on the other FR2 band provided the UE is configured for IBM operation for the band pair.
If following conditions are met,
-	UE has been notified about system information update through paging,
-	The gap between UE’s reception of PDCCH that UE monitors in the Type 2-PDCCH CSS set and that notifies system information update, and the PDCCH that UE monitors in the Type0-PDCCH CSS set, is greater than 2 slots,
For the SSB and CORESET for RMSI scheduling multiplexing patterns 3, UE is expected to receive the PDCCH that UE monitors in the Type0-PDCCH CSS set, and the corresponding PDSCH, on SSB symbols to be measured for L1-RSRP measurement; and 
For the SSB and CORESET for RMSI scheduling multiplexing patterns 2, UE is expected to receive PDSCH that corresponds to the PDCCH that UE monitors in the Type0-PDCCH CSS set, on SSB symbols to be measured for L1-RSRP measurement.
9.5.6.4	Scheduling availability of UE performing L1-RSRP measurement on FR1 or FR2 in case of FR1-FR2 inter-band CA
There are no scheduling restrictions on FR1 serving cell(s) due to L1-RSRP measurement performed on FR2 serving cell(s).
There are no scheduling restrictions on FR2 serving cell(s) due to L1-RSRP measurement performed on FR1 serving cell(s).
<End of Changes>
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