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<start of the change>
6.1.3.2.2	Interruption time
During Dhandover1, the UE is allowed an interruption of up to Tinterrupt1 on source cell.
For FR1-to-FR1 intra-frequency handover, Tinterrupt1 is specified in Table 6.1.3.2.2-1.
Table 6.1.3.2.2-1: Tinterrupt1 for FR1-to-FR1 intra-frequency DAPS HO
	[image: ]
	NR Slot length (ms)
	Interruption length Tinterrupt1 (slotsNote 1), synchronous DAPS HO
	Interruption length Tinterrupt1 (slotsNote 1), asynchronous DAPS HO

	0
	1
	1
	2

	1
	0.5
	2
	3

	2
	0.25
	4
	5

	Note 1:	The same SCS of source cell and target cell is assumed.
Note 2:	It is assumed that the BWP of target cell is not larger than the BWP of source cell. It is assumed that the CBW of target cell is not larger than the CBW of source cell
Note 3:	Void



For FR1-to-FR1 intra-band inter-frequency handover, Tinterrupt1 is specified in Table 6.1.3.2.2-2.
Table 6.1.3.2.2-2: Tinterrupt1 for FR1-to-FR1 intra-band inter-frequency DAPS HO
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	NR Slot length (ms)
	Tinterrupt1 (slotsNote 1), synchronous DAPS HO
	Tinterrupt1 (slotsNote 1), asynchronous DAPS HO

	0
	1
	1 + TSMTC_duration * 
	2+ TSMTC_duration * 

	1
	0.5
	2 + TSMTC_duration * 
	3+ TSMTC_duration * 

	2
	0.25
	4 + TSMTC_duration * 
	5+ TSMTC_duration * 

	Note 1:	The same SCS of source cell and target cell is assumed.
Note 2:	TSMTC_duration measured in subframes is the longest SMTC duration between source cell and target cell.
Note 3:	 is as defined in TS 38.211 [6].Void



For FR1-to-FR1 inter-band handover, Tinterrupt1 is specified in Table 6.1.3.2.2-3.
Table 6.1.3.2.2-3: Tinterrupt1 for FR1-to-FR1 inter-band DAPS HO
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	NR Slot length (ms) of source cell
	Tinterrupt1 (slots)

	
	
	Sync
	Async

	0
	1
	1
	2

	1
	0.5
	2
	3

	2 
	0.25
	5
	5



During Dhandover2, the UE is allowed an interruption of up to Tinterrupt2 on target cell. 
For FR1-to-FR1 intra-frequency handover, Tinterrupt2 equals to 2ms when the BWP of target cell is smaller than the BWP of source cell, and Tinterrupt2 is specified in Table 6.1.3.2.2-4 when the same BWP is used for target cell and source cell.
Table 6.1.3.2.2-4: Tinterrupt2 for FR1-to-FR1 intra-frequency DAPS HO
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	NR Slot length (ms)
	Interruption length X (slotsNote 1)
	Tinterrupt2 (slotsNote 1) for asynchronous DAPS HO

	0
	1
	1
	2

	1
	0.5
	2
	3

	2
	0.25
	4
	5

	Note 1:	The same SCS of source cell and target cell is assumed.
Note 2:	It is assumed that the BWP of target cell is the same as the BWP of source cell.
Note 3:	Void



For FR1-to-FR1 intra-band inter-frequency handover, Tinterrupt2 is specified in Table 6.1.3.2.2-5.
Table 6.1.3.2.2-5: Tinterrupt2 for FR1-to-FR1 intra-band inter-frequency DAPS HO
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	NR Slot length (ms)
	Tinterrupt2 (slotsNote 1) for synchronous DAPS HO
	Tinterrupt2 (slotsNote 1) for asynchronous DAPS HO

	0
	1
	1 + TSMTC_duration *  
	2+ TSMTC_duration * 

	1
	0.5
	2 + TSMTC_duration *  
	3+ TSMTC_duration * 

	2
	0.25
	4 + TSMTC_duration *  
	5+ TSMTC_duration * 

	Note 1:	The same SCS of source cell and target cell is assumed.
Note 2:	TSMTC_duration measured in subframes is the longest SMTC duration between source cell and target cell.
Note 3:	 is as defined in TS 38.211 [6].Void.



For FR1-to-FR1 inter-band handover, Tinterrupt2 is specified in Table 6.1.3.2.2-6.
Table 6.1.3.2.2-6: Tinterrupt2 for FR1-to-FR1 inter-band DAPS HO
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	NR slot length (ms) of target cell
	Tinterrupt2 (slots)

	
	
	Sync
	Async

	0
	1
	1
	2

	1
	0.5
	2
	3

	2 
	0.25
	5
	5



<end of the change>
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