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1	Work plan related evaluation
	Do you want to modify the time budget for this WI/SI compared to what was endorsed at the last RAN meeting?
	No



If you answered No:	Then please remove the Excel file from the zip file of this status report.
If you answered Yes:	Then please fill out the attached Excel template to request a modification of the time 		budgets for your WI /SI. The Excel table has to be filled out for all affected RAN WGs and 		up to the target date of the WI/SI. The basis are the endorsed time budgets of the last 		RAN meeting. Please highlight all changes of the values.
		One time unit (TU) corresponds to ~ 2 hours in the meeting.
		If this status report covers a WI with Core and Performance part, then please have one 		line for each in the attached Excel table.
		Note: If no Excel table is attached, then this means no time budget change.
Additional explanations/motivations for the time budget changes in the attached Excel table:


2.	Detailed progress in RAN WGs since last TSG meeting (for all involved WGs)
	NOTE: Agreements and Open issues impacted cross-TSG aspects shall be explicitly highlighted
2.1	RAN1
2.1.1	Agreements
RAN1#102-e
Regarding the evaluation assumption and performance metric for power saving, RAN1 made the following agreements/working assumptions:
· Agreements on the reference configuration for power consumption model
· For reference configuration for power consumption model,
· 14 SL symbols in a slot (including AGC and TX-RX switching period) 
· SL sub-carrier spacing (SCS)
· 30 kHz SCS for FR1
· SL BWP size
· 100 MHz for FR1
· 2 OFDM symbols for PSCCH (excluding AGC symbol)
· TX antenna  port (AP)
· 1 TX AP for FR1
· RX AP
· 4 RX APs for FR1
· TX power of {0 dBm, 23 dBm} for FR1 
· Note that FR2 is not precluded as an optional/additional reference configuration, and companies are encouraged to provide power consumption model for FR2.
· Note that 15 kHz SCS is not precluded as an optional/additional reference configuration, and companies are encouraged to provide power consumption model for 15 kHz SCS.

· Agreements on the baseline for evaluation
· For evaluation, the followings are baseline
· 2 RX APs 
· 1 TX AP
· 40 MHz for SL BWP size 
· Note that parameters or cases other than baseline is not precluded for evaluation, and companies are encouraged to provide the assumptions in details. 
 
· Agreements/working assumptions on the power consumption scaling for adaptation
· For power consumption scaling for adaptation, 
· (Working assumption) Scaling of SL BWP size adaptation in RX perspective
· X MHz is (0.4 +0.6*(X-20)/80)*100 MHz
· Scaling for SL BWP size adaptation in TX perspective
· No scaling
· Scaling for RX AP adaptation for FR 1
· 2 RX is 0.7*4 Rx power
· Note that scaling for adaptation on other parameters is not precluded for power consumption model, and companies are encouraged to provide the assumptions in details. 
  
· Agreements/working assumptions on the power consumption level
· For power consumption level,
· Reuse three states of “Sleep” specified in TR38.840 including transition time/energy consumption
· (Working assumption) For “PSCCH/PSSCH RX”,
· In non-PSFCH-slot (i.e., the number of PSCCH/PSSCH symbols is 13), 
· the power consumption level is the same as that of “PDCCH+PDSCH”
· For power consumption level of “PSCCH/PSSCH TX” 
· In non-PSFCH-slot (i.e. the number of PSCCH/PSSCH symbols is 13), 
· the power consumption level is the same as that of “UL” for long PUCCH or PUSCH
· For power consumption level of “1st SCI/2nd SCI RX”, 
· the power consumption level is [0.7]* power consumption level of “PSCCH/PSSCH RX”
· For power consumption level of “PSFCH TX”, 
· the power consumption level is [0.3]*power consumption level of “UL” for long PUCCH or PUSCH
· (Working assumption) For power consumption level of “PSFCH RX”, 
· the power consumption level is power consumption level of “PDCCH-only” for cross-slot scheduling
· For power consumption level of “S-SSB TX” (in 13 symbol duration), 
· the power consumption level is the same as power consumption level of “UL” for (long PUCCH or PUSCH)
· For power consumption level of “S-SSB RX”, 
· the power consumption level is [1.5]*power consumption level of “Uu SSB-processing”
· The power consumption level of “GNSS-processing” is 8 
· When the synch reference source is gNB, reuse power consumption level of “Uu SSB processing”
· Power consumption level of “SL-CSI-RS processing” is not separately defined
· Note that power consumption level of other Power states is not precluded, and companies are encouraged to provide the assumptions in details.

· Agreements on the evaluation metric
· For evaluation metric, the followings are considered
· PRR
· PIR
· Power consumption reduction ratio = (power consumption for baseline scheme with Rel-16 Mode 2 resource allocation (i.e. full sensing) - power consumption for proposed scheme)/power consumption for baseline scheme with Rel-16 Mode 2 resource allocation (i.e. full sensing)
· Note that power consumption for baseline scheme with Rel-16 Mode 2 resource allocation (i.e. full sensing) and the power consumption for the proposed scheme are evaluated under the same evaluation assumptions.

2.1.2	Remaining Open issues
The followings are the remaining open issues:
· Further consideration on evaluation assumptions for power saving UE such as traffic model, channel model (not clearly described in TR 37.885) 
· Physical layer aspects on resource allocation to reduce UE’s power consumption
· Study feasibility and benefit of mode 2 enhancement(s) for enhanced reliability and reduced latency from physical layer aspects, and specify the identified solution if deemed feasible and beneficial
· Conclusion on the feasibility and benefit of solution(s) for inter-UE coordination 

2.2	RAN2
2.2.1	Agreements
2.2.2	Remaining Open issues 
No TUs were assigned to RAN2, and the remaining open issues are as follows: 
· Protocol layer aspects on resource allocation to reduce UE’s power consumption
· Study feasibility and benefit of mode 2 enhancement(s) for enhanced reliability and reduced latency from protocol layer aspects, and specify the identified solution if deemed feasible and beneficial
· Protocol layer aspects on sidelink DRX for broadcast, groupcast, and unicast
· Mechanism to ensure sidelink operation can be confined to a predetermined geographic area(s) for a given frequency range within non-ITS bands

2.3	RAN3
2.3.1	Agreements
2.3.2	Remaining Open issues
2.4	RAN4
2.4.1	Agreements
2.4.2	Remaining Open issues
No TUs were assigned to RAN4, and the remaining open issues are as follows: 
· Support of new sidelink frequency bands for single-carrier operations
· UE Tx and Rx RF requirement for the new features introduced in this WI
· UE RRM core requirement for the new features introduced in this WI
· [bookmark: _GoBack]UE demodulation performance requirements
· UE RRM performance requirements

2.5	RAN5
2.5.1	Agreements
2.5.2	Remaining Open issues
2.5.3	Remaining Open issues with cross-WG dependencies
2.6	RAN6
2.6.1	Agreements
2.6.2	Remaining Open issues

3.	Detailed progress in SA/CT WGs since last TSG meeting (for all involved WGs)
NOTE: This section only needs to be filled in for WI/SIs where there is a corresponding relevant WI/SI in SA/CT. 
3.1	SAx/CTs
3.1.1	Agreements with cross-TSG impacts
3.1.2	Remaining Open issues with cross-TSG impacts
NOTE: This section should also flag any critical dependencies that need TSG attention. 
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