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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
8
E1AP procedures

8.1
List of E1AP Elementary Procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	gNB-CU-UP E1 Setup
	GNB-CU-UP E1 SETUP REQUEST
	GNB-CU-UP E1 SETUP RESPONSE
	GNB-CU-UP E1 SETUP FAILURE

	gNB-CU-CP E1 Setup
	GNB-CU-CP E1 SETUP REQUEST
	GNB-CU-CP E1 SETUP RESPONSE
	GNB-CU-CP E1 SETUP FAILURE

	gNB-CU-UP Configuration Update
	GNB-CU-UP CONFIGURATION UPDATE
	GNB-CU-UP CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU-UP CONFIGURATION UPDATE FAILURE

	gNB-CU-CP Configuration Update
	GNB-CU-CP CONFIGURATION UPDATE
	GNB-CU-CP CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU-CP CONFIGURATION UPDATE FAILURE

	E1 Release 
	E1 RELEASE REQUEST
	E1 RELEASE RESPONSE
	

	Bearer Context Setup
	BEARER CONTEXT SETUP REQUEST
	BEARER CONTEXT SETUP RESPONSE
	BEARER CONTEXT SETUP FAILURE

	Bearer Context Modification (gNB-CU-CP initiated)
	BEARER CONTEXT MODIFICATION REQUEST
	BEARER CONTEXT MODIFICATION RESPONSE
	BEARER CONTEXT MODIFICATION FAILURE

	Bearer Context Modification Required (gNB-CU-UP initiated)
	BEARER CONTEXT MODIFICATION REQUIRED
	BEARER CONTEXT MODIFICATION CONFIRM
	

	Bearer Context Release (gNB-CU-CP initiated)
	BEARER CONTEXT RELEASE COMMAND
	BEARER CONTEXT RELEASE COMPLETE
	

	Resource Status Reporting Initiation
	RESOURCE STATUS REQUEST
	RESOURCE STATUS RESPONSE
	RESOURCE STATUS FAILURE

	IAB UP TNL Address Update
	IAB UP TNL ADDRESS UPDATE
	IAB UP TNL ADDRESS UPDATE ACKNOWLEDGE
	IAB UP TNL ADDRESS UPDATE FAILURE


Table 2: Class 2 procedures
	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	Bearer Context Release Request (gNB-CU-UP initiated)
	BEARER CONTEXT RELEASE REQUEST

	Bearer Context Inactivity Notification 
	BEARER CONTEXT INACTIVITY NOTIFICATION

	DL Data Notification
	DL DATA NOTIFICATION

	UL Data Notification
	UL DATA NOTIFICATION

	Data Usage Report
	DATA USAGE REPORT

	gNB-CU-UP Counter Check
	GNB-CU-UP COUNTER CHECK

	gNB-CU-UP Status Indication
	GNB-CU-UP STATUS INDICATION

	MR-DC Data Usage Report
	MR-DC DATA USAGE REPORT

	Trace Start
	TRACE START

	Deactivate Trace
	DEACTIVATE TRACE

	Resource Status Reporting
	RESOURCE STATUS UPDATE

	Early Forwarding SN Transfer
	EARLY FORWARDING SN TRANSFER

	GNB-CU-CP Measurement Results Information
	GNB-CU-CP MEASUREMENT RESULTS INFORMATION


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.3.x
GNB-CU-CP Measurement Results Information
8.3.x.1
General

This procedure is initiated by the gNB-CU-CP to inform the measurement results received from the UE to the gNB-CU-UP. 

The procedure uses UE-associated signalling.

8.3.x.2
Successful Operation
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Figure 8.3.x.2-1: GNB-CU-CP Measurement Results Information procedure. Successful operation. 

The gNB-CU-CP initiates the procedure by sending a GNB-CU-CP MEASUREMENT RESULTS INFORMATION message. 

8.3.x.3
Abnormal Conditions

Not applicable.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.2.xy
GNB-CU-CP MEASUREMENT RESULTS INFORMATION
This message is sent to the gNB-CU-UP to provide the measurement result received by the gNB-CU-CP.
Direction: gNB-CU-CP ( gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	DRB Measurement Results Information List 
	
	1
	
	
	YES
	reject

	>DRB Measurement Results Information Item 
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.16
	
	-
	

	>> UL D1 Result
	O
	
	INTEGER (0 .. 10000,…)
	The unit is: 0.1ms 
	-
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.4.3
Elementary Procedure Definitions

-- ASN1START
-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

E1AP-PDU-Descriptions {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM E1AP-CommonDataTypes


Reset,


ResetAcknowledge,


ErrorIndication,


GNB-CU-UP-E1SetupRequest,


GNB-CU-UP-E1SetupResponse,


GNB-CU-UP-E1SetupFailure, 


GNB-CU-CP-E1SetupRequest,


GNB-CU-CP-E1SetupResponse,


GNB-CU-CP-E1SetupFailure, 


GNB-CU-UP-ConfigurationUpdate,


GNB-CU-UP-ConfigurationUpdateAcknowledge,


GNB-CU-UP-ConfigurationUpdateFailure,


GNB-CU-CP-ConfigurationUpdate,


GNB-CU-CP-ConfigurationUpdateAcknowledge,


GNB-CU-CP-ConfigurationUpdateFailure,


BearerContextSetupRequest,


BearerContextSetupResponse,


BearerContextSetupFailure,


BearerContextModificationRequest,


BearerContextModificationResponse,


BearerContextModificationFailure,


BearerContextModificationRequired,


BearerContextModificationConfirm,


BearerContextReleaseCommand,


BearerContextReleaseComplete,


BearerContextReleaseRequest,


BearerContextInactivityNotification,


DLDataNotification,


ULDataNotification,


DataUsageReport,


E1ReleaseRequest,


E1ReleaseResponse,


GNB-CU-UP-CounterCheckRequest,


GNB-CU-UP-StatusIndication,


MRDC-DataUsageReport,


DeactivateTrace,


TraceStart,


PrivateMessage,


ResourceStatusRequest,


ResourceStatusResponse,


ResourceStatusFailure,


ResourceStatusUpdate,


IAB-UPTNLAddressUpdate,


IAB-UPTNLAddressUpdateAcknowledge,


IAB-UPTNLAddressUpdateFailure,


CellTrafficTrace,


EarlyForwardingSNTransfer,


GNB-CU-CPMeasurementResultsInformation

FROM E1AP-PDU-Contents


id-reset,


id-errorIndication,


id-gNB-CU-UP-E1Setup,


id-gNB-CU-CP-E1Setup,


id-gNB-CU-UP-ConfigurationUpdate,


id-gNB-CU-CP-ConfigurationUpdate,


id-e1Release,


id-bearerContextSetup,


id-bearerContextModification,


id-bearerContextModificationRequired,


id-bearerContextRelease,


id-bearerContextReleaseRequest,


id-bearerContextInactivityNotification,


id-dLDataNotification,


id-uLDataNotification,


id-dataUsageReport,


id-gNB-CU-UP-CounterCheck,


id-gNB-CU-UP-StatusIndication,


id-mRDC-DataUsageReport,


id-DeactivateTrace,


id-TraceStart,


id-privateMessage,


id-resourceStatusReportingInitiation,


id-resourceStatusReporting,


id-iAB-UPTNLAddressUpdate,


id-CellTrafficTrace,


id-earlyForwardingSNTransfer,


id-gNB-CU-CPMeasurementResultsInformation
FROM E1AP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

E1AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome






OPTIONAL,

&UnsuccessfulOutcome





OPTIONAL,


&procedureCode



ProcedureCode 
UNIQUE,


&criticality



Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE


&InitiatingMessage


[SUCCESSFUL OUTCOME


&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE



&procedureCode


[CRITICALITY



&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

E1AP-PDU ::= CHOICE {


initiatingMessage

InitiatingMessage,


successfulOutcome

SuccessfulOutcome,


unsuccessfulOutcome

UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode


E1AP-ELEMENTARY-PROCEDURE.&procedureCode

({E1AP-ELEMENTARY-PROCEDURES}),


criticality



E1AP-ELEMENTARY-PROCEDURE.&criticality


({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value




E1AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode


E1AP-ELEMENTARY-PROCEDURE.&procedureCode

({E1AP-ELEMENTARY-PROCEDURES}),


criticality



E1AP-ELEMENTARY-PROCEDURE.&criticality


({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value




E1AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode


E1AP-ELEMENTARY-PROCEDURE.&procedureCode

({E1AP-ELEMENTARY-PROCEDURES}),


criticality



E1AP-ELEMENTARY-PROCEDURE.&criticality


({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value




E1AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

E1AP-ELEMENTARY-PROCEDURES E1AP-ELEMENTARY-PROCEDURE ::= {


E1AP-ELEMENTARY-PROCEDURES-CLASS-1


|


E1AP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

E1AP-ELEMENTARY-PROCEDURES-CLASS-1 E1AP-ELEMENTARY-PROCEDURE ::= {


reset









|


gNB-CU-UP-E1Setup






|


gNB-CU-CP-E1Setup






|


gNB-CU-UP-ConfigurationUpdate



|


gNB-CU-CP-ConfigurationUpdate



|


e1Release








|


bearerContextSetup






|


bearerContextModification




|


bearerContextModificationRequired


|


bearerContextRelease





|


resourceStatusReportingInitiation


|


iAB-UPTNLAddressUpdate





,


...

}

E1AP-ELEMENTARY-PROCEDURES-CLASS-2 E1AP-ELEMENTARY-PROCEDURE ::= {


errorIndication






|


bearerContextReleaseRequest



|


bearerContextInactivityNotification

|


dLDataNotification





|


uLDataNotification





|


dataUsageReport






|


gNB-CU-UP-CounterCheck




|


gNB-CU-UP-StatusIndication


|


mRDC-DataUsageReport




|


deactivateTrace






|


traceStart







|


privateMessage






|


privateMessage






|


cellTrafficTrace





|


resourceStatusReporting




|


earlyForwardingSNTransfer



|

gNB-CU-CPMeasurementResultsInformation,

...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

reset E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

Reset


SUCCESSFUL OUTCOME

ResetAcknowledge


PROCEDURE CODE


id-reset


CRITICALITY



reject

}

errorIndication E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


PROCEDURE CODE


id-errorIndication


CRITICALITY



ignore

}

gNB-CU-UP-E1Setup E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNB-CU-UP-E1SetupRequest


SUCCESSFUL OUTCOME

GNB-CU-UP-E1SetupResponse


UNSUCCESSFUL OUTCOME
GNB-CU-UP-E1SetupFailure


PROCEDURE CODE


id-gNB-CU-UP-E1Setup


CRITICALITY



reject

}

gNB-CU-CP-E1Setup E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNB-CU-CP-E1SetupRequest


SUCCESSFUL OUTCOME

GNB-CU-CP-E1SetupResponse


UNSUCCESSFUL OUTCOME
GNB-CU-CP-E1SetupFailure


PROCEDURE CODE


id-gNB-CU-CP-E1Setup


CRITICALITY



reject

}

gNB-CU-UP-ConfigurationUpdate E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNB-CU-UP-ConfigurationUpdate


SUCCESSFUL OUTCOME

GNB-CU-UP-ConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME
GNB-CU-UP-ConfigurationUpdateFailure


PROCEDURE CODE


id-gNB-CU-UP-ConfigurationUpdate


CRITICALITY



reject

}

gNB-CU-CP-ConfigurationUpdate E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNB-CU-CP-ConfigurationUpdate


SUCCESSFUL OUTCOME

GNB-CU-CP-ConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME
GNB-CU-CP-ConfigurationUpdateFailure


PROCEDURE CODE


id-gNB-CU-CP-ConfigurationUpdate


CRITICALITY



reject

}

e1Release E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

E1ReleaseRequest


SUCCESSFUL OUTCOME

E1ReleaseResponse


PROCEDURE CODE


id-e1Release


CRITICALITY



reject

}

bearerContextSetup E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BearerContextSetupRequest


SUCCESSFUL OUTCOME

BearerContextSetupResponse


UNSUCCESSFUL OUTCOME
BearerContextSetupFailure


PROCEDURE CODE


id-bearerContextSetup


CRITICALITY



reject

}

bearerContextModification E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BearerContextModificationRequest


SUCCESSFUL OUTCOME

BearerContextModificationResponse


UNSUCCESSFUL OUTCOME
BearerContextModificationFailure


PROCEDURE CODE


id-bearerContextModification


CRITICALITY



reject

}

bearerContextModificationRequired E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BearerContextModificationRequired


SUCCESSFUL OUTCOME

BearerContextModificationConfirm


PROCEDURE CODE


id-bearerContextModificationRequired


CRITICALITY



reject

}

bearerContextRelease E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BearerContextReleaseCommand


SUCCESSFUL OUTCOME

BearerContextReleaseComplete


PROCEDURE CODE


id-bearerContextRelease


CRITICALITY



reject

}

bearerContextReleaseRequest E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BearerContextReleaseRequest


PROCEDURE CODE


id-bearerContextReleaseRequest


CRITICALITY



ignore

}

bearerContextInactivityNotification E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BearerContextInactivityNotification


PROCEDURE CODE


id-bearerContextInactivityNotification


CRITICALITY



ignore

}

dLDataNotification E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DLDataNotification


PROCEDURE CODE


id-dLDataNotification


CRITICALITY



ignore

}

uLDataNotification E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ULDataNotification


PROCEDURE CODE


id-uLDataNotification


CRITICALITY



ignore

}

dataUsageReport E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DataUsageReport


PROCEDURE CODE


id-dataUsageReport


CRITICALITY



ignore

}

gNB-CU-UP-CounterCheck E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNB-CU-UP-CounterCheckRequest

PROCEDURE CODE


id-gNB-CU-UP-CounterCheck

CRITICALITY



ignore

}

gNB-CU-UP-StatusIndication 
E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNB-CU-UP-StatusIndication


PROCEDURE CODE


id-gNB-CU-UP-StatusIndication


CRITICALITY


ignore

}

privateMessage E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


PROCEDURE CODE


id-privateMessage


CRITICALITY



ignore

}

gNB-CU-CPMeasurementResultsInformation E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

GNB-CU-CPMeasurementResultsInformation


PROCEDURE CODE


id-gNB-CU-CPMeasurementResultsInformation


CRITICALITY



ignore

}

mRDC-DataUsageReport
E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MRDC-DataUsageReport


PROCEDURE CODE


id-mRDC-DataUsageReport


CRITICALITY



ignore

}

deactivateTrace E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DeactivateTrace


PROCEDURE CODE


id-DeactivateTrace


CRITICALITY



ignore

}

traceStart E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

TraceStart


PROCEDURE CODE


id-TraceStart


CRITICALITY



ignore

}

resourceStatusReportingInitiation E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResourceStatusRequest


SUCCESSFUL OUTCOME

ResourceStatusResponse


UNSUCCESSFUL OUTCOME
ResourceStatusFailure


PROCEDURE CODE


id-resourceStatusReportingInitiation


CRITICALITY



reject

}

resourceStatusReporting E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResourceStatusUpdate


PROCEDURE CODE


id-resourceStatusReporting


CRITICALITY



ignore

}

iAB-UPTNLAddressUpdate E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

IAB-UPTNLAddressUpdate


SUCCESSFUL OUTCOME

IAB-UPTNLAddressUpdateAcknowledge


UNSUCCESSFUL OUTCOME
IAB-UPTNLAddressUpdateFailure


PROCEDURE CODE


id-iAB-UPTNLAddressUpdate


CRITICALITY



reject

}

cellTrafficTrace E1AP-ELEMENTARY-PROCEDURE ::={


INITIATING MESSAGE CellTrafficTrace


PROCEDURE CODE

id-CellTrafficTrace


CRITICALITY


ignore

}

earlyForwardingSNTransfer E1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

EarlyForwardingSNTransfer


PROCEDURE CODE


id-earlyForwardingSNTransfer


CRITICALITY



ignore

}

END

-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.4.4
PDU Definitions

-- ASN1START
-- **************************************************************

--

-- PDU definitions for E1AP

--

-- **************************************************************

E1AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,


GNB-CU-CP-UE-E1AP-ID,


GNB-CU-UP-UE-E1AP-ID,


UE-associatedLogicalE1-ConnectionItem,


GNB-CU-UP-ID,


GNB-CU-UP-Name,


GNB-CU-CP-Name,


CNSupport,


PLMN-Identity,


Slice-Support-List,


NR-CGI-Support-List,


QoS-Parameters-Support-List,


SecurityInformation,


BitRate,


BearerContextStatusChange,


DRB-To-Setup-List-EUTRAN,


DRB-Setup-List-EUTRAN,


DRB-Failed-List-EUTRAN,


DRB-To-Modify-List-EUTRAN,

DRB-Measurement-Results-Information-List,

DRB-Modified-List-EUTRAN,


DRB-Failed-To-Modify-List-EUTRAN,


DRB-To-Remove-List-EUTRAN,


DRB-Required-To-Remove-List-EUTRAN,


DRB-Required-To-Modify-List-EUTRAN,


DRB-Confirm-Modified-List-EUTRAN,


DRB-To-Setup-Mod-List-EUTRAN,


DRB-Setup-Mod-List-EUTRAN,


DRB-Failed-Mod-List-EUTRAN,


ExtendedSliceSupportList,


PDU-Session-Resource-To-Setup-List,


PDU-Session-Resource-Setup-List,


PDU-Session-Resource-Failed-List,


PDU-Session-Resource-To-Modify-List,


PDU-Session-Resource-Modified-List,


PDU-Session-Resource-Failed-To-Modify-List,


PDU-Session-Resource-To-Remove-List,


PDU-Session-Resource-Required-To-Modify-List,


PDU-Session-Resource-Confirm-Modified-List,


PDU-Session-Resource-To-Setup-Mod-List,


PDU-Session-Resource-Setup-Mod-List,


PDU-Session-Resource-Failed-Mod-List,


PDU-Session-To-Notify-List,


DRB-Status-Item,


DRB-Activity-Item,


Data-Usage-Report-List,


TimeToWait,


ActivityNotificationLevel,


ActivityInformation,


New-UL-TNL-Information-Required,


GNB-CU-CP-TNLA-Setup-Item,


GNB-CU-CP-TNLA-Failed-To-Setup-Item,


GNB-CU-CP-TNLA-To-Add-Item,


GNB-CU-CP-TNLA-To-Remove-Item,


GNB-CU-CP-TNLA-To-Update-Item,


GNB-CU-UP-TNLA-To-Remove-Item,

TransactionID,


Inactivity-Timer,


DRBs-Subject-To-Counter-Check-List-EUTRAN,


DRBs-Subject-To-Counter-Check-List-NG-RAN,


PPI,


GNB-CU-UP-Capacity,


GNB-CU-UP-OverloadInformation,


DataDiscardRequired,


PDU-Session-Resource-Data-Usage-List,


RANUEID,


GNB-DU-ID,


TraceID,


TraceActivation,


SubscriberProfileIDforRFP,


AdditionalRRMPriorityIndex,


RetainabilityMeasurementsInfo,


Transport-Layer-Address-Info,


HW-CapacityIndicator,


RegistrationRequest,


ReportCharacteristics,


ReportingPeriodicity,


TNL-AvailableCapacityIndicator,


DLUPTNLAddressToUpdateItem,


ULUPTNLAddressToUpdateItem,


NPNContextInfo,


NPNSupportInfo,


MDTPLMNList,


PrivacyIndicator,


URIaddress,


DRBs-Subject-To-Early-Forwarding-List,


CHOInitiation,


ExtendedSliceSupportList,


TransportLayerAddress

FROM E1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-SingleContainer{},


E1AP-PRIVATE-IES,


E1AP-PROTOCOL-EXTENSION,


E1AP-PROTOCOL-IES

FROM E1AP-Containers


id-Cause,


id-CriticalityDiagnostics,


id-gNB-CU-CP-UE-E1AP-ID, 


id-gNB-CU-UP-UE-E1AP-ID,


id-ResetType,


id-UE-associatedLogicalE1-ConnectionItem,


id-UE-associatedLogicalE1-ConnectionListResAck,


id-gNB-CU-UP-ID,


id-gNB-CU-UP-Name,


id-gNB-CU-CP-Name,


id-CNSupport,


id-SupportedPLMNs,


id-NPNSupportInfo,


id-NPNContextInfo,


id-SecurityInformation,


id-UEDLAggregateMaximumBitRate,


id-BearerContextStatusChange,


id-System-BearerContextSetupRequest,


id-System-BearerContextSetupResponse,


id-System-BearerContextModificationRequest,


id-System-BearerContextModificationResponse,


id-System-BearerContextModificationConfirm,


id-System-BearerContextModificationRequired,


id-DRB-Status-List,


id-Data-Usage-Report-List,



id-TimeToWait,


id-ActivityNotificationLevel,


id-ActivityInformation,


id-New-UL-TNL-Information-Required,


id-GNB-CU-CP-TNLA-Setup-List,


id-GNB-CU-CP-TNLA-Failed-To-Setup-List,


id-GNB-CU-CP-TNLA-To-Add-List,


id-GNB-CU-CP-TNLA-To-Remove-List,


id-GNB-CU-CP-TNLA-To-Update-List,


id-GNB-CU-UP-TNLA-To-Remove-List,

id-DRB-To-Setup-List-EUTRAN,


id-DRB-To-Modify-List-EUTRAN,


id-DRB-To-Remove-List-EUTRAN,


id-DRB-Required-To-Modify-List-EUTRAN,


id-DRB-Required-To-Remove-List-EUTRAN,


id-DRB-Setup-List-EUTRAN,


id-DRB-Failed-List-EUTRAN,

id-DRB-Measurement-Results-Information-List,


id-DRB-Modified-List-EUTRAN,


id-DRB-Failed-To-Modify-List-EUTRAN,


id-DRB-Confirm-Modified-List-EUTRAN,


id-DRB-To-Setup-Mod-List-EUTRAN,


id-DRB-Setup-Mod-List-EUTRAN,


id-DRB-Failed-Mod-List-EUTRAN,


id-PDU-Session-Resource-To-Setup-List,


id-PDU-Session-Resource-To-Modify-List,


id-PDU-Session-Resource-To-Remove-List,


id-PDU-Session-Resource-Required-To-Modify-List,


id-PDU-Session-Resource-Setup-List,


id-PDU-Session-Resource-Failed-List,


id-PDU-Session-Resource-Modified-List,


id-PDU-Session-Resource-Failed-To-Modify-List,


id-PDU-Session-Resource-Confirm-Modified-List,


id-PDU-Session-Resource-Setup-Mod-List,


id-PDU-Session-Resource-Failed-Mod-List,


id-PDU-Session-Resource-To-Setup-Mod-List,


id-PDU-Session-To-Notify-List,


id-TransactionID,


id-Serving-PLMN,


id-UE-Inactivity-Timer,


id-System-GNB-CU-UP-CounterCheckRequest,


id-DRBs-Subject-To-Counter-Check-List-EUTRAN,


id-DRBs-Subject-To-Counter-Check-List-NG-RAN,


id-PPI,


id-gNB-CU-UP-Capacity,


id-GNB-CU-UP-OverloadInformation,

id-UEDLMaximumIntegrityProtectedDataRate,


id-DataDiscardRequired,


id-PDU-Session-Resource-Data-Usage-List,


id-RANUEID,


id-GNB-DU-ID,


id-TraceID,


id-TraceActivation,

id-SubscriberProfileIDforRFP,


id-AdditionalRRMPriorityIndex, 

id-RetainabilityMeasurementsInfo,


id-Transport-Layer-Address-Info,


id-gNB-CU-CP-Measurement-ID,


id-gNB-CU-UP-Measurement-ID,


id-RegistrationRequest,


id-ReportCharacteristics,


id-ReportingPeriodicity,


id-TNL-AvailableCapacityIndicator,


id-HW-CapacityIndicator,


id-DLUPTNLAddressToUpdateList,


id-ULUPTNLAddressToUpdateList,


id-ManagementBasedMDTPLMNList,


id-TraceCollectionEntityIPAddress,


id-PrivacyIndicator,


id-URIaddress,


id-DRBs-Subject-To-Early-Forwarding-List,


id-CHOInitiation,


id-ExtendedSliceSupportList,


maxnoofErrors,


maxnoofSPLMNs,


maxnoofDRBs,


maxnoofTNLAssociations,


maxnoofIndividualE1ConnectionsToReset,


maxnoofTNLAddresses

FROM E1AP-Constants;

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--

-- gNB-CU-UP STATUS INDICATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- gNB-CU-UP Status Indication

--

-- **************************************************************

GNB-CU-UP-StatusIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNB-CU-UP-StatusIndicationIEs} },


...

}

GNB-CU-UP-StatusIndicationIEs E1AP-PROTOCOL-IES ::= { 


{ ID id-TransactionID





CRITICALITY reject
TYPE TransactionID



 


PRESENCE mandatory
}|


{ ID id-GNB-CU-UP-OverloadInformation
CRITICALITY reject
TYPE GNB-CU-UP-OverloadInformation

PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- gNB-CU-CP MEASUREMENT RESULTS INFORMATIONREPORT

--

-- **************************************************************

GNB-CU-CPMeasurementResultsInformation ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { GNB-CU-CPMeasurementResultsInformationIEs } },


...

}

GNB-CU-CPMeasurementResultsInformationIEs E1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-CP-UE-E1AP-ID




CRITICALITY reject

TYPE GNB-CU-CP-UE-E1AP-ID






PRESENCE mandatory}|


{ ID id-gNB-CU-UP-UE-E1AP-ID




CRITICALITY reject

TYPE GNB-CU-UP-UE-E1AP-ID






PRESENCE mandatory}|


{ ID id-DRB-Measurement-Results-Information-List
CRITICALITY ignore

TYPE DRB-Measurement-Results-Information-List
PRESENCE mandatory},


...

}
-- **************************************************************

--

-- MR-DC DATA USAGE REPORT

--

-- **************************************************************

MRDC-DataUsageReport ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { MRDC-DataUsageReportIEs } },


...

}

MRDC-DataUsageReportIEs E1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-CP-UE-E1AP-ID




CRITICALITY reject

TYPE GNB-CU-CP-UE-E1AP-ID






PRESENCE mandatory}|


{ ID id-gNB-CU-UP-UE-E1AP-ID




CRITICALITY reject

TYPE GNB-CU-UP-UE-E1AP-ID






PRESENCE mandatory}|


{ ID id-PDU-Session-Resource-Data-Usage-List
CRITICALITY ignore

TYPE PDU-Session-Resource-Data-Usage-List
PRESENCE mandatory},


...

}
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.4.5
Information Element Definitions

-- D

DRB-ID
::=
INTEGER (1..32, ...)
DRB-Measurement-Results-Information-List
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Measurement-Results-Information-Item

DRB-Measurement-Results-Information-Item
::=
SEQUENCE {


dRB-ID









DRB-ID,


uL-D1-Result







INTEGER (0..10000, ...)






OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DRB-Measurement-Results-Information-Item-ExtIEs } }
OPTIONAL,


...

}

DRB-Measurement-Results-Information-Item-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


...

}

DRB-Modified-List-EUTRAN
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Modified-Item-EUTRAN

DRB-Modified-Item-EUTRAN
::=
SEQUENCE {


dRB-ID








DRB-ID, 


s1-DL-UP-TNL-Information



UP-TNL-Information





OPTIONAL,


pDCP-SN-Status-Information



PDCP-SN-Status-Information



OPTIONAL,


uL-UP-Transport-Parameters



UP-Parameters






OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DRB-Modified-Item-EUTRAN-ExtIEs } }
OPTIONAL,


...

}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.4.7
Constant Definitions

-- ASN1START
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

E1AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM E1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-reset













ProcedureCode ::= 0

id-errorIndication











ProcedureCode ::= 1

id-privateMessage











ProcedureCode ::= 2

id-gNB-CU-UP-E1Setup










ProcedureCode ::= 3

id-gNB-CU-CP-E1Setup










ProcedureCode ::= 4

id-gNB-CU-UP-ConfigurationUpdate







ProcedureCode ::= 5

id-gNB-CU-CP-ConfigurationUpdate







ProcedureCode ::= 6

id-e1Release












ProcedureCode ::= 7

id-bearerContextSetup










ProcedureCode ::= 8

id-bearerContextModification








ProcedureCode ::= 9

id-bearerContextModificationRequired






ProcedureCode ::= 10

id-bearerContextRelease










ProcedureCode ::= 11

id-bearerContextReleaseRequest








ProcedureCode ::= 12

id-bearerContextInactivityNotification






ProcedureCode ::= 13

id-dLDataNotification










ProcedureCode ::= 14

id-dataUsageReport











ProcedureCode ::= 15

id-gNB-CU-UP-CounterCheck









ProcedureCode ::= 16

id-gNB-CU-UP-StatusIndication








ProcedureCode ::= 17

id-uLDataNotification










ProcedureCode ::= 18

id-mRDC-DataUsageReport










ProcedureCode ::= 19

id-TraceStart












ProcedureCode ::= 20

id-DeactivateTrace











ProcedureCode ::= 21

id-resourceStatusReportingInitiation






ProcedureCode ::= 22

id-resourceStatusReporting









ProcedureCode ::= 23

id-iAB-UPTNLAddressUpdate









ProcedureCode ::= 24

id-CellTrafficTrace











ProcedureCode ::= 25

id-earlyForwardingSNTransfer








ProcedureCode ::= 26
id-gNB-CU-CPMeasurementResultsInformation





ProcedureCode ::= xx
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofErrors







INTEGER ::= 256

maxnoofSPLMNs







INTEGER ::= 12

maxnoofSliceItems






INTEGER ::= 1024

maxnoofIndividualE1ConnectionsToReset

INTEGER ::= 65536

maxnoofEUTRANQOSParameters




INTEGER ::= 256

maxnoofNGRANQOSParameters




INTEGER ::= 256

maxnoofDRBs








INTEGER
::= 32

maxnoofNRCGI







INTEGER
::= 512

maxnoofPDUSessionResource




INTEGER
::= 256

maxnoofQoSFlows







INTEGER
::= 64

maxnoofUPParameters






INTEGER
::= 8

maxnoofCellGroups






INTEGER
::= 4

maxnooftimeperiods






INTEGER
::= 2

maxnoofTNLAssociations





INTEGER ::= 32

maxnoofTLAs








INTEGER ::= 16

maxnoofGTPTLAs







INTEGER ::= 16

maxnoofTNLAddresses






INTEGER ::= 8

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofQoSParaSets






INTEGER ::= 8

maxnoofExtSliceItems





INTEGER ::= 65535

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause













ProtocolIE-ID ::= 0

id-CriticalityDiagnostics









ProtocolIE-ID ::= 1

id-gNB-CU-CP-UE-E1AP-ID 









ProtocolIE-ID ::= 2

id-gNB-CU-UP-UE-E1AP-ID










ProtocolIE-ID ::= 3

id-ResetType












ProtocolIE-ID ::= 4

id-UE-associatedLogicalE1-ConnectionItem





ProtocolIE-ID ::= 5

id-UE-associatedLogicalE1-ConnectionListResAck




ProtocolIE-ID ::= 6

id-gNB-CU-UP-ID












ProtocolIE-ID ::= 7

id-gNB-CU-UP-Name











ProtocolIE-ID ::= 8

id-gNB-CU-CP-Name











ProtocolIE-ID ::= 9

id-CNSupport












ProtocolIE-ID ::= 10

id-SupportedPLMNs











ProtocolIE-ID ::= 11

id-TimeToWait












ProtocolIE-ID ::= 12

id-SecurityInformation










ProtocolIE-ID ::= 13

id-UEDLAggregateMaximumBitRate








ProtocolIE-ID ::= 14

id-System-BearerContextSetupRequest







ProtocolIE-ID ::= 15

id-System-BearerContextSetupResponse






ProtocolIE-ID ::= 16

id-BearerContextStatusChange








ProtocolIE-ID ::= 17

id-System-BearerContextModificationRequest





ProtocolIE-ID ::= 18

id-System-BearerContextModificationResponse





ProtocolIE-ID ::= 19

id-System-BearerContextModificationConfirm





ProtocolIE-ID ::= 20

id-System-BearerContextModificationRequired





ProtocolIE-ID ::= 21

id-DRB-Status-List











ProtocolIE-ID ::= 22

id-ActivityNotificationLevel








ProtocolIE-ID ::= 23

id-ActivityInformation










ProtocolIE-ID ::= 24

id-Data-Usage-Report-List









ProtocolIE-ID ::= 25

id-New-UL-TNL-Information-Required







ProtocolIE-ID ::= 26

id-GNB-CU-CP-TNLA-To-Add-List








ProtocolIE-ID ::= 27

id-GNB-CU-CP-TNLA-To-Remove-List







ProtocolIE-ID ::= 28

id-GNB-CU-CP-TNLA-To-Update-List







ProtocolIE-ID ::= 29

id-GNB-CU-CP-TNLA-Setup-List








ProtocolIE-ID ::= 30

id-GNB-CU-CP-TNLA-Failed-To-Setup-List






ProtocolIE-ID ::= 31

id-DRB-To-Setup-List-EUTRAN









ProtocolIE-ID ::= 32

id-DRB-To-Modify-List-EUTRAN








ProtocolIE-ID ::= 33

id-DRB-To-Remove-List-EUTRAN








ProtocolIE-ID ::= 34

id-DRB-Required-To-Modify-List-EUTRAN






ProtocolIE-ID ::= 35

id-DRB-Required-To-Remove-List-EUTRAN






ProtocolIE-ID ::= 36

id-DRB-Setup-List-EUTRAN









ProtocolIE-ID ::= 37

id-DRB-Failed-List-EUTRAN









ProtocolIE-ID ::= 38

id-DRB-Modified-List-EUTRAN









ProtocolIE-ID ::= 39

id-DRB-Failed-To-Modify-List-EUTRAN







ProtocolIE-ID ::= 40

id-DRB-Confirm-Modified-List-EUTRAN







ProtocolIE-ID ::= 41

id-PDU-Session-Resource-To-Setup-List






ProtocolIE-ID ::= 42

id-PDU-Session-Resource-To-Modify-List






ProtocolIE-ID ::= 43

id-PDU-Session-Resource-To-Remove-List






ProtocolIE-ID ::= 44

id-PDU-Session-Resource-Required-To-Modify-List




ProtocolIE-ID ::= 45

id-PDU-Session-Resource-Setup-List







ProtocolIE-ID ::= 46

id-PDU-Session-Resource-Failed-List







ProtocolIE-ID ::= 47

id-PDU-Session-Resource-Modified-List






ProtocolIE-ID ::= 48

id-PDU-Session-Resource-Failed-To-Modify-List




ProtocolIE-ID ::= 49

id-PDU-Session-Resource-Confirm-Modified-List




ProtocolIE-ID ::= 50

id-DRB-To-Setup-Mod-List-EUTRAN








ProtocolIE-ID ::= 51

id-DRB-Setup-Mod-List-EUTRAN








ProtocolIE-ID ::= 52

id-DRB-Failed-Mod-List-EUTRAN








ProtocolIE-ID ::= 53

id-PDU-Session-Resource-Setup-Mod-List






ProtocolIE-ID ::= 54

id-PDU-Session-Resource-Failed-Mod-List






ProtocolIE-ID ::= 55

id-PDU-Session-Resource-To-Setup-Mod-List





ProtocolIE-ID ::= 56

id-TransactionID











ProtocolIE-ID ::= 57

id-Serving-PLMN












ProtocolIE-ID ::= 58

id-UE-Inactivity-Timer










ProtocolIE-ID ::= 59

id-System-GNB-CU-UP-CounterCheckRequest






ProtocolIE-ID ::= 60

id-DRBs-Subject-To-Counter-Check-List-EUTRAN




ProtocolIE-ID ::= 61

id-DRBs-Subject-To-Counter-Check-List-NG-RAN




ProtocolIE-ID ::= 62

id-PPI














ProtocolIE-ID ::= 63

id-gNB-CU-UP-Capacity










ProtocolIE-ID ::= 64

id-GNB-CU-UP-OverloadInformation







ProtocolIE-ID ::= 65

id-UEDLMaximumIntegrityProtectedDataRate





ProtocolIE-ID ::= 66

id-PDU-Session-To-Notify-List








ProtocolIE-ID ::= 67

id-PDU-Session-Resource-Data-Usage-List






ProtocolIE-ID ::= 68

id-SNSSAI













ProtocolIE-ID ::= 69

id-DataDiscardRequired










ProtocolIE-ID ::= 70

id-OldQoSFlowMap-ULendmarkerexpected






ProtocolIE-ID ::= 71

id-DRB-QoS













ProtocolIE-ID ::= 72

id-GNB-CU-UP-TNLA-To-Remove-List







ProtocolIE-ID ::= 73

id-endpoint-IP-Address-and-Port








ProtocolIE-ID ::= 74

id-TNLAssociationTransportLayerAddressgNBCUUP




ProtocolIE-ID ::= 75

id-RANUEID













ProtocolIE-ID ::= 76

id-GNB-DU-ID












ProtocolIE-ID ::= 77

id-CommonNetworkInstance









ProtocolIE-ID ::= 78

id-NetworkInstance











ProtocolIE-ID ::= 79

id-QoSFlowMappingIndication









ProtocolIE-ID ::= 80

id-TraceActivation











ProtocolIE-ID ::= 81

id-TraceID













ProtocolIE-ID ::= 82

id-SubscriberProfileIDforRFP








ProtocolIE-ID ::= 83
id-AdditionalRRMPriorityIndex








ProtocolIE-ID ::= 84

id-RetainabilityMeasurementsInfo







ProtocolIE-ID ::= 85

id-Transport-Layer-Address-Info








ProtocolIE-ID ::= 86

id-QoSMonitoringRequest










ProtocolIE-ID ::= 87

id-PDCP-StatusReportIndication








ProtocolIE-ID ::= 88

id-gNB-CU-CP-Measurement-ID









ProtocolIE-ID ::= 89

id-gNB-CU-UP-Measurement-ID









ProtocolIE-ID ::= 90

id-RegistrationRequest










ProtocolIE-ID ::= 91

id-ReportCharacteristics









ProtocolIE-ID ::= 92

id-ReportingPeriodicity










ProtocolIE-ID ::= 93

id-TNL-AvailableCapacityIndicator







ProtocolIE-ID ::= 94

id-HW-CapacityIndicator










ProtocolIE-ID ::= 95

id-RedundantCommonNetworkInstance







ProtocolIE-ID ::= 96

id-redundant-nG-UL-UP-TNL-Information






ProtocolIE-ID ::= 97

id-redundant-nG-DL-UP-TNL-Information






ProtocolIE-ID ::= 98

id-RedundantQosFlowIndicator








ProtocolIE-ID ::= 99

id-TSCTrafficCharacteristics








ProtocolIE-ID ::= 100

id-CNPacketDelayBudgetDownlink








ProtocolIE-ID ::= 101

id-CNPacketDelayBudgetUplink








ProtocolIE-ID ::= 102

id-ExtendedPacketDelayBudget








ProtocolIE-ID ::= 103

id-AdditionalPDCPduplicationInformation






ProtocolIE-ID ::= 104

id-RedundantPDUSessionInformation







ProtocolIE-ID ::= 105

id-RedundantPDUSessionInformation-used






ProtocolIE-ID ::= 106

id-QoS-Mapping-Information









ProtocolIE-ID ::= 107

id-DLUPTNLAddressToUpdateList








ProtocolIE-ID ::= 108

id-ULUPTNLAddressToUpdateList








ProtocolIE-ID ::= 109

id-NPNSupportInfo











ProtocolIE-ID ::= 110

id-NPNContextInfo











ProtocolIE-ID ::= 111

id-MDTConfiguration











ProtocolIE-ID ::= 112

id-ManagementBasedMDTPLMNList








ProtocolIE-ID ::= 113

id-TraceCollectionEntityIPAddress







ProtocolIE-ID ::= 114

id-PrivacyIndicator











ProtocolIE-ID ::= 115

id-TraceCollectionEntityURI









ProtocolIE-ID ::= 116

id-URIaddress












ProtocolIE-ID ::= 117

id-EHC-Parameters











ProtocolIE-ID ::= 118

id-DRBs-Subject-To-Early-Forwarding-List





ProtocolIE-ID ::= 119

id-DAPSRequestInfo











ProtocolIE-ID ::= 120

id-CHOInitiation











ProtocolIE-ID ::= 121

id-EarlyForwardingCOUNTReq









ProtocolIE-ID ::= 122

id-EarlyForwardingCOUNTInfo









ProtocolIE-ID ::= 123

id-AlternativeQoSParaSetList








ProtocolIE-ID ::= 124


id-ExtendedSliceSupportList








ProtocolIE-ID ::= 125

id-DRB-Measurement-Results-Information-List




ProtocolIE-ID ::= yyy

END

-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>

gNB-CU-CP
GNB-CU-CP MEASUREMENT RESULTS INFORMATION
gNB-CU-UP



