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	Reason for change:
	In the RAN3#107bis-e meeting, RAN3 agreed on setting Max Number of CHO Preparations to 8 for NR, to align with the case of RRC, RAN2’s decision in the RAN2#109-e. 
The value in LTE should also be aligned with the case of RRC. 
Also, some IEs in ASN.1 are missing. 

	
	

	Summary of change:
	· Max Number of CHO Preparations has been changed from 16 to 8, aligned with the RAN2’s decision. 
· Missing IE for the HANDOVER CANCEL message in ASN.1 is filled. 
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[bookmark: _Toc20954371][bookmark: _Toc29902375][bookmark: _Toc29906379][bookmark: _Toc36550369][bookmark: _Toc45104116][bookmark: _Toc45227612][bookmark: _Toc45891426]9.1.1.6	HANDOVER CANCEL
This message is sent by the source eNB to the target eNB to cancel an ongoing handover.
Direction: source eNB  target eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the source eNB
	YES
	reject

	New eNB UE X2AP ID
	O
	
	eNB UE X2AP ID
9.2.24
	Allocated at the target eNB
	YES
	ignore

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Old eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the source eNB
	YES
	reject

	New eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the target eNB
	YES
	ignore

	Candidate Cells To Be Cancelled List
	
	0 .. <maxnoofCellsinCHO>
	
	
	YES
	reject

	>Target Cell ID
	M
	
	ECGI
9.2.14
	
	-
	-



	Range bound
	Explanation

	maxnoofCellsinCHO
	Maximum no. cells that can be prepared for a conditional handover. Value is 168.
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	Start of the 2nd change



[bookmark: _Toc45104118][bookmark: _Toc45227614][bookmark: _Toc45891428]9.1.1.8	CONDITIONAL HANDOVER CANCEL
This message is sent by the target eNB to the source eNB to cancel an ongoing conditional handover.
Direction: target eNB  source eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the source eNB
	YES
	ignore

	New eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the target eNB
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Old eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the source eNB
	YES
	ignore

	New eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the target eNB
	YES
	reject

	Candidate Cells To Be Cancelled List
	
	0 .. <maxnoofCellsinCHO>
	
	
	YES
	reject

	>Target Cell ID
	M
	
	ECGI
9.2.14
	
	-
	-



	Range bound
	Explanation

	maxnoofCellsinCHO
	Maximum no. cells that can be prepared for a conditional handover. Value is 168.



	End of the 2nd change
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[bookmark: _Toc14207627][bookmark: _Toc45104375][bookmark: _Toc45227871][bookmark: _Toc45891685]9.2.156	Maximum Number of CHO Preparations
This IE indicates the maximum number of CHO preparations for a UE towards a candidate target eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Maximum Number of CHO Preparations
	M
	
	INTEGER (1..168, ...)
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[bookmark: _Toc20954612][bookmark: _Toc29902622][bookmark: _Toc29906626][bookmark: _Toc36550620][bookmark: _Toc45104396][bookmark: _Toc45227892][bookmark: _Toc45891706][bookmark: _Hlk44084407]9.3.4	PDU Definitions

***************************************************************************************************************************
Skip unchanged part 
***************************************************************************************************************************

-- **************************************************************
--
-- HANDOVER CANCEL
--
-- **************************************************************

HandoverCancel ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{HandoverCancel-IEs}},
	...
}

HandoverCancel-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-Old-eNB-UE-X2AP-ID					CRITICALITY reject	TYPE UE-X2AP-ID					PRESENCE mandatory}|
	{ ID id-New-eNB-UE-X2AP-ID					CRITICALITY ignore	TYPE UE-X2AP-ID					PRESENCE optional}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-Old-eNB-UE-X2AP-ID-Extension		CRITICALITY reject	TYPE UE-X2AP-ID-Extension		PRESENCE optional}|
	{ ID id-New-eNB-UE-X2AP-ID-Extension		CRITICALITY ignore	TYPE UE-X2AP-ID-Extension		PRESENCE optional},
	{ ID id-CandidateCellsToBeCancelledList		CRITICALITY reject	TYPE CandidateCellsToBeCancelledList			PRESENCE optional},
	...
}


	End of the 4th change
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[bookmark: _Toc20954613][bookmark: _Toc29902623][bookmark: _Toc29906627][bookmark: _Toc36550621][bookmark: _Toc45104397][bookmark: _Toc45227893][bookmark: _Toc45891707]9.3.5	Information Element definitions
***************************************************************************************************************************
Skip unchanged part 
***************************************************************************************************************************
ManagementBasedMDTallowed ::= ENUMERATED {allowed, ...}

Masked-IMEISV ::= BIT STRING (SIZE (64)) 

MaxCHOpreparations ::= INTEGER(1..168, ...)

MDT-Activation		::= ENUMERATED { 
	immediate-MDT-only,
	immediate-MDT-and-Trace,
	...
}

	End of the 5th change
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[bookmark: _Toc20954615][bookmark: _Toc29902625][bookmark: _Toc29906629][bookmark: _Toc36550623][bookmark: _Toc45104399][bookmark: _Toc45227895][bookmark: _Toc45891709]9.3.7	Constant definitions

***************************************************************************************************************************
Skip unchanged part 
***************************************************************************************************************************

-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxEARFCN									INTEGER ::= 65535
maxEARFCNPlusOne							INTEGER ::= 65536
newmaxEARFCN								INTEGER ::= 262143
maxInterfaces								INTEGER ::= 16
maxCellineNB								INTEGER ::= 256
maxnoofBands								INTEGER ::= 16
maxnoofBearers								INTEGER ::= 256
maxNrOfErrors								INTEGER ::= 256
maxnoofPDCP-SN								INTEGER ::= 16
maxnoofEPLMNs								INTEGER ::= 15
maxnoofEPLMNsPlusOne						INTEGER ::= 16
maxnoofForbLACs								INTEGER ::= 4096
maxnoofForbTACs								INTEGER ::= 4096
maxnoofBPLMNs								INTEGER ::= 6
maxnoofAdditionalPLMNs						INTEGER ::= 6
maxnoofNeighbours							INTEGER ::= 512
maxnoofPRBs									INTEGER ::= 110
maxPools									INTEGER ::= 16
maxnoofCells								INTEGER ::= 16
maxnoofMBSFN								INTEGER ::= 8
maxFailedMeasObjects						INTEGER ::= 32
maxnoofCellIDforMDT							INTEGER ::= 32
maxnoofTAforMDT								INTEGER ::= 8
maxnoofMBMSServiceAreaIdentities			INTEGER ::= 256
maxnoofMDTPLMNs								INTEGER ::= 16
maxnoofCoMPHypothesisSet					INTEGER ::= 256
maxnoofCoMPCells							INTEGER ::= 32
maxUEReport									INTEGER ::= 128
maxCellReport								INTEGER ::= 9
maxnoofPA									INTEGER ::= 3
maxCSIProcess								INTEGER ::= 4
maxCSIReport								INTEGER ::= 2
maxSubband									INTEGER ::= 14
maxofNRNeighbours							INTEGER ::= 1024
maxCellinengNB								INTEGER ::= 16384
--	maxnoofNRCarriers						INTEGER ::= 32
maxnooftimeperiods							INTEGER ::= 2
maxnoofCellIDforQMC							INTEGER ::= 32
maxnoofTAforQMC								INTEGER ::= 8
maxnoofPLMNforQMC							INTEGER ::= 16
maxUEsinengNBDU								INTEGER ::= 8192
maxnoofProtectedResourcePatterns			INTEGER ::= 16
maxnoNRcellsSpectrumSharingWithE-UTRA		INTEGER ::= 64
maxnoofNrCellBands							INTEGER ::= 32
maxnoofBluetoothName						INTEGER ::= 4
maxnoofWLANName								INTEGER ::= 4
maxnoofextBPLMNs							INTEGER ::= 12
maxnoofTLAs									INTEGER ::= 16
maxnoofGTPTLAs								INTEGER ::= 16
maxnoofTNLAssociations						INTEGER ::= 32
maxnoofCellsinCHO							INTEGER ::= 168
maxnoofPC5QoSFlows 							INTEGER ::= 2048
maxnoofSSBAreas								INTEGER ::= 64
maxnoofNRSCSs								INTEGER ::= 5
maxnoofPhysicalResourceBlocks				INTEGER ::= 275
maxnoofNRPhysicalResourceBlocks				INTEGER ::= 275
	End of the 6th change



