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START OF CHANGES
UNCHANGED TEXT OMITTED

[bookmark: _Toc534730158][bookmark: _Toc36552154]9.2.13	Inter-RAT Measurement Result
The purpose of the Inter-RAT Measurement Result information element is to provide the Inter-RAT measurement results.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Inter-RAT Measured Results
	
	1.. <maxnoMeas>
	
	

	>CHOICE Inter-RAT Measured Results Value
	M
	
	
	

	>>Result GERAN
	M
	1..<maxGERANMeas>
	
	

	>>>ARFCN of BCCH
	M
	
	INTEGER (0..1023, ...)
	

	>>>Physical CellId GERAN
	M
	
	INTEGER (0..63, ...)
	

	>>>RSSI
	M
	
	INTEGER(0..63, ...)
	

	>>Result UTRAN
	
	1..<maxUTRANMeas>
	
	

	>>>UARFCN
	M
	
	INTEGER (0..16383, ...)
	

	>>>CHOICE Physical CellId UTRA
	M
	
	
	

	>>>>Physical CellId UTRA FDD
	M
	
	INTEGER (0..511, ...)
	

	>>>>Physical CellId UTRA TDD
	M
	
	INTEGER (0..127, ...)
	

	>>>UTRA RSCP
	O
	
	INTEGER(-5..91, ...)
	

	>>>UTRA EcNo
	O
	
	INTEGER(0..49, ...)
	This IE applies to FDD only.

	>>Result NR
	M
	1..<maxNRMeas>
	
	

	>>>NR ARFCN
	M
	
	INTEGER (0.. 3279165)
	

	>>>NR PCI
	M
	
	INTEGER (0..1007)
	

	>>>NR SS-RSRP
	O
	
	INTEGER (0..127)
	

	>>>NR SS-RSRQ
	O
	
	INTEGER (0..127)
	

	>>>NR CGI
	O
	
	NR CGI
9.2.xx
	



	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 63.

	maxGERANMeas
	Maximum no. of GERAN cells that can be reported with one message. Value is 8.

	maxUTRANMeas
	Maximum no. of UTRAN cells that can be reported with one message. Value is 8.

	maxNRMeas
	Maximum no. of NR cells that can be reported with one message. Value is 32.



[bookmark: _Toc20953850][bookmark: _Toc29391028]9.2.xx	NR CGI
This IE is used to globally identify an NR cell (see TS 38.300 [45]).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	OCTET STRING (SIZE (3))
	PLMN identity
- digits 0 to 9, encoded 0000 to 1001,
- 1111 used as filler digit,
two digits per octet,
- bits 4 to 1 of octet n encoding digit 2n-1
- bits 8 to 5 of octet n encoding digit 2n
-The Selected PLMN identity consists of 3 digits from MCC followed by either 
-a filler digit plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	NR Cell Identity
	M
	
	BIT STRING (SIZE(36))
	



NEXT CHANGE
[bookmark: _Toc534730175][bookmark: _Toc36552171]9.3.5	Information Element definitions
UNCHANGED TEXT OMITTED
-- N

NarrowBandIndex ::= INTEGER (0..15,...)

NRCellIdentity ::= BIT STRING (SIZE(36))

NR-CGI ::= SEQUENCE {
	pLMN-Identity		PLMN-Identity,
	nRCellIdentity		NRCellIdentity,
	iE-Extensions		ProtocolExtensionContainer { {NR-CGI-ExtIEs} } OPTIONAL,
	...
}

NR-CGI-ExtIEs LPPA-PROTOCOL-EXTENSION ::= {
	...
}


NPRSConfiguration ::=			SEQUENCE {
	nPRSSubframePartA			NPRSSubframePartA 		OPTIONAL,
	nPRSSubframePartB			NPRSSubframePartB 		OPTIONAL,
	...
}

NPRSMutingConfiguration ::= CHOICE {
	two 				BIT STRING (SIZE (2)),
	four 				BIT STRING (SIZE (4)),
	eight 				BIT STRING (SIZE (8)),
	sixteen 			BIT STRING (SIZE (16)),
	...
}

NPRSSubframePartA ::=			SEQUENCE {
	bitmapsforNPRS				BitmapsforNPRS,
	nPRSMutingConfiguration		NPRSMutingConfiguration 		OPTIONAL,
	...
}

NPRSSubframePartB ::=			SEQUENCE {
	numberofNPRSOneOccasion		ENUMERATED {sf10, sf20, sf40, sf80, sf160, sf320, sf640, sf1280, ..., sf2560},
	periodicityofNPRS			ENUMERATED {sf160, sf320, sf640, sf1280, ..., sf2560},
	startingsubframeoffset		ENUMERATED {zero, one-Eighth, two-Eighths, three-Eighths, four-Eighths, five-Eighths, six-Eighths, seven-Eighths, ...},
	nPRSMutingConfiguration		NPRSMutingConfiguration 		OPTIONAL,
	...,
	sIB1-NB-Subframe-TDD			ENUMERATED {	sf0, sf4, sf0and5, ...} 		OPTIONAL	

}

NumberOfAntennaPorts ::= ENUMERATED {
		n1-or-n2,
		n4,
		...
}

NumberOfDlFrames ::= ENUMERATED {
		sf1,
		sf2,
		sf4,
		sf6,
		...
}


NumberOfDlFrames-Extended ::= INTEGER (1..160,...)

NumberOfFrequencyHoppingBands ::= ENUMERATED {
	twobands,
	fourbands,
	...
}

NPRSSequenceInfo ::= INTEGER (0..174,...)


NRARFCN ::= INTEGER (0.. 3279165)

NRPCI ::= INTEGER (0..1007)

UNCHANGED TEXT OMITTED


-- Q
-- R

RepetitionNumberofSIB1-NB ::= ENUMERATED {
	r4,
	r8,
	r16,
	...
}

ReportCharacteristics ::= ENUMERATED {
	onDemand,
	periodic,
	...
}

RequestedSRSTransmissionCharacteristics ::= SEQUENCE {
	numberOfTransmissions	INTEGER (0..500, ...),
	bandwidth				INTEGER (1..100, ...),
	...
}

ResultRSRP ::= SEQUENCE (SIZE (1.. maxCellReport)) OF ResultRSRP-Item

ResultRSRP-Item ::= SEQUENCE {
	pCI				PCI,
	eARFCN			EARFCN,
	eCGI			ECGI OPTIONAL,
	valueRSRP		ValueRSRP,
	iE-Extensions	ProtocolExtensionContainer { { ResultRSRP-Item-ExtIEs} } OPTIONAL,
	...
}

ResultRSRP-Item-ExtIEs LPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultRSRQ ::= SEQUENCE (SIZE (1.. maxCellReport)) OF ResultRSRQ-Item

ResultRSRQ-Item ::= SEQUENCE {
	pCI				PCI,
	eARFCN			EARFCN,
	eCGI			ECGI OPTIONAL,
	valueRSRQ		ValueRSRQ,
	iE-Extensions	ProtocolExtensionContainer { { ResultRSRQ-Item-ExtIEs} } OPTIONAL,
	...
}

ResultRSRQ-Item-ExtIEs LPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultGERAN ::= SEQUENCE (SIZE (1.. maxGERANMeas)) OF ResultGERAN-Item

ResultGERAN-Item ::= SEQUENCE {
	bCCH				BCCH,
	physCellIDGERAN		PhysCellIDGERAN,
	rSSI				RSSI,
	iE-Extensions		ProtocolExtensionContainer { { ResultGERAN-Item-ExtIEs} } OPTIONAL,
	...
}

ResultGERAN-Item-ExtIEs LPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultUTRAN ::= SEQUENCE (SIZE (1.. maxUTRANMeas)) OF ResultUTRAN-Item

ResultUTRAN-Item ::= SEQUENCE {
	uARFCN				UARFCN,
	physCellIDUTRAN		CHOICE {
		physCellIDUTRA-FDD		PhysCellIDUTRA-FDD,
		physCellIDUTRA-TDD		PhysCellIDUTRA-TDD
	},
	uTRA-RSCP			UTRA-RSCP OPTIONAL,
	uTRA-EcN0			UTRA-EcN0 OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ResultUTRAN-Item-ExtIEs} } OPTIONAL,
	...
}

ResultUTRAN-Item-ExtIEs LPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultNR ::= SEQUENCE (SIZE (1.. maxNRmeas)) OF ResultNR-Item

ResultNR-Item ::= SEQUENCE {
	nRARFCN				NRARFCN,
	nRPCI				NRPCI,
	sS-NRRSRP			SS-NRRSRP	OPTIONAL,
	sS-NRRSRQ			SS-NRRSRQ	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ResultNR-Item-ExtIEs} } OPTIONAL,
	...
}

ResultNR-Item-ExtIEs LPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-NR-CGI							CRITICALITY ignore	EXTENSION NR-CGI					PRESENCE optional},

	...
}

RSSI ::= INTEGER (0..63, ...)

UNCHANGED TEXT OMITTED
[bookmark: _Toc534730177][bookmark: _Toc36552173]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

LPPA-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) lppa (6) version1 (1) lppa-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM LPPA-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-errorIndication												ProcedureCode ::= 0
id-privateMessage												ProcedureCode ::= 1
id-e-CIDMeasurementInitiation									ProcedureCode ::= 2
id-e-CIDMeasurementFailureIndication							ProcedureCode ::= 3
id-e-CIDMeasurementReport										ProcedureCode ::= 4
id-e-CIDMeasurementTermination									ProcedureCode ::= 5
id-oTDOAInformationExchange										ProcedureCode ::= 6
id-uTDOAInformationExchange										ProcedureCode ::= 7
id-uTDOAInformationUpdate										ProcedureCode ::= 8
id-assistanceInformationControl									ProcedureCode ::= 9
id-assistanceInformationFeedback								ProcedureCode ::= 10

-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNrOfErrors								INTEGER ::= 256
maxCellineNB								INTEGER ::= 256
maxNoMeas									INTEGER ::= 63
maxCellReport								INTEGER ::= 9
maxnoOTDOAtypes								INTEGER ::= 63
maxServCell									INTEGER ::= 5
maxGERANMeas								INTEGER ::= 8
maxUTRANMeas								INTEGER ::= 8
maxCellineNB-ext							INTEGER ::= 3840
maxMBSFN-Allocations						INTEGER ::= 8
maxWLANchannels								INTEGER ::= 16 
maxnoFreqHoppingBandsMinusOne				INTEGER ::= 7
maxNrOfPosSImessage							INTEGER ::= 32
maxnoAssistInfoFailureListItems				INTEGER ::= 32
maxNrOfSegments								INTEGER ::= 64
maxNrOfPosSIBs								INTEGER ::= 32
maxNRmeas									INTEGER ::= 32

-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause																	ProtocolIE-ID ::= 0
id-CriticalityDiagnostics													ProtocolIE-ID ::= 1
id-E-SMLC-UE-Measurement-ID													ProtocolIE-ID ::= 2
id-ReportCharacteristics													ProtocolIE-ID ::= 3
id-MeasurementPeriodicity													ProtocolIE-ID ::= 4
id-MeasurementQuantities													ProtocolIE-ID ::= 5
id-eNB-UE-Measurement-ID													ProtocolIE-ID ::= 6
id-E-CID-MeasurementResult													ProtocolIE-ID ::= 7
id-OTDOACells																ProtocolIE-ID ::= 8
id-OTDOA-Information-Type-Group												ProtocolIE-ID ::= 9
id-OTDOA-Information-Type-Item												ProtocolIE-ID ::= 10
id-MeasurementQuantities-Item												ProtocolIE-ID ::= 11
id-RequestedSRSTransmissionCharacteristics									ProtocolIE-ID ::= 12
id-ULConfiguration															ProtocolIE-ID ::= 13
id-Cell-Portion-ID															ProtocolIE-ID ::= 14
id-InterRATMeasurementQuantities											ProtocolIE-ID ::= 15
id-InterRATMeasurementQuantities-Item										ProtocolIE-ID ::= 16
id-InterRATMeasurementResult												ProtocolIE-ID ::= 17
id-AddOTDOACells															ProtocolIE-ID ::= 18
id-WLANMeasurementQuantities												ProtocolIE-ID ::= 19
id-WLANMeasurementQuantities-Item											ProtocolIE-ID ::= 20
id-WLANMeasurementResult													ProtocolIE-ID ::= 21
id-Assistance-Information													ProtocolIE-ID ::= 22
id-Broadcast																ProtocolIE-ID ::= 23
id-AssistanceInformationFailureList											ProtocolIE-ID ::= 24
id-NR-CGI																	ProtocolIE-ID ::= xx

END
-- ASN1STOP
[bookmark: _GoBack]
UNCHANGED TEXT OMITTED
END OF CHANGES

